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TM 5-337, 21 February 1966, is changed as 
follows : 

Page 145, paragraph 244a. In line 2, "(fig. 
79) " is changed to read " (fig. 82) ." 

Page 146, figure 79. The title, "Automatic 
curing machine" is changed to read "Transit 
mixer." 

Paragraph 245. In line 1, "(fig. 80)" is 
changed to r>ad "(fig. 83)." 

Page 147, figure 80. The title, "Concrete saw" 
is changed to read " 'Dumpcrete' truck." 

Page 148, paragraph 250a. In line 2, "(fig. 
81) " is changed to read "fig. 79) ." 



Paragraph 251. In line 1, "(fig. 82) 
changed to read "(fig. 80)." 

Figure 81. The title, "Transit mixer 
changed to read "Longitudinal finisher." 

Page 149, figure 82. The title, " 'Dumpc 
truck" is changed to read "Automatic cu 
machine." 

Paragraph 253. In line 1, "(fig. 83) 
changed to read "(fig. 81)." 

Page 150, figure 83. The title, "Longitw 
finisher" is changed to read "Concrete saw, 

Page 196. 



CHAPTER 17 
MATS 



Section I. INTRODUCTION 



317. Designation 

New criteria have been set forth to aid in 
the designation of various types of mats. Two 
general categories, light mats and medium mats, 
have been established. 

a. Medium Mats. Medium mats must be able 
to withstand 200 simulated coverages of a 25,- 
000-pound single wheel load with a tire pres- 
sure of 250 psi on a subgrade with a CBR value 
of 4 (airfield index of 6). These criteria must 
be met without the occurrence of excessive de- 
flection under load and no more than 10 per- 
cent replacement of failed panels. Other re- 
quirements are that these mats must weigh 
less than 4.5 pounds per square foot of usable 
area and be in sections small enough to be 
readily erected by hand. 



b. Light Mats. Light mats must meet 
same criteria as medium mats except thai 
CBR value of the subgrade is raised to 10 
field index of 11) and the maximum weig 
restricted to 3.0 pounds per square foot o: 
able area. 

Note. The major difference between ligfit and m< 
mats is the CBR requirement for the base an< 
weight per square foot. This allows units in the 
to construct an airfield (or road) from the \ij 
possible mat upon evaluating soil conditions, thus V 
valuable transport capacity for other items. 

3T8. Types 

a. The limited standard M6, M8, M8A1, 
M9 mat may still be encountered in the fie| 
cause of past- inventories or limited new\ 
curement. Although M6, M8, and M9 xrifi 



l 



*Thii change supersedes appendix I, sections 1 and 2, TM 5-366, 10 November 1965. 
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quirements ^para 6U), tney win nna wiae 
application as expedient surfacings until re- 
placed by new series of aluminum mat now 
under development. 

6. A new series of experimental mats is de- 
signed to meet or exceed the weight and per- 
formance criteria for light or medium mat. 
Currently in the advance testing stake are the 
MX18B, MX18C, and MX19 aluminum mats. 
The MX18B and MX18C mats are similar in 
construction and application to the AM2 mat 
developed by the Navy. 

c. Several new materials and techniques are 
currently being studied for possible application 
as expedient surfacings. A lightweight fiber- 
glass mat with sufficient rigidity and durability 
to support aircraft operations is being investi- 
gated, as well as a spray technique using epoxy 
resin as a spray down mat. 

319. Design and Evaluation 

Design criteria for the use of mats usually 
are expressed in the form of an index of soil 
strength. The cone penetrometer is used by 
engineer personnel to determine an airfield in- 
dex of trafficability index. This index is then 
used to assess mat requirements for various 
military applications such as theater of opera- 
tions airfields, and heliports. A detailed discus- 
sion of design and evaluation is found in TM 
5-330. 

320. Definitions 

For clarity, certain terms used in this chapter 
are defined below. 

a. Run. A strip of mat equal to one panel in 
width and extending transversely, in a direc- 
tion perpendicular to traffic, across the entire 
runway, taxiway, or roadway. 

b. Row. A strip of mat equal to one panel 
length and extending longitudinally (parallel to 
the direction of traffic) for the entire length of 
the runway, taxiway, or roadway. 

c. Side Joint. The connection used to inter- 
lock panels or runs of panels transversely in a 
direction perpendicular to traffic. 

d. End Joint. The connection used to inter- 



aiiei to tramc. 

e. Antiskid Coating. An antiskid compoui 
applied on the top surface of some mats to pr 
vide a skid-resistant surface, especially durii 
inclement weather. 

/. Replacement Panel. A special panel us 
as replacement after damage to a regular m 
panel in the interior of a pavement. 

g. Directional Panel. A special panel or < 
vice used in making junctures at horizon- 
curves, as from runway to taxiway. 

h. Earth Anchors. A device used along 1 
sides and ends of the runway to hold the n 
in position. 

i. Coverage. A coverage represents a su 
cient number of passes of a wheel load in ad 
cent parallel wheel paths to completely cove 
given lane within a pavement. 

321. General Characteristics of Mats 

The advantages and disadvantages of 
various mats are as follows : 

a. Advantages. 

(1) Reduces construction time and eff' 

(2) Increases the load-bearing capabi 
of weak soils by distributing the wl 
load over a wider area. 

(3) Is recoverable for future use, altho 
this becomes proportionately more 
ficult with use. 

(4) Requires no special skills or equipn 
to place mat. 

(5) Has low cubage to surface area ral 

b. Disadvantages. 

(1) Does not waterproof or dustprooJ 
area. Requires an underlying rr 
brane to waterproof the subgrade. 

(2) Is slippery when wet unless tre 
with antiskid coating. 

(3) Welding of aluminum mats reqi 
special equipment and techniques 

(4) Requires a heavy maintenance ef 

(5) Is temporary. 



A detailed discussion of subgrade and base 
course preparation is given in TM 5-330. 

a. Subgrade Evaluation. The subgrade must 
be evaluated to determine its CBR value or soil 
strength index. (CBR versus airfield index cor- 
relation curves are found in TM 5-330). Even 
if the subgrade meets the minimum strength re- 
quirement, it may be more economical to add a 
well-compacted (high CBR) base course. This 
reduces the strength requirement of the mat, 
allowing the utilization of a lighter mat. 

b. Grade and Alinement Considerations. To 
provide maximum bearing surface and mini- 
mize bridging of mats, the grade should be 
maintained as closely as possible. If small de- 
pressions are not filled and compacted, the max- 
imum capacity of the panel will be reduced. A 
tolerance of *4 inch over a 12-foot distance has 
been used successfully, but actual specifications 
adopted will depend upon the skill of the grader 
operators. Hand raking may be necessary to 
remove small rocks which would impair the 

interconnecting of mats. In any case the sub- 
Brade should be leveled to practical limits and 
rolled with pneumatic-tire or steel-wheel rollers. 
Alinement is critical with mats, as correcting 
for errors will sometimes result in difficulty in 
connecting the next run (or row) of mats. 
Alinement corrections can be made to some 
extent by actually dragging the mat into aline- 
ment with trucks or bulldozers. No appreciable 
alinement changes can be realized by attempt- 
ing to stretch or bend each run back into line. 

c. Drainage. Grading should provide for ade- 
quate drainage of surface and rain waters away 
from the field area. The soil should be disturbed 
a minimum amount in obtaining the required 
grade to provide a soil of maximum bearing 
capacity. The use of membrane surfacings 
underlying the mat serves to waterproof the 
subgrade and act as a dust palliative. For a 
complete discussion of drainage considerations 
see TM 5-330. 

323. Sequence of Placement Operations 

The general sequence of operations for plac- 
ing all types of mats is as follows : 



requirements. 

6. Organizing the job and specific tasks. 

c. Establishing original alinement. 

d. Spotting bundles (pallets) . 

e. Spotting, carrying, and placing panels 
/. Locking joints, if necessary. 

g. Checking alinement. 

h. Stretching plank, if necessary. 

i. Finishing sides and ends, if necessary. 

j. Forming junctures, if necessary. 

k. Anchoring, if necessary. 

I. Laying hardstands and fillets (airfields 

324. Material Requirements 

Material requirements are most easily de 
mined in four steps width determinal 
length determination, total panels, and a 
tional material determinations. Equations 
1, 17-2, and 17-3 are general and may be 
plied to any type of mat. Refer to sections 
IV, and V of this chapter for panel dimens 
and details. 

a. Width Determination. The width of 
pavement in panels may be determined by 
following formula : 

_ ^L 

where, N w = Width of structure in pa 
(rounded up to next higher 
or whole panel, depending 
type of mat) 

W s =Width of structure in feet 
LP== Length of mat panel in feet 

Example: An airfield is 73.0 feet wide. M 
mat (L p = 4.0 feet) will be i 
What is the number of rows of M 
panels required? 

W s __ 73.0 
~~ 4.0 



Solution: N w = 



1 o oc 

= . = 1O.4D 



Rounding up, 19 rows of MX19 p 
would be required. 
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etffis, or the length in panels, may be calculated 
with the following formula : 



NT, = 



12 X L s 



(17-2) 



svhere, N L =Length of structure in panels 

(rounded up to the next highest 
whole number 

Ls=Length of structure in feet 
Wp Width of panel in inches 

Example: The airfield in a above is 3,000 feet 
long. The width of the MX10 mat 
panel is 48.1 inches. How many 
MX19 panels are required per row? 

12 X L 8 12 x 3000 

W p = 480 = 
748.4 or 749 panels 



Solution: NL 



c. Total Panels. The total number of panels 
is determined by estimate. The governing fac- 
tor is the number of panels in the runway, taxi- 
ways, and aprons. This figure is obtained by 
successive use of the following formula : 

NT=N W x N (17-3) 

where, N T =Total number of panels for struc- 
ture 

N w =Width of structure in panels 
N L =Length of structure in panels 

After calculating the total number of panels for 
each component structure, the totals are added 
together. Additional panels are necessary for 
such items as fillets in turns. These additional 
requirements may be obtained by either esti- 
mation or plotting on graph paper. Also, 
another factor should be added that considers 
waste, anchorage, and bent or otherwise un- 
usable panels. This factor varies from 5 per- 
cent to 15 percent for used panels, depending 
on the type of mat being considered. Figure 
113 shows a sample calculation sheet for de- 
termining airfield requirements. 

d. Additional Materials. Miscellaneous an- 
chor attachments, earth anchors, and cable may 
be necessary for anchorage. Dust palliative, 
aluminum welding equipment, and connectors 



required. 

325. Job Organization 

a. A typical job organization for laying 
MX19 mat is shown in table XVIII. This or- 
ganization can be adapted to laying other types 
of mat with only slight variation. Depending 
upon the size of the job, the time available, and 
the numbers of men and equipment available, 
there are several ways a particular job can be 
organized. Normally, a platoon is organized 
into the basic work force with tactical integrity 
maintained by making crew assignments at the 
squad level. The organization must be flexible 
enough to adjust readily to changing situations. 
Should a particular phase of the project fall 
behind, the supervisor shifts personnel from 
one crew to another to obtain the most efficient 
balance of operations. A typical work party is 
composed of crews for laying out field base lines, 
pallet distribution and disassembly, mat place- 
ment, and anchorage installation. 

b. With only one working party, normally 
mat placement would start at one end of the 
runway and proceed to the other end. If suffi- 
cient personnel are available, two working 
parties may start at the transverse centerline 
and place mat toward both ends of the runway 
simultaneously. After alining the mat at the 
center, the time required to lay the runwaj 
can be reduced approximately one-half by using 
two crews. 

326. Pallet Deployment 

a. Method. Deployment of pallets is planned 
so as to minimize handling and carrying of mats 
and the related components. Pallet deployment 
may be accomplished by either of the following 
general methods. 

(1) Forklift track deployment. This 
method of deployment may be used il 
a sufficient number of forklift trucks 
will be available to continuously sup- 
ply the placement crews. Considera- 
tion must be given to the round trip 
distance and cycle time from the stor- 
age area to the work area when deter- 
mining forklift requirements. The 
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Figure 113 (Superseded) Sample calculation sheet for number of mat panels 

required for an airfield. 



forklift delivers the pallets directly to 
the mat placement crews, operating 
from the completed mat surface rather 
than the subgrade. This method has 
the advantage of reducing vehicle traf- 
fic on the subgrade, thus reducing the 
chance of damage to the membrane 
surfacing. Pallets are disassembled at 
the worksite while on the forklift 
trucks and the truck remains until the 
pallet load has been installed. Deploy- 
ment of less frequently used compo- 
nents, such as typical keylocks, is 
particularly efficient using the fork- 
lift method. 

(2) On field deployment. Where constant 
delivery by forklift truck is not possi- 
ble, pallets may be positioned on the 
field along predetermined pallet rows. 



Delivery of pallets to the wori 
should not begin until grading op 
tions have reached a point that 
permit unloading of pallets wit! 
rehandling. A lifting device, sue! 
a mobile crane, should be available 
unloading pallets from truck beds, 
though, in an emergency, bundles 
be dumped from dump trucks, 
damage to individual panels and 
membrane surface will lead to 1 
difficulty. Pallet rows extend alonf 
longitudinal axis of the strucl 
spaced so as to minimize the wal 
distance from pallet to mat placer 
point. Pallet rows may extend a 
the two edges of a runway as we 
along the interior, depending on 
width of the runway. Optimum s 
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Table XVIII (Superseded) Typical Organization for MX19 Mat Laying Crew 



DESIGNATION 


FUNCTION 


PERSONNEL 


OFF 


NCO 


EM 


Supervisory 


Overall coordination and supervision 
of effort. 


1 






Layout Crew 


Lays out base lines, transverse start- 
ing lines, fillet radii; checks a- 
linement as installation progresses; 
ensures that the field access adapters 
are installed in correct locations; 
takes corrective action when neces- 




1 


6 




sary, to keep a uniform pattern of 
placement. 








Pallet Crew 
(3 Req'd) 


One pallet crew with truck assigned 
per pallet row; opens pallets and re- 
moves steel bands, plywood sides from 
site; removes skids from runway when 
last mat is removed from the pallet. 
(One crew I; EM) 




1 


32 


Placement Crew 


Spots each mat and maintains placement 
sequence; inspects joints of each mat 
to ensure that lock bars have been 




1 


1 




placed. 










Carry and place mats. 






6 




Inserts lock bars in installed mats. 






1 


Anchorage Crew 


Installs anchor lugs and earth anchors 
around perimeter of field. 




1 


h 



ing of pallets along the pallet row may 
be computed by use of equation 17-4, 
which results in the minimum han- 



Pallet Spacing = 
(Feet) 



(N r )x(N m )x(W p ) 






n 



structure 
N m = The number of mats per pallet 

W p = Width of panel in feet (Panel dimen- 
sion measured in direction par- 
allel to traffic) 

N w = Width of structure in panels 

b. Example. For a 72-foot wide runway sur- 
aced with MX19 mat (fig, 114), three pallet 
ows will make a good working arrangement. 
>ne pallet row is to extend along each edge of 
he runway and a third row is to be located a 
istance of two-thirds the runway width plus 
he width of a panel from the edge of the run- 
way. Thus, the second pallet row in this ex- 
,mple will extend along a line 52 feet from the 
unway edge. This arrangement reduces the 
Dngest carrying distance to slightly more than 



also reduces venicle tramc on tne prepared | 
subgrade or membrane surface by limiting the* 
number of pallets spotted on the runway 
interior. Spacing of pallets along the three 
pallet rows is computed using equation 17-4 



Pallet Spacing 
(Feet) 



Pallet Spacing= 



N 



(17-4) 



(3)x(32)x(4.1ft) 



(21.9 feet) 



Place pallets on 21.9 foot centers along each 
pallet row, with the first pallet 21.9 feet from 
the end of the runway. Miscellaneous equip- 
ment pallets are deployed along the runway 
at intervals required for best distribution in 
relation to mat pallets. 



Section III. M6, M8, M8A1, AND M9 MAT 



127. Description 

a. M6 Steel Mat. The M6 mat (fig. 115) is 
in improved version of the World War II PSP. 
Vlthouh this mat is no longer manufactured, 
i large quantity has been stockpiled and may 
>e available. It is manufactured from rolled 
tee} plate with three rows of punched holes 
;o seduce the panel weight ,to 68 pounds for 
;he standard panel. The nominal size of the 
rtandard panel is 10 feet by 1.25 feet, thus the 
mit weight is 5.4 pounds per square foot of 
isable area. Between tho three rows of holes 
ire two longitudinal valley ridges which in- 
crease the bridging capacity by increasing the 
ongitudinal rigidity. (This actually increases 
;he transverse rigidity of .the connected struc- 
ture.) The panel has bayonet-type connecting 
ievices (L-shaped and pointed in only one 
iirection) and slots along both longitudinal 
jdges enabling the unit to be placed and joined 
from either side. There are 29 side connector 
slots along each edge of the standard panel and 
L4 on each side of the half panel. The M6 mat 
will support a single wheel load of 37,000 
pounds on a subgrade CBR of 15 (airfield 
index of 13.5) for 700 coverages. The M6 is 
packaged in bundles containing six subbundles. 



Each subbundle contains four standard and 
two half panels. The material requirements are 
computed as discussed in paragraph 324. N w 
(equation 17-1) is rounded up to the next' 
higher half panel. Use 5 percent as a waste 
factor for new panels and 10 percent for re- 
covered panels. 

b. M8 Steel Mat. The M8 panel (fig. 116) is 
furnished in thicknesses of 0.134 inch, weigh- 
ing 140 pounds, and 0.140 inch, weighing 144 
pounds. The panels are 11 feet 9% inches long 
and 1 foot 7\fa inches wide. In each panel there 
are four parallel rows of perforations, 40 holes 
per row, to lighten the weight. The M8 mat 
contains improved (over earlier designs) in- 
tegral end connectors formed of metal and 
welded into position under the panel. These 
connectors, three per panel, are bent into posi- 
tion to lock to the adjoining panel. Bayonet 
side connectors are along one side of the panel 
only, and the edge opposite the bayonets is 
rolled under the bayonet slots to form a smooth 
contour at the subgrade and furnish additional 
strength along the side. The panels can be laid 
at approximately 361 square feet per man- 
hour. The M8 will support a 50,000-pound 
single wheel load and an 80,000-pound dual 
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Figure 115 (Superseded) M6 steel mat. 



wheel load on a CBR 15 (airfield index of 13.5) 
subgrade for 700 coverages. This is only 20 
percent of the volume of traffic required of 
light-duty mat. The M8 is packaged in bundles 
conta'fning 13 standard and 2 half panels. In 
computing material requirements, N w (equa- 
tion 17-1) is rounded up to the next higher 
half panel and a waste factor of 5 percent for 
new panels and 10 percent for recovered panels 
is used. 

c. M8A1 Steel Mat. The M8A1 panels (fig. 
117) are formed of 0.125-inch-thick mild-steel 
sheets. As shown in the figure, the panels are 
solid planks, with no pierced holes. The end 
connections incorporate moment-transferring 



end joints made of four 24. by %- 
sliding steel bars, driven into place with 
hammer or bar. The side connectors are son 
what similar to those of the M8 with bayonc 
and slots. The locking lug and retainer key 
the M8A1 can be bent up or down to facilita 
removing and replacing. The panels are 11 fc 
9% inches long, 1 foot 7!/2 inches wide, a: 
weigh 144 pounds or 7.5 pounds per squa 
foot. The panels can be placed at the rate 
243 square feet per man-hour. The mat qua 
fies as a light-duty mat on basis of performan 
but not on basis of weight. The M8A1 is pac 
aged in bundles containing 13 standard ai 
2 half panels. Material requirements are coi 
puted the same as for the M8 mat. 
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Figure 116 (Superseded) M8 steel mat. 
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d. MP Ma^. The M9 mat is identical to the 
[8 in appearance except that it is made from 
luminum and the panel width is increased to 
2^4 (22.2) inches. The panel weight is de- 
eased to 67 pounds and the unit weight is 3.1 
aunds per square foot of usable area. The 
ackaging method and load bearing capacity 
f the M8 and M9 are identical except that the 
jsign life of the M9 is only half that of the M8 
iat. M9 mat can be joined to M8 mat, but not 
ice versa because the edge roll on the slotted 



328. Placement 

a. Placing MS, M8A1, and M9 Mat. 

(1) Locking and plank orientation. The 
method of placing M8, M8A1, and M9 
mat is identical except for differences 
in end connections. Panels can be 
readily placed on a crowned subgrade 
of up to 2 percent. The panels have 
both an overlap end and an underlap 
end. When placing panels, the under- 
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Figure 117 (Superseded) M8A1 steel mat. 



the top panel in fig. 116) and the 
overlap end is then placed on top. A 
reversal of the underlap and overlap 
positions is not possible because the 
underlap end ribs will not seat fully 
to the bottom of the overlap ribs and, 
if forced into place, the recessed 
underlap end will prohibit an even 
surface. When the general method of 
laying the panels has been established, 
it ia readilv seen that, the first nanel 



the laying crew faces its work) 1 
the bayonet lugs facing away i 
the laying crew and the slot 
adjacent to them. This places 
underlap end on the right and 
overlap end on the left. Next, this 
is completed across the strip, ' 
the following runs starting from 
left as soon as one and a half or r 
panels are placed in the previous 
buildinor the mat cmnosite the d 



(a) Placers start by laying one run of 
planks across the runway from the 
left side to the right side, being 
sure the centerline will fall at the 
proper place. 

(&) A transit can be used on this and 
the next few runs to insure planks 
are laid perpendicular to the center- 
line. 

(c) Pairs of placers are numbered from 
left to right. Plank placing team 
number 1 places one or two planks 
as required and directed ; number 2 
places one or more planks, etc. If 
the situation warrants, each team 
may place only one plank each. 
Each pair of placers thus places 
one, two, or more planks in each 
run. 

(d) The first run is made by laying 
plank one; overlapping the overlap 
end of plank two over the underlap 
end of plank one by 2 inches ; over- 
lapping the overlap end of plank 
three over the underlap end of 
plank two by 2 inches, etc. 

(e) The plank placers automatically 
lock the sides of the planks together 
when they insert the connector 
hooks, slide the panel to aline the 
locking lugs and slots, and drop 
the new panel into position. The 
end-connector man then moves the 
end connectors into the connector 
slots using a pinch bar as illustrated 
in figure 118. The M8A1 panels are 
joined by sliding the four end con- 
nector bars into the receiving slots 
and knocking the coverplate tab 
down. 

Caution: The end of the panels 
must be connected as they are laid 
because the end connectors will 
not fit into the connector slots if 
the planks are allowed to creep 
apart. 

(/) For the second and succeeding runs, 
the order of placement from left to 



runs to assure staggering of 
Also, team number 1 will stai 
ing the third run as soon a 
number 2 places its first pi 
the second run. 

(g) Then, in turn, as in the fir 
construction proceeds from 
right consecutively. This mej 
runway will always look lik 
of stairs with placement on 1 
far exceeding that on the rig 
team number 1 will finish 
before the last team. 

(h) Each team of two men ho! 
loose plank at approximately 
angle to the laid plank. The I 
lugs of the loose plank are 
and are engaged in the sid 
of the laid planks. The tilte( 
is thus slid until the bayon 
are securely locked in the sli 
the locking lug behind the \ 
lugs is positioned in the slo 
locking lugs behind the I 
lugs will fit into one of the tv 
ing lug slots of the laid p' 
prevent future sliding wh 
loose plank is lowered back 
ground in its final position 

(0 To make the connections 1< 
panels in a run must be slid 
same direction, either left o: 
Panels in alternate runs are 
the oposite direction to m 
edge alinement and to ease i 
for maintenance. 

(;) The method of fastening ei 
nectors is illustrated in figu 
All connectors should be p 
engaged with a pinchbar. If 
the connectors are bent out c 
they may be straightened 
sledge or claw hammer so tY 
can be engaged in their prop< 

(3) Procedure for placement with t 
crews. If personnel are availal 
crews may start at the tra 
centerline and lay mat towa] 



Al 



ends of the runway simultaneously. A 
third crew about as large as a platoon 
may be used in anchoring the mat 
along the edges of the runway and in 
stretching and alining the mat. After 
alining the mat at the center, the time 
required to lay the runway can be cut 
almost in half by using two crews. 
Also the runway can be laid from 
both ends and a juncture formed at 
the transverse centerline (fig. 119). 
This usually requires more time than 
the first-mentioned method, and it 
does not provide for partial occupancy 
before the field is completed as the 
one-mat method does. Figure 119 
illustrates several alternate methods 
which may be used. General principles 
of staggered joints and direction of 
placement apply to placement with 
multiple crews. See paragraph 333 
for special considerations involved in 
planning junctures. 

b. Placing M6 Mat. 

(1) The method of laying M6 mat (fig 
120) is similar to the procedure de- 
scribed for M8 and M9 except that 
planks having bayonet lugs and con- 
nector slots along both edges can be 
placed in either direction across the 
runway. The undelap end has a longer 
depressed end (left end of bottom 
pannel in fig. 115) than the overlap 
end (right end of bottom panel in fig. 
115) . In the field, it is simple to dis- 
cover that the three pronged end con- 
nectors can be driven into place only 
when the end with the short depres- 
sion overlaps the end with the long 
one. This means that when a crew 
places from left to right across a 
runway, the the underlap end must be 
to the right or to the left if placing 
from right to left, or in the direction 
of placing. The end connectors are 
fastened on after locking the three 
prongs through both sets of end con- 



(2) Because the L-shaped bayon 
point toward the underlap en< 
M6 panel, and the locking k 
the end of the side connectii 
toward the underlap end of th 
it will quickly be discovered 
field that the M6 will go 1 
smoothly and rapidly only 01 
One run is placed all the waj 
the runway with the under 
pointing toward the direction 
ing the run. The next run 
placed in the opposite direc 
placing the first run with the 
lap end also pointing in the < 
direction. Both direction of 
and orientation in planks or 
in a run are reversed in a 
runs. This greatly slows down 
tion, because each run must 
pleted before the next one 
started. 

329. Adjustment for Temperature C 

To offset temperature changes as r 
possible, mat laid in any weather sh< 
casionally be stretched from both si< 
the ends by attaching vehicles and/or 
and pulling. In general, the fit is with 
tolerance that there is insufficient pr 
against radical temperature changes. 

330. Maintaining Alinement 

a. The survey party should be avai 
keep a constant check on alignment. T 
be accomplished with a transit or by u! 
3-4-5 triangle method. Drift or misal 
must be corrected at the time the mat 
stretched. The use of temporary ancho: 
at the runway edge as the planking 
assists in maintaining alinement. 

b. When a runway has an even nui 
planks per run, alinement may be co 
by placing a line along the centerlir 
line is then used to control the aliner 
assuring that the joint falls along it. 1 
trol line is one-half panel off center 
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Figure 119 (Superseded) Procedure for laying M8, M8A1, or M9 mats with multiple crews. 
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331. Stretching 

After every 60 to 70 feet of runway has been 
ilaced, laying operations are suspended, and 
the section is stretched tightly by using truck 
winches or any other equipment available. Re- 
bound can be prevented by driving temporary 
pickets or stakes through holes in the planks 
after each stretching operation. This stretch- 
ing is necessary to maintain alinement and 
prevent buckling of panels. 

332. Anchorage 

a. Finishing Sides of Runway. To prevent 
curling and shifting, the planks must be 
anchored along the sides of the taxiway or 
runway. This may be done in several ways. 

(1) In the most common method, the ex- 
tending portions of panels are bent 
downward into a trench and the 
trench is backfilled (fig. 121). Where 
half planks are being used to finish 
the sides of the runway to an even 
line, using a full plank at the end of 
every fourth or sixth run and bury- 
ing the extension is most satisfactory 
and involves less waste of plank and 
effort. The extended section is bent by 
a roller or truck. A cutting torch may 
be used to cut out a small notch in the 
ribs, thus greatly reducing the load 
required to bend the plank and con- 
trolling the point of bending. 

(2) Where the whole edge, for 1- to 2-foot 
width, is to be bent down into a ditch, 
a heavy roller or wheeled vehicle may 



be used. If the ditch is not too de 
often a large pipe or cylinder can 
rolled under the edge of the lif 
landing mat, and the mat can be b 
or beaten with a sledge hammer i: 
a bend. 



(3) If finished to an even edge, the 
anchored with cables or racked \v 
to deadmen buried at the side. Ea 
anchors consisting of %-inch r 
forcing rod, 40 inches long, may 
used to anchor sides of runways 
helipads. The top 6 inches of the : 
should be bent over the mat. 

b. Finishing Ends of Runway. A trend: 
excavated at each end of the runway acr 
the entire surfaced width. The plank is c 
tinued down the slope of the trench about 
width of six panels as shown in figure 1 
After the plank is in place and anchored, 
trench is backfilled and the fill compacted. T 
method of end finishing tends to reduce sh 
ing and curling at runway ends. 

333. Transitions 

a. Junctures. When crews laying plank f r 
opposite directions meet, the juncture must 
welded. The welded juncture may be formed 
cutting the planks with a torch and makin, 
butt weld. It is more satisfactory to cut b 
planks to be welded in a rib valley, if possil 
The joint can be strengthened by welding sh 
pieces of scrap steel at intervals over the jo: 
M9 may be welded if aluminum welding eqi 
ment is available. An alternate method of ju 
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is not satisfactory for M8, M8A1, or M9 mat 
oecause the deep ribs give an appreciable bump 
;o such a joint. 

b. Formation of Angles. The M8 method of 
forming angles is the recommended method 
where using M9 welding presents a problem. 
Fhe skew panels are cut so that they butt up 
mugly against the straight panels, and then 
;hey are butt welded or spot welded. The cutting 
jdge may be most easily determined by lifting 
ip the last run of straight panels, and upon 
>verlapping it on top of the skewed panels, 
.ts edge will act as a straightedge for marking. 
[n the special case where plank taxiway, hard- 
jtand, or other similar surfaced areas join a 
concrete or asphalt surface, the last two planks 
ire buried in the manner explained in para- 
graph 332 for runway ends, except that con- 



c. Laying Hardstands and Fillets. Hard? 
stands may be constructed by extending the 
landing mat in the taxiway; or a juncture may 
be formed by welding, and the planks placed 
perpendicular to the line of travel of the air- 
craft. In both methods, each run of plank is 
stopped after crossing the design edge of the 
fillet or hardstand so that a fillet is formed, but 
the edge is left stepped. The first method places 
the plank parallel to the line of travel, but it is 
satisfactory because of the small volume of 
travel on a hardstand. It has the advantages of 
ease of construction and of saving time and 
material. Staking down the edges of either 
type of hardstand generally is satisfactory. 
Where time permits, edges of hardstands can 
be buried. The forward edge of the hardstand 
should be buried in the same manner as the 
runway ends to prevent curling. 



Section IV. AM2, MX18B, MX18C MAT 



J34. Description 

a. AM2 Aluminum Mat. The AM2 is an ex- 
;ruded aluminum mat with a solid top and 
jottom as shown in figure 122. The panel is 12 
'eet long and 2 feet wide, requiring a placing 
irea of 24 square feet. The panel is extruded 
n 6061 alloy aluminum and tempered to the 
P6 condition. The panels, coated with antiskid 
compound, weigh approximately 6.3 pounds 
)er square foot. The connectors consist of 
>verlap and underlap connections on the ends 
ind hinge-joint connections on the sides. The 
lide connectors are integral parts of the basic 
janel extrusions. The panels can be placed at 
he rate of 573 square feet per man-hour. The 
V.M2 mat qualifies as a medium-duty mat based 
>n performance but not on weight. The AM2 
s packaged in bundles containing 11 standard- 
ength panels, 2 half-length panels, and 13 lock- 
ng bars. In computing material requirements 
tf w (equation 17-1) is rounded up to the 
learest half panel and a waste factor of 10 
lercent for new panels and 15 percent for 
ecovered panels is used. 

b. MX1SB and MX18C Aluminum Mat. The 
1X18B and MX18C aluminum mats (fig. 123) 
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are lighter versions of the AM2 mat. The 
MX18B and MX18C mats meet all criteria foj 
medium mats except weight (compare 4.7 ll 
per sq ft versus 4.5 Ib per sq ft maximum). 
Both mats are identical except for a difference 
in aluminum alloys. They consist of extruded 
aluminum planks with lapped and welded end 
connectors. The panels are 2 feet by 12 feet 
and weigh approximately 113 pounds or 4.7 
pounds per square foot of usable area. A half 
panel is also available that is 6 feet long. A 
short (2-ft long) locking-bar is an accessory 
used to complete the end connection. Both mats 
are packaged in bundles containing 11 
standard-length and 2 half-length panels. The 
material requirements are computed identically 
to the AM2. 



335. Placement 

a. The general sequence for placement is to 
start at the transverse centerline of the runway 
and progress toward each end simultaneously. 
A special starter keylock section is laid across 
the centerline (fig. 124) and then individual 
mats are laid in a staggered- joint pattern in 
opposite directions from the starter keylock 
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Figure 122 (Superseded) AM2 aluminum mat. 





Figure 124 (Superseded) AM2 starter keylock placed at transverse centerline of runway. 



Survey lines are established to guide at least 
one edge of the section being laid to maintain 
longitudinal alinement. Panels can be placed 
on a subgrade crowned as much as 1.5 percent. 
As the crowned subgrade increases above 1.5 
percent, increased difficulty is encountered in 
making connections between individual panels 
across the longitudinal centerline of the run- 
way. 

b. Lay the starter keylock on the transverse 
centerline of the runway. A 9-foot keylock is 
laid at the outer edge followed by 12-foot sec- 
tions across the runway (fig. 125). The first 
panel will be placed in position 1 (a, fig. 125) 
by holding the panel at a 45 angle to the 
ground so that the female connector is engaged 
over the male and lowered into position (b, fig. 
125). Subsequent panels will be placed left to 
right in sequence 2, 3, 4, 5, etc., in a stairstep 
pattern as indicated in a, figure 125. Note that 
a half -panel is used in alternate runs to provide 
a staggered pattern. This pattern will be main- 
tained throughout placement. The ends of 
panels will be locked by inserting the locking 



bar in the lock bar slot, as shown ir 
125. After two to four runs have be 
to insure proper alinement, a second 
begin placement in the opposite direc 
from the opposite side) using the sa 
ment procedure as that described a 

c. Every 100 feet, install a run < 
keylocks in the matting field (a, fig. ] 
will permit the easy removal of se< 
multiple mat replacement. Place a 9-f < 
keylock at the outer edge of the run 
the female end of the keylock alined 
first mat of the preceding row. Addi 
foot sections are then installed next 
foot section to complete the width o: 
way. After laying a run of typics 
sections across the runway, contin 
matting using the same procedure 
above. 

336. Anchorage 

a. Sides of Runway. Anchor lugs 
anchors (a and c, fig. 126) are insta 
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a. ANCHOR LUGS 



END OF RUNWAY 




V_ 



c. EARTH 



b.END OF RUNWAY ANCHORAGE 



Figure 126 (Superseded) Anchorage details for AM2 and MX18 mat. 



fourth to sixth run on both sides of the runway. 
An anchor lug is placed on the edge of the mat 
and an earth anchor fitted to the slot in the lug. 
The earth anchor is screwed into the earth until 
it seats firmly in the lug. The lug is then locked 
in place using a short lock bar. 

6. Ends of Runway. The earth is excavated 
at each end of the runway to form a 5 :1 slope 
for the full width of the runway (b, fig. 126). 
Six full runs of panel are then placed down 
the slope (fig. 127) and anchored in place 
with a minimum of two anchor lugs and earth 
anchors per panel. The trench is then back- 
filled and compacted to match the original sub- 
grade contour. 

337. Transitions 

a. 90 Angles. Two methods may be used to 
effect a 90 turn. Either the H connector or 
one of the special overlap and male or underlap 
and male connectors will be used, as illustrated 
in figure 128. When using the H connector, the 



ends of the panels in the first n 
taxiway will be connected before s 
panels into the connector. 

b. Variable Angles. Variable angl< 
formed by either of two methods. 

(1) The ends of the taxiway p. 
intersect the runway will 
the desired transition angl< 
into the H connector. Pan* 
shortest run of the taxiws 
placed first, progressing to 1 
shortest run, until the nori 
of the taxiway is reached. 

(2) Either the H connector or < 
special overlap and male or 
and male special connectoi 
used. The first run in the ta: 
be connected to the special 
Each run thereafter will be 
2, 3, or 4 feet to form ar 
angle in a stairstep patte] 
panel end (a, fig. 128). 
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Section V. MX19 MAT 



Description 

> MX19 mat is a sandwich-type structure 
ning an aluminum honeycomb core 1.375 
i thick bonded top and bottom to 0.063- 
hick aluminum plates, as shown in figure 
The connectors are bonded to the edges 
j core with a potting compound and are 
d to the top and bottom plates. Two edges 
s panel have an overlap-and underlap-type 
that will be connected and locked to ad- 
ig panels with a lock bar. The other two 
have a hinge-type connection. The panels 
.5 inches thick, 48.1 inches square, and 
L approximately 68 pounds. A panel covers 
ximately 16.7 square feet and weighs 4.1 
Is per square foot. The panels can be 
1 at a rate of 350 square feet per man- 
The MX19 mat qualifies as a medium- 
mat based both on performance and 
it. The MX19 is packaged in pallets con- 
ig 32 full panels and 32 locking bars, 
r components of the MX19 system are 
vidth mats and repair mats, all of which 
lackaged in specially marked pallets. In 
uting material requirements, N w (equa- 
17-1) is rounded up to the nearest full 
and a waste factor of 10 percent for new 
s and 15 percent for recovered panels is 



Placement 

rhe general sequence for placement of 
D is the same as for AM2 or MX18 mat. 
scial starter adapter (fig. 128.2) is used 
rm the transverse line from which mat 
ment progresses in opposite directions, 
use of starter adapters at the transverse 
rline of the runway permits simultaneous 
ment of mat toward each end. Survey base 
are established to guide both outer edges 
e section being laid to maintain longitu- 
alinement. Panels can be placed on a 
tied subgrade up to 3 percent. 

Lay the starter adapter on the transverse 
rline of the runway. The starter adapters 
ocked together end-to-end starting with a 



(fig. 128.2). The first panel will be placed in 
position 1 (a, fig. 128.3) by engaging the 
overlap edge with the starting adapter. Sub- 
sequent panels in the first row (positions 1, 3, 
7, etc.) will be placed in a similar manner. The 
second panel will be held at a 45 angle to the 
ground so that the female connector can be 
engaged over the male and dropped into posi- 
tion to engage the underlap and overlap edges. 
Remaining panels will be placed right to left in 
sequences 4, 5, 6, and 8, 9, 10, etc., in a stairstep 
pattern as indicated in figure 128.4. Note that 
No. 2 panel is a half -panel ; half -panels will be 
used in alternate rows at the starting connec- 
tor to provide a staggered pattern. After lay- 
ing a mat, a lock bar is inserted in the lock 
bar slot (b. fig. 128.3) to lock it to the adjacent 
mat. Because of unevenness of the subgrade or 
because of mat warpage, it may be an aid to 
lift one corner of a mat in the adjacent row, 
using a shovel point or small pry bar. This 
will aline lock bar slots to aid in lock bar 
insertion. Lock bar retainers are installed in 
the two edge rows of mats to prevent lock bars 
from working out of position (c, fig. 128.3). 
Retainers are installed in a hole in the inboard 
end of the lock bar and clinched in place by 
flattening the concave top side with a punch. 
A satisfactory punch can be made by cutting a 
5-inch length of % 6 - by %-inch steel bar stock. 
The inboard end of the lock bar is reached 
through the opening in the runway surface 
caused by corresponding corner notches in the 
mat panels. 

c. After two to four runs have been placed 
and proper alinement insured, a second crew 
can begin placement in the opposite direction 
using the same placement procedure described 
above. If sufficient personnel and material are 
available, one crew is used for each run. A 
distance of several mats is kept between crews 
to allow adequate work space and prevent one 
crew from delaying a following crew. 

d. Field access adapters (fig. 128.5) are in- 
stalled in tne staggered transverse joints be- 
tween mats to form a V-shaped line with the 
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Figure 1X8J (Added) Placement details for MX19 mat. 

aluminum alloy bars with one overlap and one access adapters permits the run 
underlap drop-in edge. An additional lock bar broken by withdrawing the acce 
is required for each adapter. Installation of the from between mats. This allows noi 
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Figure 128,4 (Added) Stairstep placement pattern of MX19 mat. 



removal and reinstallation of mats for access 
to replace damaged mats or make repairs to 
the subgrade. Field access adapters pattern 
should be established at 100-foot intervals 
along the runway to minimize the pickup of 
panels to reach a damaged area. 

340. Anchorage 

a. Sides of Runway. Mat anchors are in- 
stalled at the center of the outside edge of 
alternate mats on each side of the runway. 



in the slot of the anchor lug. The lug is i 
moved and the earth anchor is screwed in 
the earth until the plates are below the surf a< 
The anchor lug is then reinstalled and t 
anchor is screwed further in until it seats its< 
in the lug. The drop-in anchor lug fittings a 
locked by spreading the forked end of the she 
lock bar. 

6. Ends of Runway. The earth is excavat 
at each end of the runway to form a slop 
subgrade to a depth of 26 inches (fig. 128.( 
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Figure 128.5 (Added) MX19 Field access adapter detail. 



of 15 down from the plane of the overlap 
edge. After the mats are laid, anchor each mat 
with one anchor lug and earth anchor. Backfill 
the trench and compact to match the original 
subgrade contour. 

341. Transition 

a. 90 Angles. To form a 90 turn, as from 
a runway onto a taxiway, special turning 
adapters are used. The aluminum alloy turning 
adapters consist of underlap male adapters, 
overlap male adapters, and female underlap 
adapters (fig. 128.7). 



(1) The underlap male turning 
are used to adapt an interse 
way or taxiway to the fei 
of a runway. A lock bar 
retainers is used to secure t] 
side of the adapter to a folio 

(2) The overlap male turning 
are used to rotate the mat 1; 
A lock bar and two retaine 
quired to attach the adapt 
underlap edges. 

(3) The female underlap turninj 
are used for attachment of 
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Figure 128.6 (Added) MX19 Anchorage details. 
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secting runway or taxiway to the male 
k edge of the runway. 

W b. Fillets. Full mats are used to lay fillets 
between intersecting runways and taxi ways. 
The normal staggered pattern is maintained 
and rows are terminated so as to form the out- 



line of the fillet. A backlaying technique mi 
be used in fillet areas where it is necessary 
lay in the opposite direction from the origin 
laying direction. Mats are backlaid by engagii 
the male edge of mat being layed with ferns 
edge of previously installed mat. 



Section VI. REMOVAL AND REPLACEMENT OF PANELS 



342. Introduction 

Removal of individual panels or sections of 
panels may be required for repair of the sub- 
grade, replacement of damaged mats, or re- 
placement for preventive maintenance. 

342.1 M6, MS, M8A1 , and M9 Mat 

a. Removal 

(1) Unlock the end-connector at both ends 
of the panel to be removed. 

(2) Remove the side-connector locking 
lugs that hold the panel. (Break the 
welds on the locking lugs of the M8) . 

(3) Drive the panel laterally (approx 1 

>in.) until the side-connector hooks 
are centered in the side-connector 
slots. 

(4) Pry the side-connector hooks out of 
the slots. 

(5) Drive the panel laterally to clear the 
end from the overlapping end of the 
adjacent panel. 

(6) Remove the panel from the runway. 

b. Replacement. 

(1) Remove the side-connector locking lugs 
of a new panel (break the welds on 
the M8) to allow the panel to slide 
laterally when positioned properly. 
Orient the new panel in all respects 
so that it will be in the approximate 
position in the run of the old panel. 

(2) Drive the end of the new panel under 
the end of the adjacent panel so that 
the adjacent panel will overlap the 
new panel. The panel will then be in 
its approximate final position. 



connector slots. Engage the two 
hammering together. 

(4) Drive the panel laterally (in the sai 
direction in which panels in the sai 
run were slid during initial pla< 
ment) to hook the side connection. 

(5) Lock the end-connector at both en 
of the panel. 

(6) Replace and engage the side-conned 
locking lugs in the lock lug slot (: 
weld on the M8). 

342.2. MX1 8B, MX1 8C, and AM2 Mat 

a. Removal. 

(1) Sliding method. 

(a) With a tooth of the harrow on 
motor grader or with other po-v 
equipment engage a panel end 
the same run with the damas 
panel and force the entire run 
slide out until the damaged pa: 
clears the runway edge. A light j 
plication of oil poured along 1 
sliding joints will assist in remo\ 

(b) Disconnect at the ends all pan 
that have been pulled from the n 
way by removing the lock bars. 

(c) Discard the damaged panel. Conn 
a new panel in its place and lock 
the end with the adjacent panel 
the run. With a tooth of the mo 
grader harrow engage the pa 
end and slide the panel until onl; 
to 4 inches of the new panel p 
trudes past the edge of the runw 

(d} Reinstall succeeding Danels as 



OVERLAP 



MALE- 









UNDERLAP 




ORDER OF CUTS 

CUT NO. (7) -CUT TO HIT 
LOCK BAR VOID. DEPTH OF 
SAW CUT - 1 INCH. 

CUTS NO. THROUGH (j) - 
CUT COMPLETELY THROUGH 
PANEL. DEPTH OF SAW CUT = 
1.6 INCHES. 

CUT NO. -CUT IN GROOVE 
BETWEEN PANELS WITH SAW 
SET AT 10 DEGREE BEVEL TO 
HIT VOID AT LOCK BAR. 
DEPTH OF SAW CUT = 1.2 
INCHES. 



FEMALE 



Figure 128.8 (Added) Cutting method for removing AMS and MX18 mat. 



(2) Cutting method. 

(a) Cut the damaged panel in seven 
places, as shown in figure 128.8. 

(b) With a pry bar, force up cut No. 4 
and hinge out one side of the cut 
panel. 

(c) Force up and hinge out the opposite 
side. 

(d) Force out the lock bars, and remove 
the two triangle parts by forcing 
down or up and out. (The adjacent 
panels can be pried up so that the 



triangular parts can be 
more easily). 

(3) Typical keylock method. ~\ 
large area of the runway or 
must be repaired, the se 
typical keylocks nearest th 
area is removed. Since plac 
typical keylock sections is e 
feet, no more than 50 feet o: 
need be removed to reach the 
area, 
(a) Remove the first typical ke; 



tion. This screw need only be 
loosened until it is free of the male 
end of the adjoining keylock (about 
y 16 of an in.). Do not remove the 
screw completely since it is de- 
signed to be self-retaining. 

(&) Insert the prong of the keylock re- 
moval tool under the turned down 
lip of the female connector and 
slide the keylock from its position. 
Loosen and remove the remaining 
keylock sections in the same 
manner. 

(c) Using blocking and prybars, the 
first run of mats must be lifted high 
enough to allow the locking bar 
to clear. To prevent warping of 
mats, it is recommended that the 
entire run of mat be lifted at the 
same time. With the run of mats 
raised, insert a bent rod in the lock- 
ing bar hole and remove each lock- 
ing bar. 

(d) With the clearance now provided, 
removal of the remainder of the 
mat is readily accomplished. 

b. Replacement. 

(1) Repair mat method. 

(a) Use a special panel and accessories 
to replace the damaged panel. 
Figure 128.9 shows the special 
panel and accessories unassembled 
and assembled. 

(b) Place the accessories in the void 
and connect and aline in such a way 
that the panel will fit on top of 
(overlap) two edges and hinge on 
a third edge. Figure 128.10 shows 
the accessories assembled and con- 
nected on one side in the void area. 

(c) Engage the hin^ on the panel and 
drop into position. The normal 
underlapping end of the panel con- 
tains a lock bar, recessed to prevent 
interference when dropped into 
position and secured with two set- 
screws. Remove screws and use a 
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Replace tne setscrews ana sen 
down along the side edge of t 
lockbar to prevent the bar frc 
disengaging. 

(d) Place the top rail for the side a: 
secure with countersunk Allenhe 
screws. 

(2) Typical keylock method. Reinst 
matting over the repair area, usi 
the mat laying procedure descrit 
in paragraph 335, until the last r 
of matting is in place. Raise this li 
run of matting in unison, using c 
prybar per panel, until suffici( 
clearance is obtained to permit inst 
lation of locking bars. Install all loi 
ing bars in the last run of mat tY 
insert the typical keylocks in 1 
reverse order in which they were 
moved. Use wood blocking betw< 
hammer and connector if it is nee 
sary to drive sections into place. 

342.3 MX 19 Mat 

a. Removal. 

(1) Field access adapter method. 

Note. Field access adapters have an cr 
lap and underlap side. Only mats on the 0" 
lap side of the field access adapters can 
removed by this method (fig. 128.5). 

(a) Remove lock bar retainers and 1 
bars from the overlap side of f 
access adapter at edge of field. 

(b) Slide adapter from position, us 
suitable tool attached to hole 
end of adapter to aid in remova 

(c) Remove mat by removing lock 
retainer and lock bar. 

(d) Remove next adapter and mat. 

(e) Repeat these procedures as requi 
until point is reached where a se 
of mats may be removed with 
without removal of additi( 
adapters to reach damaged area 

(2) Cutting method. 

(a) Cut mat with portable saw 
shown in figure 128.11. Use 
blade with carbide tip bl: 
lubricated to prevent chips sticl 
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Figure 128.10 (Added) Accessories in position for replacing AM2 panel. 



to blade. Make first cut on overlap 
edge of mat along line No. 1, with 
saw blade set to make a cut iy 16 
inch deep and 13 / 16 inch from edge 
of rail flange. A guide such as a 
strip of plywood should be used to 
obtain an accurate cut. If cut 
deviates toward edge, blade may 
become jammed when it contacts the 
loose lock bar in the joint; if cut 
deviates away from edge, the lock 
bar pocket will not be exposed, 
resulting in additional work to re- 
move the bar. Insure that ends of 
cuts do not extend into adjacent 
mats. 

(b) Make second cut along line No. 2. 
Set saw to cut % inch deep, with 
blade set at angle of 30. Start the 
cut 14 inch from edge of upper sur- 
face of mat. With this setup, the 
saw will penetrate lock bar cavity 
and permit lower lip of underlap 
rail to be rolled out of its groove. 

(c) Set saw to depth of iy 16 inch, with 
blade at angle of 90. Cut through 
the mat along lines No. 3, 4, and 5. 



(d) Remove small triangular piece c 
ated by cut on line No. 5. 

(e) Pry up the triangular section ; 
jacent to cut No. 1, and the sect: 
adjacent to cut No. 2. It will 

. necessary to break some of the n 

ferial at ends of cuts. 
. (:/.) .Roll remaining two triangular s 
.';': tipns out of the roll-in-joints. 

(g) Pry out lock bars and flanges of 1 
. ;' drop-in joints with a small pry b 

b.\ Replacement. 

, (I) -Field access adapter method. 
(a). Install mats in reverse pattern 

...that used in removing mats. 
.-(b) Install field access adapters in o 
. ginal positions as mat laying p 
,.-;... -gresses. Install key field acci 
: ;. ; - : . ;'' adapter at edge of field and inst 
V lock bars and lock bar retainers 
' \<c) Install any anchor lugs which m 
'-/"" have been removed. 

(2) Repair mat method, 
(a) The MX19 repair mat section (1 
128.12) incorporating the underl 
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Figure 128.11 (Added) MX19 damaged mat removal. 
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edges is installed first. Engage male 
edge of mat with female, edge at 
edge of opening; lower mat to 
ground. The side underlap rail of 



mat will not be engaged. To engage 
this point, lift adjacent mats 3 
inches off the ground with assist- 
ance of pry bar and suitable block 
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rails intersect. While adjacent mats 
are elevated, slide repair mat sec- 
tion under matching overlap rail, 
then lower adjacent mats to engage 
drop-in side joint. 

(&) Install remaining repair mat panel 
by engaging with drop-in edges on 
adjacent panels. To lock mat into 



setscrews one-nan turn, a 
bars into locked position 
of pointed end of small 
working through %-inch 
access holes adjacent to s 
then tighten setscrews 
mately five turns to hold ] 
in locked position. 



Section VII. RECOVERY, CLEANING, AND BUNDLING FOR REUSE 



342.4 M6, M8, M8A1 , and M9 Mats. 

a. Removing. Generally, the panels will be 
removed in the reverse of the order placed. 
That is, the last panel placed will be removed 
first, and the first panel placed removed last. 
The end-connector bars (hooks) will be un- 
locked. (The end-connector bars of M8A1 mat 
should be tack-welded prior to bundling for 
shipment.) The last panel placed will be raised 
to a 45 angle with the ground, slid approxi- 
mately % inch either left or right to aline the 
hook with the hook slot, and lifted or pried to 
disengage the side connection, and removed. 
The adjacent panel in the same run will be 
removed next by repeating the above directions. 
As in placing, after two or more panels in a 
run are removed, the end panel in the adjacent 
run may be removed. By continuing this proce- 
dure, a stairstep pattern is established during 
removal. 

b. Cleaning. Most of the adhering soil can be 
loosened from the panels by dropping the panel 
flat from 4 to 6 feet on a hard surface such as 
concrete or on other panels. Spud bars can be 
used to loosen the soil by running the bar down 
the ribs of the panel prior to or after dropping 
the panel. Soil must be removed from the con- 
necting edges or the panels will not connect 
properly for reuse. It may be necessary to use 
water under high pressure to remove soil 
wedged in the female side connection. The us- 
able clean panels are then ready for bundling. 

c. Bundling, M8, M8A1, and M9 mat is re- 
packaged in bundles containing 13 full and 2 
half-panels. The M6 mat is repackaged in 
bundles containing six subbundles. Each sub- 
bundle contains four standard and two half- 



panels. The panels will be nested 
bottom to bottom, with like panel ends 
and the connector protected between 
edge and the first rib of the other pai 
pair. (The two half panels will be sta< 
a full panel to make a nested pair, anc 
placed in the interior of the bundle) . T 
pairs are then stacked on two 2-by4-'s 
so that the end of alternate pairs are 
A bundle will be secured with six flat 
0.50-inch steel straps type I, class A o 
eral Specification QQ-S-781.) Fou: 
straps will be placed transversely (1 
pass the two longitudinal straps) ai 
short dimension of the bundle, two 
will be 18 inches from the ends wit 
terior straps equally spaced. The t 
tudinal straps will be at the one-thi 
and all straps will be properly tens 
shipment. 

d. Criteria for Mats to be Reusa 
panels can be grouped into three 
classes : class 1, reusable as is ; class 2, 
but in need of minor repair; and cli 
usable. The essential factor in deci 
panel is reusable is whether it will fii 
with a new panel (used as a standa 
Acceptable panels may have : 

(1) One of the six side-locking 1 
ing. 

(2) Four of the bayonet hooks 
(No two adjacent bayonet 
missing. ) 

(3) Minor cracks not exceeding 
length (no sharp or p] 
edges) . 

(4) One of the end-connec 
(hooks) missing. Bent or si 



formed bayonets should not cause a 
panel to be unusable, as the bayonets 
can be easily straightened with hand- 
tools. 

12.5. MX1 8B, MX1 8C, and AM2 Mat 

a. Removing. Panels can be removed from 
th ends of the runway at the same time. Also, 

entire run can. be slid out in several places 
d two extra crews for each run slid out can 
irt removing panels. The lock bars will be 
moved first by engaging the hole in the bar 
th a hook and applying force. Vise-grip pliers 
ly be used to grip the bar and force it out. 
le panel will be raised, disengaging the end 
nnection. The side connection is hinged out 
icn the panel is raised to about a 45 angle 
th the ground. The adjacent panel in the 
me run will be removed next in the same man- 
r. After two or more panels in a run are 
moved, the end panel in the adjacent run may 

removed. By continuing this procedure, a 
lirstep pattern is established during removal. 

b. Cleaning. The connecting and locking f ea- 
res must be free of excessive dirt. Soil will be 
moved from the panels with a hoe or a square- 
.d shovel. Connecting and locking edges may 
quire washing with water under high pres- 
re. 

c. Bundling. Each bundle will contain 11 full 
id 2 half -panels. The panels will be stacked 
ie on top of the other with the half -panels in 
e interior of the bundle. The panels will be 
rapped together to form a compact bundle as 
sscribed in the bundling procedure for the 
8A1 and M8 mats. 

d. Criteria for Mat to be Reusable. Panels 
ill be considered reusable if they will fit to- 
sther at the sides and ends with a new panel, 
tie panel may not have any tears or breaks 
rer 1 inch in length or of such nature as to 
esent a tire hazard. Panels with core failure 
iat are permanently deformed more than 0.5 
eh when measured across the transverse di- 
iction are considered unserviceable. Panels 
ith weld failures at the ends are considered 

failiiro ia fi imsVtaa r\v Irvnorpr ni* Vina 



342.6. MX! 9 Mat 

a. Removing. Panels will be removed from 
the two outside rows on the runway end where 
the last panels were placed. The lock-bars will 
be removed first by engaging the hole in the 
bar with a hook and applying force. Vise-grip 
pliers may be used to grip the bar and force it 
out. The panel will be raised and the overlap- 
ping and underlapping edges disengaged. When 
the panel is at an angle of about 45 the hinge 
connector will disengage and panel is free to be 
removed. The adjacent panel in the same row 
will be removed next in the same manner. After 
two or more panels in a row are removed, the 
end panel in the adjacent row may be removed. 
By continuing this procedure, a stairstep pat- 
tern will be established from both sides toward 
the center row. 

6. Cleaning. The connecting and locking fea- 
tures must be free of excessive dirt. Soil will be 
removed from the panels with a hoe or a square- 
end shovel. Connecting and locking edges may 
require washing with water under high pres- 
sure. 

c. Bundling. Each bundle will contain 32 full 
panels stacked one on top of the other. The 
bundle will be strapped tight with four straps, 
two over each edge. The straps will be spaced 
at the one-fourth points and over two 2-by-4's 
used as skids to facilitate handling. 

d. Criteria for Mat To Be Reusable. The cri- 
teria are the same as those for the AM2 mat. 

Page 218, paragraph 347. In line 10, after 
the word "end" add "and". 

Page 219. 

349. Placement of the First Panel 

(Superseded) 

a. Placement of the first section of membrane 
should be initiated by removing approximately 
3 feet of the folded surfacing from the crate and 
placing it in the anchor ditch that was con- 
structed transversely across the runway (fig. 
130) . The vehicle should then be driven slowly 
along the centerline of the runway, with the 
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ne oi tne runway, uare snouia aiso oe exer-. 
ised by the placing screw to insure that the 
urfacing is placed in a straight line and flat on 
he ground, with all slack removed from the 
urfacing. When the membrane is first placed 
n the ground, it will consist of an accordion- 
olded surfacing approximately 50 to 60 inches 
ride and 100 feet long. After the surfacing has 
ieen unloaded from the vehicle, troops should 
ie stationed at equal intervals along the length 
f the surfacing. Half of the surfacing should 
>e unfolded (fig. 131) to one side of the area 
,nd its edge placed in the side anchor ditch. The 
emaining half of the surfacing should then be 
infolded to the other side of the area and its 
dge placed in the side anchor ditch. After the 
nembrane is alined and positioned, the initial 
lack is removed from the surfacing. 

6. Once the surfacing is positioned on the 
,rea and most of the slack removed, steel an- 
hors will be driven through the seams in the 
urfacing in the end anchor ditch on approxi- 
mately 9-foot centers and approximately 1 foot 
rom the outside edge of the surfacing (fig. 
36.1). Additional slack will then be removed 
rom the surfacing by troops pulling on the free 
md of the surfacing that has not been placed 
n anchor ditches. As slack is removed, steel 
inchors will be driven through every other run 
if surfacing approximately 1 foot from the 
>uter edge of the free end of the surfacing. Steel 
Lnchors will then be driven through the surf ac- 
ng placed in the side anchor ditches on 15-foot 
enters and approximately 1 foot from the 
tuter edge of the surfacing. After these an- 
hors are driven, place and compact backfill in 
he ditches using a motor grader. Compaction 
nay be expedited by using other wheeled vehi- 
iles, such as those used to transport membrane 
urfacing. Terminate the backfilling operation 
tpproximately 6 feet from the free end of the 
.urfacing as room will be required to construct 
he adhesive construction joint. 

Pag e219. 

150. Placement of Succeeding Panels 

(Superseded) 

a. While the side ditches are being backfilled, 
he second section of surfacing should be un- 
jaded on the area in the same manner as for 



t>e positioned aim a, auiiicient ainuuni, 01 
ing played off the vehicle so that the end of the? 
second section overlaps the first approximately 
24 inches. The surfacing should then be un- 
folded and the ends placed in the anchor ditches, 
as was done in the first section. Before any 
effort is made to remove slack from the second 
section of surfacing, steel anchors will be driven 
through the overlapping ends of both sections 
so that they will be between the anchors driven 
previously through the first section of surfac- 
ing. All anchors will be driven through the 
overlapping section approximately 1 foot from 
the edge of the surfacing. After the anchors 
are driven through the surfacing, initial slack 
will be removed from the second section of 
surfacing, and then construction of the adhesive 
construction joint will be undertaken. 

b. Adhesive for this purpose will be supplied 
in 5-gallon pails. 
Note. Use adhesive G-580-25 for T17 membrane. 

The width of the adhesive joint should be 
marked on the surfacing with a chalk line or 
crayon for alinement purposes. To construct the 
joint, the overlapping section of surfacing wilL* 
be slit once every 12 feet across the full widtM> 
of the surfacing. The slit will be made perpen- 
dicular to the edge of the surfacing and extend 
approximately 1 foot from the edge of the 
surfacing. These slits in the edge of the over- 
lapping surfacing will permit the adhesive con- 
struction joint to be made in increments of ap- 
proximately 12 feet. After the slits are made, 
the overlapping edge of surfacing will be folded 
back and adhesive poured from the spout of the 
pail onto the underlying surfacing. Uniform 
spreading of the adhesive on the surfacing will 
be accomplished with the long-handled rollers 
so that the adhesive covers an area that extends 
1 foot beyond the slit in the surfacing (fig. 
133). Ample time (usually 2 to 5 min) will be 
allowed for the adhesive to become tacky to the 
touch ; however, additional or less time may be 
required depending on weather conditions. 
Joints will not be constructed during inclement 
weather, as the adhesive will ball up and not 
adhere to wet membrane surfacing. When the 
adhesive becomes tacky the overlapping ends 
of the sections will be placed in contact and the 
joint allowed to set for 10 to 15 minutes. Thenj 
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ve construction joint, a 36-inch-wide strip 
nembrane will be placed over the joint and 
ded to the surfacing with adhesive (fig. 
,1). In placing the strip over the joint the 
of membrane will be alined so that it strad- 
the edge of the overlapping section. Ad- 
:ve will be spread 10 to 12 feet along the joint 
i width of approximately 38 inches. After 
adhesive becomes tacky the roll of mem- 
ne will be rolled across the adhesive-covered 
i, maintaining alinement of the strip, and 
.oving all slack and wrinkles from the mem- 
tie. This procedure of applying adhesive and 
i rolling the roll of membrane across the 
i will be continued for the full length of the 
it. After the strip has been allowed to set 
approximately 15 minutes, the strip will be 
ed with a rubber-tired vehicle (jeep). After 
structing the adhesive lap joint, slack will 
emoved from the surfacing by troops pull- 
on the free end of the surfacing and then 
driving steel anchors through every other 
nch-wide run of membrane approximately 1 
; from the end of the section. Placement of 
itional sections of surfacing will be accom- 



pact the backfill placed in the anchor ditches, 
care will be taken to prevent the grader blade 
from snagging or cutting the surfacing.' 

When placement of the surfacing is complete, 
a white, broken centerline will be painted on the 
surfacing and solid lines painted on the edges 
of the surfacing near the anchor ditches. Lines 
approximately 9 inches wide can be painted on 
the surfacing with the long-handled rollers. 

c. A nonskid compound must be applied to 
those membranes which do not have a pebble- 
grained skid resistant surface. Nonskid com- 
pound consists of a catalyzed epoxy binder with 
abrasive particles which is applied directly to 
the membrane with long-handled rollers (fig. 
133.2). The green-colored compound is supplied 
in compartmented 5i/4-gallon pails, with the 
abrasive in the lower compartment and the 
catalyst and epoxy binder in the upper com- 
partment. Each pail of compound weighs ap- 
proximately 65 pounds and has a volume of 1.2 
cubic feet. The pail should be stirred vigorously 
with shovels or wooden paddles to mix the 




Figure 133.1 (Added) Reinforcing adhesive construction joint with 36-inch wide 

strip of membrane. 
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linutes before it is applied to the surfacing, 
ifter lines are painted on the surfacing the 
onskid compound will be applied to the surf ac- 
ig, taking care not to roll the nonskid com- 
ound over the previously painted lines. On 
reas used as runways, nonskid compound is 
ot applied to areas where short radius aircraft 
arns are likely to occur. Short turn areas oc- 
ur primarily at the ends of the runway and at 
oints where taxiways join the runway. Air- 
raft wheels stick too tightly to the surface and 
2ar the membrane when turning on short radi- 
s, particularly when one wheel is locked. The 
onskid compound is applied across the width 
f the runway stopping approximately 5 feet 
rom the edge of the surfacing. For areas sur- 
aced as adjoining taxiways, application of the 
Qmpound is the same as for the runway, except 
le width of surfacing on taxiways is governed 
y the maximum spacing of the main gear of 
le aircraft operating on the surfacing. The 
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Crew 



No. of personnel 



Opening pails and mixing nonskid 

compound, 

Pouring nonskid compound on surfacing. 
Rolling and spreading nonskid compound 

on surfacing. 



4 
12 
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351. Anchorage 

(Superseded) 

Anchorage methods are broken down into 
two groups: perimeter and interior. 

a. Perimeter Anchorage. Anchorage around 
the edge (perimeter) of the landing strip is best 
obtained by L-ditches (fig. 135). The depth of 
the L-type ditches should be at least 2.5 feet and 
preferably 3 or more feet. The ditches are con- 
structed in the same manner as drainage 
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Figure 1SS.2 (Added) Application of nonskid compound to membrane surface. 
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e outside of the ditch. The membrane is 
aced in the ditch with the edge in the bottom 
the ditch. It is not extended up the outside 
ink of the ditch. 

Note. Extending the membrane up the far side of the 
;ch causes surface runoff to be retained in the back- 
ed ditch. 

;eel anchors (fig. 136.1) are then driven 
rough the surfacing approximately 1 foot 
om the outer edge of the surfacing. After the 
eel anchors are driven the ditch is backfilled 
id compacted to the original grade line. 

6. Interior Anchorage. Interior anchors are 
aced along overlap joints where the double 
ickness of membrane reduces the tendency 
r the membrane to tear. Overlap at interior 
ints should be 2.0 to 3.0 feet where anchors 
e placed. The anchors are constructed as 
own in figure 136. They should be thoroughly 
spected for burs and warped heads before 
ing. The anchors are then driven through the 
ttom layer of membrane about 2.0 feet back 
om the edge (fig. 137) taking care not to warp 
e head while driving. When the anchors are 



joint as in a standard joint. 
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354. Holes 

(Superseded) 

a. Holes and punctures are a serious problem 
with membranes as they allow water to enter 
the subgrade and may cause ballooning (fig. 
138) . Usually, ballooning occurs only when the 
surfacing has been punctured or torn and air 
is forced through these openings in the surfac- 
ing by the prop wash of aircraft engines. The 
air forced through the openings and subse- 
quently trapped beneath the surfacing causes 
the surfacing balloon, arise from the surface 
of the ground, and become airborne. Service 
tests on the surfacing have shown that aircraft 
may operate over small surface failures for a 
limited period without severe damage or bal- 
looning the the surface; nevertheless, the best 
practice is to repair all failed areas as soon as 
possible. Less time and effort will be required 
to repair a small area immediately after failure 




Figure 136.1 (Added) Driving anchor through surfacing into end anchor ditch. 
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>. The method of patching holes is the same 
jgardless of whether or not nonskid compound 
as been applied to the surface. Failed areas 
f the surfacing will be repaired by slitting the 
ailed surfacing in the form of a cross and 
Dlding the four flaps back. Then adequate 
lembrane surfacing will be removed from a 
3ll of membrane and placed beneath the non- 
kid-coated membrane surfacing so that it ex- 
snds beyond the failed area of surfacing ap- 
roximately 2 feet on all sides. Adhesive will 
hen be applied to the top of the membrane 
amoved from the membrane roll and to the 
ottom of the surfacing coated with nonskid 
ompound. Adhesive will be spread over the 
lembrane with the long-handled rollers. After 
he adhesive becomes tacky (2 to 5 min) the 
laps that were folded back previously will be 
ilaced in their original positions, and the ad- 
.esive allowed to set for approximately 15 
minutes before rolling the patched areas with a 
eep. The size of the repair and maintenance 
rew will be determined by the size of the area 
urfaced. For airfield complexes, the crew will 
le four to six men. 
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155. Recovery 

(Superseded) 

a. Introduction. Membranes may be recov- 
sred for future use by two methods: deliberate 
ind hasty. No special skill is required for re- 
covery of membrane surfacing. Engineer troops 
ihould be used if available; but if not, any 
;roops in the field army can recover the mem- 
>rane. Recovery by the deliberate method is 
iccomplished in the reverse order in which the 
nembrane was placed ; that is, the ditches are 
irst dug out, taking care not to cut the mem- 
)rane. The field joints are cut, and the mem- 
)rane is refolded and crated. With careful 
lupervision, more than 90 percent of the usable 
nembrane can be recovered. The hasty recov- 
ery is identical to the deliberate recovery, ex- 
;ept that the membrane is cut at the edges 
ind the portions in the anchor ditches are left 
n place. The hasty method is faster and re- 
quires less supervision, but the width and 



ened membrane can be reused on another field?) 
with narrower runway requirements or as a 
taxiway or warmup apron surfacing. 

b. Personnel and Equipment. 

(1) Personnel. The number of troops and 
equipment available will govern the 
recovery rate. In previous recovery 
operations, the crew composition 
found to produce optimum recovery 
rate was as follows : 



Supervisor 

Grader guide 



NCO 

-Overall coordination 1 
and supervision of 
effort. 

.Guide grader during 
opening up of an- 
chor ditches. 



Other 
EM 



Tack anchor crew Clean mud from mem- 
brane ; pull tack an- 
chors and pull mem- 
brane edges from 
ditch; cut off cover 
strips as required 
and pull out joint 
tack anchors. 

Panel drying crew Cut panels free at 

joints ; spread wet 
membrane to dry. 
.Patch membrane 

panels. 
-Fold panels length- 



10 



Patching crew 

Panel folding crew. 
Palletizing crew __ 

Banding crew 

Crating Crew 



wise. 

.Fold panels onto pal- 2 
lets. 

.Band panels on pal- 
lets. 

.Collect pallets and 2 
place in central lo- 
cation; secure 
folded surfacing on 
pallet with steel 
straps and bolt on 
tops; stencil crates'. 

Totals 11 



15 

3 

10 
8 
2 
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(2) Equipment. The equipment and tools 
required to recover the surfacing are 
as follows: 

Open anchor ditches *Motor grader 

Clean mud from mem- Air compressor with sump 

brane and remove water pump 

from anchor ditches 

should rain occur. 
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"Rough terrain forklift 5- 
ton wrecker 



it surfacing free at Knives 

joints. 

llect folded surfacing 

and pallets in a central 

location. 

Id panels onto pallets. *Rough terrain forklift, 5- 

ton wrecker 

,nd folded surfacing on ""Steel strap banding ma- 
pallets. chine 

These items are not authorized an engineer combat company 
OE 6-37). 

c. Procedures for Recovery of Surfacing. 
scovery is initiated with the removal of back- 
1 from anchor ditches with a motor grader 
ig. 138.1). Care should be exercised to pre- 
:nt the grader blade from snagging or cutting 
e surfacing (fig. 138.2). Since the membrane 
iould be cleaned and dried before reuse, any 
>ols of water and earth should be swept off the 



(1) bide ana end anchor ditches. Use a 
60-inch crowbar or railroad picks to 
pry up the heads of the anchors. If 
the ground is wet, they can 'be re- 
moved by using two long-handled 
shovels (fig. 138.3). 

(2) Construction joints. Cut the surfacing 
with knives on both sides of the 36- 
inch-wide reinforcing strip of mem- 
brane (fig. 138.4) and pull up on the 
center of the strip with a rough ter- 
rain forklift (fig. 138.5). When the 
strip is removed with the forklift, the 
anchors will come up with the mem- 
brane. If the forklift is not available, 
the anchors may be removed by prying 
up the head of the anchor and placing 




Figure 138.1 (Added) Opening anchor ditch using grader. 
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Figure J55.2 (Added) Tear caused by pracZer opening anchor ditch. 



a chain or cable beneath the head and 
around the anchor shaft. Then the 
anchors can be removed by truck (fig. 
138.6). 

(3) Repair and folding of surfacing. Be- 
fore the surfacing is folded, tears or 
punctures that exist in the surfacing 
should be repaired. Repairs should be 
made by precutting patches of the 
membrane to size and applying ad- 
hesive to the patches and area to be 
repaired. Patches should be placed on 
both sides of the surfacing. Detailed 
procedures for use of the adhesive are 
contained in paragraph 350b. After 
the surfacing has been repaired, it 
should be accordion-folded lengthwise 



into a width approximately 3 inches 
narrower than the wooden pallet (fig. 
138.7). To start placement of the 
folded membrane onto the pallet, a 
pallet should be placed on the forks of 
the forklift. Then one of the tree ends 
of the folded surfacing should be lifted 
so that the forklift can move the pallet 
beneath the surfacing for the full 
length of the pallet. For folding the 
surfacing onto the pallet, a minimum 
of two NCO's and eight men with two 
2-inch-diameter by 10-foot-long pipes 
should be used. After the forklift has 
moved the pallet beneath the surfac- 
ing, the free end of the surfacing is 
held in place by the foot of one of the 




Figure 1S8.8 (Added) Pulling tack anchors using two shovels. 



NCO's, and the other NCO at the 
other end of the pallet places his foot 
on the surfacing where he wants the 
fold in the surfacing to occur. The 
eight men, four to each pipe, will sup- 
port a length of the surfacing equal to 
that of the pallet so that the forklift 
can move forward and cause the sur- 
facing to fold on the pallet. When the 
forklift has moved forward two pallet 
lengths so that the supported length of 
the surfacing is folded back at the 
pallet edge, the supported membrane 



is lowered to the pallet, the pipes with- 
drawn, and the folding procedure re- 
peated until the whole section of sur- 
facing has been placed and folded on 
the pallet (fig. 138.8). The folded 
surfacing should be secured on the 
pallet with three steel straps (fig. 
138.9). To protect the surfacing dur- 
ing shipment, the top of the wooden 
crate should be placed over the surfac- 
ing and bolted to the pallet with lug 
screws (fig. 138.10). 




Figure 1S8.4 (Added) Cutting panels free at joints. 
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Figure 1S8.S (Added) Removing cover strips and pulling tack anchors using 

rough terrain forklift. 
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Figure 138.6 (Added) Pulling anchors using a cable and %-ton truck. 




Figure 138.7 (Added) Folding panel lengthwise. 
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Figure 138.8 (Added) Folding panel onto pallet. 




Figure 138.9 (Added) Banding panel on pallet. 




Figure IS 8. 10 (Added) Bolting on top of membrane crate. 
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PART ONE 
BASIC CONSIDERATIONS 

CHAPTER 1 
INTRODUCTION 



Purpose and Scope 

t. This manual provides information and guid- 
3e for personnnel engaged in, or responsible for, 
uminous, concrete, and expedient surfacing op- 
tions for roads and airfields. It includes infor- 
,tion on construction materials, mix design, 
lipment, production, placement, and repair of 
icrete pavements and bituminous pavements and 
faces. Also covered are field expedient materials 
i methods for hasty surfacing of roads and air- 
.ds. The recommended methods for asphalt 
mt layouts are shown in TM 5-337-1. 
?. Surfaces as discussed in this manual are limited 
those which are capable of withstanding wheeled 
rubber-padded tracked loads and are of a higher 
ler than a base. 

3. The material presented herein is applicable to 
bh nuclear and nonnuclear warfare. 

Comments 

Users of this manual are encouraged to submit 
lommended changes or comments to improve the 
inual. Comments should be keyed to the specific 
ge, paragraph, and line of the text in whi^h the 
ange is recommended. Reasons should be pro- 
led for each comment to insure understanding 
d complete evaluation. Comments should be for- 
irded directly to the Commandant, U. S. Army 
igineer School, Fort Belvoir, Va. 22060. 

Concept of Military Construction 

The advent of devastating weapons and increased 
jbility of modern warfare may suddenly create 
mbat conditions in any area. In such event, con- 
uction of roads and airfields must proceed even 



against tremendous 'difficulties. Durability of co 
struction and other standards may require modi 
cation on the basis of the immediate tactical or sti 
tegic situation, as well as on such factors as urgem 
availability of men, materials, and equipment, a 
continuous enemy attack. An understanding of t 
principles of construction will aid engineer troops 
attain the best construction possible with any mal 
rials that may be available. 

4. Stage Construction 

Stage construction is .the planned expansion of 
road either in width or depth. It allows roads to 
upgraded to increasing requirements with a mil 
mum outlay of time, men, and materials. Constri 
tion materials should be selected with future ii 
provements in mind. 

a. Depth. Stage construction in depth is a vi 
consideration in planning combat zone roads. Fl< 
ible pavements lend themselves most readily to tl 
task. A typical military application of stage cc 
struction in depth would be the original constn 
tion of an unsurfaced road in the combat zone, 
the area of combat moves further forward, tra: 
capacity can be increased by surfacing with a roe 
mix pavement. Later, when the road is in a rt 
area, this road would receive either a final pavi 
of hot or cold plant mix, if durability increase 
necessary, or a surface treatment, if increased si 
face smoothness is needed. This road is now cap 
ble of the high volume and heavy loads of rear ai 
traffic, assuming the base and subbase are adequa 
Caution should be taken to insure that all layers i 
completely bonded together so that strength : 
creases may be realized. 



6. Width. As the loads or density of traffic in- 
crease, it may be found that the road is too narrow 
so serve its purpose; thus, stage construction in 
width is necessary. Planning for this widening 
should have been made during the original construc- 
tion. Cuts and fills should have been made wide 
snough to leave room for the additional width. 
Most military widening operations will be less than 
one lane in width. 



5. Safety 

J 1 
Safety precautions must be rigidly observed if 

Tf r 

paving operations, particularly in the use of in- 
flammables. Paragraph 142 calls particular atten- 
tion to the proper safety procedures for the heating 
of bitumens. Paragraph 56 deals with proper traffic 
maintenance procedures. Safety precautions will be 
noted at other pertinent points throughout the text. 



CHAPTER 2 
TYPES OF PAVEMENTS AND SURFACES 



itroduction 

scussion in this manual is limited to three types 
iving and surfacing operations: bituminous, 
and cement concrete, and expedient operations. 
;erm "concrete" as used herein means portland 
nt concrete unless otherwise specified. Selec- 
)f the types of pavements and surfaces is based 
affic conditions, availability of equipment, men 
materials, time allotted, climatic and weather 
.tions, expected subgrade deformations, and de- 
life. The end results of operations which con- 
te to the overall load-bearing capacity of the 
ture are called pavements. Bituminous pave- 
s are usually greater than 1 inch thick. Con- 
pavements are usually more than 6 inches 
. The reason for this differential in thickness 
jcussed below. Bituminous surface treatments 
nembranes do not contribute to the load-bear- 
apacity of the base and are usually less than 
h thick. The function of a surface is to retain 
vaterproof the load-bearing courses. 

Jgid and Flexible Pavements 

ere are two different types of pavements which 
ibute to the bearing capacity of the base. These 
ments are either flexible or rigid. Flexible pave- 
give or flex under loading. Ideally, the load 
tributed over a surface area proportional to the 
nee of the area from the surface. Rigid pave- 
,B, such as concrete, will deflect slightly under 
sign load and distribute this loading over a 
r area, even bridging small weak spots in the 
Figure 1 shows the difference between the load 
ibutions of rigid and flexible pavements. 

lituminous Surfaces and Pavements 

Components. Bituminous surfaces and pave- 
,s are composed of compacted aggregate and 
nen. The aggregate performs three functions, 
ansmits the load from the surface to the base 



course, takes the abrasive wear of the traffic, an 
provides a nonskid surface. The bituminous bindi 
(bitumen) holds the aggregate together, preventir 
displacement and loss of aggregate, and provides 
waterproof cover for the base. 

6. Advantages of Bituminous Surfacing. Biti 
minous surfaces are particularly adaptable to stai 
construction. Additional courses can be added 
existing pavements to provide further reinforcemei 
if the loads or density of traffic increases. The flex 
bility of bituminous wearing surfaces permits slig! 
adjustments caused by settlement of the subgra< 
without detrimental effect. Bituminous wearing su 
faces provide a resilient, waterproof medium th 
protects the base course from water and traffi 
Properly designed bituminous wearing surface 
when compared with concrete, are less affected 1 
temperature strains. Bituminous surfaces resi 
wear, weathering, and deterioration from aging wi 
only nominal maintenance. While it is true th 
bituminous materials are highly versatile, and ser 
admirably in temporary, expedient, and light traf 
situations (where concrete is not justifiable), it 
equally true that thicker bituminous pavement d 
signed for heavy and continuing duty are fully cor 
parable to concrete designed for the same servi* 
consisting of heavy volumes of traffic or heavy whe 
loads. This is true not only for highways, roads, ai 
streets, but also for airfields. 

c. Limitations of Bituminous Surfacing. Bitun 
nous wearing surfaces lack appreciable beam acti 
to carry wheel loads over weak spots in the subbai 
For this reason, the subgrade must have an ad 
quate, uniform bearing strength and the base coui 
must have adequate thickness, bearing capacil 
and cohesion. Structures containing bitumens o: 
dize, thus losing their resilience with age. This ie 
major limitation when a proposed project is to be 
a standby nature. 
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RIGID PAVEMENT 
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FLEXIBLE PAVEMENT 

Figure 1. Load distribution, of rigid and flexible pavements. 
Figure 1. Load distribution of rigid and flexible pavements. 



9. Portland Cement Concrete Pavements 

a. Concrete pavement is constructed from con- 
crete and, in some cases, wire mesh for temperature 
and shrinkage crack control. The load-bearing 
capacity of concrete pavements is distributed by 



fragmental form (aggregate) bound together by e 
hardened water-cement paste. The quality of con- 
crete largely depends on the proportions of the 
ingredients, especially the proportion of water fc 
cement, the manner in which the concrete is handlec 
and placed after it is mixed, and the thoroughness 



E>. Concrete is adaptable for paving roads, run- 
,ys, taxiways, or other surfaces that will carry 
avy volumes of traffic or heavy wheel loads, 
increte, however, is not usually used for pavement 
nstruction in the theater of operations because 
3 mixing, placing, and curing of concrete usually 
luire more manpower and time than bituminous 
rfacing operations. Concrete usually is used for 
jre permanent types of construction. An ade- 
ate subgrade and base are as important for con- 
2te pavements as for bituminous surfaces. Even 
ough concrete will bridge weak spots in the sub- 
ade, repeated loading will lead to fatigue failures 
these points. 

). Expedient Pavements and Surfaces 

In a theater of operations, routes of communica- 
m are of vital importance for movement of troops 
id supplies. In the combat area, when men, mate- 
ills, equipment, or time are not available for more 
irmanent surfacing construction, expedient mate- 
\\B and methods may be used. With a choice of 



materials or methods, the determining factors 
selecting the type of expedient to be used will be i 
time available for construction, the required p 
manency, the type of terrain, and the anticipal 
type of traffic. As an expedient, any method 
material that will provide a temporary road or a 
field may be used. Expedient pavements and si 
faces should be regarded as emergency measu 
and not as permanent installations. Bituminous si 
faces may be used as expedients providing the c 
teria for establishing suitable bases have been rr 
The advantage of bituminous materials for expe 
ent construction is the ease of increasing the life 8 
capacity by stage construction in depth. Most p 
fabricated hasty surfaces have a short life and h 
maintenance outlay, but the ease and speed of ci 
struction greatly outweigh these disadvantages wl 
these surfaces are used as intended. It is not 
intention of this manual to limit the engineer to 
expedient methods discussed herein, but to pres 
some of the more common methods that may 
used. Sound engineering principles and imaginat 
will lead to many improved expedient methods. 
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Section I. BITUMENS 



. Typ of Bit nmris 

The two types of bituminous materials used in 
id and airfield construction are asphalt and tar. 
sts for the field identification of tar and asphalt 
ving compounds are given in TM 5-530. 
i. Asphalt. Asphalt is a natural or manmade by- 
Dduct of petroleum distillation (fig. 2) . 

(1) Natural asphalt. Natural asphalts are 
found in nature, either as lake (or pit) 
asphalt or rock asphalt. Lake asphalt is 
formed when crude oil seeps to the surface 
of the earth where the lighter fractions 
(volatile materials) are driven off by the 
action of sun and wind. Large deposits of 
lake asphalt exist in Trinidad and Vene- 
zuela. Rock asphalt occurs in more than 
one form. It may be asphalt impregnated 
in porous rock or it may be asphalt hard- 
ened into a rock-like form. Natural as- 
phalts may be used when they are locally 
available; otherwise manufactured asphalt 
is usually more desirable. 

(2) Manufactured asphalt. Manufactured as- 
phalt is more uniform in quality than nat- 
ural asphalts. Asphalt cement is the resi- 
due (waste product) of the distillation of 
crude oils. It may be used alone or in com- 
bination with other materials to form as- 
phalt cutbacks and emulsions. All three of 
these bituminous compounds are collec- 
tively referred to as asphalts. 



b. Coal Tar and Water-Gas Tar. Unlike asphi 
tars are extracted from coal. Coal tar produced 
a byproduct of coke production and water-gas d 
tilled from tar vapors produced, condensed, e 
collected during the production of illuminating j 
are both used in paving tars. Water-gas tar is ui 
ally combined with coal-gas tar as a flux. The t 
types of paving tars are road tars and road 
cutbacks. Figure 3 is a simplified flow chart she 
ing the production of road tars from bitumin< 
coal. 

12. Asphalt Cmnt 

o. The consistency of asphalt cement varies 
relation to the amount of volatile substances in 
residue. The hardness may be determined by 
penetration test. This test measures the distance 
units of Koo centimeter that a standard bh 
needle of a penetrometer under a force of '. 
grams will penetrate a sample of asphalt cement 
room temperature of 77 F. (25 C.) in a period 
5 seconds. (See TM 5-530 for test method.) 
the basis of relative consistency, nine paving gra 
of asphalt cement have been established. Each gri 
is designated by a penetration grade and AP nu 
ber. (AP means asphalt petroleum, indicating t! 
the asphalt is manufactured from petroleum.) 

6. The penetration grades are divided into th 
groups to indicate hard, medium, and soft aspt 
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COAL 




COKE OVEN PLANT 

FRACTIONATING 
COLUMN 



LIGHT OIL 




METALLURGICAL COKE 
DOMESTIC COKE 

(BENZENE TOLUENE 
3 { XYLENE, SOLVENT NAPHTHAS 
( COUMARONE RESINS. ETC. 

ILLUMINATING GAS, FUEL GAS 
SULFUR, CYANOGEN COMPOUNDS. 

AQUA AMMONIA, ANHYDROUS AMMONIA 
1 AMMONIUM SULFATE 



K LIGHT & HEAVY SOLVENTS 
COUMARONE-INDENE RESINS 

PHENOLS, PYRIDINE BASES 
NAPHTHALENE, CREOSOTE 
CRESOTE, ANTHRACENE 
SPECIAL FLUXING OILS 

COLD PATCHING, SEAL COAT AND ROAD 
COLD PATCHING, SEAL COAT AND ROAD 



REFINED TARS SOFT PITCH 



I PITCHES I 
SATURANTS ROOFING ELECTRODES 



PAINTS 
COATINGS 



SIMPLIFIED SCHEMATIC PRESENTATION OF ONLY ONE 
* A NUMBER OF PROCESSES FOR REFINING TAR 



ELECTRODES CORE COMPOUNDS * RT 12 



ENAMELS RUBBER 
FUEL COMPOUNDS 

BRIQUETTES 



DUST LAYING 

PRIME COATING 

PRIME COATING & SURFACE TREATM 

PRIME COATING & SURFACE TREATM 

SURFACE TREATMENTS & ROAD MIXE 

, SURFACE TREATMENTS, SEAL COATS, 
& ROAD MIXES 

SEAL COATS, TAR CONCRETE, 

& HOT REPAIRS 

PENETRATION MACADAM, TAR CONC 

AND HOT REPAIRS 

USED IN MANUFACTURE, OF TAR-RUBBER BINI 



Figure S. Simplified flow chart showing -production of road tars from bituminous coal. 



iments. The nine penetration grades, AP number, 
id relative consistency, or hardness, are as follows: 



Penetration grade 


AP No. 


Relative consistency 


40-50 


7 




*50-60 


6 


Hard 


60-70 


5 




*70-85 


4 




85-100 


3 




*100-120 


2 


Medium 


120-150 


1 




*150-200 







200-300 


00 


Soft 



* These penetration grade* are no longer readily available. They 
e included in this manual to facilitate field identification if they 
ould be encountered in the field. 

3. Asphalt Cutbacks 

a. Composition. Asphalt cutback is produced dur- 
ig the refining process or from asphalt cement 
eated and cut back with volatile petroleum distil- 
tte known as cutterstock. In contrast to asphalt 
ement, asphalt cutbacks have the advantage of 



being workable at lower temperatures. Cutterstc 
used are naphtha, gasoline, kerosene, jet fuels, 
sel oil, or fuel oil. 

6. Types. Three types of asphalt cutback h 
been developed, based on the rate of curing, 
phalt cement containing a highly volatile cut 
stock that evaporates rapidly, such as naphths 
gasoline, is a rapid-curing (RC) cutback. Medii 
curing (MC) cutbacks contain a less volatile s 
stance, such as kerosene or jet fuels. Slow-cui 
(SC) cutbacks contain diesel oil or fuel oil. S1 
in the process of refining liquid asphaltic mater 
are shown in figure 2. 

c. Grades. The viscosity (resistance to flow] 
asphalt cutback varies in accordance with 
amount of cutterstock added and the type of asp 
cement used. As the amount of cutterstock is 
creased, the viscosity decreases. Each of the tl 
types of asphalt cutback (SC, MC, and RC) 
produced in four standard grades of kinematic 
cosity, 70, 250, 800, and 3000 centistokes. 
additional grade, MC-30, is also produced for pr 
coats. The numerical grades are the lower ki 



itic viscosity limit at 140 F. (60 C.). The upper 
tit is twice the lower limit; thus, RC-250 has a 
icmatic viscosity range from 250 to 500 centi- 

kesatl40F. (60 C.). 

.. Emulsions 

i. Composition. Asphalt emulsion is a nonflam- 
,ble liquid substance, produced by combining 
)halt and water with an emulsifying agent, such 
soap or certain special colloidal clays or dust. 
e emulsifying agent promotes emulsification and 
itrols certain physical properties of the emulsion. 
len the emulsion is deposited on a surface, the 
ter and asphalt break (separate) , leaving a thin 
n of asphalt cement. 

i >. Basic Kinds. Two basic kinds of emulsions 
ve been established according to their electric 
irge. The use of anionic (negatively charged) 
ulsions has been somewhat restricted in the past 
ce this type did not easily adhere to negatively 
irged siliceous aggregates. Certain cationic (posi- 
ely charged) emulsions will improve adherence 
these negatively charged aggregates. In addition, 
iionic emulsions will coat damp aggregates better 
in anionic emulsions. 

3. Types. Three types of each kind of emulsion 
ve been established according to the setting rate ; 
it is, the rate of separation or breaking of the 
Dhalt from the water. This rate, in general, de- 
nds upon the amount and kind of emulsifying 
ents used. The three basic types of emulsions are 
Did setting (RS), medium setting (MS), and slow 
iting(SS). 

d. Advantages and Disadvantages. Besides being 
nflammable and liquid at ordinary temperatures, 
lulsions also have another advantage over asphalt 
bbacks. They can be used with damper aggregate 
in can cutbacks. The use of water in an emulsion 
also a disadvantage in freezing weather since it 
11 freeze and break the. emulsion. Also, emulsions 
; difficult to store or stockpile as they tend to 
jak while still in the unopened drums. Because 



of these disadvantages in storage and freezing, 
emulsions are not used extensively by the Corps o| 
Engineers in the theater of operations. * 

e. Viscosity Grades and Mixing Groups. Each of 
the three types of asphalt emulsion is graded on the 
basis of viscosity and grouped according to its usage 
as given below. 



Kind 

Anionic 



Type 

RS 

MS 

ss 



Viacosity Grade 

RS-1, RS-2 

MS-2 
SS-1. SS-lh 



Mixing Ability 

Spraying 

Mixing and spraying 

Mixing and spraying 



Cationic RS-C RS-2C,RS-3C Spraying 

MS-C SM-C Mixing (sand) and spray- 

ing 

MS-C CM-C Mixing (coarse agg.) anc 

spraying 

SS-C SS-C, SS-Ch Mixing and spraying 

.Vote. C denotes cationic emulsion. 

h denotes a lower penetration grade of asphalt cement. 

IS. Paving Tars 

a. Road Tar. Road tars (RT) are manufactured 
in 12 grades of viscosity, or hardness (RT-1 through 
RT-12). At a temperature of 77 F., grades 1 
through 7 are liquid and grades 8 through 12 arc 
semisolid to solid. The liquid road tars contair 
more of the liquid coal distillates than the solic 
grades. J 

6. Road Tar Cutbacks. Road tars are cut bad 
with a coal tar distillate to form road tar cutback* 
(RTCB) , which are manufactured only in viscosity 
grades 5 and 6. Highly volatile coal distillate, sucl 
as benzene or a solution of naphthalene in ben- 
zol, is used to cut back the heavier grades of roac 
tar to produce these two grades of road tar cutbacks 
Like asphalt cutbacks, road tar cutbacks cun 
rapidly. 

c. Viscosity Comparison. The viscosity grades o 
road tars and road tar cutbacks are comparable t< 
the viscosity grades of asphalt cutbacks and asphal 
cement as shown in figure 4. See TM 5-530 fo 
further discussion. 



ROAD TARS 

ROAD TAR CUTBACKS 



1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


II 


it 


s 
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* 




* 
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3 
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ASPHALT CEMENT 



COMPARISON OF OLD AND NEW LIQUID GRADES 



RC.MC RC.MC RC.MC RC.MC RC.MC RC,MC 

a a a & a & 

SC-O SC-I SC-2 SC-3 SC-4 SC-5 



OLD GRADES 



NEW GRADES 



MC-30 RC, MC RC, MC RC. MC RC.MC 

sc-70 sc-290 sc-r 





Figure 4. Viscosity comparisons of bitumens. 



Section II. AGGREGATE 



16. Function 

Aggregate is combined with a bitumen to form 
a bituminous wearing surface. It transmits the load 
from the surface to the base course, takes the 
abrasive wear of the traffic, and provides a nonskid 
surface. Aggregate consists of crushed stone, gravel 
sand, slag, coral, or other similar material and 
mineral filler. 

17. Types of Aggregates 

For bituminous construction, aggregates are clas- 
sified according to particle size. The maximum size 
of the aggregate varies with construction require- 
ments. Particle size is determined by sorting the 
materials on standard sieves. (See TM 5-530. for 
sieve analysis.) The three types of aggregate estab- 
lished on the basis of particle size are discussed 
below. 



a. Coarse Aggregate. Coarse aggregate, usui 
consisting of pieces of crushed rock, broken gra 
slag, or other mineral material, is retained on a 
8 standard sieve. 

6. Fine Aggregate. Fine aggregate consists 
particles of fine sand or small pieces of crus 
rock that are small enough to pass through a N 
sieve, but are retained on the No. 200 sieve. 
, c. Mineral Filler. Mineral filler consists of ii 
nonplastic particles small enough to pass thro 
the No. 200 sieve. Rock dusti hydrated lime, i: 
fine soil, and portland cement may be used as r 
eral filler. Most clays are too plastic for this ] 
pose. 

18. Characteristics 

o. Size and Shape. The interlocking action of 
aggregate in a bituminous surface is more ; 



amced when angular shaped, rough-textured parti- 
es are used. Angular particles may require more 
iphalt for a coating than round ones, but it is 
jsirable to incorporate as much asphalt as possible 
>r durability without impairing stability. 
6. Strength and Durability. Aggregate must be 
ifficiently strong and durable to resist weathering 
id to hold up under applied loads over a period 
time without cracking or breaking. TM 5-530 
scusses the tests used to determine aggregate 
rength and durability. 

c. Cleanliness and Moisture Content. The indi- 
dual particles of the aggregate must be clean and 
y to permit the bitumen to penetrate into the 
jres to hold the particles together. If the aggregate 

coated with clay or dust, or if the pores are wet, 
te bitumen will not penetrate or adhere. For hot 
ixes, the aggregates must be hot and dry. For 
itback mixes, the moisture content should be less 
lan 2 percent and generally less than 5 percent for 
i emulsion. 

d. Wetability. An aggregate which may be clean 
id dry and not retain a bituminous coating in the 
resence of water is hydrophilic. Aggregates which 
itain the bituminous coating in the presence of 
ater are hydrophobic. Standard laboratory tests 
>r the specific gravity of the aggregate, absorption, 
/ripping, and percentage of moisture are described 
i TM 5-530. 

9. Gradation 

a. Blending. The three types of aggregates dis- 
used in paragraph 17 may be blended in different 
roportions to produce various aggregate gradations, 
rradation of the particles largely determines the 
lechanical stability of the bituminous mix. Some 
ppes of bituminous wearing surfaces require an 
ggregate gradation with a wide range of particle 



sizes; other types require a uniform gradation of 
particles of approximately the same size. Trial and| 
error calculations are usually used to determine' the 
percentage (blend) of stockpiled aggregates to be 
used in the mix. The four major aggregate grada- 
tions used in bituminous construction are discussed 
below. Recommended aggregate gradations for pav- 
ing mixes, surface treatments, and penetration mac- 
adams for each type of wearing surface are given 
in table II. 

b. Types of Gradation. 

(1) Uniform gradation. Uniform gradation con- 
sists of aggregate particles that are all ap- 
proximately the same size, usually less 
than 1 inch. 

(2) Macadam gradation. Macadam-graded ag- 
gregate consists of uniformly graded par- 
ticles, usually 1 inch or larger. Although 
there may be some variation, the particlee 
are approximately the same size. For ex- 
ample, a macadam gradation designated as 
a l^-inch aggregate may include 1-inch 
and 2-inch pieces, but most of the particles 
will be about l 1 /^ inches. 

(3) Open gradation. Open gradation consists 
of aggregate ranging in size from coarse 
to fine. Open spaces, or voids, remain ir 
the mix because there is insufficient fin^ 
aggregate or mineral filler to fill the void* 
left by the larger particles. 

(4) Dense gradation. Dense-graded aggregate 
blends are a well-graded mix of course ag- 
gregate, fine aggregate, and mineral filler 
In contrast to the open gradation, dense- 
graded aggregate has only a few voids be- 
cause the fine particles and the minera 
filler fill up the voids around the coarsi 
aggregate. 



CHAPTER 4 
BITUMINOUS DESIGN 



Section I. BITUMEN SELECTION 



0. Introduction 

Bituminous mix design consists of selecting the 
tumen and aggregate gradation, blending aggre- 
ites to conform to the selected gradation, determin- 
ig the optimum between content, and calculating 
le job mix formula. Once the percentages of mate- 
als are determined, the total quantity of materials 
> be used on the project must be calculated. The 
jsign of a typical high-type mix will be discussed 
i detail in this chapter. Lower type mixes are 
^signed by the same method, although many steps 
re often omitted because the allowable variations 
i these mixes are great enough that accurate con- 
iituent determination is not necessary. 

1 . Bitumen Selection Criteria 

The selection of a particular bituminous material 



depends on the type of pavement, temperature e: 
tremes, rainfall, "type and volume of traffic, ai 
type and availability of equipment. In general, hai 
penetration grades of asphalt cement are used 
warm climates and softer penetration grades 
colder climates. Heavier grades of asphalt cutbac' 
and tars are usually used in warm regions, tl 
lighter grades in cool regions. Asphalt cements a 
generally more suitable for high traffic volumes thi 
cutbacks. Asphalts and tars will not necessarily boi 
to each other; thus, bonding also becomes a co 
sideration in bitumen selection. Table I is a gui 
for the selection of bitumens. Temperature e 
tremes may dictate the use of a different grade 
bitumen than that recommended in the table. 



Table /. Recommended Use of Bitumens for Bituminous Road Construction (Average Fair-Weather Construction) 1 



Purpoee or use 


Grade or Designation 


OB Asphalt Cutback* 


Ad 

Asphalt cement 
with a penetra- 
tion of 


AE 

Anlonic and 
catlonlc 
asphalt 
emulsion 


RT-RTOB 
Road tar and 
road tar cutback 


RC 

Rapid curing: 


MC 
Medium curing 


so 

Slow curing 1 


'uat palliative --- - 


RC-250, 800 

RC-70, 260 
RC-250, 800, 
3000 


MC-30,70,250 
MC-30 

MC-70 

/* 

MC-250 
MC-250, 800 

MC-250, 800 
MC-800 

MC-250, 800 
MC-250 


SC-70, 250 

SC-70 
SC-250 

8C-SOO 
SC-250 


200-300 

120-150, 
200-300 


88-1, lh 

RS-1,2 
RS-1,2 


RT-1 
RT-2 
RT-3 

RT-4 
RT-4,5,6,7,8, 

RT-4, 7, 8, 9, 1( 


rime coat : 
Tightly bonded surfaces 
Loosely bonded fine- 
grained surfaces. 
Loosely bonded Coarse- 
grained surfaces, 
'ack coat 


urface treatment and seal 
coat: 
Coarse sand cover . 


Clean coarse aggregate 
cover. ; 


Graded gravel aggregate 
cover. ... 


Gravel mulch :._. 



1 Prevailing temperature during construction al*o affecti selection of bitumen and may be the determining factor rather than 

* CAUTION :' Do not overheat aggregate when cutbacks are usde to produce hot mixes. Conversion chart between old and 
figure 4. 



lice and gradation 
new liquid gride* 



\ 


Purpose or use 


Grade or Designation 


CB Asphalt Cutback 11 


AC 
Asphalt cement 
with a penetra- 
tion of 


AE 
Anionic and 
cationic 
asphalt 
emulsion 


RT-RTOB 
Uoad tar and 
road tar cutback 


RO 
Rapid curing 


MC 
Medium curing 


so 

Slow curing 


ed-in-place Road mix 














Open-graded aggregate: 














Sand 


RC-70, 260 


MC-800 








RT-6 


Maximum diameter 1 














in., high percentage 














passing No. 10. 





MC-800 








MS-2 




;&da.m aggregate . 


RC-250, 800 






85-100 


MS-2 


RT-7 


ise-graded aggregate: 














High percentage ' passing 














No. 200 





MC-250 


SC-250 





SS-lh 


RT-5, 6, 7 


Maximum diameter 1 in., 














medium percentage pass- 














ing No. 200. 





MC-250, 800 


SC-250, 80( 





SS-1 


RT-, 7, 8, 9 


mix or cold patch: 














Open-graded aggregate 


RC-250 


MC-800 


SC-800 





MS-2 


RT-5, 6, 7, 8, or 


Dense-graded aggregate __ 





MC-250 


SC-250 








RTCB-^, 6. 


d-laid plant mix : 














Open-graded aggregate: 














Sand 


RC-250, 800 








MS-2 




Maximum diameter 1 in., 














high percentage passing 














No. 10. 


RC-800 


--J- 


SC-800 





MS-2 




Macadam aggregate 


RC-SOO, 3000 
















Dense-graded agagregate: 














High percentage pass- 












| 


ing No. 200 





MC-800 


SC-SOO 





SS-1 


RT-5, 6, 7, 8, 9 ' 


Maximum diametaer 1 














in., medium percent- 














age passing No. 20( 





MC-800 


SC-800 





SS-1 




Aggregate precoating fol- 














lowed with asphalt. 





MC-30 


SC-70 










t-laid plant mix 


RC-3000 


MC-3000 


SC-3000 


85-100, 




RT-11, 12 


ictration macadam: 








120-150 






Cold weather 


RC-800, 3000 




SC-3000 


120-150 


RS-1 


RT-10, 11 


Hot weataher 









85-100 


RS-1 


RT-12 





1 Prevailing temperature during construction also affect* selection of bitumen and may be the determining factor , rather than size and 
gradation of aggregate 

'CAUTION: Do not overheat aggregate when cutbacks are used to produce hot mixes. Conversion chart betwci-n old and new liquid grade* 
in ftgure 4. 



!. Aspha It Cement 

Asphalt cement is usually used in hot-mix pave- 
nts. It is usually a solid at a temperature of 77 F. 
make it fluid enough for mixing with aggregate 
for spraying, asphalt' cement must be heated to a 
iperature ranging from 250 F. to 350 F. A 
advantage of asphalt cement is that adequate 
iting equipment may not always be available. The 
ious penetration grades are suitable for different 
B, including plant mixes, penetration macadam, 
i surface treatent. 



23. Asphalt Cutbacks 

The different types and grades of asphalt cutbacks 
may be used with various climatic conditions foi 
different types of pavement. The cutterstock evapo- 
rates, leaving asphalt cement as the active bonding 
and waterproofing agent. Prevailing atmospheric 
temperature during construction is a factor thai 
must be considered in selecting the grade of asphall 
cutback. Lighter grades are usually used in coo! 
weather. If the preferred grade of a given type oi 
asphalt cutback is not available, a comparable grade 



stead of MCj-3000, without seriously affecting the 
dshed structure. Light grades of asphalt cutback 
ay be produced in the field by adding solvents to 
phalt cements or to the heavier grades of asphalt 
tback. Field manufacture of asphalt cutback is 
acussed in chapter 7. 

i. Asphalt Emulsions 

The mixing grades of asphalt emulsions can be 
ixed with damp aggregate with little or no heating, 
jcommended usage is dependent on the setting 
te and mixing ability. Emulsions are used for sur- 
ce treatment, for road and plant mixes, and for 
ack and joint filling. 



they can be used in areas where asphalt would be 
unsuitable, such as refueling aprons at airfields 
where petroleum distillajbes are likely to be spilled. 
Because tars have greater penetrating qualities than 
asphalts, they are preferable when penetration is 
critical. Hot tar mixes are used for plant mixes, sur- 
face treatments, penetration macadams, crack fillers, 
and similar uses. Road tar cutbacks are used for 
patching mixes, surface treatments, and road mixes. 
Open flame must not be used near storage, tanks, 
and drums as road tar cutbacks are highly flam- 
mable. Tars are more susceptible to temperature 
changes than asphalts. They become soft at high 
temperatures, and brittle at low temperatures. 



Section IS. AGGREGATE GRADATION SELECTION 



I. Preliminary investigations 

Before any specific aggregates can be definitely 
eluded in a mix design, preliminary investigations 
these aggregates must be made. Then physical 
operties must conform to those set forth in para- 
aph 18. A complete analysis, as described in TM 
-530, must be made and the available quantities 
jtermined. 

J a Gradation Selection Criteria 

Once the quality and availability of aggregate are 
stermined, the criteria given in table II is used to 
lect the gradation specification. 



a. Use of Mix. Surface course, binder course, 
road mix, etc. 
6. Type of Binder. Asphalt cement or tar. 

c. Tire. Pressure. 100 psi or under low pres- 
sure tires; over 100 psi high pressure tires. 

d. Maximum Aggregate Size. 

(1) Maximum size of available aggregate. 

(2) Maximum size of surface course aggregate 
mechanically spread one-half the surface 
course thickness. Maximum size of all 
binder courses and hand spread surface 
course two-thirds course thickness. 

(3) The maximum size (100 percent passing 
the designated size) shall be the minimum 
of the two choices above. 
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Aggregate and mineral filler may be combined to 
oduce a dense-graded or open-graded mix. 
a. Dense-Graded Mix. Dense graded infers that 
ere exists a continuous gradation of particle sizes 
>m coarse to very fine. The smaller particles fill 
5 voids between larger particles, thereby increasing 
e unit weight. 

6. Open-Graded Mix. Open graded means that 
th coarse and fine particles are present in a con- 
luous gradation but which, lacking sufficient fine 
iterial has considerable number of voids and, 
erefore, less density. 

c. Advantages and Disadvantages oj Gradation 
jpes. Dense-graded aggregate is more impervious 

water and provides more protection to base and 
bgrade than does,, open-graded material. Dense- 
aded mixes usually require less maintenance,- and 
e asphalt life of such mixes is prolonged. Dense- 
aded mixes require more precise determination and 
ntrol of the bitumen aggregate ratio; because of 
e increased voids in open-graded aggregate, the 
rcent of bituminous material is sometimes less 
itical. 

d. Gradation Variables. Some low- and inter- 
ediate-type mixes have an allowable variation in 
adation great enough to allow the use of naturally 
curring or man-made aggregate without any spe- 
al preparation. High-type mixes and some inter- 
ediate-types have such small allowable gradation 
iriations that more than one aggregate gradation 
ust be combined in a blend to obtain the desired 
adation. 

sample: An asphalt finisher is to be used to place 
a 2-inch asphaltic concrete surface course 
on an MSR. One-inch maximum size 
aggregate is available. A limited supply 
of limestone dust is available for use as a 
mineral filler. Select an aggregate grada- 
tion if the bitumen is asphalt cement. 
tlution: Use surface course (2 inches thick) 
Bitumen asphalt cement 
Tire pressure low (trucks have less than 
100 psi tire pressure) 
Maximum aggregate size 

Available 1 h 

Method of pia-v -surface course, 

machine placed, therefore 2 inches 
X% = linen 

Therefore the maximum aggregate 
size is 1 inch. Gradation type open graded 
to conserve limestone dust 



vnuie J.A. 



29. Aggregate Blending 

Aggregate blending is the proportioning of several 
aggregate gradations to obtain one desired aggregate 
gradation. The usual procedure is to mix three or 
four aggregates from various sources. The results 
of gradation tests on each source are recorded on 
DD Form 1207 (Grain Size Distribution Graph- 
Aggregate Grading Chart) (fig. 5) or arc presented 
in tabular form. DD Form 1217 (Bituminous Mix 
Design Aggregate Blending) is used as a work- 
shoot in calculating the aggregate blond. Although 
there ttro sovoral methods of dotormining the correct 
blend, the trial and error method will be used herein 
as other methods require complicated graphs and 
formulas. This method is best illustrated by an ag- 
gregate blending example. Gradation 2 A (as de- 
termined in paragraph 28) will be used as the 
specification limits. The gradations of the stockpile 
samples are obtained from figure 5. 

a. Gradation of Material. The sieve sizes and 
percents passing are recorded for all four aggregates 
in the block titled "Gradation of Material" on DD 
Form 1217 (1, fig. 6). The specified gradation 
limits are entered across the "Desired" row of th 
block for reference. All blanks to the left of the 
100 percent passing for each aggregate should be 
filled in. as 100 percent passing also. (100 percent 
passing a given sieve will also be 100 percent pass- 
ing all larger sieves.) The data is to be recorded 
in this block as shown in 1, figure 6. 

b. Trial Number One. All data discussed in this 
subparagraph should be entered in the block titled 
"Combined Gradation for Blend Trial No. One" 
on DD Form 1217 2, fig. 6. 

(1) Enter the mean of the specified gradation 
limits in the "Desired" row. 

Example: Find the mean of the specified gradation 

limits for the %-inch sieve. 
Solution: y% (80+95) =87.5 percent 

(2) The percent passing for each sieve size 
and gradation is calculated by using the 
following formula: 

percent passing _ 
(trial block) " 
percent used 

(trial block) x (gradation of material block) 
100 
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Solution: The gradation test shows that 72 percent 
passed the %-inch sieve at the stockpile. 

percent passing _ 
(trial block) ~ 



Solution: S =V 2 (80 + 95) = 87.5 



(3) 



45 X 72 _ 32.4 percent passing the 
100 ~ %-inch sieve 



The trial "percent used" values are ob- 
tained by estimation. The first estimation 
should be for the mineral filler "percent 
used" value. This is done by calculating 
the percentage necessary to satisfy the No. 
200 requirements. 

Example: The percent of mineral filler passing the 

No. 200 sieve is 90.0 at the stockpile. 

The desired amount passing would be 5 

percent with a lower limit of 3 percent. 

Solution: An estimation of 4 percent used will be 

tried: 4 - 0x90 - =3.6 percent. An ex- 
100 

animation of other gradations contribut- 
ing to the percent passing shows only 3 
percent of the fine river bar sand (FRBS) 
passing the No. 200 sieve; thus, any nor- 
mal "percent used" value for the FRBS 
would affect the percent passing the No. 
200 sieve by less than 1. Therefore, 4 
percent would be somewhat low and 5 

percent should be tried: 5 ' Q *^*' Q = 4.5 

percent. 

(4^ The second trial "percent used" is ob- 
tjained most easily by series of calcula- 
tions. First, the average of the specified 
gradation range for the percent passing 
the second largest sieve is calculated (S) 
This result is centered in the following 
formula : 



T = 100S 



100-S 



(100-C) 
where : T = The trial percent passing for the 

coarse aggregate (CA). 
S=The mean of the upper and 
lower limits of the specified 
gradation range for the percent 
passing the second largest sieve. 
C = The percent passing the second 
largest sieve for the original 
gradation of coarse aggregate 
(CA). 



= 100x 



100-37.5 100x12.5 



= 44.7 or 



100-72 28 

(5) The total of the "percent use 
must always be 100 for all tria 
three aggregates are being bl 
intermediate aggregate "percent 
be found by subtracting the tvv 
used" figures already determine< 
If more than three gradations 
blended, the two predetermine 
used" figures are subtracted fro 
divided by the number of in 
gradations. This yields a trie 
used" for each gradation. 

Example: The percent used for the coarsi 
is 48 and for the fine aggn 
There are two intermediate 
(FA and FRBS) 

Solution: Intermediate percent used = 1 / 

50 
5)=~=25 percent. Thereto: 

ju 

trial percent used for the in 
aggregate will be 25 percent. 

(6) Each block should be filled in a 
in (1) above. The columns for 
are added and compared to t 
gradation range. 

c. Succeeding Trials. Each succeeding 
be a refinement of the results of the prec 
Although the results of Trial No. 1 are 
limits of the specified gradation, an effor 
made to obtain a blend as close as poss 
means of the gradation. This allows 
jreater deviation in the blend; thus, 1 
plant will not require adjustment as ofte: 
6 is an example of a succeeding trial. 

(1) An inspection of the precedii 
made. Those sieve sizes whos 
not within the specified grada 
are noted. 

(2) Usually changing the intermed 
grates "percent used" will yi 
within the specified limits. 

(3) The original coarse aggregate 
aggregate "percent used" figun 
quire changing. There is not! 
with this as the original figures ^ 
only. 
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: A reduction in the percent passing values 
is necessary. This is accomplished by 
reducing the amount of the finer mate- 
rial in the blend. A trial gradation of 
45/30/20/5 (CA/FA/FRBS/LSD) is 
used in an attempt to correct the blend. 
3, figure 6 shows Trial Number 2. 
d. Final Trials. Once a set of values are obtained 
that are well within the specified limits, the final 
trials are made. Inspection of the "percent used" 
column will show that a relatively large range of 
values will yield results within the specification 
limits. The purpose of the final trials is to obtain 
a blend as close as possible to the mean of the 
specification limits. The final trials are computed 
in the same manner as the initial trials except that 
the "Desired" row should contain the mean value 
(average of high and low values) of the specifica- 
tions. Trial No. 2 (3, fig. 6) is close enough to 
the median; therefore, no further trials are neces- 
sary. 



Dienamg snouia oe cnecKea oy an inaepem 
upon completion. Two forms are used 
this result. 

(1) DD Form 1217. DD Form 12] 
5, fig. 6) is used as a reportin 
addition to being a computatic 
The "Gradation of Material" bl 
corded in the same manner as 
the trial computations. The n 
that was used for trial one, shou 
the contents of the final trial bl< 
verbatim. 

(2) DD Form 1807. DD Form 12( 
as a graphical record of the 
blend. The upper and lower lin 
specified gradation, the mean of 
fied gradation, and the calcul 
blend are all plotted on the ss 
(the mean is sometimes omittec 
7 shows the use of DD Form 
reporting an aggregate blend. 
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Section III, OPTIMUM B8TUMIN CONTENT DETERMINATION 



30. Marshall Method 

The Marshall method must be used to determine 
the optimum bitumen content of hot-mix pavements 
where stability and durability are required to with- 
stand the action of high-pressure aircraft tires or 
heavy road traffic. A modified version of this test 
is used to determine the optimum bitumen content 
for cold mixes. A complete treatment of the limita- 
tions and testing methods of both versions of the 
Marshall method is contained in TM 5-530. 

31 . importing of Marshall Test Results 

The results of the Marshall test may be sent from 
the testing laboratory to the unit in one of two 
ways. 

a. Marshall Method Data Sheet. The Marshall 
Method Computation of Properties of Asphalt Mix- 
tures (DD Form 1218) (fig. 8) is the laboratory 
worksheet for the Marshall tests. If this sheet is 
sent in lieu of the bituminous mix curves, the curves 
must still be plotted to evaluate the data. 

b. Bituminous Mix Curves (DD Form 1219). 
The bituminous mix curves (fig. 9) are used to pre- 
sent the results of the Marshall test in graphical 
form. The curves should be smooth without devia- 
tions to include extraneous values. 

32. Evaluation of Marshall Test Results 

Table III is used to evaluate the results of the 
Marshall test and to obtain an optimum bitumen 
content. 



a. Trial Optimum Bitumen Content. 
cents of bitumen for the unit weight, 
percent voids total mix, and percent \ 
with bitumen are obtained from DD 1 
(fig. 9) for the points on the curves pr< 
table IIX These four bitumen content p 
are averaged and the result is noted ai 
optimum bitumen content (OBC) . 
Example: The bituminous mix curves shi 
ure 9 are for an airfield A 
course (high-pressure tires). 
the trial OBC. 
Solution: (from fig. 9) 

Unit weight _______________ 

Stability __________________ 

Percent voids total mix _____ 

Percent voids filled with bitur 
Total _________ ________ 



187 
Average = - ^- =4.7% AC -(Tr 

6. Satis} actoriness of the Mix. The 
next evaluated for the stability, flow, .pei 
total mix, and percent voids filled wit 
at the trial optimum bitumen content. ' 
obtained are compared to the criteria in 
If all of these values meet the criteria 
optimum bitumen content becomes the 
timum bitumen content. Should one o 
the criteria fail to meet the specificatior 
lowing action should be taken: 

(1) Recheck all computations. 



Table III. Criteria for Determination oj Optimum Bitumen Content (Marshall Method) 



Teat 
property 


Type of mix 


Point on curve 


Criteria 


For 100 pal tire* 1 


For 200 pi tirei l 


For 100 pi tires * 


For 2( 


Stability 
Unit weight 
Flow 


Asphaltic-concrete surface course 
Asphal tic-concrete binder course 
Sand asphalt 
Asphaltic-concrete surface course 
Asphaltic-concrete binder course 
Sand asphalt 
Asf|haltic-concrete surface course 
Asphaltic-concrete binder course 
Sand asphalt 
Asphaltic-concrete surface course 
Asphaltic-concrete binder course 
Sand asphalt 
Asphaltic-concrete surface course 
Asphaltic-concrete binder course 


Peak of curve 
Peak of curve * 
Peak of curve 
Peak of curve 
Not used 
Peak of curve 
Not used 
Not used 
Not used 
4 (3) 
5 (4) 
6 (5) 
80 (85) 
70 (75) 


Peak of curve 
Peak of curve * 


500 Ib or higher 
500 Ib or higher 
500 Ib or higher 
Not used 
Not used 
Not used 
20 or less 
20 or less 
20 or less 
3-5 (2-4) 
4-4 (3-5) 
5-7 (4-6) 
75-S5 (80-90) 
65-75 (70-80) 


1800 
1800 

Not 
Not 
Not 
16 or 
16 or 
16 or 
3-5 
5-7 

70-8C 
50-7( 


Peak of curve 
Not used 


Not used 
Not used 
Not used 
4 (3) 
6 (5) 
- (-) 
75 (80) 
60 (65)* 


Percent voids 
total mix. 

Percent voids 
filled with 
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out of line with the others, rerun this test. 

(3) Recheck aggregate for conformance to 
specified blend. 

(4) Rerun Marshall check apparatus first. 

(5) Change aggregate blend. 

'xample: Check the trial OBC determined above 

for conformance to specifications. 
olution: 



Stability 2020. 1800. 4f 

Flow 10-8 16- - 

Percent voids total mix 4.2 3-5 

Percent voids filled with bitumen 72.3 70-80 

Since the test properties of the mix are within the 
specification limits, the trial OBC can be designated 
the final OBC. 



13. Formula Calculation 

After the OBC and aggregate blend have been 
stablished, it is necessary to determine the actual 
ercentages by weight of these components in the 
inal mix. These percentages by weight are called 
he job mix formula. The method of determining 
.his formula is presented by the following example: 

Example: The OBC has been set at 5.5 percent. 
The aggregate blend is 40/30/25/5 
(CA/FA/FRBS/LSD) . Determine the 
job mix formula. 



Solution: 
Percent of mix = 

/ 100-percent of bitumenX , , , 

I F I x percent of aggregate 

100-percent of bitumen _ 1QQ-5.5 _ 94.5 _ _ . r 

ioo -"Too""" 100 



Percent of HtO-jit- rcent oj_ bitumen^ I'e.rcenl oj 

Component ayyrKijate %QQ *; 

CA 40 x 0.945 37.8 

FA 30 x 0.945 28.4 

FRBS 25 x 0.945 23.6 

LSD 5 x 0.945 4.7 

AT __ 5.5 



Total 100.0 

.Vote. The total pi'vccnt of mix is alwayti vquul to 100. 

34. Check f Job Mix Formula 

The mix is checked in the field for conformant 
to specifications by two different methods. 

a. Mix Percentage Check. The percent of bitu> 
men in the completed mix should be compared witl 
the percentage set up in the design. This should b 
done at least once daily either at the plant or cm 
struction site. See TM 5-530 for procedure. " 
6. Density Check. The density check is made 01 
samples secured from compacted, cooled, and com 
pleted pavement. This test not only checks the mix 
but also checks the construction methods used ii 
placing and compacting the mix. The density tes 
is discussed in detail in paragraph 128. 



CHAPTER 5 
EQUIPMENT USED FOR BITUMINOUS OPERATIONS 



Section I. PRODUCTION EQUIPMENT 



15. Asphalt Central Mix Plants 

a. Introduction. An asphalt central mix plant is 
, series of pieces of equipment designed to pro- 
luce a bituminous plant mix from a bitumen and 
tockpiled aggregate. The characteristics and num- 
er of the pieces of equipment can vary; but in 
;eneral, there are. two principal types of central 
aix plants the intermediate-type plant and the 
ligh-type plant. Although both plants will handle 
ither asphalt, straight asphalt cement is preferred 
or use with the high-type plant and cutback as- 
ihalts are preferred with the intermediate-type 
ilant. For the production of hot mixes, the use of 
utback asphalts should be restricted to those that 
|| slower setting due to the fire, and explosion haz- 
Is created by the larger amount of more flamma- 
fle solvents contained in the faster setting products. 
Joth type plants are capable of producing cold 
nixes. A straight asphalt cement mix must be laid 
lot shortly after manufacture. Cutback asphalt 
ement mixes can be laid at longer periods after 
manufacture, depending upon the amount of cutter- 
tock in the product used. The two principal central 
nix plants are the 80- to 120-tona-per-hour (TPH) 
ilant and the 10- to 30-TPH plant. A third type 
i mixing plant, the travel plant, uses components 
if the 80- to 120-TPH set. Components of the 
0- to 30-TPH intermediate-type plant are procur- 
-ble as separate line items; this plant is not part of 
he 80- to 120-TPH paving set. Appendix I and 
)A Parn 310-4 should be consulted for references 
m operation. SM 5-4-3895-S01 contains a com- 
ilete list of the standard equipment of the 80- to 
,20-TPH paving set. 

Note. These plants are undergoing changes and will no 
jnger be procured for issue. They will, however, remain in 
se, but where applicable wilt be converted from steam to 
ot oil. A new 100- to 150-TPH plant without travel plapt 
apability is in planning for future procurement. This plant 
nd related support equipment will be listed in TOE's and 
fccured and issued as single line items. 



6. Erection. Central plants may be erected < 
either a hasty or deliberate basis. The differen 
between these two types of layouts is not in t 
degree of planning but in the choice of datum plan 
for ground level. Elevator wells with their attenda 
safety hazards are avoided in the deliberate layoi 
although piers o'f some nature must be construct 
for the legs. 

Caution: Do not extend the jack legs to the 
full length to fry to overcome the need for piei 
In this position, the legs are longer than the 
safe length and might buckle. 

Concrete should be used to construct piers a] 
footers, although timbers such as railroad ties mi 
be used .as expedients. 

Note. Detail drawings of the recommended plant Inyoi 
for variouft combinations of the 80- to 120-TPH paving i 
are contained in TM 5-337-1. 

36. Selection of Central Plant Site 

a. General Location. The general location of 
central plant should be as close as possible to t 
source of aggregate, yet be within a short hauli 
distance of the project. Most plant mixes will eith 
become too cool or begin to cure if they are r 
placed soon after production. A good road net 
necessary to avoid traffic jams. 

6. Specific Location. The specific location of 
central plant should be in a well-drained locatk 
The site must have room to maneuver equipmc 
and stockpile materials. Drummed asphalt shoi 
be stored a safe distance from the plant to redu 
the fire hazard. A sidehill location not only ii 
proves drainage but also greatly reduces the exp! 
sion hazard associated with loading trucks in a p 
Should it be necessary to locate the plant on a lei 
site for other reasons, the loading pit should 
made as large as possible to allow maximum ven 
lation. Figure 10 demonstrates the hazard of loa 
ing trucks in a pit. 
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Figure 10. Proper central plant location to avoid explosion hazard. 



17. The 80- to 120-TPH Paving Set 

The 80- to 120-TPH paving set is the largest 
.sphalt plant in the Army supply system. It is capa- 
>le of producing all types of bituminous mixes in- 
luding high-type asphaltic concrete, cold mixes, 
md stabilized base mixtures. The separate units 



that make up the set may be arranged in three basi< 
combinations to produce a variety of mixes. The 
choice of arranging the set as a high-type, inter- 
mediate-type, or travel plant will depend upon th< 
necessary operations to produce the required mix 
The travel plant is discussed in paragraph 39. ^ 



RECIPROCATING POWER UNIT 
FEEDER 




FRONT J 
LEG! 



Figure 11. Four-bin cold aggregate feeder, 80- to 120-TPH set. 



a. 
80- 
and 



ft 



Component Units. The units comprising he 
to 120-TPH plant are summarized in table IV, 
are described below. 

(1) Feeder (fig. 11). The feeder unit is of 
the reciprocating type, and has two bins 
to accommodate both fine and coarse ag- 
gregate. It receives aggregate from the 
belt conveyor, feeding it into the first 
elevator for transmission to the dryer. The 
feeder is included in specifications as a 
component of the dryer. A four-bin feeder 
is also issued with the set and used in lieu 
of the reciprocating feeder. 

(2) First elevator (Model 881 cold elevator) 
(fig. 12). The first elevator is an open 
bucket type cold elevator, 18 feet 3 inches, 
center-to-center. It is shaft and gear driven, 
and is equipped with a pneumatic-tired 
dolly for portability. It is used to move 
aggregate from the feeder to the -aggre- 
gate dryer. It, too, is included in speci- 
fications as a component of the dryer. 

(3) Model 837 aggregate dryer (fig. 13). The 
aggregate dryer is trailer-mounted and pro- 
vided with retractable jack legs to elimi- 
nate the need for cribbing the unit while 
in operation. The dryer is the single drum 
type, and is diesel powered. Its purpose 
is to remove moisture from the aggregate 
and to heat the aggregate to any desired 
temperature. Heat is supplied to the dryer 
by a low pressure oil burner. 




Figure It. Model 881 cold elevator, 80- to l&O-TPH st 




Figure 13. Model 837 aggregate dryer, 80- to 120-TPH set.. 



(4) Model 857 dust control unit (fig. 14) . The 
dust control unit (dust collector) is used 

in connection with the dryer to reclaim (6) 

fines from the exhaust gases and to reduce 

the dust nuisance. Fines from the dust 

collector are delivered by a screw feeder 

to the second elevator if additional fines 

are needed, or wasted if sufficient fines 

are available within the mix. 

(5) Second elevator (Model 830 hot elevator) 
(fig. 15). This elevator is an enclosed 

bucket type elevator, 27 feet 6 inches, (7) 

center-to-center. Usually, a 21-foot 9-inch 
elevator is modified with a 5-foot 9-inch 
elevator extension to produce this long ele- 
vator. The elevator is provided with a 
pneumatic-tired dolly for portability, and 
is shaft and gear driven. The second elcva- 



into this elevator for delivery to the grada- 
tion controUunit. 

Model 866 gradation control unit (fig. 15). 
The gradation control unit is also trailer- 
mounted and jack-leg equipped. It is pro- 
vided with a four-compartment bin and 
suitable vibrating screens to separate the 
dried aggregate according to size. The 
unit feeds proper proprotions of various 
sizes of aggregate into the third elevator 
for delivery to the mixer. 
Third elevator (Model 880 hot elevator) 
(fig. 16). The third elevator is similar to 
the second elevator, but is 18 feet 3 
inches, center-to-center. It is used to de- 
liver the graded aggregate from the grada- 
tion control unit and the fines feeder to 
the asphalt mixer. 




Figure 1J ( . Model 857 dust contr.ol unit, 80- to 1XO-TPH set. 




Figure 15. Model 866 gradation control unit with Model 880 hot (second) elevator on right, 80- to 120-TPH set. 



tor, thereby supplementing the operation 
of the gradation control unit. 
(9) Model 848 asphalt mixer (fig. 16). The 
asphalt mixer is the unit which actually 
combines bitumen with graded aggregate 
to produce a bituminous hot mix. The 
mixer is trailer mounted and is cribbed 
when the unit is in operation. The mixer 
is diesel driven. Necessary heat for the 
hot mixing operation is supplied from 
either a hot oil system or a steam plant. 
Components of the mixer are a bitumen 
tank, a bitumen metering pump, a twin 
pugmill and a discharge control gate. The 



terial directly into trucks for delivery to 
the job site. 

(10) Heating plant. Heat is supplied to the 
dryer, the mixer, and the storage tanks 
by either a steam boiler plant or a hot oil 
system. The older models have the steam 
plant; the newer models have a hot oil 
system. 

(11) Storage tanks. The asphalt storage tanks 
are of bolted steel construction. They are 
provided with coils to heat the contained 
bitumen, the heat being supplied from an 
external source. Each tank has a capac- 
ity of 4,000 gallons, and four such tanks 
is a normal complement for a single cen- 




Figure 16. Model 848 mixer with Model 880 hot (third) elevator on right, 80- to 1W-TPH set. 



mounted. They must be disassembled for 
transporting. 

(12) Piping equipment. This equipment in- 
cludes the bitumen and either hot oil or 
steam pipes necessary to set up the plant. 
6. 80- to 120-TPH High-Type Plant. The 80- to 
120-TPH high-type plant is equipped with a grada- 
tion control unit to control gradation of the aggre- 
gate as it comes from the stockpile. The gradation 
control unit provides the means of producing a 
high-type bituminous concrete, thus the name 
high-type plant. The high-type central plant is ca- 
pable of producing a high quality hot mix that will 
conform to the most rigid specifications for both 
roads and airfields. A schematic diagram of the 



c. SO- to 120-TPH Intermediate-Type Plant. '. 
intermediate-type central mix plant is identical 
the 80- to 120-TPH high-type plant except t 
this plant is not equipped with the gradation con 
unit. For this reason, aggregate gradation in 
stockpile must be more rigidly controlled. In 
intermediate-type plant, an aggregate hopper : 
apron feeder are attached to the mixer to propoH 
the aggregate. Because gradation of the aggre 
is not as rigidly controlled, the intermediate-t 
plant is suitable for producing cold-laid mixes 
hot mixes for road construction or repair work, 
not for airfield construction. However, it can c 
struct a better runway than the travel plant. Fig 
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Figure 18. Typical 80- to 120-TPH high-type plant. 
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Figure 20. Typical 80- Lo 120-TPH intermediate-type plant. 



38. The 10- to 30-TPH Asphalt Plant 

a. Introduction. The 10- to 30-TPH asphalt 
plant (fig. 21) is a small intermediate-type plant for 
projects whose total job requirements will be less 
than 10,000 cubic yards of plant mix. The plant 
may be arranged in only one basic combination to 
produce intermediate-type hot and cold mixes and 
stabilized base mixtures. 



6. Component Units. The units con 
10- to 30-TPH asphalt plant are simil 
to the components of the 80- to 120-T 
set (par. 37) except that the individual 
a much smaller capacity. Instructions fo 
tion of all components of the 10- to c 
phalt plant are contained in TM 5-128 
22 depicts a schematic diagram of the 
TPH asphalt plant. 





MIXER 



Figure ft. Schematic diagram of the 10- to SO-TPH asphalt plant 



Travel Plant 

. Standard Travel Plant. The standard travel 
it comprises the Model 848 mixer from the 80- 
L20-TPH paving set and the crawler mounted 
regate elevator (bucket loader) (fig. 23). The 
iel 848 mixer is discussed in paragraph 37a(9). 
bucket loader consists essentially of a crawler 




mounted tractor unit and a boom. The boom con- 
sists of a metal spiral charger that delivers mate- 
rial to a bucket line which elevates the material. 
A scraper unit behind the spirals aids in the clean 
pickup of material. The crawler section supports 
the boom and provides power for the operation of 
the bucket line. The bucket loader also provides 
the motive power for the mixer unit. Three asphalt 
tanks are necessary to supply the bitumen. Table 
V summarizes the units of the standard travel 
plant. Figure 24. shows a schematic view of a stand- 
ard travel plant. 

Note. The bucket loader will be replaced by a scoop {end) 
loader concurrently with phasing out of the Model 848 
mixer. 

Table V. Equipment Used in the Travel Plant 



Equipment 



Aggregate elevator 
(bucket loader). 

Asphalt mixer 



Trailer-mounted asphalt 

tank, 1,500 gal. 
Truck-mounted asphalt 

tank, 800 gal. 

Asphalt tank, 4,000 gal... 



Numbei 
of units 



1 
1 

1-2 



Purpose 



Pick up aggregate from win- 
dow and deliver it to mixer 
hopper. 

Mix bitumen and aggregate 
correctly and combine 
them in a thorough bitu- 
minous mixture. 

Supply material to bitumen 
tank of mixer. 

Transport material from cen- 
tral storage tanks to trailer 
mounted asphalt tank. 

Stone enough asphalt for 
sustained mixer operation. 
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Figure 85. Rotary tiller with a pump. 



device attached to the rear. Some models have a 
pump on the front. The mixing device is a series 
of rotating vanes on a shaft under an enclosed hood. 
Figure 25 shows a rotary mixer with a pump. Disk 
harrows and motor graders may also be used to 
produce low quality road mixes. 

c. Operating Features. The standard travel plant 
may be used in tandem with an asphalt finisher pro- 
vided windrow sizes are small enough to be within 
the capacity of the paver. 

40. Choice of Type of Plant 

Specifications calling for a high-type mix allow 
no choice of plant; a high-type plant (80- to 120- 
TPH) must he used. Specifications calling for an 
intermediate-type mix or stabilization mix leave the 
project supervisor with three plant choices: the 
80- to 120-TPH plant, the 10- to 30-TPH plant, 
and the travel plant. The travel plant cannot be 
used for hot mixes but it is more economical, per- 
mits maximum equipment output, handles in place 
aggregate with little supporting help, and is simple 
to use. The 'two central plants can mix hot, cold, 
and stabilization mixes; are better adapted to damp 
weather operations; are capable of day and night 
operations; and keep bulky equipment off of sub- 
grades. However, central plants require addi- 
tional handling of aggregate. Long distances be- 
tween plant site and project are not recommended 



tween the 80- to 120-TPH plant and the 1C 
30-TPH plant. The rated hourly productio: 
these plants will drop greatly under less than i 
conditions. For example, the 80- to 120-TPH I 
can produce only about 65 tons-per-hour wher 
aggregate moisture content is 12 percent. A pn 
calling for a total of more than 10,000 cubic y 
of mix should have an 80- to 120-TPH set. 
project supervisor should take both the exp< 
hourly production requirements and the ov 
size of the project into consideration before ma 
a decision upon which type of central plant is 1 
used. 

41 . Liquid Handling Equipment 

a. Three-Car Heater. The three-car heater 
small portable horizontal fire tube boiler use 
generate steam in asphalt operations. It is pr 
pally used to heat tank cars of bitumen to facil 
unloading operations. It may also be used a 
expedient heat source at central plants. Det 
information concerning the three-car heater 
be found in TM 5-1046 and TM 5-1078. 

b. 760-Gallon Asphalt Kettle. The 750-g; 
asphalt kettle is mounted on skids. The top of 
insulated kettle has four large doors through v 
material may be dropped from 55-gallon dr 
Inside this kettle are two U-shaped fire 1 



halt pump, and an air blower. Conveyor (raodi- 
i hand) trucks and portable burners are organic 
*ts which ease dedrumming operations. Addi- 
nal information is contained in TM 5-1147. 

lole. Newer plants will use a 750-gallon per hour asphalt 
Iter in lieu of the 750-gallon asphalt kettle. 

:. 165-Gallon Asphalt Kettle. The 165-gallon 
>halt kettle is primarily used in maintenance 
rk. It is similar in operation to the 750-gallon 
>halt kettle. For more information, see TM 5- 
54, TM 5-1157, and TM 5-1158. 
i. 1500-Gallon Trailer- Mounted Asphalt Tank. 
e trailer-mounted tank is used to transport, 
Irum, or heat bitumens. The insulated tank is 
,ed with two sets of steam coils for applying heat 
means of steam or hot oil. Connections at the 
,r of the tank permit pumping material either in 
out of the tank. The top is fitted with barrel 
ts and hoods for dedrumming. TM 5-1081 
es detailed information on this item. 
?. Other Liquid Handling Equipment, The 800- 
lon truck mounted distributor can be used as a 
tnp or transporting device. The trailer mounted 
tributor can also be used as a pump. Both of 
sse items are discussed in paragraph 44. 



42. Hauling Equipment 

The 5-ton dump truck is standard equipment foi^ 
hauling aggregate and plant mix in bituminous 
operations (fig. 26). In hot mix operations, heat 
may be retained by fixing insulating materials 
(such as a layer of cardboard) to the sides of the 
truck and a canvas cover placed on top. Diesel fuel 
is often used to coat the truckbed before each load- 
ing. This facilitates the cleaning of the truck after 
operations, but contributes another fire hazard. A 
class II fire point should be located at the diesel 
spraying station. 

43. Support Equipment 

In addition to the specialized asphalt equipment, 
additional support equipment is required in a plant 
operation. Aggregate handling may include clam- 
shell, belt, conveyor, front loader, or dozer depend- 
ing on plant location and type of cold aggregate 
feeder used on plant. Low-bed trailer, truck- 
mounted crane with barrel sling, and air compres- 
sor with drum opening tool are needed to trans- 
port, store, and open drums of asphalt cement. 
Fuel trucks will be required to supply fuel for the 
hot oil heaters and power plants. If the old steam 
heating plant is used, water trucks may be needed 
to supply water for the steam boiler. 




Figure 26. 6-ton dump truck. 



Section II. PLACEMENT EQUIPMENT 



Asphalt Distributors 

. Truck-Mounted Asphalt Distributor. This ma- 
le is used primarily to spray bituminous material 
a prepared surface. The 800-gallon insulated 
k is equipped with heating flues for application 
heat from an oil burner. A gasoline engine 
inted to the rear of the tank provides power for 
asphalt pump, a fuel pump, and air blower, 
s asphalt pump has a minimum capacity of 375 
ons per minute. Bituminous material is applied 
mgh an adjustable length spray bar or a hand 
ly gun. The spray bar may be of circulating or 
circulating type, depending on the model of 
ributor. Flow of bituminous material is con- 
led by a system of hand operated valves. A 
lometer registers the pump discharge in gallons 

minute. A bitumeter on the truck shows the 
vard speed of the truck in feet per minute, 
ure 27 shows the necessary bitumeter and ta- 
meter readings for given nozzle sizes to obtain 

desired rate of bitumen application. Figure 28 
we a truck-mounted asphalt distributor. TM 5- 
4, TM 5-3895-201-10, and TM 5-3895-220- 
sontain additional information. 
. Tankless Type, Trailer-Mounted Asphalt 
tributor. The trailer-mounted distributor (fig. 

is used in the same manner as the truck- 
jnted distributor except that it must be accom- 
ied by a mobile source of liquid asphalt such as 

1500-gallon asphalt trailer (para 41d). Also 
loes not have a bitumeter, but the speedometer 
ihe towing vehicle may be used as a reasonably 
urate bitumeter. The desired bitumeter reading 
nultiplied by 0.682 to obtain a miles per hour 
use with the speedometer. The 50- to 350-gal- 
3 per minute pump may be used for straight 
halt pumping at a central plant. Additional in- 
tnation is contained .in TM 5-1130, TM 5-3895- 
-10, and TM 5-3895-217-10. 

. Asphalt Finishers (Bituminous Pavers) 

;. Model 879-B, asphalt finisher (fig. 30) is the 
y finisher currently in the Army supply system. 
is machine is used to lay hot or cold bituminous 
ttures into a smooth mat of required thickness 
1 width. Although the finisher is capable of han- 
ig up to 200 tons of mix per hour, its effective 



per minute. The finisher consists essentially of a 
crawler-mounted tractor unit and a screed unit that 
is towed by the tractor., A 5-ton charging hopper 
is mounted on the front of the finisher where the 
mix is dumped from a truck. A bar feeder on the 
hopper floor moves the mix to the spreading screws 
which spread the mix in front of the screed unit. 
At the front of the screed assembly, a tamper bar 
strikes off the mat to desired elevation and com- 
pacts it to as much as 85 percent of final density. 
The screed follows the tamper and irons the 
tamped surface. An air blower, fuel pump, and 
burner permit heating of the screed unit before 
operation or while laying a mat. Thickness of the 
mat is controlled by two thickness control screws. 
The screed may be adjusted to produce a crowned 
mat. Normal width of the screed is 10 feet but the 
width may be increased to 14 feet by use of screed 
extensions or reduced to 8 feet by use of cutoff 
shoes. The finisher is powered by a gasoline engine. 
Detailed information is contained in TM 5-3895- 
218-15. Figure 31 shows a schematic view of this 
finisher. 

6. The manually operated dual controls of the 
Model 879-B finisher allow the operator to sit on 
the same side of the machine as the guideline or the 
edge of the existing mat. This feature greatly eases 
longitudinal joint alinement control. Dual controls 
are most advantageous for paving in narrow places 
such as parking areas and around airfield facilities. 
Operators may be stationed on both sides in such 
restricted places, greatly reducing the chance of 
collision and resulting damage to both the machine 
and the other object. Dual controls also allow op- 
erators to be trained with a minimum safety and 
time loss during actual paving operations. 

c. Newer types of finishers are now in civilian 
use. These pavers feature improved power plants 
and either electronic or power assisted controls. 
Figure 32 depicts an improved type finisher. 

46. Compaction Equipment 

Discussion of compaction equipment is limited to 
bituminous operations. Unusual conditions or a 
shortage of a specified type of roller may necessitate 
the use of a nonrecommended type. The initial use 
of any compaction method should be on a trial and 





V S 


o. 


3 


3 


3 


g 


o 


o 


o 


o 


o 


o 


o 


o 


o 


o 








o 


o 


$ 






CN 


CN 


<N 


CN 


CN 


CN 


CN 


CN 


CN 


CN 


CN 


CN 


CN 


CN 


CN 


CN 


CN 


CN 


CN 


CN 




hi 


O 
CN 
CN 


o 

CN 

CN 


O 
CN 
CN 


O 
CN 
CN 


8 

CN 



CN 
CN 


CN 


O 

CN 

CN 


O 
CN 
CN 


O 

CN 
CN 


O 
CN 
CN 


8 

CN 


8 

CN 


O 

CN 
CN 



CN 
CN 


O 

CN 
CN 


O 
CN 
CN 


CN 


o 

CN 
CN 


o 

CN 
CN 






O 


O 


O 


O 





o 





O 


O 





O 





o 


O 





O 


O 


o 


o 


o 






CN 


CN 


CN 


CN 


CN 


CN 


CN 


CN 


N 


CN 


CN 


CN 


<N 


CN 


CN 


CN 


CN 


CN 


CN 


CN 




tel 


CN CO 


CN CO 


CN CO 


CN 8 


CN CO 


^? ^? 

<N CO 


88 

CN CO 


88 

CN CO 


88 

CN CO 


CN CO 


<*5 
^5 

CN CO 


CN CO 


CN CO 


8C5 
c5 

CN CO 


II 


CN CO 


CD CD 
CN co 


8^^ 
c5 

CN CO 


88 

CN CO 


80 
o 

CN CO 




V! 


S<O 
00 


ex oo 


SIO 
00 


S"O 

n 


p 10 
ex oo 


Q >O 
w+ 00 


StO 
00 


o 10 
ex oo 


SiO 
oo 


p 10 
ex oo 


<O 
CO 


SiO 
00 


SlO 
CO 


s s 


p 10 
ex oo 


p u< 
ex oo 


sa 


81O 
00 


p 10 
ex oo 


p o 
ex co 
















































" 


CN 


o o 

00 IX 

CN 


i- CN 


CN 


o o 
oo rx 

CN 


g 

p- CN 


O 
OO Ix 

p- CN 


CN 



00 fx 

p- CN 


g 

CN 


O 
CO fx 

i~ CN 


O 

00 IX 
CN 



00 IX 

CN 



00 IX 

r- CN 


o 
IX 

i- CN 


CN 



00 fx 

p- CN 


oo rv 





O 

oo rx 

p- CN 




v. ft 


O IO 


10 


O IO 


O 10 


o 10 





p 10 


o 10 


O iO 


O iO 


O iO 


O lO 


O iO 


O 10 


O iO 


10 


O "O 


O IO 


o 10 


O IO 






- CN 


- CN 


*~ CN 


- CN 


r- CN 


- CN 


~ CN 


CN 


- CN 


CN 


CN 


CN 


CN 


- CN 


- CN 


CN 


r- CV 


r- CN 


r- CN 


p- CN 


s 

1 


si 


S3 


S3 


S3 


S3 


55 "^ 




S3 


S3 


S3 


S3 


S3 


S3 


S3 


^? {3 


S3 


O O 


C3 O 


S3 


S3 


S3 


1 

1 





Q 10 
&t CN 

" CN 


O iO 
O CN 

r- CN 


o 10 

CN 

p- CN 


O 10 
O CN 

CN 


O lO 
IO CN 

r- CN 


O IO 
IO CN 

r- CN 


O iO 
>O CN 

P- CN 


O iO 

O CN 

r- CN 


O 10 
O CN 

- CN 


O IO 
IO CN 
CN 


o <o 

IO CN 
t CN 


O IO 
lO CN 
CN 


O 10 
IO CN 
CN 


o 10 

O CN 


o 10 

IO CN 
r- CN 


O iO 
O CN 
CN 


O IO 
iO CN 

f CN 


O 10 
iO CN 
r- CN 


8S 

p- CN 


o 10 

iO CN 

r- CN 




v l 


oo 


3 


3 


O O 


O 


O O 











O O 


O O 





O O 








O O 











o o 






CN 


r- CN 


p- CN 




CN 


r- CN 


CN 


- CN 


CN 


CN 


CN 


i- CN 


CN 


" CN 


CN 


r- CN 


CN 


r- CN 


r- CN 


r- CN 




bl 


85 


85 


85 


85 


O O 

co ex 


CO CX 


O W> 

co ex 


o 10^ 
co ex 


O iO 
CO CX 


O iO 
CO CX 


85 


O 10 
co ex 


O 10 

co ex 


8 5 


O lO 

co ex 


8 5 


O IO 

co ex 


O 10 

co ex 


o 10 
co ex 


o 10 
co ex 
















































*l 


8g 


o o 

CN 00 


o o 

CN 00 


8S 



CN 00 


O O 
CN 00 


o o 

CN CO 


O 
CN 00 


O O 

CN CO 


O 
CN 00 


o o 

CN 00 


o o 

CN 00 


o o 

CN CO 



CN 00 


o o 

CN OO 




CN CO 



CN 00 


o o 

CN 00 


o o 

CN 00 



CN 00 
















































** 


o 10 


O !O 
-0 


O iO 
-0 


O 10 

-o 


IP, 


2 


O <f> 


O 10 


OMJ 


.0 


0-0 


O iO 


O iO 


O 10 


O 10 


O IO 


O iO 


O 10 


O 10 


10 
















































bl 


88 


80 
o 


88 


80 
o 


80 
IO 


88 


8O 
O 


88 


8O 
10 


88 


88 


80 
iO 


80 
o 


8O 
O 


88 


80 
o 


80 
lO 


80 
IO 


88 


8 10 
















































vl 


p 10 

CX CO 


SIO 
n 


810 
CO 


SIO 
CO 


p <o 
ex co 


SS 


p <o 

CX CO 


S1O 
CO 


StO 
CO 


p m 
ex co 


So 
co 


p 10 
ex co 


SlO 
CO 


SlO 
CO 


SU") 
CO 


p 10 
ex co 


SlO 
CO 


U"> 
CO 


p 10 
ex co 


O 10 

ex co 
















































WJ| 


S8 


So 
CN 


o o 

00 CN 


So 
CN 



00 CN 


o o 

00 CN 



00 CN 


O 

00 CN 



00 CN 


o o 

00 CN 


o 
CN 


So 
CN 


o o 

00 CN 


g 


o o 

00 CN 


g 


go 
CN 


O 
00 CN 


o o 

00 CN 


O 
00 CN 
















































If 


p o 


O 
10 tx 






o o 

CN ^F 


O O 
CO Ix 


10 
IO <N 


85 



CN 00 





8O 
O 


SU"> 
co 



00 CN 


o o 


O lO 
fx O 


SS 


O 
IO CO 


.-) O 

N rx 


10 10 
CO O 


O IO 
CO ** 




I E 


*- 










































I 




00 "" 


O 

00 r- 


OQ i 
X. X, 


o 

00 


00 


-O 

00 


00 r- 


o 

00 P 


00 r- 


o 
eo p- 


O 

OO *- 


o 

CO . 



OO 


o 

00 r- 


O 
CO ^~ 


CO > 


o 


-o. 

00 r- 


CO r- 



CO 
X. X, 














































1 ] 


2 





p o 

CN CN 


B8 


88 


33 


O 
IO iO 


ss 


o o 


EiQ 


o o 
oo oo 


SS 


88 





o o 

CN CN 


CN CN 


O 
O IO 


lO IO 

fx rx 


88 



iO iO 


88 




* 




































CN CN 


CN CN 


co co 



Figure 28. Truck-mounted asphalt distributor. 




Figure 29. Tankless type, trailer-mounted asphalt distributor. 




Fiffure SO. Model 879-B asphalt finisher. 



DIRECTION 



ADJUSTABLE 
6 AT $ 




CURVED DEFLECTOR PLATE 
TAMPER 
SCREED 

Figure 31. Schematic view oj the Afodc-l X7U~B asphalt finishi'r. 

"Bituminous Construction Handbook," courtesy of Barber-Greene Company; and "The Asphalt Handbook," courtesy 

of The Asphalt Institute.) 




Figure SS. Improved type asphalt finisher. 




Figure 33. Three-wheel (10-ton) -utter. 

a. Three-Wheel (10-Ton) Roller. The three-wheel 
>ller (fig. 33) is best suited for breakdown (initial) 
)lling of mixes placed by the asphalt finisher. The 
vo large drive wheels should always precede the 
nailer driven wheel. Figure 34 demonstrates the 
oportance of directional rolling. Additional infor- 
lation is given in TM 5-3895-207-10 and TM 
-3895-277-12P. 

6. Two-Axle Tandem (5- to 8-Ton) Roller. 
'he two-axle tandem (fig. 35) is a light general 
urpose roller. It is usually used for final rolling 
> remove surface irregularities caused by the three- 
heel roller on large projects or it can be used 
lone for all of the compaction, including break- 
own rolling on smaller jobs. Directional rolling 
recautions should be observed. Safety precautions 



WEIGHT 



WRONG -TILLER WHEEL IN FRONT 



DIRECTION OF ROLLING 




NOTE TUCKING ACTION 



RIGHT- DRIVE WHEEL IN FRONT 

Figure 84- Importance of directional rolling* 

(From "Asphalt Paving Manual," courtesy of The Asphalt 

Institute.) 



must be rigidly observed when rolling on hills. TM 
5-3895-2 11-12P should be consulted for additional 
information. 

c. Three-Axle Tandem (9- to 14-Ton) Rolle 
The three-axle tandem (fig. 36) has two verticallf 
articulated tandem front wheels. This makes it most 
efficient in reducing high spots. The degree of 
weight transfer to a high spot may be selected by 
adjustment of the locking mechanism of the artic- 
ulating section. This roller may also be used as 
a heavy duty, general purpose roller. Additional 
information is contained in TM 5-3895-2 14-12P. 

Note. Future three-axle tandem rollers will be 13 to 18 
tons. 

d. Thirteen-Wheel, Pneumatic Tired Roller. The 
thirteen-wheel, pneumatic tired roller (fig. 37) has 
six wheels in the front and seven wheels in the rear. 
The wheels are offset from front to rear; thus, uni- 
form compaction is obtained across the width of 
the roller. This roller should be used after com- 
paction by steel wheel rollers to improve the sur- 
face texture. Rolling should be done in a random 
manner with no set pattern, but care should be 
exercised to insure that all sections of the pave- 
ment receive equal rolling. TM 5-1057 contains 
additional information. 

Note. The thirteen-wheel, pneumatic tired roller will be 
replaced by a similar self propelled roller. 




Figure 36. Two-axle tandem (5- to 8~ton~) roller. 





Figure 37. Thirleen-wheel, pneumatic tired Toller. 



e Four-Wheel, Pneumatic Tired (SO-Ton) 
Roller. The 50-ton roller (fig. 38) is used to proof- 
roll airfield flexible pavements. A similar 200-ton 
model is used to proofroll airfields. The object of the 
proofing is to find points that will fail under 
traffic loading conditions, but provides an add - 
tional benefit of increasing compaction. For addi- 
tional information see TM 5-1051. 

/ Other Compaction Devices. Expedient hand 
tampers can be constructed to compact inacces- 
sible areas and patches. Vibratory and combina- 
tion rollers are in general use on civilian projects. 

47. Motor (Patrol) Grader 

The motor grader (fig. 39) has many uses m 
road and airfield construction work. Discussion here 



will be. limited to bituminous constructioi 
information can be found in TM 5-10J 
1027, TM 5-1018, TM 5-1039-1, T] 
TM 5-1041, and TM 5-1013. 




Figure 38. Four-wheel, pneumatic tired ( 




Figure 89. Typical motor grader. 



food results can be realized if the operator is well 
rained. Grade control is difficult and some hand 
aking will be necessary. 

b. Another use of the grader is to windrow, mix, 
ind spread road mixes. The results are much poorer 
han those of a travel plant, but are acceptable for 
ow class roads. 

c. The grader is the best available equipment for 
nanipulating and air drying road mixes. 

18. Hcmdtools 

a. Rakes and Shovels. Rakes and shovels are 
ised to spread bituminous mixes in small, inacces- 
ible areas and in placing patches. They may be 
ised to control the material flow into the paver 
topper and to correct small surface irregularities. 
Jefore using, they should be heated and must be 
leaned immediately after use. 

b. Shims. Wooden shims hold up the floating 
creed at the beginning of paving operations. The 
inisher screed must be supported until it moves 
ar enough forward to be supported by the mix 
tself. Figure 40 demonstrates the use of shims to 
upport the paver screed. 

me. Straightedges. Straightedges are long rigid de- 
ices used for checking surface irregularities. Com- 
nercial varieties are metal and may be 10 to 16 
eet long. Expedient models can be wood. Good 
esults can be realized from two straight parallel 
: x 4's nailed or bolted to each other with a thin 
pacer in between. Although the expedient straight- 
dge is bulky, smaller timber sizes tend to have too 
ittle rigidity. Care should be taken in the analysis 
i straightedge checks. Overlapping straightedge 




'igure 40. Use oj shims to support the asphalt finisher 
k floating screed. 



strates a false straightedge reading. 

d. Safety. It is common practice to clean han< 
tools by burning off the bitumen. The men shou 
exercise caution and be forewarned that the flami 
are not always visible. One man should stand t 
with a fire extinguisher capable of putting out 
petroleum fire. 

49. Aggregate Spreaders 

a. Standard Hopper-Type Spreader. The stani 
ard aggregate spreader (fig. 42) can handle aggr 
gate which ranges from sand to IVa-inch grave 
The rate and depth of application depend upon tl 
gate opening. The width of spread may be vari< 
from 4 to 8 feet in 1-foot increments. Dependii 
upon the manufacturer, the spreader has either tv 
or four wheels. It hooks on the rear of a 5-t< 
dump truck and the truck backs up. This allo\ 
the aggregate to be spread on the bitumen ahei 
of the truck tires, thus preventing pickup of tl 
bitumen. As a safety precaution, men should n 
be allowed to stand on the aggregate either in t] 
truck or in the spreader at any time. Addition 
information is contained in TM 5-1000, TM i 
1083, and TM 5-3895-203-15. 

b. Nonstandard Spreaders. 

(1) The whirl type spreader is essentially 
large disk that fits on the rear of a dun 
truck. The disk is parallel to the groui 
and slings the aggregate in a circle as 
rotates. 

(2) The vane spreader is a ribbed chute th 
fits on the rear of a dump truck. It ac 
as an extension of the dumpbed. Contr 
is difficult and is not recommended f 
bituminous operations. 

(3) The self-propelled spreader is construct 
in a similar manner to the asphalt finish* 
A hopper in the rear receives the aggrega 
from a dump truck. A conveyor transpoi 
the aggregate through the machine to t 
front where augers distribute the materi 
across the face. The aggregate then go 
through an adjustable screen which dro 
the larger aggregate first, then covers 
with finer material. This machine provid 
the greatest degree of control and lea 
segregation of any spreader. 
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Figure 4. Typical hopper-type aggregate spreader. 



urface Treatment Combine 

surface treatment combine is a combination 
ate spreader and bituminous distributor. This 
development has a row of spray bars behind 
mt wheels. Between the spray bars and the 
'heels is an aggregate spreader similar to 
If -propelled type (para 49b(3)). This ma- 
9 currently in limited civilian use. 

/indrowfiox 



cided upon by the user but the capacity of the 
box should be equal to that of a truck load of 
aggregate, if possible. This will save time and 
materials. The box should be cross-braced and 
constructed heavily to allow it to be dragged while 
loaded. The adjustable rear gate should be set at a 
cross-sectional area equal to or a little larger than 
the desired volume of aggregate per linear foot. 
Figure 43 shows a windrow box in use. 

52. Drag Broom 



nd 3- by 6-inch timbers are the best expedient 
onstruction materials. Figure 44 shows a finished 
xpedient drag broom. Note that a gap is left at 



gate from drifting out the side. The useful mm 
most brooms is extended by moistening them bef< 



use. 




Figure 43. Windrowing aggregate with an expedient itnnrt.row bar. 




Figure 44- Drag broom. 



CHAPTER 6 



Section I. INTRODUCTION 



tuminous Construction 



tuminous pavement (wearing surface) is a 
ted mass of bituminous material and aggre- 
lituminous pavement may be constructed in 
more layers, with each layer usually 1 inch 
ter in thickness. However, the laying of a 
pavement in smaller lifts allows better com- 
and therefore greater densities in the entire 
;nt mat. The layers distribute the load over 
3e through the interlocking action of the 
ite. Bituminous pavements are dependent 
base course for their load-carrying capac- 
tuminous pavements should be constructed 
litable base and subbase courses that will 
subject to excessive settling or deformation, 
ree types most widely used in the theater 
ations are penetration macadam, road mix 
-in-place), and plant mix (hot-mixed, hot- 
ant mixes, and hot-and-cold-mixed, cold- 
jit mixes) . This chapter discusses prime and 
ats, surface treatments, and production and 
n of bituminous pavements. 

oring and Dedruming Bituminous 
aterial 

ng and dedruming bituminous material, are 
3d in the procedure for field manufacture of 
cutback in chapter 7. 

andling and Stockpiling Aggregate 

egate is transported in trucks- from the pits 
it is produced and screened to a location 
lent to the construction. For processing the 
ite from pits and quarries, see TM 5-332. 
ate is usually stockpiled both at the pit and 
construction site to prevent shortages while 



and built in layers or lifts with a flat top to retain 
uniformity of gradation and to avoid segregation. 
Separate stockpiles should be maintained for each 
aggregate when more than one aggregate or more 
then one size of aggregate are separately received. 
If aggregate is dumped into piles with long sloping 
sides, the aggregate may separate, with the larger 
particles falling down the slope, leaving the smaller 
particles near the top of the stockpile. The aggre- 
gate should be deposited in layers about 3 feet 
thick, either by maintaining a truck ramp at one 
end of the pile so the trucks can back up the ramp 
and dump over the top area of the stockpile to 
minimize segregation, or by building up the stock- 
pile using a clamshell bucket without teeth. In the 
theater of operations, ramps may not always be 
used because of time limitations, and the aggregate 
may be deposited at ground level directly from the 
trucks. 

56. Traffic Maintenance 

a. Roads. Frequently, bituminous operations will 
be planned for roads that must carry traffic while 
work is in progress. Slow signs or other warn- 
ing devices should be conspicuously placed at both 
100 yards and 20 yards from each entrance to 
the project. Flagmen, dressed in safety vests or 
some other obvious attire, will aid in traffic con- 
trol. A small vehicle acting as a pilot (lead) truck 
can greatly aid traffic control. The purpose of the 
pilot truck is to keep traffic off of freshly prepared 
surfaces and limit travel to a moderate speed when 
passing operations. Flagmen should organize the 
traffic in convoys for the pilot truck. A token, such 
as a red flag, is given the driver of the last vehicle 
in the convoy. He surrenders the token to the flag- 
man on the far end as a sign that all traffic in the 



^rations. A preconstruction conference should be 
held with the airfield safety officer. The construc- 
tion schedule, equipment routing, and maximum 



with air traffic control must be established n truca 
and other equipment are to cross runways that ai 
in use. 



Section II. PRIME COAT 



57. Introduction 

Before placing a bituminous wearing surface, it 
is necessary to apply a prime coat, consisting of a 
low viscosity liquid bitumen, to a properly prepared 
base. This prime coat should penetrate the base 
about y 4 inch, filling the voids. It acts as a water- 
proof barrier to prevent moisture that may pene- 
trate the wearing surface from reaching the base. 
Also, the bitumen acts as a bonding agent, binding 
the particles of the base together and at the same 
time bonding the base to the wearing surface. 
Priming operations should be planned so that there 
will always be an adequate amount of cured primed 
base ahead of the surfacing operations, but not 
so far ahead that the base will become dirty or 
entirely dead. To preserve the base, it is desirable 
to apply a prime coat as soon as the base is ready; 
however, the prime coat will lose its effectiveness 
as a bonding agent if the wearing surface is not 
placed soon after curing. 

58. Base Preparation 

The base should be well graded, shaped to the 
desired cross section, compacted to specified den- 
sity, well drained, free from excessive moisture but 
not completely dry, and swept clean. The surface 
of the base should be broomed if it contains an 
appreciable amount of loose material, either fine 
or coarse, or if it is excessively dusty. When 
brooming is omitted, a prime coat may be applied 
to the base and lightly rolled with a pneumatic 
roller, or light sprinkling with water may be used 
to settle the dust. Sprinkling is usually undesirable, 
but when it is necessary, a spray of water should 
be applied lightly at the rate of approximately 
0.2 gallon to 0.3 gallon per square yard, depending 
on the condition of the base, the temperature, and 
the humidity. The base should be completely cov- 
ered with a minimum amount of water and al- 
lowed to become dry or almost dry before the prime 
coat is applied, so that it will absorb the prime 
material. If the base is too wet, it will not take the 
prime properly and the moistrue will tend to come 
out, particularly in hot weather, and strip the prime 
from the base during construction. Rains also tend 



to strip the prime from a base that was too wet 
when primed. Heavy rains may strip a properly 
primed base to some extent, but the tendency will 
not be so great as on an improperly cured base. 
In general, the lowest acceptable moisture content 
for the upper portion of the base course prior to 
priming should not exceed one-half of the optimum 
moisture content, On the other hand, if the base 
dries out completely, cracks may develop and a 
heavy rain may then cause swelling and loss of 
density. See TM 5-335 for subgrade, subbase, and 
base course preparation. 

59. Materials 

Bituminous materials that may be used for prime 
coats arc listed in table I. The material selected 
will depend on the condition of the soil base and 
the climate. In moderate and warm climates, RT-2, 
RT-3, RT-4, MC-30, and MC-70 are satisfactory, 
In cold climates, rapid-setting asphalt cutbac 
such as RC-70 and RC-250, have proved ml 
satisfactory. If the climate is very cold, the prime 
coat may be eliminated because it is likely to be ex- 
tremely slow in curing. RT-2 and MC-30 are 
satisfactory for a prime coat used on a densely 
graded base course. MC-70 is usually used or 
loosely bonded, fine-grained soils, such as well- 
graded sand. MC-250 is usually satisfactory foi 
coarse-grained sandy soils. 

60. Application 

The sequence of operations for the applicatior 
of a prime coat is shown in figure 45. The prim* 
coat is applied with a bituminous distributor (fig 
46) . Temperatures for application of bitumen an 
given in table X. The rate of application per squan 
yard is adjusted in accordance with the porositj 
or density of the base, the prevailing atmospheri< 
temperatures, and the temperature and grade of th( 
bitumen. The thinnest possible application shoulc 
be used that will effectively coat the base. Tin 
prime coat should extend at least 1 foot beyond tin 
edge of the surface that is to be placed on eacl 
side to waterproof the base and assure compleix 
coverage. If the base course has a low PI, extejjj 



vary between 0.2 gallon and 0.5 gallon per 
yard. Soils with many voids require a higher 

application than dense soils. .For example, 
irm open-graded sand may require 0.4 gal- 
square yard to fill the voids, whereas a 

bonded, fine-grained soil may require ap- 
ately 0.2 gallon per square yard. To estab- 
B rate of application, trial runs should be 
n a test strip. If the quantity obtained 'does 
lal the desired quantity per square yard, an 
nent in the rate of application will be neces- 
Fhe speed of distributor and the necessary 

discharge for a specified rate of applica- 

gallons per square yard may be obtained 
ig a tachometer chart (fig. 27) that usually 
with the distributor. Because of variable 



being applied. (Safety precautions for use of bi- 
tuminous materials should be observed.) 

61. Underprimlng 

If the base absorbs all of the prime material with- 
in 1 to 3 hours or/ if penetration is too shallow, the 
base is underprimed. Under priming may be cor- 
rected by applying a second coating of the prime 
material after the first application. 

62. Overpriming 

Overpriming is more undesirable than underprim- 
ing. An overprimed base may fail to cure and con- 
tribute to failure of the pavement. A free film of 
prime material remaining on the base after a 48- 




t 



SWEEPING 



TACK OR PRIME 
APPLICATION 



CURING 



Figure 46. Sequence oj operations for the application of prime and tack coats. 
(From "Bituminous Construction Handbook," courtesy of Barber-Greene Company.) 




Figure 46. Applying a prime coat to an airfield runway with a bituminous distributor. 



67 



rimed. This condition may be corrected by 
Dreading a light, uniform layer of clean, dry sand 
ver the prime coat to 'absorb the excess material, 
.pplication of the sand is usually followed by light 
tiling and brooming. Excess prime held in minor 
epressions should be corrected by an application of 
lean, dry sand. Any loose sand should be lightly 
roomed from the surface before the wearing sur- 
ace is laid. 

3. Curing 

The primed base should be adequately cured 
efore the surface course is laid. In general, a mini- 



curing. Ordinarily, proper sunace condition is urn 
dicated by a slight change in the shiny black aft 
pearance to a slightly brown color. 

64. Protection 

The soil base that is to be covered by a bituminous 
wearing .surface should be barricaded to prevent 
traffic from carrying dust or mud onto the surface 
both before and after priming. If it is necessary to 
open the primed base course to traffic before it has 
completely cured, a light sand may be used as 
described in paragraph 62 to absorb the excess 
material. 



Section III. TACK COAT 



>5. Introduction 

A tack coat is a sprayed application of a bitumi- 
.ous material that is applied to an existing wearing 
urface of concrete, brick, bituminous material, or 
inder course before a new bituminous pavement is 
laced over the existing surface. The purpose of the 
ack coat is to provide a bond between the existing 
avement and the new surface. The tack coat 
hould become tacky within a few hours. A tack 
oat is not required on a primed base unless the 
Time coat has completely cured and become coated 
fith dust. Figure 45 shows the sequence of opera- 
ions for the application of a tack coat. 

>6. Materials 

Bituminous materials usually used for tack coats 
,re given in table I. Rapid-curing cutbacks, road 
ar cutbacks, rapid-setting emulsions, and medium 
.sphalt cements are generally suitable for a tack 
:oat. RC grades 250 or 800 are most satisfactory 
lecause they become tacky rapidly. Because rapid- 
uring cutbacks are highly flammable, safety pre- 
autions prescribed for handling bituminous mate- 
ials must be followed. Emulsions can be used in 
yarm weather. If facilities are available, 200 to 
100 penetration grade asphalt cement may be used 
vith excellent results. 

>7. Application 

a. Surface Preparation. The existing surface must 
>e swept clean to permit the tack coat to adhere 
iO it. 

b. Method and Rate. The tack coat is applied 
vith a bituminous distributor as described in para- 



graph 60 for a prime coat at the temperatures pre- 
scribed for spraying. Unlike the prime coat, the 
tack coat is generally applied only over the width 
of the existing surface that is to be surfaced. A 
tachometer chart (fig. 27) may be used to estab- 
lish rate of application. The usual rate of applica- 
tion varies between 0.05 and 0.25 gallon per 
square yard. On a smooth, dense, existing surface, 
the minimum rate of 0.05 gallon per square yard 
should produce a satisfactory bond. If the surfa||j 
is worn, rough, and cracked, the maximum rate|F 
0.25 will probably be required. An extremely heav^y 
tack coat may be absorbed into the surface mixture 
resulting in a bleeding and flushing action and loss 
of stability. The surface should be rolled lightly 
with a rubber-tired roller or truck tires for uniform 
distribution of the bituminous material. 

68. Curing 

The tack coat should be completely cured before 
the surface course is laid. A few hours should be 
sufficient for curing. A properly cured surface will 
feel tacky to the touch; further curing is required 
if the cutback or emulsion comes off easily under 
light finger pressure. If the wearing surface is laid 
before the tack coat has become tacky, the volatile 
substances may act as a lubricant and prevent bond- 
ing with the wearing surface. If the tack coat hard- 
ens, the heat from a hot bituminous mix or the 
cutterstock in asphalt cutback will usually soften 
it enough for a bond to develop between the old 
and the new surface. A tack coat that becomes 
coated with dust will not bond with the wearing 
surface unless the dust is broomed from the sur- 
face. M 
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I The existing surface that is to be covered by a 
ituminous wearing surface should be barricaded 
o prevent traffic from carrying dust or mud onto 
he surface either before or after the tack coat is 
pplied. Should it become necessary for traffic to 



paved, using the other lane as a traffic bypas 
The bypass lane should be primed and sande 
before opening to traffic. It should be swept an 
reprimed after the adjacent lane is completed. Th: 
preserves the base and acts as a dust palliative. 



Section IV. SURFACE TREATMENT 



'0. Introduction 

A single surface treatment usually consists of a 
prayed application of a bitumen and aggregate 
over one stone thick. Surface treatment may be 
eferred to as a seal coat, armor coat, or carpet 
oat. A single surface treatment is usually less than 

inch thick. Surface treatments serve only as an 
brasive and weather-resisting medium which 
waterproofs the base. Generally, they are not as 
urable as bituminous concrete and may require 
onstant maintenance. Surface treatments are par- 
icularly suitable for surfacing aged or worn bitu- 
linous pavements that are dry, raveled, or begin- 
ing to hair crack. Well-designed and well-con- 
tructed new bituminous pavement should possess 

surface texture that does not require surface 
reatment to fill the voids. Surface treatments are 
|ed largely on roads. Although not recommended 
or airfields, they may be used as an expedient 
leasure. They are particularly suitable for theater- 
f-operations construction because they may be 
aid quickly with a minimum of materials and 
quipment, they may be constructed in multiple 
lyers with little interference to traffic, and they may 
used as the first step in stage construction. Sur- 
ace treatment will not withstand the action of 
tietal wheels on vehicles, tracked vehicles, or non- 
kid chains on vehicle wheels. Surface treatments 
hould not be attempted except when the tempera- 
ure is above 50 F. The three requirements for a 
urface treatment are as follows: 

a. The quantity of the bitumen must be sufficient 
o hold the stone without submerging it. 

b. Sufficient aggregate must be used to cover the 
>itumen. 

c. The base course on which the surface treat r 
nent is laid must be sufficiently strong to support 
he anticipated traffic load. 

M . Single Surface Treatment 

A single surface treatment consists of an applica- 
ion of bitumen covered with mineral aggregate, 



rolled to a smooth even-textured surface. Figure 4 
shows the sequence of operations for the applies 
tion of a single surface treatment. 

72. Aggregate 

Uniformly graded sand or crushed stone, grave 
or slag may be used for surface treatments. Th 
purpose of the surface treatment determines th 
size of aggregate to be selected. For exampl 
coarse sand may be used for sealing a smooth exisi 
ing surface. For a badly broken surface, the max: 
mum size of the aggregate should be about * 
inch; the minimum size should pass the No. 
sieve. Gradation specification limits for surfa< 
treatments are given in table II. 

73. Bitumen 

As shown in table I, RC cutbacks, MC cutback 
road tars, rapid-setting emulsions, and asphalt c< 
ments may be used for surface treatment. RC cu 
backs are most widely used because they evaporal 
rapidly and the road can be opened to traffic almo; 
immediately after application of the surface trea 
ment. Viscosity grades of the bitumen depend c 
the size of the aggregate used as coverstone. Tl 
larger particles of aggregate require a bitumen < 
higher viscosity so that the bitumen will hold tl 
aggregate. For example, RC-70 or RC-250 may \ 
used with coarse sand for a surface treatment i 
seal cracks in an otherwise satisfactory surfac 
For resurfacing a badly cracked or rough surfac 
RC-800 or RC-3000 may be used with 3,4-inc 
aggregate. 

74. Application of Bitumen 

Surface treatments are usually applied to a tho 
oughly compacted primed base that has been swe] 
clean. The existing surface or base course mu 
be dry or contain moisture not in excess of th: 
which will permit satisfactory bonding of surfa 
treatment to the base. Atmospheric temperatu 
should be above 50 F. To assure uniform disti 
bution, the bitumen should be applied with a bi.ti 
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Figure $ . Sequence of operations for the application of a tnnyte surface treatment. 
(From "Bituminous Construction Handbook," courtesy of Barber-Greene Company.) 



ninous distributor. The quantity of the bitumen 
equired is based on the average particle size of the 
loverstone. Table VI gives the bitumen required 
OT single surface treatments. The bitumen must 
>e sufficient to hold the aggregate in place without 
caving a sticky surface. The aggregate must not be 
sompletely submerged in the bitumen. The viscos- 
ty used is dependent upon the size of the cover- 
itone; the larger the coverstone, the higher (or 
ihicker) the viscosity of the bitumen. One-quarter- 
nch aggregate should be submerged approximately 
JO percent; %-inch aggregate, 32 percent; i^-inch 
aggregate, 35 percent; and %-inch aggregate, 43 
percent. Approximately 1 gallon of bitumen is 
usually used for 100 pounds of aggregate. 
Example: What is the recommended rate of bitumen 
application, in gallons per square yard, 
if 30 pounds of aggregate are required 
to cover an area of 1.0 square yard? 
Solution: 



R= (30 Ib/sq yd) x 



=0.30 gal/sq yd 



75. Application of Aggregate 

The aggregate is spread immediately after appli- 
cation of the bitumen while the bitumen is still 
fluid. An adjustable mechanical aggregate spr 
may be used as shown in figure 48, or the aggreg 
may be spread from trucks or by hand. Trucks 
should be operated backward so that the truck 
wheels will move over the bitumen that has been 
covered with aggregate. For handspreading, aggre- 
gate should be dumped in piles adjacent to the areas 
to be treated, and spread by hand. If the aggregate 
is spread unevenly, the surface should be drag 
broomed to provide complete uniform coverage of 
the bitumen and to obtain a smooth, even surface. 

76. Rolling 

While drag brooming (fig. 49) is being performed 
the surface is rolled with a 5- to 8-ton roller. A 
heavier roller is likely to crush the aggregate rather 
than embed the particles in the bitumen. Crushing 
is to be avoided because crushed particles change 



Table VI. Quantities of Aggregate and Bitumen for Single Surface Treatments 



Material 


Unit of 
measurement 


Gradation designation* 


No. 24-A 


No. 24-B 


No. 25-A 


No. 25-B 


No. 29-A 


No. 27-B 


No. 27-C 


Aggregate ... 
Bitumen 


Lb per sq yd 
Gal per sq yd 


35-45 
0.35-0.45 


35-45 
035-0.45 


25-35 
0.25-0.35 


25-35 

055-035 


15-25 
0.15-0.25 


10-15 
0.10-0,15 


10-20 
0.10-050j| 



Tft 




Figure 48. Hopper-type spreader applying aggregate to a surface treatment. 




Figure 49. Drag brooming a surface treatment. 
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ren below. 

i. Rolling should be parallel to the centerline 
the roadway to reduce the number of times the 
;ler must change direction. 

b. To assure complete coverage, succeeding 
sses should overlap one-half of the wheel width 
the roller. 

c. To assure that the aggregate is well embedded 
the bitumen, rolling should be completed before 
3 bitumen hardens. 

d. To maintain surface crown and to prevent 
ithering at the edges, succeeding passes should 

made from the low side to the high side of the 
rface. 

e. Rolling should be done at a slow speed. 

f. Rolls should be wet to prevent bitumen from 
eking to wheels. 

g. The power roll should pass over the unrolled 
rface before the steering roll. 

r . Final Sweeping 

After rolling and curing, the surface treatment 
ready for traffic. If the surface treatment is used 
an airfield, excess aggregate must be swept from 
e surface to avoid damage to aircraft. This prac- 
ie is also recommended for roads, although it is 
t essential. 

L Multiple Surface Treatment 

When a tougher, more resistant surface is desired 
an that obtained with a single surface treatment, 
jltiple surface treatment may be used. Multiple 
rface treatment is two or more successive layers 
single surface treatment. Smaller particles of 
;gregate and correspondingly less bitumen are used 
r each successive layer. Although multiple sur- 
ce treatments are usually more than 1 inch thick, 
ey are still considered surface treatments because 
ch layer is usually less than 1 inch and the total 
rface treatment does not add appreciably to the 
ad-carrying capacity of the base. 

>. Application of Multiple Surface Treat- 
ment 

The first layer of a multiple surface treatment is 
id in accordance with instructions given for a 



may be bonded together. As stated in paragraph 78, 
the size of the aggregate and the amount of the 
bitumen will decrease for each successive layer. 
For the second layer, the bitumen will usually be 
reduced one-third or one-half of the first applica- 
tion. The aggregate used in the second application 
should be approximately one-half the diameter of 
that used in the first application. The size of the 
aggregate and the amount of bitumen ordinarily 
used in double surface treatments are given in 
table VII. The final application of aggregate is 
drag broomed, if necessary, so that an even layer 
of aggregate will remain. At the time the surface 
is being drag broomed, it should also be rolled with 
a 5- to 8-ton roller so that the aggregate will be- 
come embedded in the bitumen. After the surface 
is rolled and cured, it is ready for traffic. If the 
multiple surface treatment has been laid on an air- 
field, loose aggregate must be swept from the sur- 
face so that it will not damage the aircraft. Final 
sweeping is also recommended for roads. 



Table VII. Quantities of Aggregate and Bitumen for 
Multiple Surface Treatments 



Gradation 
designa- 
tions 


Bitumen 
(gal per nq 
yd), first 
application 


Aggregate 
(Ib per sq 
yd), first 
spreading 


Bitumen 
(gal per sq 
yd), second 
application 


Aggregate 
(Ib per j 
yd), second 
spreading 


No.23-A 
No. 25-A 


0.45-0.55 


45-55 


0.2-0.3 


15-25 


No. 24-A 
No.26-A 


0.40-0.50 


40-50 


0.2-05 


15-25 


No. 25-A 
No.27-A 


0.35-0.45 


35-45 


02-03 


15-25 



80. Dust Palliative 

To prevent a soil wearing surface from becom- 
ing excessively dusty, a bituminous dust palliative 
is applied to hold down the dust. The bituminous 
material used as a dust palliative must be thin 
enough to soak easily into the surface and it must 
retain fluidity indefinitely so that dust particles 
raised by the traffic will become coated with the 
bituminous material. An MC-70 or SC-70 cutback 
is the best material for this purpose. 



Section V. PENETRATION MACADAM 



ifroduetion 

N 

stration macadam pavements consist of 
i stone or crushed slag, bonded with bitu- 
t materials by the penetration method, con- 
d on a previously prepared base or subbase 

They are used as a wearing surface for 
3r as a binder or base course in stage con- 
:>n of both roads' and airfields. They also 
e used as a surface course on overrun areas 
elds not subject to blast. Penetration mac- 
pavements are particularly suitable for use in 

localities or for small paving areas. Con- 
3n is rapid and a minimum of equipment 
lired. Because the method of construction 

be accurately controlled, the finished sur- 
i less dense than the surface of plant-mix 
ent, and loose aggregate may be a hazard to 
particularly on airfields. 

loferials 

ituminous Materials. Bituminous materials 
i ay be used for penetration macadam wear- 
rfaces are given in table I. Emulsions are 
mes used for penetration macadam base 

3. 

ggregate. Three sizes of aggregates are used 
construction of a penetration macadam: 
[am aggregate (coarse) ; uniformly graded 
ne (intermediate aggregate) ; and uniformly 
fine aggregate, or chokestone (stone chips 
,n, coarse sand) . Coarse .aggregate and key- 
should consist of clean, tough, durable par- 
or fragments of stone or crushed slag, 
mended gradations for penetration macadam 
g surfaces are given in table II. 

instruction Procedure 

jtration macadam surface courses must be 
icted on a dry base course when the aggre- 
s dry, the atmospheric temperature is about 
, and the weather is not foggy or rainy. The 
I of constructing penetration macadam pave- 
is discussed in paragraphs 84 through 98. 
ice of operations (fig. 50) is as follows: 
ispect the base, and recondition as necessary, 
'rime the base if waterproofing or consolida- 
f the top of the base is necessary. (Use a 
oat if penetration macadam is to be used 



d. Roll. 

e. Apply first application of bitumen. 
/. Apply keystone. 

g. Drag broom and roll. 
h. Apply second application of bitumen. 
i. Apply chokestone. 

}. Drag broom, roll, and hand broom the surface. 
k. Apply surface treatment when additional 
waterproofing is necessary. 

84. Reconditioning the Etase Course 

Inspect the base for criteria given in paragraph 
58. Discrepancies of defective areas in the base 
that may exist or develop during construction must 
be corrected. Penetration macadam pavements must 
be built over well-compacted, adequate bases. All 
dust and debris must be swept from the surface of 
the base so that the prime coat will be absorbed 
by the base. A tack coat may be used when pene- 
tration macadam is constructed on an existing pave- 
ment, although it may not be necessary. 

85. Edges of Wearing Surface 

If time is of greater importance than materials 
conservation and appearance, the procedures out- 
lined herein may be omitted. However, some type 
of shoulders should be placed as soon as possible. 

a. With Side Forms. Where no permanent edg- 
ings, curbs, or gutters are present, side forms, 
securely staked and backed with earth or other ma- 
terial, may be installed in advance of the spreading 
of coarse aggregate. Side forms may be either wood 
or metal, constructed so that they can be securely 
and rigidly fastened in place to the lines and grades 
specified. The forms should be sufficient in num- 
ber and length to properly accommodate the con- 
trol construction. Ten- foot to twelve-foot lengths 
should be used except on curves having a radius of 
150 feet or less, where sections of 5 feet are accept- 
able. The depth of the forms should be % inch 
less than the depth of the finished pavement. Side 
forms should be backed with earth or other suit- 
able materials on the berm side to a width of not 
less than 2 feet, and to such height .that, when 
thoroughly compacted, the backing will be approxi- 
mately the same as the thickness of the compacted 
wearing course. 

b. Without Side Forms. If well-comnacted shoul- 
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Figure 60. Sequence of operations for the application o] penetration macadam. 
(From "Bituminous Construction Handbook," courtesy of Barber-Greene Company.) 



aring course. They should be constructed of 
al which is free from sod, weeds, or other 
ible matter, and to full width and height to 
le wearing course material in place while it 
g spread and rolled. 

Lpplication of Macadam Aggregate 

road or runway is divided into strips of 
ient width. The loose, coarse aggregate is 
nly spread with improvised or standard 
spreaders, by hand, or with a modified bitu- 
i finisher at a loose depth that will give the 
id compacted thickness. A test section should 
i to establish the required depth, which may 
,he ratio of about 3y 2 inches of loose aggre- 
ir a 2Vo-inch compacted thickness. Any thin, 
ersized aggregate that appears on the surface 

time during construction should be removed ; 
.1 areas of fine material should be removed 
placed with macadam aggregate before roll- 
Maximum aggregate size should usually be 
irds the thickness of the compacted layer. 

aggregate is larger, the oversized particles 
irevent proper compaction or they may be 
d by the compacting equipment. 

oiling 

uniformly spread macadam aggregate should 
npacted and mechanically bonded by dry- 
with a 10-ton, three-wheel roller. Rolling 
progress gradually from the sides to the 
except that on superelevated curves, rolling 
>rogress from the lower to the upper edge 
;1 with the centerline of the lane, overlapping 
nly each preceding rear wheel track by one- 
le width of such track, and continuing until 
gregate does not creep or wave ahead of the 
At the, sides, where no permanent edgings 
esent, the outside wheel of the roller should 
equal portions of the spread aggregate and 
oulder. The roller should run forward and 
ard until the shoulder 'is firmly compacted 
t the edge of the pavement. Along curbs, 
s, and walls, and at all places not accessible 
roller, the aggregate should be tamped thor- 
r> with mechanical or hand tampers. Mate- 
hich crushes under the roller in such manner 
prevent free and uniform penetration of the 
nous material, or any aggregate in this or 
ibsequent spreading that becomes coated or 



placed with clean aggregate, and rerolled. Any ir- 
regularities greater than % inch from specified lines 
and grades, as determined by testing of the surface 
with a 10-foot straightedge laid parallel to the cen- 
terline of the pavement, should be corrected by 
loosening and reshaping 'the aggregate, removing or 
adding aggregate as required, and rerolling such 
areas. The compacted coarse aggregate should pre- 
sent a firm, even surface, true to specified cross sec- 
tion and parallel to the finished grade, and have a 
texture which will allow a uniform penetration of the 
bituminous material. 

88. Removing Forms 

After the coarse aggregate has been satisfactorily 
compacted, and prior to applying the bituminous 
material, forms must be removed so that the spaces 
may be filled with shoulder material and thoroughly 
compacted. 

89. Test for Thickness of Coarse Aggregate 

After the coarse aggregate has been spread and 
rolled, and prior to the application of bituminous 
materials, tests of the depth should be made. In 
general, a series of three test holes each should be 
dug at intervals of 200 feet, one test hole at the 
center and one at each quarter point. Deviations 
in excess of % inch or more should be corrected 
by loosening the surface, removing or adding mac- 
adam aggregate, and rerolling. Wooden blocks 
equal in height to the desired thickness of the first 
course may be placed on the base course at short 
intervals prior to spreading the aggregate to con- 
trol thickness of the course. 

90. First Application of Bitumen 

A heavy application of bitumen is required to 
waterproof the macadam aggregate and hold it in 
place. The bituminous material should be applied 
uniformly with a bituminous distributor as shown 
in figure 46. The rate is usually about 0.75 gallon 
per square yard per inch of compacted thickness 
for heavy traffic. For lighter vehicles, the rate can 
be increased up to about 1.10 gallons per square 
yard per inch of compacted thickness. The bitumen 
should be applied only when the coarse aggregate 
is thoroughly dry throughout its entire depth. Bitu- 
men should be applied at the recommended spray- 
ing temperature for bitumen used (table X). Un- 
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tumen evenly at the junctions of application, 
lilding paper should be spread on the surface 
ick far enough from the ends of each application 

> that uniform application may be started and 
opped on the paper, and so that all sprays will 
Derate properly on the entire length being treated, 
he building paper used for this purpose should 
2 immediately removed and burned. A narrow 
>out pouring pot or hose attachment to the dis- 
ibutor should be used to apply bituminous mate- 
als for touching up all spots unavoidably missed 
y the distributor. 

1. Protection of Surrounding Area 

During all applications of bituminous material, 
ijacent structures and trees should be protected 

> prevent their being spattered or marred. All sur- 
lus bituminous material on the shoulders should 
e removed or blotted with fine sand before rolling 
egins so that the shoulder may be rolled with the 
earing course. 

2. Application of Keystone 

Immediately following the first application of 
ituminous material, clean, dry, keystone of the 
radations shown in table II should be spread evenly 
ver the bituminous material in a sufficient amount 

> nearly fill the surface voids of the coarse aggre- 
ate. The size of the aggregate and the rate of 
pplication are determined by the size and number 
f voids to be filled in the top of the layer of 
oarse aggregate. Usual rate of application is about 
5 to 35 pounds per square yard. Keystone should 
e spread from trucks moving backward, with ag- 
regate spreaders, or by hand with shovels from 
tockpiles adjacent to the area to be treated. In 
o case should the aggregate be dumped on the 
reas to be treated. Aggregate must be spread -ahead 
f the wheels of ihe trucks or spreader equipment, 
o that the bituminous material will be covered 
efore the wheels pass over it. 

>3. Brooming and Rolling 

The aggregate should be broomed with push brooms 
r drag brooms to obtain uniformity of spread, 
tolling of the surface must start immediately after 
,he spreading and smoothing of the keystone 
,nd while the bituminous material is still warm, 
lolling should be done in the manner described in 



broomed in the voids as the rolling progresses untikf 
the surface voids are uniformly filled without cov-J 
ering the coarse aggregate itself, and until the sur- 
face is uniform in texture. Rolling should continue 
until the course is firmly bound together and even, 
and shows no perceptible movement under the roller. 

94. Second Application of Bitumen 

After the first application of keystone has been 
rolled, the surface should be swept clean of all loose 
keystone, and the bituminous material for the sec- 
ond application should be applied to the surface uni- 
formly as described in paragraph 90. The rate of 
application is to be determined by the size of 
chokestone, usually 0.8 to 1.0 gallons per 100 
pounds of aggregate, the rate decreasing as the 
estimated traffic increases. 



95. Application of Chokestone 

Immediately following the second application of 
bituminous material, a layer of clean, dry, choke- 
stone should be spread uniformly over the surface 
in the manner described in paragraph 92. A por- 
tion of the chokestone may be retained and then 
added as required while brooming and rolling are 
in progress. Brooming and rolling should be don 
as outlined in paragraph 93 and should continue 
until all surface voids in the coarse aggregate are 
completely filled and until the surface is uniform 
in texture, thoroughly bonded throughout, and 
shows no perceptible movement under the roller. 
Tandem rollers may be used for first rolling, but 
the speed of the roller should not exceed 3 miles 
per hour. Faster rolling develops waves that are 
difficult or impossible to remove. 



96. Surface Treatment 

If the pavement is to be used as a final wearing 
surface, a single surface treatment, described in 
paragraphs 70 through 80, may be used to provide 
a smooth, waterproof surface. RC is usually used 
as the bitumen. The grade used would depend upon 
the surface and weather conditions. Rate of appli- 
cation is about 1 gallon of bitumen for 100 pounds 
of aggregate. To complete the surface treatment, a 
one-stone thickness of coverstone is spread over the 
bitumen, and the surface is drag broomed and rolled 
with a 5- to 8-ton roller. Instead of surface treat- 
ment, a 1-inch layer of hot plant mix, described. 



ace. 

27. Surface Requirements 

The final surface should be true to specified line, 
;rade, and cross section. Portions of the pavement 
,hat are defective in composition or that deviate 
'rom requirements should be replaced or readjusted 
vith suitable material. 



Before the surface treatment is applied, the pave 
ment should be protected from all traffic other tha: 
that absolutely essential for its construction. Dur 
ing the 10-day period immediately following com 
pletion of the surface treatment, the finished pave 
ment should be rolled and . drag broomed. Fa 
spots or other defective areas that appear should b 
corrected. 



Section VI. ROAD-MIX (MIXED-IN-PLACE) PAVEMENT 



?9. Introduction 

Road-mix pavements consist of mineral aggregate 
md mineral filler uniformly mixed in place with a 
Bituminous material and compacted on a prepared 
jase course or subgrade. A single layer, about V/ 2 
nches to 3 inches thick, is usually used. This type 
}f pavement is likely to become defective unless it 
las a sound, well-drained subgrade and is well 
nixed, uniformly spread, and compacted. Road- 
nix pavements may be used as a wearing surface 
Dn temporary roads and airfields and as, a bitumi- 
nous base or binder course in stage construction of 
nore permanent-type roads and airfields. Road mix 
is an economical method of surfacing small areas 
when aggregate can be used from the existing base 
3r when satisfactory aggregate is nearby. 

100. Materials 

a. Bituminous Materials. For road-mix pave- 
ments, the grade and type of bituminous material 
depend on the aggregate, equipment available, and 
the weather. Recommended types and viscosity 
grades of bituminous materials suitable for road mix 
are shown in table I. These are asphalt cutbacks, 
asphalt emulsions, and road tars. A medium-curing 
cutback is usually used in a moderate climate; a 
slow-curing cutback is usually satisfactory for cold 
climates. Viscosity is controlled by the temperature, 
aggregate gradation, and the method of mixing. 
The highest viscosity that will completely and uni- 
formly coat the particles of aggregate should be 
used. In general, open-graded aggregate requires 
a higher viscosity; a gradation containing mineral 
filler requires a less viscous grade. 

b. Aggregate. Aggregate used in road mix may 
be scarified from the existing subgrade or base or 
hauled in from a nearby source. A wide range of 
gradations of coarse and fine aggregate and mineral 



filler may be used, Recommended gradation limit 
are shown in table II and the suggested bitume 

Table VIII. Suggested Bitumen Content for Each Gradatio 
jor Road-Mix Wearing Surfaces * 



Gradation 
number 


Percent bitumen 
(by weight) 


17-A 


5.0-8.0* 


18-A 


5.0-8.5* 


19-A 


5.0-9.0* 



* The average of percentage shown represents the maximum ai 
minimum contained in the mix after exaporation of tlie lighter co 
stiturnts. 

content for each gradation is shown in table VII 
After the aggregate is blended in the windrow 
samples should be taken for a sieve analysis. Gn 
dation of the aggregate shown in table VIII may t 
changed to meet specific field conditions. Accep 
able deviation is as follows: 

Aggregate passing the No. 4 sieve 7 percent 

plus or minus 
Aggregate passing the No. 30 sieve 5 percent 

plus or minus 
Aggregate passing the No. 200 sieve _ 2 percent 

plus or minus 

The ideal aggregate for road-mix pavements is 
well-graded (dense or open) sandy gravel or clei 
sand. Maximum size of the aggregate, in genen 
is limited to two-thirds of the compacted thickne 
of the layer. Loose thickness is approximately 1 
times desired compacted thickness. A test for moi 
ture content should be made before the aggrega 
is mixed with asphalt cutbacks or road tars, 
the aggregate is too wet, it should be worked wi 
mechanical mixers, graders, or improvised plows 
allow the excess moisture to evaporate. For cu 
backs and tars, moisture content of coarse-grad 
aggregate should not exceed 3 percent and of fin 



ceed 5 percent and of fine-graded aggregate, 3 
rcent. 

)1. Proportioning the Mix 

Quality of the road-mix pavement depends on 
ntrol of the mix. The percentage of bitumen 
own in table VIII will vary in relation to the 
>sorptive quality of the aggregate, rate of evapora- 
n of the volatile substances, and other factors, 
though an exact formula is difficult to follow, 
oportioning must be controlled within very nar- 
w limits to assure the stability and life of the mix. 
ith dense-graded aggregates especially, too much 
tumen should not be used. If equipment is avail- 
Je, the Modified Marshall Method (TM 5-530) 
11 be used to establish trial bitumen content. All 
,rticles of the completed mix should be coated 
>d uniform in color. If the mix is too lean, the 
gregate in the windrow will stand almost vertical, 
it is too rich, it flows readily to re-established 
ape. If the mix is correctly proportioned, a hand- 
1 squeezed into a ball retains its shape when the 
md is opened. 

)2. Construction Procedure 

Road-mix pavements should be constructed only 
a dry base when the weather is not rainy. 
;mospheric temperature should be above 50 F. 
itial construction procedure depends on whether 
e base is a newly constructed base, a scarified 



road-mix project. 

a. Newly Constructed Base. If a newly constructed 
base is used, apply the following procedure: 

(1) Inspect and recondition the base. 

(2) Prime the base and allow prime to cure. 

(3) Place (or import) and windrow the ag- 
gregate at the side of the primed base 
(allow aggregate to dry) . 

(4) Spread the aggregate on the cured primed 
base. 

(5) Spread the bitumen on the aggregate in 
increments of about one-third the total 
amount required. 

(6) Mix the bitumen with the aggregate, blade, 
and aerate. 

(7) Spread the mix to specified uncompacted 
thickness. 

(8) Compact the surface. 

(9) Apply seal coat if necessary. 

b. Scarified Base. The aggregate is scarified 
from a base if it is unavailable from other sources. 
Procedure is as follows: 

(1) Loosen the aggregate from the base. 

(2) Dry and break up all lumps of material. 

(3) Blade into parallel windrows of uniform 
size at one side and/or in the center. 

(4) Inspect and recondition the base. 

(5) Sweep the base. 

(6) Prime the base and allow time to cure. 
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Figure 51. Sequence of operations jor the construction oj a typical road-mix pavement. 
(From "Bituminous Construction Handbook," courtesy of Barber-Greene Company.) 



(7) Spread the aggregate on the cured primed 
base. 

(8) Continue as directed in* a (5) through (9) 
above. 

c. Existing Pavement as a Base. If an existing 
avement is used as a base, the procedure is: 

(1) Sweep the base. 

(2) Apply a tack coat and allow to cure. 

(3) Bring in the aggregate and deposit in wind- 
rows at the side of the cured, tacked base. 

(4) Dry the aggregate. 

(5) Spread the aggregate on the tacked base. 

(6) Continue as directed in a (5) through (9) 
above. 

03. Base Preparation 

The base course should be inspected and tested 
Dr criteria given in paragraph 58, and deviations 
bould be corrected. Ruts or soft, yielding spots in 
le base course should be corrected by loosening, 
smoving, or adding material, and recompacting to 
ne and grade. Line and grade should be main- 
lined with grade stakes or steel pins, placed in 
nes parallel to the centerline of the area to be 
aved and spaced so that stringlines may be 
bretched between them. A prime coat, described 
i paragraphs 57 through 64, should be applied 
D the base. 

04. Placing and Windrowing the Aggre- 
gate 

a. Hauled-In Aggregate, Aggregate for the road 
lix on a base or an existing pavement used as a 
ase should be hauled to the paving site in trucks 
quipped or supplemented with suitable spreading 
evices and deposited on the base course or sub- 
rade. Bottom dumps or scrapers also could be 
sed for hauling. The amount of aggregate and 
lineral filler shou}d be proportioned by weight 
s described in paragraph 100, or by volume. The 
ggregate and mineral filler should be thoroughly 
lixed by windrowing and turning with a blade 
rader. It should then be bladed into uniform wind- 
ows in sufficient quantity and proportion to pro- 
ide a finished course of the specified thickness. 
Jare should be exercised to prevent the aggregate 
rom becoming mixed with the shoulder material, 
egregated in pockets, or mixed with the subgrade, 
ubbase, or base material. 



whether enough aggregate is available for the jo 
and whether use of the aggregate will affect th 
bearing qualities of the remaining subgrade. The 
the base is scarified to the required depth, the loos 
ened material is mixed by harrows and graders t 
break all the lumps, and the aggregate is finall 
bladed into parallel windrows of uniform size at th 
side and/or center of the paving area. If it is neces 
sary to blend material with the scarified base to in 
prove the gradation or increase the thickness, tb 
new material is dumped and spread evenly, eith< 
before or after scarifying. If a prime coat is n 
quired on the top of the uncovered base, it is ap 
plied to the spaces between the windrows an 
allowed to cure. The windrows are then bladed i 
the cured primed strips and the remaining strips ( 
the base are primed. 

105. Windrow Specifications for Dry 
Aggregate 

Windrows reduce loss of the aggregate from tr 
base through the action of traffic and reduce tt 
amount of moisture that will be absorbed durin 
wet weather by aggregate spread but not compactei 
Windrows should have a cross-sectional area ( 
6 to 10 square feet for ordinary construction equij 
inent, or 10 to 14 square feet for a travel plant. 

106. Mixing 

Travel plant and blade mixing are discussed belot 
Cutback asphalts require heating to temperatun 
ranging from 80 F. to 200 F. for suitable spra] 
ing and mixing fluidity. Asphalt emulsions are aj 
plied at temperatures of 50 F. to 120 F., and ti 
from80F.to225F. 

a. Travel Plant Method. When a travel plant 
used, the loose aggregate is dumped, mixed, ar 
bladed into uniform windrows and evened if nece 
sary. Figure 43 shows the loose aggregate beir 
formed into windrows with an improvised wiri< 
row box. The windrow should be sufficient 1 
cover the section of the area to be paved wil 
enough loose material to give the desired con 
pacted depth and width. As the bucket loader toTi 
the mixer and elevates the aggregate to the mixi 
hopper, the mixer meters the aggregate, sprays 
with the correct amount of bitumen, mixes the; 
two homogeneously, and redeposits the mix in- 
another windrow behind the plant. The rate < 



ciency 01 bitumen or uneven distribution should 
corrected by adding bitumen or aggregate, and 
ilxing. The travel plant method usually produces 
lore uniform mix of higher quality than blade 
:ing. Heavier types of asphalt cutback and tar 
y be used. This reduces the time required for 
ing. The asphalt finisher may be used concur- 
tly with the travel plant. The hopper of the 
sher is kept directly under the travel plant out- 
chute. This arrangemer' greatly reduces the 
(timum output of the plant. Windrows must con- 
i no more material than the finisher can place. 
3 major advantage of this setup is that in-place 
;regate may be used in an intermediate-type mix 
1 placed with a finisher without the necessity of 
iing and transporting aggregate. The finisher 
st be used with the travel plant for construction 
some airfields where surface tolerances are criti- 
Figure 52 shows a travel plant mixing a road- 
: pavement at an airfield construction site. 
'. Blade Method. After the dry aggregate has 
n.bladed into windrows, the windrows are flat- 
ed and bitumen of the specified temperature is 



more equal applications. Jkacn application is usually f 
from 0.3 to 0.5 gallon per square yard. Immediately 
following each application of the bituminous mate- 
rial, the treated aggregate should be mixed with 
springtooth or double-disk harrows, graders, rotary 
tillers, or a combination of them, until all the par- 
ticles of the aggregate are evenly coated. When 
motor graders are used, the windrow is moved from 
side to side by successive cuts with the blade. Mix- 
ing with a motor grader is shown in figure 53. 
Several graders can operate, one behind the other, 
to reduce the time required for complete mixing. 
In hilly terrain, blading tends to drift the mix down- 
hill, permitting an excess to accumulate at the 
bottom. After all of the aggregate has been mixed, 
the mix should be bladed into a single windrow 
at or near the center of the road, and turned not 
less than four complete turns from one side of the 
road to the other. Excess bitumen, deficiency of 
bitumen, or uneven distribution should be cor- 
rected by the addition of the required amount of 
aggregate or bituminous material, followed by re- 
mixing. Mixing should continue until it is com- 




Figwre St. Typical travel plant mixing a road-mix pavement at an airfield site. 



ice paving but the road or airfield must carry 
: as soon as possible, the windrowing of aggre- 
and the mixing and the spreading of bitumen 
be done elsewhere on any area of smooth 
id which can be compacted for the purpose, 
any unused road or airfield surface. The road 
rfield surface to be paved is then primed or 
d if necessary. As soon as the prime or tack 
jures, the bituminous mix is picked up, trucked 
ace, dumped at proper intervals, and then 
d into windrows ready for spreading (fig. 54). 



wnen & uncKenea cage 01 suriacing is specmea, 
a triangular cut conforming to the specified dimen- 
sions should be made with a motor grader blade 
at each edge of the surfacing. The excavated mate- 
rial should be thrown to the shoulder in a small 
windrow against which the mixture is to be spread. 
The trench should be primed in accordance with 
paragraphs 57 through 64, prior to spreading 
of the bituminous mix. The trench cut by the 
grader should be filled with bituminous mix. This 
layer is thoroughly rolled with a roller, then the 
surface course is spread. 




Figure 63. Mixing (binding) rood mix with a motor grader. 
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Figure 64. Spreading road mix with a motor grader. 

108. Spreading and Shaping 

a. The bitumen and mineral aggregate, after be- 
ing satisfactorily mixed and aerated, are spread from 
the windrow upon the base course in a layer of 
uniform thickness conforming to established line 
and grade. Spreading should not be started until 
an inspection is made of the subgrade or base 
course and any necessary reconditioning has been 
completed. The bituminous mix should not be 
spread when the surface is damp, or when the mix 
itself contains moisture in excess of that specified 
in paragraph 1006. The mixed material should be 
spread to the required width in thin, equal layers 
by a self-propelled blade grader, finisher, or other 
equipment. (If a finisher is used, additional sup- 
port equipment is required, and the material must 
be split into two windrows for an 8- to 12-foot 
wide pavement.) When spreading the mix from a 
windrow, care should be taken to prevent cutting 
into the underlying subgrade or base course. If 
necessary to prevent such cutting, a layer of mix, 
approximately Vsj- mc h thick, may be left at the 
bottom of the windrow. 

b. The material spread should be rolled once, and 



ties. The remaining material should then t 
and rolled in thin layers, until the entir 
evenly spread tcPthe depth and width i 
During the spreading and compacting, th< 
should be dragged or bladed, as necessar 
any ruts and to remove corrugations, \N 
other irregularities. A multiple-wheel pn 
tired roller may be used for the early s 
rolling. 

109. Rolling Finished Surface 

After all layers have been satisfactorily 
the surface should be rolled with tandei 
(fig. 55). Rolling should begin at the outi 
of the surface and proceed to the center, 
ping on successive trips at least one-half t 
of the wheel of the roller, Alternate trip 
roller should be of .slightly different lengi 
speed of the roller at all times should be c 
to avoid displacement of the mix. Light 
(or floating) of the surface with a patn 
during the rolling period may be required, 
should be continued until all roller marks 
inated, and maximum density obtained, 
vent adhesion of the mix to the roller, tr 
should be moistened; but too much watt 
be avoided. The rollers should be in goc 
tion, suitable for rolling asphalt, and s. 
operated by trained roller operators. At t 
not accessible to the roller, the mix should 
oughly tamped with hand tampers. If th 
course becomes rough, corrugated, unevei 
tu're, or traffic marked, unsatisfactory 
should be torn up, reworked, relaid, or 
If any portion of the surface, when laid, 
water soaked for any reason, that portion f 
torn up at once, and the mix therefrom pli 
windrow and aerated until its moisture c 
within the limits specified, and then sp] 
rolled. 

110. Shaping Edges 

When forms are not used, and while th 
is being compacted and finished, the outs 
should be trimmed neatly to line, if time 

111. Sampling Pavements and Mixei 

Samples of the mix should be taken ai 
for every 400 tons of mixed aggregate or 












Figure 65. 5- to 8-ton roller compacting a bladed road mix. 



hereof to determine gradation and percent of bi- 
umen, thickness, and density of the completed 
/earing surface. If the deficiency in composition, 
lensity, and thickness exceeds the requirements 
pecified, such material should be removed and 
eplaced. 



112. Surface Treatment 

If the road-mix surface course is constructed froi 
an open -graded aggregate, a surface treatment ma 
be required to waterproof the surface. A surfa< 
treatment is unnecessary on a dense-graded, wel 
compacted, road-mix pavement. 



Section VII. PLANT MIX 



13. Introduction 



Plant mix is a mixture of mineral aggregate and 
itumen mixed in a central plant. Proportioning 
f aggregate and bitumen is closely controlled an<J 
he mineral aggregate is usually dried and heated 



before mixing. The mixed material is transporte 
to the site, spread, and compacted. The mixin 
plant generally consists of portable units that ma 
be assembled in various combinations. Varioi 
types of central plants are discussed in paragraph 
35 through 38. Plant-mix pavement is usuall 



1 be used and control of proportioning and mix- 
5 is more effective. 

4. Central Plant Layouts 

Different central plant setups are used so that 
nix can be produced with the required degree of 
;uracy and economy that is compatible with 

2 type of road or airfield under construction, 
icommended plant layouts are illustrated in TM 
337-1. 

i. Central Plant Without Dryer and Gradation 
ntrol Unit. The central plant without dryer and 
idation control unit is the most simple of the cen- 
,1 plant setups and is most commonly associated 
Lh cold mix and stabilization work. It consists only 
the mixer and su-ch auxiliary equipment as may 
required to heat the bitumen and feed the aggre- 
be and bitumen to the mixer. The aggregate flow 
-ough the plant is simple. The aggregate is moved 
ectly from the stockpile to the mixer where the 
gregate and bitumen are accurately proportioned, 
xed in the pugmill, and discharged into waiting 
icks. 

b. Central Plant With Dryer and Without Ora- 
tion Control Unit. The central plant with dryer 
d without gradation control unit gives' positive 
itrol of the moisture content of the aggregate 
t does not control gradation of the aggregate. 
te dryer drives off the moisture and heats the 
gregate to the proper mixing temperature for 
her hot mix or cold mix, and the mixer accurately 
^portions and blends the bitumen and dried ag- 
jgate. For cold mixes, the hot aggregate fre- 
ently must be permitted to cool before mixing, 
belt conveyor is normally used for cooling be- 
een the dryer and the elevator feeding the mixer, 
le aggregate is fed to the dryer cold elevator by 
cold-feed system using a reciprocating feeder, 
le second elevator feeds the mixer and is en- 
>sed to retain the heat. 

o. Central Plant With Dryer and With Gradation 
wtrol Unit. The central plant with dryer and 
idation control produces high-type bituminous 
xes. A flow diagram of the 80- to 120-TPH 
;h-type plant is shown, in figure 17. Figure 18 
3ws the same type of central plant in operation, 
reens and bins for gradation control are inserted 
twet . the dryer and the mixer. The degree of 
ntrol depends upon the number of fractions into 
lich the aggregate is divided. The usual number 



variations in gradation of the stockpiled aggregate 
and variations in the cold feed of two or more 
aggregates. The use of multiple-aggregate cold feed 
is a form of gradation control, but the degree of 
accuracy necessary for high -type mixes cannot be 
assured when using that method only. Screening 
and grading take place after the aggregate has been 
dried so that screens will not clog, and segregation 
that may take place in the stockpile or in the plant 
is corrected immediately prior to mixing the aggre- 
gate and bitumen. 

115. Types of Plant Mix 

a. Hot-Mix Bituminous Concrete Pavements. 
Hot-mix bituminous concrete mixed in a high-type 
control plant is a mix generally composed of well- 
graded mineral aggregate, mineral filler, and bitu- 
minous cement. It is particularly suitable for sur- 
facing airfields that will be used by heavy planes or 
for heavy-duty-traffic roads and streets. It also is 
used for base and binder courses. 

(1) To prepare hot-mix bituminous concrete, 
the aggregates are thoroughly dried, heated, 
accurately proportioned, and mixed with 
bitumen at a temperature of about 250J 
to 350 F. in a liquid form and at a speci- 
fied rate. The mix is spread by an asphalt 
finisher or by hand methods, where the 
finisher cannot be used, and while still 
hot (about 250 F.), is compacted to the 
required density and thickness with power 
rollers. Hot mixes lose their workability 
when cooled to air temperature. The hot- 
mix method assures that the aggregate is 
coated with a uniform film of bitumen and 
that the size of the aggregate and quantity 
of bitumen are accurately controlled. Hot- 
mix pavements do not require a curing 
period. They can be used as soon as the 
pavement has been compacted to required 
density and cooled. They can be con- 
structed rapidly with minimum probabil- 
ity of damage to unfinished pavements 
from unfavorable weather conditions. 

(2) Immediately after adequate rolling and 
an adequate cooling period, the pavement 
has high stability and high resistance to 
damage by moisture penetration. The sur- 
face is durable, waterproof, and homog- 
enous in character. Hot-mix wearing sur-i 




Figure 66. Deficiencies of hot plant mix and probable causes. 



constructed to provide structural stability 
and distribute the wheel load over the 
subgrade. The highest type of bituminous 
pavements are constructed from hot-laid 
mixes made with asphalt cement, known 
as asphaltic concrete, tar concrete, sheet 
asphalt, and stone-filled sheet asphalt, ac- 
cording to the grading of mineral aggregate 
and bitumen used. (Special mixes are dis- 
cussed in paras 135-139.) Hot mixes 
are recommended for use whenever equip- 
ment, materials, and men are available. 
Deficiencies of hot plant mixes and prob- 
able causes are shown in figure 56. 
b. Cold-Laid Bituminous Plant Mix. Cold-laid 
iphaltic concrete pavements are composed of a 
ix of asphalt cement and liquefier, asphalt cut- 
ick or asphalt emulsion, and generally a well- 
aded mineral aggregate. Cold-laid mixes are mixed 
. a central plant and spread at atmospheric tem- 
iratures. The aggregate is heated only for drying, 
it the bitumen must be heated to the necessary 
orkability to coat the aggregate thoroughly. The 
rm cold-laid bituminous plant mix is a broad one 
>vering a wide variety of types and grades of 
tumen and of aggregate gradations. The aggre- 
ites used are usually the same as those used for 
)t-mix asphaltic concrete. Cold-laid plant mix 
similar to hot-mix bituminous concrete in appear- 
ice and general physical characteristics, but is 
ss durable. 

(1) Disadvantage^ of cold-laid plant mix pave- 
ment are that a curing period is required 
to permit evaporation "of excess moisture 
and of the volatile substances contained 
in the bitumens of the liquefier. High den- 
sity is difficult to secure in cold weather 
by rolling, and initial stability is likely tp 
be low. Cold-laid bituminous concrete 
pavements are used for roads and streets, 
but they are unsatisfactory for airfields. 
They are especially suitable for patchwork 
and construction of small jobs where the 
tonnage to be used does not justify the 
erection of a hot-mix plant. 

(2) Advantages are that they can be manu- 
factured at a central plant, shipped by rail 
or truck to the paving site, and produced 
in small quantities. 

(3) One type of cold-laid bituminous plant 
mix is composed of graded mineral ag- 



quantities 01 bitumen required are deterp 
mined by the Modified Marshall Method 
(TM 5-530) . Another type of cold-laid bi- 
tuminous plant mix is prepared with ag- 
gregates containing not over 2 percent 
moisture sprayed with a liquefier and as- 
phalt cement of 85 to 100 penetration. 
The curing period can be reduced by regu- 
lating the amount of liquefier used. The 
slow-curing grades of asphalt and RT-5 
through RT-9 also are used for cold-laid 
plant mix. Cold-laid plant mixes may be 
spread either by blade graders or by me- 
chanical spreaders. Spreading by blade 
graders is identical to the procedure out- 
lined for spreading road mix discussed in 
paragraph 106b. Spreading by mechanical 
spreaders is performed in the manner out- 
lined in paragraph 1226 for hot mixes. 
Cold-laid pavements are rolled in accord- 
ance with the procedure given for road 
mix in paragraph 109. 

116. Materials 

Bituminous materials recommended for use in 
hot-mix and cold-laid pavements are listed in tabyf 
I. Aggregate gradations for the various types <F 
hot-mix surface and binder courses are listed in 
table II. Graphs for the data in table II are shown 
in appendix IV. Aggregate gradations for cold 
mixes may be the same as for hot mixes or identical 
to those used for road mixes given in table II. 

117. Hot-Mix laydown 

The sequence of operations given below is appli- 
cable, in general, to hot-mix laydown. Because of 
the varied conditions for each job, however, other 
procedures may prove equally satisfactory. Opera- 
tions are discussed in paragraph 118 through 134. 
Figure 57 shows the sequence of operations for the 
placement of a hot-mix pavement. 

a. Sweep the base. 

6. Patch any cracks or holes if mix is to be 
placed on existing pavement. 

c. Apply prime or tack coat. (Use tack coat 
over a prime coat only if the prime coat has become 
old and dirty.) 

d. Cure. 

e. Inspect the equipment. 

). Inspect and sample the mix. 
g. Place and spread. 




SWEEPING 



PRIMING OR 
TACKING 



AND 
CURING 



0*0 




DELIVERY AND 
SPREADING OF MIX ROLLING 

Figure 67. Sequence of operation* for the placement oj a hot-mix pavement. 



h. Hand rake (where necessary) . 
i. Roll with three-wheel roller and check for con- 
[formance to grade requirements. 
j. Roll with pneumatic-tired roller, 
fc. Roll with tandem roller. 

118. Inspection of Equipment for Hot Mix 

All vital items of construction equipment should 
be checked for compliance with specifications and 
for general adequacy and operating condition; ad- 
justment, repair, -or replacement should be made 
as necessary. In particular, the rollers and spreader 
should be checked. The screed on the spreader 
should be checked with a stringline for possible 
warping and for scoring. The screed setting shpuld 
be adjusted to provide a properly leveled crown in 
those lanes that deviate from a plane surface. For 
lanes that require a level surface, the screed should 
be set approximately y% inch high in the center, 
sloping uniformly toward both edges. This will 
prevent the surface from becoming slightly dished. 
The adjustment should be subject to modification 
based on straightedge depth tests on the completed 
pavement. 

119. Placing Temperature of Hot Mix 

Optimum placing temperature depends on the 
k weather and on rolling characteristics of the mix. 



When this temperature has been determined 
should be maintained, plus or minus 25 F. (15 
Average heat loss between plant and spreader n 
be considered. 

1 20. Inspection of Hot Mix 

Each truckload of hot mix from the central p 
should be observed when it arrives and when i 
dumped. Temperatures should be taken o 
enough to assure compliance with requireme 
Most mistakes in batching, mixing, and tempera 
control will be detected by visual observation. 
only a portion of a truckload is rejected, the unst 
factory material must be removed from the sprei 
hopper or from the grade and discarded. 

121. Rejection of Hot Mix 

Reasons for rejection of all or part of a tri 
load are given below. 

a. Too Hot. Blue smoke rising from the sprei 
hopper usually indicates an overheated batch, 
the temperature 1 should be checked immedial 
The batch should be discarded when the temp 
ture exceeds the maximum specification reqi 
ment (usually 350 F.). A batch is not usu 
discarded when it exceeds the optimum temp 
ture (usually 325 iF.) without exceeding the. sp 



ely be adjusted to avoid overheating. 
6. Too Cold. A generally stiff appearance or 
iproper coating of the larger aggregate particles 
dicates a cold mix, and the temperature should 
i checked immediately. The mix should be dis- 
rded if the temperature is below the specified 
nge (usually 250 F.) , and immediate steps taken 
correct the condition. 

c. Too Rich. A mix that has an excess. of bitu- 
en usually may be detected immediately. When 
ads have been arriving at the spreader with the 
aterial peaked or domed up and a load suddenly 
>pears in which 'material lies flat or nearly flat, it 
obably contains too much asphalt, and an im- 
ediate, close inspection should be made. Excess 
tumen, likewise, is_ apparent under the screeds by 
e manner in whteh the mix slicks off. Sometimes 
hot screed will cause a slick surface that will 
>pear to contain too much bitumen. This appear- 
ice will disappear when the mix cools. When a 
ck surface occurs, the screed should be checked. 

the screed is hotter than usual, the mix should 
s allowed to remain in place until it cools to 
itermine whether the slick surface was caused 
T a hot screed or an excess of bitumen. If the 
,ck appearance does not disappear, the mix should 
s removed and replaced. 

d. Too Lean. A mix that contains insufficient 
tumen usually may be detected immediately in 
e truck or spreader hopper by its lean granular 
>pearance, improper coating of aggregate, less than 
dinary slump in the trucks, and lack of the typi- 
,1 shiny black lustre, or by its action under the 
reeds. 

e. Miscellaneous. Other obvious reasons for re- 
ction of all or parts of a truckload of hot mix 
e excess fines, excess coarse materials, and non- 
riform mixing. 

22. Placing and Spreading Hot Mix 

Placing and spreading a hot-mix bituminous con- 
ete pavement consists of uniformly distributing 
e loose material on a completed base so that the 
ecified thickness, line, and grade may be obtained, 
a. Methods of Spreading. The three methods of 
reading are hand, blade, and mechanical spread- 

g- 

,(1) Hand spreading. Hand spreading, the old- 
est method, can be used where asphalt 
finisher is not available or at locations 
where the asphalt finisher cannot be used, 



ff 
at curved corner sections at intersection^ 

The mix is dumped from the trucks onto 
dump boards or into conveniently sized 
piles from which the material is shoveled 
onto the prepared base, raked smooth to 
grade and contour, and rolled. Because of 
the amount of labor required and the 
inability to obtain a smooth, even textured 
surface, hand spreading is not used to any 
extent to supplement other spreading 
methods. 

(2) Blade spreading. Motor graders are used 
occasionally to spread hot mix and rea- 
sonably good surface smoothness can be 
obtained by positioning the blade midway 
between the front and the rear and making 
multiple passes. Such successive pass of the 
blade reduces the reflection of the base ir- 
regularities in the surface through multiple 
correction. Because blade spreading usually 
leaves unsatisfactory edges, joints are sel- 
dom attempted. Instead, the mix is 
spread across the full width of the road at 
one time by an echelon of graders or by a 
sufficient number of passes of the same 
grader. Segregation of the mix may bp 
caused by blade spreading methods. Ak 
the blade spreads out the windrow, the 
larger particles of coated aggregate fall 
toward the outside edge of the road. Like 
road-mix pavements, in hilly terrain, blad- 
ing tends to drift the mix downhill, per- 
mitting an excess to accumulate at the 
bottom. 

(3) Asphalt finisher. Figure 58 shows an as- 
phalt finisher spreading the hot mix. The 
mix is dumped by trucks into a hopper at 
the front end of the finisher for subsequent 
placement on the road. When the mix is 
dumped into the hopper, both sets of truck 
wheels should be fitted firmly against the 
finisher bumper rolls which push the trucks. 
If a truck is turned so that the bumper 
rolls are pushed against one set of wheels 
only, the finisher tends to turn and con- 
tinual correction is required by the opera- 
tor which leaves irregular, ragged, and 
poorly compacted joints. A mix that clings 
to the sides of the hopper should be con- 
tinually loosened to promote correct place- 
ment. When the mix is permitted to ac-| 



cumulate, it cools rapidly, and eventually a 
slug of semicold material will reach the 
grade. In comparison to blade spreaders, 
asphalt finishers have higher capacity, a 
smoother riding surface, and the ability 
to handle the stiffer hot mixes. When a 
load is deposited into the hopper, the 
coarse aggregate has a tendency to flow to 
the outside edges of the hopper, causing 
undesirable joints of coarse material. To 
prevent such joints, the coarse material 
should be pushed to the center of the 
hopper with shovels. 

b. Procedure for Mechanical Spreading. Except 
len starting at a transverse joint butted against 
eviously placed pavement, a wooden shim should 
i placed under the screed of the asphalt finisher 
Lg. 40). The shims should be the approximate 
icompacted thickness of the course being placed, 
nis permits the screed to start at the proper height 
id prevents dragging of the mix, causing ragged, 
teven pavement and depth deficiencies. When 
arting from a transverse joint, metal strips of a 



thickness equal to the difference between the rollec 
and loose thicknesses of pavement may be used 
At the beginning of placing operations, the screec 
should be heated to the approximate temperature oi 
the mix. Frequently, during ^operations or if the 
work is stopped for more than a few minutes, the 
screed temperature should be checked and reheatec 
to the desired temperature. The speed of spread- 
ing should not be so great as to tear or pull the 
surface. Pulling may result from operating the 
spreader too fast, from a wornout screed, tamping 
bars that are out of adjustment, a poorly graded 
mix, tearing from insufficient heat, or dirty screed 
to which the mix has adhered. 

c. Depth of Hot Mix. Experience is importanl 
for placing the loose depth required for the speci- 
fied compacted depth. Loose depth is roughly equal 
to compacted depth multiplied by 1.25. Loose 
depth should be measured with a depth gage al 
frequent intervals. At least three measurement* 
should be taken across the lane. When paving it 
first begun, a sufficient number of measurements 
should be made to, secure a good average loose 




Figure 68. Model 879-A asphalt finisher placing hot mix. 



eted, sufficient depth tests should be made to 
-ovide a good average. When paving operations 
e well underway and progressing smoothly, it is 
itter to rely chiefly upon yield checks and depth 
tmpies. The depth specimen should be cut care- 
illy and removed from the hole without disturbing 
ic base more than necessary. When the thickne..s 
: a specimen removed from the hole is measured, 
le specimen should be placed on a plane surface 
ith the top down, a straightedge laid across the 
>ecimen, and measurement taken to the support- 
ig surface. A quick depth check on either loose 
iix or finished pavement may be obtained by laying 
straightedge on the surface overhanging the lane 
Jge and measuring from the straightedge to the 
ase or binder course. 

23. Correction of Loose Depth 

a. Computation of Depth Ratio. As soon as reli- 
ble loose and compacted average thickness values 
ave been secured, a ratio should be established 
etween these values for correction of loose depth, 
he example given below illustrates the method 
[ computing loose depth. 
xample: 

Desired average finished depth = 1.50 in. 

Average loose depth =1.86 in. 

Average compacted depth = 1.44 in. 

Find the corrected loose depth. 
olution: 

~ , . , . Average loose depth 

Compaction ratio = . 2 / v- , nr 

^ Average compacted depth 



1.86 
1.44 



= 1.29 



Corrected loose depth = Compaction ration x 
Desired depth 

= 1.29x1.50 
1.94 inches 

b. Adjustment of Screed. When starting the job 
r when resuming paving under different conditions, 
nch as a change in thickness of course, the screeds 
hould be reset where such action is clearly de- 
landed by the depth tests. However, depth tests 
re only approximate and naturally represent pave- 
lent thickness only at the points tested. Screed 
djustments should not be made every time a depth 
heck does not yield the prescribed thickness. The 
inisher is designed to bridge irregularities in the 
ase; thus, a thin spot in the hot-mix course could 
te covering a high point in the base. Frequent 



accent irregularities in the base, yielding a nor 
uniform surface. A more accurate check upon aver- 
age pavement thickness is obtained by a constant 
close watch of the yield. Where yield is appreciably 
and consistently either high or low and the dis- 
crepancy cannot be accounted for otherwise, the 
screed setting should be adjusted accordingly. 

124. Hand Raking 

Hand raking of the hot mix after the mix is 
spread should be held at a minimum and used only 
to correct nonuniformity of grade or surface tex- 
ture. Coarse material that is segregated in areas 
should be raked out, replaced with fresh hot mb 
from the hopper, and the fresh mix raked smooth 
Coarse material which has been raked out in small 
quantities may be returned to the hopper. However 
if the quantity is large enough to be noticeable as 
it comes through the paver, it should be wasted 
It must not be cast over the fresh surface; sjicfr 
coarse particles cool rapidly and the rollers merelj 
embed them into the course, leaving small surround 
ing pits. Any loose material along the edge of th( 
lane should be pressed firmly against the edge. 



1 25. Adjustments in the Mix 

Changes in the mix in conformance with spec* 
fications and mix design criteria may be necessarj 
when placing, rolling, and surface texture are unsat 
isfactory. Adjustments may be necessary even whei 
the mix is uniform. The various conditions and cor 
rective measures are outlined below. 

a. Insufficient Fines. Insufficient fines should b 
corrected adjusting the job-mix formula to a fine 
gradation. 

b. Mix Pulling and Checking. A mix that pull 
under the finisher should be corrected immediately 
if the small open checks are not definitely close< 
during rolling. This condition is especially critica 
in the surface course. It may be caused by unsatis 
factory proportioning of the mix, a mix that is to 
cold, or improper finisher operation. When the tota 
fine aggregate is composed of stone screening ani 
sand, an excessively high proportion of screening 
may toughen the mix unduly. A tough mix is ver; 
desirable from the point of view of stability, bu 
sometimes pulls badly. Even a small change i 
the percentage of fine aggregate may make an ap 
preciable difference in placing and rolling charac 
teristics, and frequently the percentage of sand ma 
be increased without affecting the stability t<| 



g and it the checking persists in spite ol mix 
jsign changes, it may be corrected by scratching 
ie surface lightly. One method that has been suc- 
fssful is to fasten stiff-bristled push brooms on a 
?ht timber, such as a 2 by 4, the length of the 
ne width, and to drag the surface 2 or 3 feet 
jhind the spreader. The broom should be in- 
ined slightly to prevent the bristles from goug- 
.g the pavement. 

26. Rolling 

Rollers should be wet to prevent the mix from 
icking to them. A number of clean boards should 
3 used at the end of the lane of sufficient length 
support the roller to prevent contact with the 
ise. The boards should be as thick as the loose 
3pth of the pavement to be rolled or they should 
3 ramped to meet it. The wheels of the roller 
lould be completely clean before the roller moves 
om the boards to the mix. Rolling freshly laid 
ivement should be accomplished when the de- 
red density can be obtained without raveling tir 
listering. Time periods required for rolling after 
avement is laid may vary greatly, depending on 
ie thickness of pavement and weather conditions, 
he following subparagraphs describe the method 
f tiling hot mix: 

a. Techniques of Rolling. Initial rolling (break- 
own rolling) should always be accomplished before 
ie surface has cooled to avoid surface checking, 
hich is difficult to correct. Initial rolling is usually 
erformed with the three-wheel roller. Rotting 
kould be performed with the power wheel for- 
<ard or nearest the finisher (fig. 34). This will cause 
ie mat to be tucked under the roller wheels in- 
;ead of being pushed as when the tiller wheel is in 
ont. If the mat as a whole is too cold, proper 
ensity cannot be secured. Ordinarily, the roller 
riould follow the spreader closely. If the mix is too 
ot, the surface may blister as a result of the water 
oiling off the wheels and the mix then sticking to 
rie dry wheels. Where this occurs, the mix should 
e loosened with rakes to a depth of about l /z inch 
ver an area somewhat larger than the blister, and 
aked smooth. For best results, rolling techniques 
hould be varied with mix characteristics and other 
onditions. Hot mix is a sensitive material, and few 
lixes react to the rollers in identical fashion. The 
ear wheels of the three-wheel roller supply most 
f the compaction, although when some mixes are 
ery hot, they will not take the rear wheels with- 



Biliceous aggregates that have poor affinity lor 
phalt sometimes show this tendency and it ma^ 
necessary to hold the roller farther back to pei 
the mix immediately back of the spreader to 
slightly. If the temperature is suitable for rol 
and the three-wheel roller unduly checks or shi 
the pavement, the "mix may require adjustra 
Satisfactory mixes should not check or shove ui 
proper rolling with a three-wheel roller. The < 
sity in the field must always meet requirenu 
Variations may occur in the surface from the 
ward arid backward movements of the roller 

Note. Overpriming will often cause rolling diffici 
similar in appearance to those caused by a very hot mi: 

b. Correction of Uneven Surfaces. The c 
pleted pavement should conform to requirem 
for surface 'smoothness. The surface should 
tested with a straightedge after the first roller ] 
when the mix is still hot and the surface ma} 
loosened. When a deficiency is located, suffic 
checks should be made in the area immedia 
surrounding it to ascertain whether it is cai 
by a depression of high spot. To correct a dep 
sion, the material should be loosened with n 
to a depth of approximately ^ mcn an d fresh 
material should be distributed by hand and rt 
smooth. If the irregularity is in the form of a 
spot, the mix should be loosened with rakes 
depth somewhat greater than final desired gr 
the excess material removed and the surface ri 
smooth. Straightedge tests should be made i 
final rolling to check conformity with eur 
smoothness criteria. 

c. Uniformity of Rolling. The surface mus 
rolled as uniformly as possible to obtain a p 
ment that is true to grade and compacted to a 
form density. Heavier rolling at the edges of 
lane than in the center will produce a cro\ 
lane. Insufficient rolling is far more objection 
than extra rolling. When an outside lane is re 
uniform coverage with the rear wheels may 
be possible because the roller cannot be oper 
with one of the wheels off the pavement. The 
wheel coverage can be completed when the ad; 
ing lane is placed. When a fresh lane is r< 
adjoining a completed lane with the joint e 
hot or cold, the three-wheel roller should be 
from the old lane onto the new and the first 
made with one rear wheel centered on the 
and the other rear wheel on the completed p 
ment. Rolling should continue across the fresh 



lap tu avuiu leaving u nuge. vviui was 
dling system, the half lane near the old pavement 
iceives twice as many rear-wheel passes as the 
iher half; but if the system is followed through 
iccessive lanes, uniform coverage will be obtained, 
he place where reversal of direction in rolling 
ikes place should be staggered a minimum of 5 
set. This will help eliminate any ridges formed by 
.anting and stopping the roller. 

d. Displacement. Displacement occurs when the 
avement moves on the base or binder course 
hile being rolled. This movement may be accom- 
inied by transverse or longitudinal cracks. Dis- 
lacement is the result of a very hot mix, exces- 
ve tack coat or overpriming, or too many rounded 
ne particles. If displacement occurs, rolling should 
3 discontinued immediately, the cause determined, 
nd action taken to correct the deficiency. 

e. Rolling With Pneumatic-Tired Roller. Pneu- 
latic rolling of the asphaltic concrete pavement 
rovides a more closely knit surface by seating 
ic larger aggregate particles better and by closing 
air cracks. Pneumatic rolling should be performed 
'hile the pavement is still warm. These light roll- 
rs have little effect when pavement temperature is 
>wer than 130 F. To obtain the desired results, 
le pneumatic-tired roller should work contin- 
ously during laydown. 

/. Final Rolling. After the three-wheel and/or 
neumatic-tired rolling, the surface should be ironed 
ut -with a three-axle tandem roller or a two-axle 
indem roller, or both. Rollers must not be left 
;ationary on the fresh pavement as marks will be 
lade that are almost impossible to remove. 

27. Pavement Imperfections and 
Probable Causes 

Hot-plant-mix pavement imperfections and prob- 
ble causes are shown in figure 59. 

28. Density Tests 

Density test samples should be taken and tests 
erformed as often as conditions require, but at 
jast once for every 400 tons of mix placed. To 
btain a satisfactory specimen, the samples should 
e taken early in the morning when the pavement 
s cool. Any additional rolling required as a result 
f the tests should be done during the heat of the 
ay. 

o. Source of Test Sample. The sample for test- 
ig may be taken from any portion of the lane, 
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proved satisfactory for density samples. Core sam- 
ples are relatively small and errors are multiplied 
accordingly; therefore, care is necessary in weigh- 
ing the samples. 

b. Removing Sample. A coring machine or a 
concrete saw rhay be used for cutting out the sam- 
ples. Chopped or jack hammered samples should 
be avoided if possible as these are likely to develop 
cracks or other disturbances which would lead to 
erroneous results. Samples from a binder or sur- 
face course should be cut out approximately 1 foot 
square, completely through the thickness of the 
pavement, and removed carefully to avoid damage. 
In hot weather it may be necessary to chill the 
area with ice for 15 to 30 minutes before cutting 
out the sample. The sides of the hole should be 
vertical or dressed to vertical after the specimen is 
removed. The edges and bottom of the hole should 
be painted in accordance with instructions for a 
trimmed joint described in paragraph 1326, and 
filled with fresh hot mix, rolled and checked for 
straightedge requirements. 

c. Sample Identification. The specimen should 
be sent to the plant laboratory with proper identi- 
fication. A simple system of numbering may m 
used, including designation as to whether the sam- 
ple is from the binder or surface course, date placed 
date sampled, structure (such as runway or taxi- 
way) , lane number, with lane centerline offset, and 
station number. 

d. Frequency of Tests. As a general check, al 
least one test for density (TM 5-530) should b* 
performed once a day on a chunk density sample 

e. Selection of Test Spot. When density samples 
are taken from a surface course placed on a bindei 
course, it is practically impossible to remove the 
specimen from the tacked binder course surface 
To assist in removing samples of the surface course 
from the binder course, the spot for the test shoulc 
be selected in advance of laying the surface course 
and a piece of wrapping paper about 18 inches 
square placed on the spot selected. On the side 
of the lane least subject to construction traffic, twc 
nails should be driven in the base or pavement a 
convenient distance apart and equidistant from the 
center of the paper so that the center of the papei 
may be readily located after the surface course is 
laid. The roller should not treat the mix placet 
over the paper differently from the remainder ol 

the pavement. The area of pavement over thf 

f 



specimen density secured by this method is ap- 
proximately equivalent to the density in the sur- 
ounding pavement. Frames or separators around 
ihe proposed sample should not be used. 

129. Correction of Low Density 

When the density tests on samples from the 
jompleted pavement show that the minimum speci- 
5ed density has not been obtained, the deficiency 
should be corrected by additional rolling or the 
savement removed and replaced to meet the mini- 
num specified density. Where constant difficulty is 
aeing experienced in meeting the specified density, 
i thorough check should be made of the job-mix 
[ormula. A slight change in the gradation or in the 
bitumen content may improve the density. Density 
rf the pavement should be determined as often as 
necessary to check conformance to specifications, 
[f density is within 0.5 percent of the minimum 
specified, the pavement should be rerolled thor- 
jughly with the three-wheel roller, securing com- 
plete rear-wheel coverage, and followed with the 
Landem roller. Because rolling is more effective on 
a warm pavement than on a cold pavement, it is 
desirable to reroll during the heat of the day. After 
rerolling, the density should be rechecked. If den- 
sity is below the .minimum density specified, the 
pavement should be rerolled thoroughly and the 
density checked by another test. So that additional 
specimens may be removed intact for density check 
tests, it is advisable to include one or two extra 
papers between the binder and surface courses at 
other locations in addition to the originally planned 
density test papers. If necessary, in view of the 
new density results, the pavement should be again 
rerolled. If the density is more than 1.0 percent 
below the minimum specified, the pavement should 
be rerolled and the density checked. Beneficial in- 
creases in density may be obtained by rolling the 
pavement while it is warm from the sun with a 
heavy pneumatic roller with the tires inflated to 
90 psi. Turns should be on a radius large enough 
to prevent scuffing. If the aggregate gradation is 
within the typical specification band and a mix con- 
forming to mix-design criteria, binder-course den- 
sity should be achieved readily and surface-course 
density without a great de'al of difficulty when the 
weather is warm to hot. When the weather is very 
cold, difficulty may be experienced. A thorough 
check of the job mix should be made if the density 
consistently falls below that specified. 



When both binder and surface courses are \ 
be laid, the joints must be offset, by at least 1 foot. 
To avoid unsatisfactory spacing of joints, a general 
paving lane plan should be worked out. Asphalt 
finishers usually operate with greater efficiency when 
laying standard 10-foot lanes; however, they may 
be adjusted for wider lanes or narrower lanes. 
Because the surface course is usually more critical 
than the binder course, it should be laid in standard 
10- foot lanes. Variation in width of the lane is us- 
ually limited to the binder course. The example 
given below illustrates one of many methods of 
placing lanes on the binder and surface courses to 
assure that the joint is offset by at least 2 feet. 
Assuming a center-crowned runway 150 feet wide: 
Binder Course: The first lane of the bindei 
course is to be placed to a 10-foot width 
with one edge along the centerline of the 
runway. The adjoining four lanes are to 
be placed to 10-foot widths, leaving '2 
feet between the outer edge of the fifth 
lane and the runway edge. The sixth lane 
is to be placed to a 9-foot width, and the 
seventh and eighth lanes to 8-foot widths 
This procedure is repeated on the ot! 
half of the runway. 
Surface Course: The first lane of the surf act 
course is to be centered on the centering 
of the runway, and the screeds adjustec 
to provide the desired crown and grade 
The adjoining lanes are to be continuec 
in even 10-foot widths to the runwaj 
edges. 

131. Hot and Cold Longitudinal Joints 

Joints may be laid and rolled either hot or cold 
Choice of method should be based on experienc< 
of personnel as well as other factors. When thi 
adjacent lane is placed while the mix in the preced 
ing lane is still hot, the joint is called a hot joint 
When the mix in the preceding lane has coolet 
before the adjacent lane is placed, the joint is calle< 
a cold joint. In general, hot joints are more satis 
factory than cold joints and require less work 
However, the only way that hot joints can b 
made is by making very short runs which resul 
in a large number of transverse joints. Becaus 
smooth transverse joints are difficult to make 
actual operations consist of a combination of botl 
hot and cold joints. In either a hot or cold joi 
particular care should be given to obtaining a ve 



rolled. 

1 

1 . Construction of Longitudinal Joints 

Hot Joints. Hot joints are laid with a short 

p ng run on one lane with a return to the starting 

p t by the finisher and paving the adjacent lane 

ii .e same direction. The first lane should be rolled 

t< r ithin 6 inches of the edge and the fresh mix 

p ed against the hot unrolled material. The length 

o le run varies with rolling characteristics of the 

n temperature of the mix, and particularly with 

v iher conditions. The length of the initial lane 

s! Id be short enough so that the joint will be hot, 

b the run should not be so short that the opera- 

t: is merely a series of stops and starts. In gen- 

e the length of the run should not exceed the 

d ince required to maintain the mix in the unrolled 

e of the initial lane at a minimum of 175 F. The 

fi her should be butted tight to the old lane. Rakes 

a ised to smooth off the joint, including any ridge 

o ose mix in the first lane pushed up by the finisher 

( 60) . The surface should be dressed to a uni- 

f i texture. Advantages of a hot joint are that 

d ity and uniformity are superior to a cold joint 
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Figure 60. Correct method of raking a joint. 



requirements in the unrolled edge. 

b. Cold Joints. Cold joints are made when 
new lane is placed next to a cold existing lar 
When cold joints are to be formed, the existii 
lane is rolled across its entire width during tl 
original construction. The edge is rolled with tl 
roller overhanging the edge about 1 inch. Befo 
the new lane is placed, the vertical edge of tl 
existing lane should be trimmed to a vertical fa 
so that clean aggregate faces are exposed. Tl 
trimmed joints are tacked, or painted, very light 
with an RC-70 cutback, or with an emulsion. 
RC-70 cutback is not available, asphalt cement cu 
back with white gasoline may be used in the ratio < 
approximately one part asphalt cement and 01 
part white gasoline. 

Caution: Asphalt cement should not be c\ 
back while it is above the flashpoint because < 
danger of explosion and fire. 

All loose material should be removed from the co 
edge before a fresh mix is laid against it. The finish 
should be as close as possible to the cold edge whi 
placing the new lane, with the finisher shoe ridh 
the old lane. Advantages in laying cold joints a 
that long continuous runs may be made and 01 
lane can be open to limited traffic. Disadvantag 
are that the cold joint must be trimmed and paint< 
and the new lane must be carefully placed to 
loose thickness that will be compacted, with 
tolerances, to the same thickness as the lane alreac 
placed. 

c. Hot and Cold Joints. A combination of h 
and cold joints is generally used only when the pla 
breaks down or when delivery of the mix is inte 
rupted. The method is a variation of the metho' 
described in o and b above. A convenient leng 
should be paved, such as 1,000 to 1,500 feet, ai 
the adjoining lane paved in the opposite directio 

133. Alinement of Longitudinal Joints 

a. Laying Initial and Succeeding Lanes. A strin 
line is placed to guide the finisher. The first la: 
is placed along the edge of the line. Succeedin 
lanes are placed against the edge of the previous 
laid lanes rather than to a line. In airfield constru 
tion, a stringline should be placed along the on 
side edge to verify conformance of the paveme 
after the third or fourth lanes are placed. Fr 
.quently, sharp, relatively short, horizontal wav 
will exist in the outside edge of the third or four 



In addition to being unsightly, the wavy condition 
18 conductive to ragged, nonuniform joints of vari- 
able density. Before this condition becomes exag- 
gerated, a new stringline should be laid along the 
outside edge, parallel to the first stringline as a 
guide for the next lane. The stringline may be 
laid either to cut through sharp protruding areas, 
which should be cut back to line, and minor recesses 
filled in by hand when the next lane is paved, or it 
may be laid at or near the ends of the protruding 
areas, leaving only minor portions to be cut back 
to line and larger recesses to be filled. 

b. Placing Pavement to Second Stringline, Gaps 
or recesses remaining between the previous lane 
and the next lane should be handfilled and the 
surface raked smooth. Because hand-placed mate- 
rial will have a lower density than the material 
placed by the finisher, these areas must be dressed 
slightly high. Such areas should be closely tested 
with a straightedge after the first roller pass. A new 
stringline should be used before the alinement neces- 
sitates extensive handfilling. 

134. Transverse Joints 

a. Arrangement. A transverse joint is formed in 
the pavement at the termination of a lane. Al- 
though it is usually advisable to carry a continuous 
transverse joint throughout as many lanes as prac- 
ticable, joints may be staggered. 

b. Terminating a Lane. When the placement of 
mix in a lane is discontinued, the transverse joint 
should be rolled to a feathered edge. The feathered 
section, which may extend several feet, should be 
cut back to full depth of the pavement. If the por- 
tion to be removed is placed directly on the primed 
base, some of the base material will be torn out 
when the edge is removed and the pockets in the 
base will have to be patched back to grade or other 
corrective measures taken to avoid extra depth of 
the pavement along the edge of the joint. One 
preventive measure is to place a strip of heavy 
wrapping paper, 30 to 36 inches wide, so that one 
edge is along the joint line and the paper extends 
beyond the joint line. The finisher should be run 
to the edge of the paper. When the edge of tfie 
joint has been rolled, the pavement can be cut back 
to the joint and removed without disturbing the 
base. This procedure may be modified when a joint 
is formed because of insufficient hot mix from plant 



depth measurements and straightedge test 
be made to determine the dividing line bet 1 
satisfactory mix across the entire width 
-lane and the unsatisfactory mix. The divi< 
should be marked with a stringline, perpe 
to the centerline. The unsatisfactory mi: 
be shoveled out down to the base, leaving a 
edge across the line. Heavy wrapping pap< 
36 inches wide, somewhat longer than tl 
of the lane, should be placed over the bi 
with the trimmed edge. The mix should be 
on top of the paper, raked smooth, and ro 
When operations are started again, the mix 
paper may be stripped from the base. 

c. Starting From the Joint. Regardles 
method of terminating a lane, the pavemer 
be cut back to a vertical edge to full depth 
line, and the joint painted. The finisher s 
moved back until the leading edge of th 
is 12 to IS inches behind the joint so that 
amount of the mix will be placed on the c 
ment. This material should be pushed u 
joint with the backs of the rakes and t 
section raked smooth so that the mix is ur 
texture and of proper depth. 

d. Rolling a Single Lane Transverse /< 
a single lane, the joint should be rolled o 
the tandem roller and checked with the 
edge. If the new section is flush or nea 
with the old pavement, the new section wi 
low after rolling. To adjust the depth, the 
should be loosened with rakes to a depth 
y 2 inch, the desired amount of materia 
raked smooth, and rolled with the thr 
roller. If the new lane is too high after 
rolling, the material should be loosened wi 
the desired amount of material removed, 
pavement rolled. 

e. Rolling Other Than Single Lane 'Ti 
Joints. On lanes other than single lanes, 
pass should be made parallel to the center! 
the new to existing surface with a tande 
the surface tested with a straightedge, an 
high condition corrected as described in 
The pavement should be rolled parallel to 
with the tandem roller centered on the 
about three passes. Immediately after tani 
ing, the pavement should be rolled parall 
joint with the three-wheel roller, with 
wheel centered on the joint, and the ol 



leel on the old pavement. Transverse rolling 
ould not extend beyond 6 or 8 inches from the 
.tside edge, which will be rolled longitudinally. 
/. Pavement Ends. Pavement ends are flattened 
' the movement of trucks and other equipment. 



Six to eight inches of additional length should 
added to the length of the pavement. At the 
of the job, the pavement should be cut back 1 
neat line in conformance with specifications, 
.backfilled. 



Section VIII. SPECIAL MIXES 



85. Types of Special Mixes 

Sand-asphalt and sand-tar mixes, sheet asphalt, 
>ne-filled sheet asphalt, and rock asphalt are spe- 
ll types of mixes that may be used for binder 
id surface courses. Each type of mix is discussed 
low. 

16. Sand-Asphalt and Sand-Tar Mixes 

In regions where sand of acceptable quality is 
e only local aggregate available, such as in coastal 
eas, sand mixes may be used for an economi- 
1 surface course that will meet minimum require- 
gnts. Sand mixes may be used for paving roads 
id streets where light fast-moving traffic is antic- 
ated. Sand mixes may also be used for surface 
id binder courses in pavements designed for low- 
essure tires and in nontraffic areas. They are not 
itable for surface and binder courses for airfield 
.vements designed for high-pressure tires nor for 
dustrial-type pavements designed for solid rub- 
ir tires or steel wheels. The sand should be suffi- 
sntly well graded to meet the specified require- 
ents for the .type of course to be laid and free 
3m excessive amounts of foreign material. When 
gh stability is required, gradation may be im- 
oved by selecting and blending locally available 
nd. Mineral filler is usually added to the sand to 
crease the density and stability of the mix. As- 
lalt cement, asphalt cutback, tar, or asphalt emul- 
>n may be used as a bitumen. Hot mix or cold-laid 
ant mix are produced from sand mixes in a central 
ant; road mixes are produced with a travel plant 
the usual mixed-in-place equipment. 

37. Sheet Asphalt 

Sheet asphalt is a refined type of sand-asphalt 
ivement in which the grading and quality of sand 
id mineral filler are carefully controlled. The per- 
ntage of asphalt required, in general, is higher 
an the amount required for sand asphalt. Sheet 
phalt provides a smooth, impermeable, homogene- 
is surface course that may be used in thin layers 
. an adeouate base course. It is usuallv constructed 



as a surface course over a binder course in la; 
iy 2 to 2 inches thick. The surface may be finit 
to a fine, gritty, skid-resistant texture, with sm< 
riding qualities, high uniformity, and low-abra 
quality. Sheet asphalt is most satisfactory ^ 
subjected to the action of traffic over the er 
surface. Like sand-asphalt and sand-tar mi 
sheet asphalt is suitable for roads and streets, 
it is not suitable for pavements designed for h 
pressure tires (airfields) nor for industrial 1 
pavements designed for solid rubber tires or 
wheels. 

1 38. Stone-Filled Sheet Asphalt 

Stone-filled sheet asphalt usually consists of co 
aggregate passing the %-inch sieve and retaine< 
the No. 8 sieve in varying quantities not exceei 
40 percent, well-graded sand, mineral filler, 
asphalt cement, prepared in the same manne 
sheet asphalt. Basically, stone-filled sheet asp 
is a type of sheet asphalt with all of its ger 
characteristics. The percentage of coarse ag 
gate varies proportionately when the specific gr 
ties of the fine aggregate and of the coarse ag 
gate are not uniform. Stone-filled sheet aspha 
usually used as a surface course constructs 
layers 1% to 2 inches thick. Stone-filled sheei 
phalt is widely used for surfacing roads and stn 
like sheet asphalt, it is unsuitable for use in in 
trial areas and for high-type airfields. 

139. Rock Asphalt 

a. Composition and Use. Rock-asphalt p 
ment is composed of crushed, natural, asphalt 
pregnated stone, such as limestone, sandstone, 
combination of these,, used alone or mixed 
additional asphalt. Rock-asphalt pavement is 
either hot or cold, depending upon the typ 
rock asphalt, in the same manner as asphaltic 
crete. Rock asphalt is only used in surface cou 
The natural rock-asphalt deposits that produce 
ing material commercially are located in Kentu 
Alabama. Texas. New Mexico. Oklahoma, and I 



ome of the natural materials in the same pit vary 
i asphalt content and are blended to produce a 
niform mix. Materials in some other pits are low 
i asphalt content and these mixes should be en- 
ichcd with additional asphalt. 
6. Types. ,The two general types of rock asphalt 
re blended rock asphalt and fluxed rock asphalt. 
Uended rock asphalt is prepared by blending 
rushed impregnated limestone or sandstone, or a 
ombination of the two, in proper proportions to 
roduce a mix properly graded and of a specified 
sphalt content. Grading of the mix is often sub- 
rdinated to balancing of the asphalt content. 
'luxed rock asphalt is prepared by blending crushed 



stock in a pug-mill, producing a mix properly grade 
and with a specified asphalt content. The enrichin 
of the natural rock asphalt is necessary if the mate 
rial contains insufficient asphalt in its natural stat 
to produce a satisfactory pavement. Hot-plan 
mixes are sometimes produced by heating crushei 
limestone impregnated with relatively hard asphall 
alone or with added sand, and mixing with addi 
tional asphalt cement in the central plant. This typ 
of mix is essentially a sand asphalt. Rock asphal 
is a satisfactory surfacing material for roads an 
streets subjected to all-over traffic, but has the sam 
limitations as sand asphalt for use in airfield pave 
inents and industrial areas. 



CHAPTER 7 
FIELD MANUFACTURE OF ASPHALT CUTBACKS 



D. Introduction 

r arious types and grades of asphalt cutbacks can 
manufactured in the field with standard equip- 
it, and thinner cutbacks can be produced from 
more viscous grades. Field manufacture of SC 
I MC, however, is more practicable than field 
nufacture of RC because of the rapid evapora- 
i of gasoline from RC and because there is 
ater danger of fire or explosion from the gaso- 

1. Equipment and Production Rate 

Equipment used for field manufacture of asphalt 
back is listed in table IX. Rate of production 
isually controlled by the speed with which as- 
,lt cement can be emptied from the drums and 
,ted in the asphalt kettles to suitable tempera- 
es for pumping. Production rate for the 750- 
lon kettle is about 250 gallons per hour; for the 
-gallon kettle, about 40 gallons per hour. Sug- 
ted arrangements of equipment for use of 750- 



gallon kettle and the 165-gallon kettle are show 
in figures 61 and 62, respectively. For small-seal 
production, the truck- or trailer-mounted distribu 
tor, or the 1,500-gallon trailer-mounted asphal 
tank with steam coils, can be used instead of th 
4,000-gallon mixing and storage tanks. Piping an 
pumping should be arranged to fit each particulfi 
installation. All equipment used in the field mani 
facture of asphalt cutbacks is discussed in chapter i 

142. Safety 

a. Listed below are several safety precautions thf 
must be exercised while heating bitumens. The* 
precautions should be reviewed prior to daily open 
tions. 

(1) Keep foam-type fire extinguishing equij 
ment handy at all times. 

(2) Maintain kettles and distributors in a lev 
position prior to heating. 

(3) Do not heat bitumens near buildings < 
inflammable materials. 



Table IX. Equipment Used for Field Manufacture of Asphalt Cutbacks 



Equipment 



Function 



tie, heating, bitumen skid-mounted, w/gaso- 

ne-powered pumps, 750-gallon capacity. 

tie, heating, bitumen, gasoline-driven, trailer- 

lounted, 165-gallon capacity. 

:ip, asphalt 



ing equipment, asphalt plant, 80-200-TPH--- 

.k, asphalt storage 

ik, steel, gasoline and oil, two-compartment, 

dd-mounted, 750-gallon capacity. 

iter, bitumen ; gasoline-engine-powered, three- 



The 750-gallon kettle is used to heat bitumen for the field manufactvi 

of asphalt cutback. 
The 165-gallon kettle is used to heat small quantities of bitumen. 

One asphalt pump is a portable pumping unit for transferring bituminc 
material from heating facilities to storage tanks and another is used i 
transferring the cutterstock to the mixing tank. A third pump mig 
be required for circulating cutback in heated storage tanks to obtt 
even temperatures when high viscosity materials are used. 

The piping equipment is used for connecting the 4,000-gallon tanks 
series. 

The asphalt storage tank is used to store bitumen. 

The steel tank is used to hold cutterstock. 

The bitumen heater is used to generate steam for heating stored asph 

in A fkfiA-rrallnn tanlra nr rnilrnnrl r.nrfl. 



DRAINAGE OUTLET 



FUEL SUPPLY 
FOR BURNERS 



DISTRIBUTOR OUTLE 
1" CUTTER 



ASPHALT KETTLE 

730-GAL, 
SKID-MOUNTED 



3" STEAM-JACKETED ASPHALT PIPING 
ASPHALT PUMP 



TANK CAR HEATER 3-CAR CAPACITY 




PROPOR 
730-GAl 2- 



1,000 GAL WATER DISTRIBUTOR 
OR 750-GAL SKID TANK 




ELEVATION 

Figure 61. Manufacture of asphalt cutback using the 760-gallon kettle. 



(4) Control ventilation of kettles and distrib- 
utors to prevent escape of inflammable 
vapors near flames or electrical equipment. 

(5) Stay to the windward side of equipment 
as much as possible to avoid excessive 
exposure to fumes. 

(6) Reduce heat whenever foaming might 
cause overflow. 

(7) Extinguish burners after bitumen has 
reached the average temperature given in 
table X. 

(8) Extinguish burners and evacuate person- 
nel if a dense yellow vapor is observed 
rising from a kettle or distributor. (This 
indicates overheating to the extent that a 
spark could cause explosion.) 

(9) Extinguish burners before spraying a bi- 
tumen from a distributor. 

(10) Do not smoke within 50 feet of any 
equipment at any time. Designate a smok- 



ing area at least 100 feet upw 
equipment during heating open 

(11) Examine all hoisting equipmen 

(12) Do not fill buckets or contain 
top that are to be hoisted. 

(13) Do not allow the asphalt le^ 
below the firetubes while the b 
in operation. 

(14) Close valves leading to the 
during clean out operations to k< 
spray away from burner tubes. 

(15) Wear long-sleeve shirts, cuffi 
fireproof gloves, heavy soled ! 
either a steel combat helmet < 
safety hat. If hot bitumen sho 
cidentally spilled on a worker 
tection given by this type of cli 
greatly reduce the injury. 

b. During actual operations, personnel 
come so occupied with their particular jol 
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or this reason, at least one safety inspector should 
designated. His sole task will be to insure that 
easonable precautions are observed within his area 
f responsibility. 

43. Procedure 

a. Procedure for field manufacture of asphalt cut- 
>acks is outlined below. Safety precautions given 
n the procedure must be strictly observed to avoid 
he danger of fire or explosion. Heating limits for 
.sphalt cutback are given in table X. 



with special axes or cutting tools ana tne content 
of each drum inspected. Drums should be elimi- 
nated if they are contaminated with water or mate- 
rial that may cause foaming and fire. Care should 
be taken when the drums are opened to avoid 
serious injury caused by improper use of cutting 
tools. 

c. The drums are heated with a hand burner to 
loosen the asphalt cement, as shown in figure 63. 
The sides of the drum should be heated first to 
avoid expansion at the bottom that may burst 




Figure OS. Dedrumming asphalt. 



04 



he 165-gallon kettles. The heated cores of asphalt 
cement will be dumped from the drums into the 
kettle. If the drums are completely laid open, the 
asphalt cement may be chopped into pieces and 
laid in the asphalt kettles. The asphalt cement 
should be heated to about 250 F. or until it is 
fluid enough to pump easily. 

d. When the asphalt cement (or cutback) has 
been heated to a workable state, it should be pumped 
to storage. The 4,000-gallon heated tanks are usu- 
ally used as storage tanks. The steam- j acketed 
lines between units should be used to maintain the 
asphalt in the pipelines at a constant" temperature 
high enough to keep the asphalt fluid. All lines 
that become plugged with cold asphalt must be 
blown out. Steam-jacketed lines that become 
plugged with cold asphalt cannot be blown out. A 
solution is to heat the unj acketed elbows and keep 
steam in the jacket. If the original asphaltic mate- 
rial is delivered hot in tank trucks or tank cars, it 
may be pumped directly to the storage tanks. 

e. From the heated storage tanks, about 2,000 
gallons are pumped to the 4,000 gallon mixing 
tanks. If a distributor or trailer-mounted tank is 

|being used for mixing small quantities, it should 
fwe pumped about half full to leave space for cut- 
terstock and for foaming which may result when 
the cutterstock is added. 

/. The temperature in the mixing chamber 
should be adjusted to a uniform temperature be- 
tween 240 F. and 250 F. Pump circulation ac- 
companied by heating, or atmospheric cooling will 
help regulate this temperature. As temperatures 
lower than 240 F., the asphalt cement will not be 
fluid enough to pump easily or to mix readily 
with the cutterstock. At higher temperatures, much 
of the cutterstock will be lost in gaseous form, and 
a serious fire hazard will exist. 

g. When the original material in the mixing tank 
has been adjusted to the specified temperature of 
240 F. to 250 F., circulation should be stopped 
and the quantity of material in the tank estimated. 
The required amount of cutterstock to add to the 
mixing tank should then be determined and the 
desired quantity pumped into the tank. 

h. For best mixing, the cutterstock should be 
introduced near the intake pipe leading to the cir- 
culation pump. Mixing is accomplished by pump- 
ing the heated original material and the cutterstock 



burlap or canvas while blending cutbacks, and f 
fighting facilities should be ready for use at 
times. When manufacturing cutbacks from asp] 
cement, pumping should start as soon as the aspl 
cement if fluid enough to pump without damaj 
or placing a strain on the trailer-mounted asp] 
pump. Temperatures should be maintained as 
as possible and should not exceed 250 F. (1 
C.) because of the fire hazard. 

i. After mixing, usually about 30 minutes, 
newly manufactured asphalt cutback should 
pumped to final storage. 

144. Material Requirements 

a. Asphalt Cement and Cutterstock. The c< 

position of asphalt cutbacks may be obtained fi 

table XI. The example given below illustrates 

method of calculating the combined quantities 

asphalt cement and cutterstock needed for a s 

cific type and grade of asphalt cutback. 

Example: Calculate the quantity, in gallons, of 

phalt cement and diesel oil that musi 

combined to produce 750 gallons of 5 

800. 

Solution: Composition of SC-800 is given in tj 
XL SC-800 is composed of 70 pen 
soft asphalt cement with preferred p< 
tration of 200 to 300, and 30 percen 
diesel oil by volume. 
0.70 X 750 gal = 525 gal asphalt cemem 
0.30 x 750 gal =225 gal diesel oil 
6. Thinning Asphalt Cutback. Procedure for 
termining the proportion of cutterstock to be ad 
to an asphalt cutback to produce a lower (thini 
grade is outlined below. Using the data in table 
the following formula is applicable: 

100 (a-b) 
A ~ (100 -b) ( } 
where X = percent of cutterstock to be added to 

cutback to be thinned 
a = percent of cutterstock in desired cutl 

of lower grade 
b = percent of cutterstock in cutback t( 

thinned 

Example: Calculate the amount of kerosene 
MC-800 cutback that must be comb 
to produce 1,000 gallons of MC-70 
back. 



Aaphalt Cutback 


Aaphalt Cement 




Percent cuttcratock li.y 


Type 


Grade 


Penetration Grade 


Percent 
of total 
volume 


Gasoline 
or 
naphtha 


Kerosene 
or 
jet fuel 


Limit! 


Preferred 




70 






65 


35 




Rapid 


250 


60-150 


85-100 


75 


25 




Curing 


800 






83 


17 




(RC) 


3000 






87 


13 






30 






54 




46 


Medium 


70 


85-200 


120-150 


64 




36 


Curing 


260 






74 




26 


(MC) 


800 






82 




18 




3000 






86 




14 




70 






50 






Slow 


250 


120-300 


200-300 


60 






Curing 


800 






70 






(SC) 1 


3000 






80 







1 Percentages of cutteratock contained In the different grade* of alow-curing oila may vary with the t>'p of cutterstock or the method < 
* Jet fuel ahould be uaed aa a field expedient for keroaene when the latter ia not available. 



Solution: Using the formula : 

v 100 (a-b) . ., , , . . . . VT 
X == Trnk uT" an d *he data in table XI. 
(100 b) 

a =35, or the percent of cutterstock (kero- 
sene) in MC-70, the cutback to be manu- 
factured 

b = 18, or the percentage of cutterstock 
(kerosene) in MC-800, the cutback to be 
thinned 



X = 



100 (35-18) 



(100-18) 

= 20.7 percent kerosene needed to produce MC-70. 
100-20.7 = 79.3 percent MC-800 will be 

used. 

To produce 1,000 gallons of MC-70: 
1,000x0.207 = 207 gallons of kerosene will 

be combined with 

1,000x0.793 = 793 gallons of MC-800 
c. Yield. The following example illustrates the 
method of calculating yield: 

Example: Materials available in the field for bitu- 
minous construction include 1,000 gallons 
of 120 to 150 penetration asphalt cement, 
750 gallons of MC-3,000, and 1,750 gal- 
lons of kerosene. It is necessary to pro- 
duce an MC-30 for use as a prime 
material. 

(1) The number of gallons of MC-30 should be 
determined that can be produced by com- 
bining all the asphalt cement with kero- 
sene. 



(2) The number of gallons of MC- 
be determined that can be pn 
combining the 750 gallons of 
with kerosene. 

(3) The quantity of MC-30 in ga 
will be produced should then 
mined. 

Solution: 

(1) It is first necessary to determir 
centages of asphalt cement and 1 
an MC-30. This can be found b; 
to table XI. , 

MC-30 = 54 percent asphalt and 
and 46 percent kerosen< 
If 1,000 gallons of 120 to 150 p 
asphalt cement represent 54 per 
MC-30 to be produced, then the 
gallons of kerosene to be add 
asphalt cement can be determir 
use of this simple proportion: 

percent of asphalt _ percent kero; 
1,000 gal XgaT 

54 = 46_ 
X 



or 



1000 



Y _ 46x1,000 _ 
55 



836 gal 



The number of gallons of MC-31 
by adding 1,000 gallons of asph 
and 836 gallons of kerosene is t 
1,000 + 836 = 1836 gal MC-30 



106 



(2) To determine the percentages of kerosene 
to be added to MC-3000 to produce MC- 
30, the formula given below is used: 

100 (a-b) 
^~ (100-b) 
Where X = percent kerosene to be added to 

MC-3000 

a = percent kerosene in MC-30 = 46 
b = percent kerosene in MC-3000 = 14 

Then X 100 (46-14), 3200 
men .A.- (100 _ 14) - g6 

= 37.2 percent kerosene to be added to 
MO3000 to produce MC-30 

rru 37.2 _ percent kerosene 
Then "750 ~ X^l 

(3) To determine the number of gallons of 
MC-30 that can be produced by combin- 
ing the 750 gallons of MC-3000 with kero- 
sene: 



X=gal of kerosene required to 750 gal of 

MC-3000 

X = 100 -37.2 = 62.8 percent MC-3000 
62.8 37.2 



X = 



750 
750x37.2 



X 



62.8 

X= 444 gal kerosene 
Checking the availability of kerosene: 

Total available = 1750 gal 

Used previous = 836 gal 

Now available = 914 gal 
Since 914 gallons of kerosene are available 
and only 444 gallons are needed, enough 
kerosene is available to thin all of the 
MC-3000. Adding the 750 gallons of 
MC-3000 to the 444 required gallons of 
kerosene: 

750 + 444 = 1194 gal MC-30 
The total number of gallons of MC-30 is: 

1836 + 1 194 = 3,030 gal MC-30 



CHAPTER 8 
MATERIALS ESTIMATES 



5. Introduction 

bituminous materials and aggregate are corn- 
ed in various proportions to .obtain the most 
isfactory surface. Accurate estimates are ex- 
mely important to avoid an inadequate supply 
,h consequent delay in production or to avoid 
jrsupply and waste of materials. Estimates 
iuld be based on the sequence of operations and 
! materials required for each construction step, 
vterials should arrive at the paving site shortly 
'ore they are actually needed. Because later ad- 
tments may be necessary, only the minimum 
lount of materials required for full-scale opera- 
n should be kept on hand. The formulas in the 
lowing paragraphs have been set up to take into 
isideration the shrinkage that takes place when 
; bitumen, cools after barreling operations by 
ng 40 gallons per barrel as a conversion' factor. 
lis does not consider the loss of bitumen in de- 
rreling operations. 

16. Requirements for a Prime Coot 

Po estimate the amount of bitumen required for 
j prime coat, the area to be treated is multiplied 
the rate of application. The estimate must in- 
ide sufficient bitumen for an additional width of 
'oot on each side of the surface course to be con- 
ucted on the primed base. 
The formulas for a prime coat estimate are 

Lx (W+2) xR b X (1.00+H b ) 



9 
Lx (W+2) xR b x (1.00 +H b ) 



-gallons, or (8-1) 



360 



barrels 



(8-2) 



where: 



G= gallons of bitumen primer. 
B= barrels of bitumen primer. 
L= length of treated section in feet. 



R b =rate of application of bitumen in 

gallons per square yard. 
H b = Handling loss factor for bitumen. 
9= square feet per yard conversion fac- 
tor. 

360=40x9 or gallons per barrel and 
square feet per square yard conver- 
sion factor. 

Example: The specifications and other data for a 
prime coat project are as follows: 
L=3 miles = 3x 5,280 =15,840 feet 
W= 23 feet 
R b = 0.3 gal/sq yard 
H b = 0.05 or 5 percent 
Find the number of gallons of bitumen^ 
(G) necessary to do this project. * 

. .. ^ 15,840x (23+2) X0.3X (1.00+0.05) 

Solution: {j= : 

y 

G = 13,860 gallons 

147. Requirements for a Tack Coat 

The procedure for estimating the bitumen re- 
quired for a tack coat is similar to that described 
for a prime coat except that the tack coat is gen- 
erally applied only .over the proposed width of the 
pavement. The formulas for a tack coat are 

LxWxR b x(1.00+H b ) 



9 



-gallons, or (8-3) 



360 



barrels, 



(8-4) 



where: 



G = gallons of bitumen. 
B = barrels of bitumen. 
L= length of treated section in feet. 
W= width of treated section in feet. 



360=40x9 or gallons per barrel and 
square feet per square yard con- 
version factor. 

Example: The specifications and other data 

for a tack coat project are as fol- 
lows: 

L= 2.7 miles = 2.7x5,280 = 14,256 feet 
W= 23 feet 
Rb=0.5 gal/sqyd 
H b = 0.05 or 5 percent 
Find the number of barrels of bitumen 
that will be needed to do this project. 
Solution: 

14,256 x 23 x 0.5 x (1.00+0.05) 

360 
B = 478.2, or 478 barrels 

149. Requirements for a Surface Treatment 

In bituminous surface treatments, the unit quan- 

tities of bitumen and aggregate can be determined 

by a test strip, by specifications of the job, or by 

an approximation of about 1 gallon of bitumen for 

every 100 pounds of aggregate, or 0.1 gallon of 

bitumen for every 10 pounds of aggregate. The 

weight of the aggregate, one stone in depth, re- 

Squired to cover 1 square yard is determined by 

spreading the aggregate to be used one stone in 

depth over a measured surface, weighing it, and 

computing the amount in pounds per square yard. 

The formulas for. a surface treatment are 



LxWxR B x(1.00+H.) 

- =-- - - 
y 

LxWxR a x(1.00+H a ) 



, /Q _, 

pounds, or (8-5) 



~ 18,000 

tons for the determination (8-6) 

of aggregate. 
where: 

P = weight of aggregate in pounds. 
T= weight of aggregate in tons. 
L= length of treated surface in feet. 
W = width of treated surface in feet. 
R a = rate of application of aggregate. 
H ft = handling loss factor for aggregate. 
9= square feet per square yard conversion 

factor. 

18,000=2,000x9 or pounds per ton and square 

feet per square yard conversion factor. 

The formulas for bitumen determination are, the 

ame as those for a tack coat. The materials for a 



multiplied by the number of treatment passes. 

Example: A test strip with an area of 100 sq\ 
yard was used to determine the qi 
tities for a single surface treatm 
Careful control was made of matei 
and handling losses were negligible 
check of materials consumption sho 
that 1.50 tons of aggregate and 30.0 
Ions of bitumen were used. Based 
previous experience an aggregate h 
dling loss of 10 percent (0.10) an 
bitumen handling loss of 5 pen 
(0.05) are expected. Find the torn 
aggregate and barrels of bitumen ne 
sary to make a single surface treatrr 
on a road 23 feet wide and 10 rr 
long. 

Solution: 

(1) Aggregate 



1.50 tons x 2000 Ib/ton 



on .. , 

= 3 lb/Sq 



* lOOsqyd 

T (10x5,280) X23x30 (1.00+0.10) 

18,000 

T = 2226.4, or 8227 tons 
(2) Bitumen 



B = 



(10x5,280) X23x0.30x (1.00+0.0! 



360 
B= 1062.6, or 1063 barrels 

1 49. Requirements for Penetration Macad 

The procedure for determining the amount 
bitumen for a penetration macadam pavemen 
identical to that outlined for a tack coat and f 
surface treatment, that is, area X rate X hand 
loss. The approximate amount or rate of the fc 
men is 0.75 gal/sq yd per inch of compacted th 
ness. For example, a 2-inch compacted thick 
will require 2x0.75 or 1.5 gal/sq yd. To deterr 
the loose volume of aggregate, the area to be pt 
is multiplied by the compacted thickness of 
aggregate and the compaction factor, which is 
ratio of the volume of loose aggregate to the 
ume of compacted aggregate. The compaction 
tor for a 4-inch loose layer of aggregate compa 
to 2 inches is 2. If a 2-inch compacted thickne 
desired and the compaction factor is 1.5, the 1 
thickness is 1.5x2 inches, or 3 inches. The c 



relation to the angularity and roughness of the ag- 
gregate, the loose thickness of the layer, and the 
weight of the roller. Compaction factors usually 
vary from about 1.2 to 1.5. 
The formulas for penetration macadam are 

LxWxFPTxCFx (1.00 + H a ) 



V = 



324 



loose cubic yards (8-7) 

where : 

V= loose volume of aggregate in cubic yards. 
L= length of surfaced area in feet. 
W= width of surfaced area in feet. 
FPT= finished pavement thickness in inches 
(depth of surface after all compacting 
operations are completed). 
CF= compaction factor or ratio of loose depth 

toFPT. 

H a = aggregate handling loss factor. 
324=36x9 or inches per yard and square feet 

per square yard conversion factor. 
The formulas for bitumen determination are the 
same as those used for a tack coat and those for 
chokestone and keystone the same as those used 
for multiple surface treatments. 
Example: The specification ahd data for a pene- 
tration macadam project are as follows: 
L=2 miles 
W= 23 feet 
FPT= 3 inches 
CF= 1.5 

R b =2.3gal/sqyd 
H a =0.10 or 10 percent 
H b = 0.05 or 5 percent 
Find the number of barrels of bitumen 
and loose cubic yards of aggregate 
needed to complete this project. 

_._ (2x5,280x23x2.3x (1.0 + 0.05) 
B_ _ 

B= 1629.32, or 1630 barrels 
y _ 10,560 x 23 x 3 x 1.5 X 1.10 

324 
V= 3710.7, or 3711 cubic yards 

150. Road-Mix Pavement 

Estimates of aggregates required for road mix 
are identical to requirements for penetration 
macadam pavements. The Modified Marshall 
Method (paras. 30 through 32) should be. used for 
determining the amount of bitumen required. On 
the basis of experience, approximately 0.5 gallons 



compacted inch ot pavement. ii a i-J 
pavement is to be placed, 0.5 gal/sq y 
proximate rate of application for the bi 
rate of application is based on the us 
graded aggregate with a 1-inch maxin 
size.) The formulas for a road-mix es 
identical to those used for a penetratic 
Example: The specifications and othe 
road-mix project are as foil 
L= 1.1 miles (1.1x5,280 = 5 
W = 23 feet 
FPT=2 inches 
CF=1.3 

Rate of bitumen application 
yd/inch of compacted pavement. 
H a = 0.10 or 10 percent. 
H b = 0.05 or 5 percent. 
Find the barrels of bitume 
cubic yards of aggregate ne 
job. 

Solution: 

R b = (0.5 gal/sq yd/inch of FOT) x 2 ir 
R b = 1.0 gal/sq yd 

5,808 x 23 x 1.0 x( 1.00 + 0.05) 

360 

B = 389.6, or 890 barrels 
v _ 5,808 x23 X 2 x 1.3 X (1.00 + 0.10) 

324 
V= 1179.2, or 1180 loose cubic yards 

151. Plant Mix 

a. Mix Requirements by Weight. 1 
the plant mix, by weight, required 
paving area, the compacted volume in 
multiplied by the unit weight of the m 
per cubic foot. Unit weight may be 
with the Marshall method as described i 
When the exact unit weight of a plant 
been determined, an estimated weight o 
per cubic foot may be used. (Unit weig 
between 140 pounds and 150 pounds pe 
cubic foot.) The formulas used for thi 
plant mix determinations are: 

m LxWxFPTxUW, 



24,000 



, .... .. 

tons if the unit -v 



plant mix is known, or T = 



LxWxFPl 



160 
tons if the ui 
weight of the plant mix is not known wh 



110 



W= width of paved area in feet. 

FPT=finished pavement thickness in inches or 

the depth of the pavement in inches after 

the completion of all compaction operations. 

UW=the exact unit weight of compacted plant 

mix in pounds per cubic foot. 
24,000 =2,000 X 12 or pounds per ton and inches per 

foot conversion factor. 
160=24,000/150, where 150 is the upper range of 

mix unit weights usually encountered. 
An example problem is given below. 
Situation: 

A 2-inch thickness of plant mix is desired on a 
110 foot by 650 foot parking lot. Find the tons 
of plant mix required for this project if the unit 
weight of plant mix is 147 pounds per cubic feet. 
Solution: 

L= 650 feet 
W= 110 feet 
FPT= 2 inches 
UW=1471b/cuft 

650x110x2x147 

24,000 

T= 875.9, or 876 tons 

b. Proportioning Materials. The amount of ma- 
terials that are components of the plant mix must be 
determined. This is best achieved by a proportion- 
ate method. The formulae for this method are 
difficult and are best demonstrated by the follow- 
ing example. 

Example: The required tonnage of plant mix for a 
project is 800 tons. The aggregate blend 
is 50/40/10 (percentage course aggre- 
gate/fine aggregate/mineral filler). The 
bitumen content is 6 percent. How 
many tons of each aggregate are re- 
quired? 

Solution: Total aggregate percent by weight ==100 
-6 = 94 percent, or 0.94. 
Coarse/aggregate =0.94 X 50 percent = 
47.0 percent by weight of the total mix. 
Fine aggregate = 0.94x40 percent =37.6 
percent by weight of the total mix. 
Mineral Filler = 0.94x10 percent =9.4 
by weight of the total mix. 



ponent of the mix. The results should be adji 
so that the sum of the tonnage of componen 
equal to the required tonnage of plant mix. 

Coarse aggregate = 800 X 0,470 = 376.0 
Fine aggregate = 800 x 0.376 = 300.8 
Mineral filler =800x0.094= 75.2 
Bitumen =800x0.060= 48.0 

Total 800.0 

(The bitumen weight was calculated as a chi 

152. Mileage Requirements 

To determine the number of miles of surfi 
that can be constructed with a given amour 
bitumen and aggregates, the amount requirec 
1 mile is computed by the use of the approp 
formula from paragraphs 146 through 151 
the result is divided into the amount of avai 
materials. In the example given below, the aggrt 
is the controlling factor. 
Example: It is necessary to know the numb< 

miles of single surface treatment 

can be applied on a road with the 

terials on hand at a. stockpile. 

W = 23 feet 

R a = 201b/sqyd 

G = 30,000 gallons 

T =1,500 tons 

R b = 0.20gal/sqyd 

H B = 10 percent, or 0.10 

H b = 5 percent, or 0.05 

T = tons per mile. 
Solution: 

_ 5,280 X 23 X 20 x( 1.00 + 0.10) 
1- 18,000 

T!= 148.4 tons per mile 

1 500 
Mileage with available aggregate =-^ = 10.1 : 



5,280 X 23 X 0.20 x (1.00 + 005) 
9 



= 2833.6 ga 
per mil 



30 000 

Mileage with available bitumen = ' = 10.6 ; 

2,066. \j 

The smallest number always governs, thus 10.1 1 
is the maximum length of road that can be eurl 
using materials on hand at the stockpile. 



CHAPTER 9 
MAINTENANCE AND REPAIR OF BITUMINOUS WEARING SURFACES 



Section I. INTRODUCTION 



. Need For Maintenance 

Maintenance and repair of roads and airfields 
jarticularly important because of increased mo- 
y in modern warfare. Damage caused by the 
;ht of heavy loads, by the abrasive action of 
:ary traffic, and by combat conditions must be 
ired as quickly as possible. The repairs must 
i be made under difficulties, such as shortages 
len, materials, and equipment; a lack of time; 
the possibility of continuing or imminent attack. 

Continous maintenance cannot be .overempha- 
1. Small repairs made immediately are much 
per in all aspects to major repairs made at a 

date. 

. Principles of Maintenance and Repair 

For effective results, the cause of failure must 
jorrected. If surface repairs are undertaken 
out correcting a defective subgrade or base, 
damage will reappear within a short time and 
cely to become more extensive. A minor main- 
nee job that is postponed is likely to develop 

a major repair job involving subgrade, base 
se, and wearing surface. Surface repair without 
action of the basic cause is justifiable only as 
jmporary measure to meet immediate needs 
;r combat conditions or other urgency. 

Maintenance and repair .of existing surfaces 
Id conform as closely as possible to original 
ifications for strength, appearance, texture, and 
m. If the original specifications are disre- 
ed, recurring maintenance may be necessary on 
s that are below standard or differences in 

'and traffic impact may result from spot 



hazards that will result from complete failure of 
the paved area. For example, roads used for the 
support of tactical operations should have priority 
over less essential facilities. A single pothole in an 
intensively used road which is otherwise in excellent 
condition, should take priority over repair to less 
extensively used roads that are in poor condition. 

d. Any stable material may be used for tem- 
porary repairs in combat areas or in areas where 
suitable material is not available and the area must 
be patched to keep traffic moving. Soils of good 
quality and masonry or concrete rubble are suitable 
for this purpose. All such patches must be thor- 
oughly compacted and constantly maintained. 
More permanent patching should be accomplished 
as soon as possible. 

e. Shoulders should be bladed to facilitate drain- 
age of rainwater from the surface. Ruts and wash- 
outs should be filled. Shoulder material should be 
graded flush against pavement edges to restrict 
seepage of water to the subgrade and to prevent 
breaking of the pavement edge from the action of 
traffic on the shoulder. Material displaced from 
shoulders should be replaced with new material 
hauled in as required. 

/. Repairs with bituminous materials are most 
successful when they are made in warm, dry 
weather. When breaks occur during cold weather, 
they should be repaired on a temporary or expedient 
basis to prevent progressive failures, until weather 
conditions permit adequate repair. Frost and mois- 
ture should be eliminated from the area with sur- 
face heaters or blowtorches, or by pouring gasoline 
on the area and igniting it. 

1 55. lntMrt!on 



ous and developing into major defects. Inspection 
is particularly important during rainy seasons and 
spring thaws, and after heavy storms. An inspection 
of surface defects should include investigation of 
the causes. Drainage systems should be inspected 
to assure that all drainage channels and structures 
are unobstructed by debris of any sort. Checkdams 
should be inspected for debris and excessive erosion. 



Drainage inspections should be made during evei 
storm, or immediately after a storm. Particular 
thorough inspections should be made in the late f i 
in preparation for the winter season, and again 
the spring. The value of periodic inspections wi 
immediate maintenance cannot be overemphasize 
In most cases, repair of only the surface will 
necessary if adequate inspection is made. 



Section II. SURFACE FAILURE AND REPAIR 



156. Causes of Surface Failure 

The principal causes of surface failure are sub- 
grade or base failure, disintegration of the surface, 
instability, or combat failure. 

157. Subgrade and Base Failure 

A bituminous wearing surface is directly depend- 
ent on its base for its load-carrying capacity. When- 
ever the subgrade or base course fails, the part 
of the wearing surface that lies above the weakened 
area will also fail. Factors that may cause a base 
to fail are inadequate drainage, frost action, un- 
satisfactory compaction, unsatisfactory materials, 
I and overloading. 

1 58. Disintegration 

Disintegration, or decomposition of the surface, 
may be the result of hardening of the bituminous 
film, insufficient bitumen, or stripping of the bitu- 
men. 

a. Hardening oj Bituminous Film. The asphalt 
film starts to harden at the time the bitumen is 
applied, and the process continues during the entire 
life of the surface. This process is usually referred 
to as oxidation. Continuous exposure to the weather 
slowly hardens the bitumen, which loses its resil- 
iency and becomes brittle. To anticipate failure 
from oxidation, the yearly decrease in penetration 
residue, or rate of oxidation, should be estimated 
and checked periodically. Loss of penetration value 
from oxidation for 3 years might be anticipated as 
shown in the following example: 
Example: Material with an initial penetration resi- 
due of 60 would be expected to harden 
in a temperate climate as shown below. 
If the rate of oxidation remains above 
30, failure from oxidation is unlikely to 
occur. A rate of less than 20 indicates 





Rate of oxidat 




(Penetralia 


Percent Ion 


residue) 


20 


48 


10 


42 


10 


36 


5 


33 



that the pavement is brittle and that 
will crack, ravel, and generally disini 
grate. 

Period 

Placement 
End of first year 
End of second year 
End of third year 

b. Insufficient Asphalt. Failure from disintegi 
tion may be caused by insufficient bitumen resu 
ing from poorly designed mix, unsatisfactory pi 
portioning of the aggregate and the bitumen, or : 
adequate mixing. 

c. Stripping oj the Bitumen. Water may be 
sponsible for surface failure by causing the asph 
film to separate from the surface of the aggrega 
If the aggregate absorbs too much water, the agg 
gate and bitumen may separate. Other causes i 
the use of unsuitable or insufficient bitumen, inai 
quate mixing, or a combination of these factc 
The bitumen may also strip from dirty aggreg 
or be cut away by a petroleum distillate. 

159. Instability 

An unstable wearing surface is incapable of wi 
standing deformation under the impact of tra 
Causes of instability are as follows: 

a. Too much bitumen. 

b. Smooth aggregate. 

c. Bitumen that is too soft. 

d. Low density resulting from insufficient c( 
paction. 

e. Unsuitable mix design or gradation of the 
gregates, and unsatisfactory placement. 

/. Uncured prime. 

g. Overpriming or excess tack coat. 

h. Dirt between the surface and base course. 



laiiure umy ue uauaeu uy oomuing, sneu- 
ing, or other enemy action. Nuclear airburst may 
harden or disintegrate a bituminous wearing sur- 
face. Continuous use of bituminous paved air- 
fields by jet aircraft is likely to burn or scorch the 
surface, causing a pavement failure. 

1*1. PotheJet 

Potholes are the most frequent type of failure 
found in bituminous wearing surfaces. Potholes 
may be caused by defective drainage, frost action 
in the base, settlement of the base, or heavy traffic. 
A small pothole may be surrounded by a large 
area that is progressively failing. A pothole may be 
repaired with a hot or cold premix patch or a pene- 
tration patch (paras. 169-177) . If a large area has 
many potholes, the paving system must be entirely 
reworked or replaced, depending on the type of 
bituminous material used in the original pavement. 

162. Raveling 

Raveling occurs when the bond breaks down 
between the aggregate and the bitumen. Raveling 
is disintegration of the surface, with the damage 
starting at the top. Raveling is frequently caused 
by a bitumen that becomes brittle and can no longer 
bind the aggregate together. A scorched bitumen 
or any of the factors that cause disintegration may 
produce raveling. Raveling is repaired by applying 
a skin patch or a seal coat (paras. 177 and 178). 



. Cracking 

Surface cracking first appears as minute hairline 
racks visible only under careful scrutiny. The 
racks run lengthwise of the road and appear to be 
more numerous toward the edges of the traveled 
area. Surface water may seep through the cracks 
to the base and cause serious base failure and the 
formation of potholes. Cracks wider than % inch 
are filled with a lean sand-asphalt mix of 2 to 3 
percent MC-250, RC-250, or RT-4, and a fine- 
graded sand. Cracks are cleaned with compressed 
air. The sand-asphalt mix is broomed into the 
cracks until they are full, and tamped with a spad- 
ing tool. The filled cracks are sealed with RC-70, 
RC-250, or RT-6, and covered with sand. Infre- 
quent small cracks are also filled with RC-70, 
RC-250, RT-6, RS-1, or RS-2. When surface 
cracks and checks are so extensive that water seeps 
through the cracks into the base course and endan- 
gers the pavement, a sand seal is applied. The 



material applied. An even coating of clean, 
sand should be applied directly on the bitumen 
rolled until the sand is Veil set. The area sh 
not be opened to traffic until the bituminous 
has set and will not pick up under traffic. 

164. Rutting and Shoving 

Rutting and shoving of the wearing surface 
be caused by instability. Defects caused by 
much cutterstock in the bitumen may be corre 
in road-mix pavement by blading the material i 
one side of the strip to the other until the vol 
substances evaporate. For excess bitumen in 
mix, sufficient new aggregate is added and mi 
is continued until the bitumen is evenly distribi 
The mix is then reshaped and rerolled, and a 
coat may be applied. In hot-mix pavements, e? 
bitumen requires removal and replacement of 
affected area. Weakness of the base should be 
rected by reworking the pavement. 

165. Corrugation 

Corrugation of a bituminous wearing surface 
be caused by any of the conditions discusse 
the preceding paragraph and corrected in the 
manner. Corrugation of a surface treatment 
quently occurs when the bond has been bn 
between the surface and the underlying course, 
repair this defect, the surface should be remc 
the base reconditioned and primed, and a 
surface treatment applied. 

166. Burned Areas 

Bituminous materials that have been burne 
overheated in processing the mix become bi 
and lifeless. The full depth of the pavement cc 
constructed from such material must be rem 
and replaced. 

167. Needing 

Bituminous surfaces frequently bleed, or e 
bitumen, in hot weather. Bleeding causes a slip 
condition that is hazardous to traffic and may 
sibly cause the surface to become rutted 
grooved. This condition should be remediec 
quickly as possible. If bleeding is caused by 
much bitumen or by inadequate curing, the wet 
surface must be replaced or reworked. As an e 
dient method for light bleeding, a light, uni 



114 



coat of fine aggregate or coarse sand should be ap- 
plied. Fine sand is unsatisfactory. The pavement 
^should be rolled if possible or the traffic permitted to 
compact the aggregate. A ligh,t drag should be used 
to keep the aggregate spread uniformly, and addi- 
tional applications made as required. For heavy 
bleeding, instructions for light bleeding should be 
followed, but a larger aggregate should be used in- 
stead of sand. 

16$. Settlements and Depressions 

If settlements are caused by failure of pipes, 
culverts, or supporting walls, repairs to these struc- 
tures must be made first. Minor settlements and 
depressions frequently are repaired by surface 



treatments. The edge of depression should 
marked with chalk or paint. The surface of the pa\ 
ment within the marking should be cleaned the 
oughly and a tack coat applied of not more th 
0.1 gallon per square yard. Materials should 
used similar in character and texture to those 
the adjacent pavement. The patching mater: 
should be placed, raked, and rolled. Larger settl 
areas are repaired with one or more applications 
bituminous material on top of the existing surfa< 
or by removing the surface course and bringing t 
base up to proper grade. Under suitable weatt 
conditions, many types of bituminous surfaces m 
be bladed to one side of the affected area and th 
relaid after the base is readjusted. 



Section III. BITUMINOUS PATCHES 



169. Types of Patches 

The types of patches used for repair of bitumi- 
nous wearing surfaces are premixed patch, penetra- 
tion patch, skin patch, and seal coat (surface treat- 
ment). If the damage is extensive, the entire pav- 
ing system should be reworked and replaced. The 
following paragraphs discuss the composition and 
use of various patches. Instructions are given in 
^paragraph 174 for the repair of potholes. 

170. Premixed Bituminous Patching Mixes 

Both hot and cold mixes are used for premixed 
bituminous patches. Small quantities of hot mix or 
cold mix often may be obtained locally or the mix 
may be prepared on the job. Hot mixes prepared 
at a central plant are generally used for extensive 
repair. Hot mix can be used with less delay from 
inclement weather than cold mix, and hot-mix 



patches can be opened to traffic in a shorter tin 
New cold patches displace easily under traffic bef< 
the volatile substances have evaporated. Also, h< 
mix patches have a longer life and less tendency 
ravel at the edges. Hot-mix patching material 
prepared in accordance with instructions for hot-n 
in paragraphs 113 through 134. Composition 
premixed cold patches and the method of prepari 
the mix are described below. 

171. Composition of Premixed Cold-M 
Patches 

Cold patching mixes can be made with a mi: 
mum of equipment if the materials are carefu 
selected and the mix is carefully processed a 
stored. Cold mixes may be premixed in wa 
weather, stockpiled, and used several months l&i 
Aggregate gradations for the different types 
patching mixes are listed in table XII. 



Table XII. Aggregate Gradation for Bituminous Patching Mixes 





Percentage (by weight) passing square-meshed lievea 


Sieve 


I. Denie-graded 
plant mixes 


II. Dense-graded 
plant mixei 


III. Open-graded 
plant mixei 


designation 


(long storage) 


(short storage) 






Gradation 




1-1 


I~2 


1-8 


1-4 


II-l 


II-2 


I II-l 


HI-2 


1-inch 














100 




J-inch 


100 


100 






100 




90-100 




i-inch 


86-95 


85-95 


100 


100 


80-85 


100 


60-85 


100 


f-inch 


75-85 


75-90 


85-90 


85-95 


65-75 


80-85 


30-65 


85-100 


No. 4 


SMO 


55-75 


55-75 


60-80 


35-50 


40-55 


5-25 


10-30 


XTx. 


An An 


A(\ AA 


4K_AK 


u7n 


25-90 


30-45 


0^5 


0-10 



ate of 3 1 X> to 7 percent by weight of dry aggre- 
;e. The SC-800 and MC-250 mixes may be 
red for many months and are satisfactory for 
nporary roads and for temporary patching of 
avily traveled surfaces. 

b. Dense-Graded Plant Mixes (Short Storage). 
ese mixes are made with MC-800 or MC-3000 
d RT-7 to RT-12 at the rate of 3V, to 7 percent 

weight of dry aggregate. They stiffen fairly 
)idly but can be stored for several weeks during 
t weather. 

;. Open-Graded Plant Mixes. These mixes are 
ide with RC-800, RC-3000, RS-1, MC-250, 
d RT-7 to RT-12 at the rate of 3 to 5 percent 

weight of dry aggregate. Mixes of this type cure 
thin 6 to 20 hours under average weather con- 
,ions and cannot be stocked for long. They are 
sirable when the patch is to be used immediately. 
d. Other Cold Mixes. Many other cold mixes 
apted to local materials can be used. Where tar 
available, mixes using aggregate gradation No. 
-1 in table XII and 14 to 16 gallons of RTCB-5 
RTCB-6 for each loose cubic yard of aggregate 
2 satisfactory. These mixes will remain in usable 
ndition after several months of storage. 

'2. Moisture Content of Aggregates for 
Premixed Cold Patches 

In most cold patching mixes, dry aggregate is 
quired for a satisfactory mix. Damp aggregate 
jquently reduces the life of the patch unless emul- 
>ns are used. With some emulsions, too much 
Disture in the aggregate may be detrimental. Dur- 
g the summer months, sundried aggregate is us- 
lly satisfactory. In unfavorable weather, the ag- 
egate may be dried with small portable dryers or 
mil quantities of aggregate may be dried by heat- 
g in a pan over an open fire, turning the aggregate 
iquently to hasten drying. Covered storage is 
sirable for small quantities of dry aggregate. 

r 3. Preparation of the Cold Mix 

a. Proportioning. For stability, the gradation of 
grcgates and the amount of bitumen used are 
important in patching mixes as they are in the 
nstruction of new pavements. If the ingredients 
e no 4 - accurately proportioned, the patch may 
ove ... ravel and it is likely to break down in a 
ort time. Because aggregates vary greatly in 
ality and grading, the quantity of bitumen used 



needed to coat the increased surface area in a 
given volume. For most crushed stone, 2 quarts 
of bituminous material usually are used for 1 cubic 
foot of crushed stone. More bitumen will be required 
for fine sand. For any gradation, correct bitumen 
content of the mix is indicated by a dull black color 
with all particles coated. When the mix is thrown 
into a pile, the particles should slowly roll over each 
other or creep. 

b. Application of Bitumen. The asphalt kettle or 
bituminous distributor usually is used to heat, trans- 
port, and apply bituminous material. An accurate 
thermometer is necessary for controlling tempera- 
tures. The bitumen should be heated to the mixing 
or spraying temperature given in table X. Safety 
precautions for heating bituminous materials must 
be observed. The bituminous material should be 
constantly agitated while it is being heated, either 
with a pump attached to the equipment or by stir- 
ring. For surface patching, sufficiently accurate 
distribution of bituminous material can be made 
with a handspray by keeping the spray nozzle at a 
distance from the work and moving it at a uniform 
rate. Bitumen is distributed from pouring pots only 
for crack filling. If it is necessary to use pourin 
pots for surface patching, the application should 
broomed for uniform coverage. 

c. Mixing. A pugmill or similar type of mixer 
gives the best results for cold mixes. If the pugmill 
is unavailable, one of the more workable mixes 
with open-graded aggregates can be blended in a 
mortar mixer. Another method is to spread the 
aggregate on an abandoned section of pavement, 
apply the bituminous material with a bituminous 
distributor, and mix with a motor grader. The mix 
may be used immediately or stockpiled. For small 
quantities, the open-graded mix may be hand-mixed 
with shovels. 

174. Repairing a Pothole 

For best results, patches should have the same 
density and should shed water as effectively as the 
surrounding area. Hand-tamping of the area below 
the surface is usually necessary. Successive layers 
of patching material should not be more than 3 
inches deep. Instructions for repairing a pothole or 
burned area are given below. 

a. The mix should be prepared as instructed in 
paragraph 173. 

b. The area surrounding the pothole should 




Fiyure 64. Correct removal of material from a failure area. 



marked off with the sides of the area parallel to 
the direction of traffic (fig. 64). The area marked 
should include all surrounding weak material. 

c. The failed area should be removed (fig. 65), 
including base material that may be weak. A 
rectangular hole with vertical edges should be cut 
to hold the patching material against the push of 
traffic. All loose and defective material should be 
removed. When a patch is placed adjacent to the 
shoulder of a road or airfield, the patch should be 
keyed to the shoulder as shown in figure 65. 

d. To replace the base, the bottom of the hole 
should be refilled in thin layers with new base 
material and each layer tamped thoroughly. The 
base material should consist of approximately %- 
inch crushed stone. The pothole should be filled 
to the level of the bottom of the wearing surface 
if the wearing surface is more than 2 inches thick. 



If the wearing surface is less than 2 inches th 
it should be refilled to within 2 inches of the 
of the hole. 

e. A light tack coat should be applied on the i 
base material and on the sides and around the ec 
of the hole. The tack coat provides a bond betw 
the new base material and the patching mix. 
RC-2, RC-3, or RC-4 is suitable for use as a t 
coat. The tack coat should become sticky be 
the patching mix is placed. 

/. For handpatching, premixed materials she 
be shoveled into place, not dumped or drop] 
The patch is leveled by slight raking. Dumj 
or dropping the premix produces a compacted i 
that must be turned or moved to obtain a unif 
texture. Heavy raking is used only for feat! 
edging patches. The coarse material is pushed 
ward the center of the patch with the back of 




FAILURE 
SHOULDER 



CLEAN "AND TRIM TO RECTANGULAR 
LINES AND VERTICAL FACES 






REPLACE BASE MATERIAL AND 
COMPACT THOROUGHLY BY TAMPING 




PRIME BOTTOM AND PAINT SIDES OF 
HOLE WITH LIGHT- GRADE BITUMINOUS 
MATERIAL LET DRY UNTIL BITUMEN 
BECOMES TACKY 




BUILD UP WITH 3" OR SMALLER LIFTS 
OF COMPACTED BITUMINOUS PRE-MDCED 
MATERIAL 

Figure 65. Steps in repairing a pothole. 



ke. For small surface applications, the aggregate 
spread with shovels as evenly as possible. Slight 
eeping or raking is necessary for uniform appli- 
tion. Bituminous patches must be compacted to 
tain the required density and to seal the aggre- 



gate. For small repairs where use of the roller is 
impracticable, or for larger repairs not accessible 
to power rollers, the patch should be hand tamped, 
leaving a slight crown for further compaction. 
g. To compact the surface, the top of the patch 



Pi is hardening. Tampers or rollers should be used 
for compaction or a truck may be driven slowly 
over the patch. 

1 75. Penetration Patch 

A penetration patch is made with macadam ag- 
gregate and a hot bitumen. It is essentially the 
mix used in penetration macadam pavement. The 
failure around the pothole should be cut out in 
accordance with the procedure for premix patches 
given in paragraph 174, and the cause of failure 
corrected when possible. Layers of suitable base 
material should be placed, compacted, and lightly 
tacked, and a coarse layer of aggregate tamped into 
the hole. The aggregate should be broken stone 
or slag, with a maximum size of 2 or 3 inches, 
depending on the depth of the hole. If hot bitumen 
is used, the aggregate should be nearly uniform in 
size rather than graded from coarse to fine. Ag- 
gregate gradations shown in table II for penetra- 
tion macadam wearing surfaces may be used. Be- 
cause the strength of the-patch depends on the inter- 
locking of the* aggregate particles, crushed aggregate 
should be used. The bonding qualities of the bitu- 

en are of secondary importance in this type of 
atch. The bitumen may be asphalt cement, 85 to 
100 penetration, RT-12, or preferably an RC-3000. 
Rate of application is usually 1 gallon per square 
yard for the top inch, and % gallon per square 
yard for each additional inch of depth. The bitu- 
men is heated and applied in accordance with in- 
structions given in paragraph 1736. The process is 
repeated until the-hole is filled to grade. After the 
application of the bitumen, the voids in the first 
layer of macadam aggregate should be keyed and 
choked with intermediate aggregates in accordance 
with the procedure outlined in paragraph 92 for 
penetration macadam pavement. This process 



slightly high to allow for compaction from traf 
Excess bituminous material should be avoided ir 
penetration patch. 

176. Modified Penetration Patch 

RS-1 emulsified asphalt can be used in making 
modified penetration patch less than 2 inches thi 
Procedures are practically the same as for the pei 
tration patch. Materials used for successive opei 
tions are listed in table XIII. The modified pei 
tration patch should not be opened to traffic ur 
it has thoroughly cured. 

177. Skin Patch 

A skin patch is a single surface treatment u 
to correct cracking and raveling on small areas 
a wearing surface caused by a brittle bitum 
Skin patches seal the defective areas and reconi 
tion the wearing surface. After the damaged ai 
is swept clean, a coat of asphalt cutback is appli 
Usually an RC-800 is used at a predetermin 
rate. The bituminous coat is then covered w 
fine aggregate and lightly rolled or tamped to s< 
the aggregate. The aggregate usually used is ab< 
^-inch stone or clean coarse sand. In general, 
proximately 1 gallon of bitumen is used for 1 
pounds of aggregate, regardless of the size of 1 
aggregate. 

178. Seal Coat 

A seal coat is a single surface treatment ui 
to seal large cracked or raveled areas. Basical 
a seal coat is a sprayed application of bitun 
covered with a thin layer of aggregate. The amoi 
of bitument is dependent on the type of aggrega 
usually about 1 gallon of bitumen is used for ev< 
100 pounds of aggregate. Double surface tre 
ments may be used if necessary. 
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Section IV. REPAIR OF CRATERS 



JI79. Introduction 

Bombs, shells, land mines, and cratering charges 
may produce extensive craters in roads and air- 
fields. The use of brick for expedient repair of 
craters is discussed in part four. Surface damage 
presents no unusual repair problem, but the ex- 
plosion may displace large areas of subgrade or 
cause instability. Drainage also may be disrupted 
so that water penetrating the broken surface ac- 
cumulates and further softens the subgrade. Satis- 
factory repairs require the restoration of subgrade 
stability to support the traffic and prevent undue 
settling of the surface after repairs have been com- 
pleted. 



180. Procedure 

Procedures for repairing a crater are as follows: 
a. All damaged surfacing around the edge of the 

crater should be removed, as "well as surfacing that 

is not firmly bonded to the base course. 

6. Surface and base course should be trimmed 

to a sound vertical edge. 

c. Water, mud, and debris should be removed 
from the crater and its sides trimmed. 

d. The crater should be filled with successive 
- to 8-inch layers up to the original level of the 

subgrade. Each layer should be thoroughly tamped 
and compacted with hand or pneumatic tamping 
tools. A'fer the material has reached a suitable 
level, compaction equipment can be pulled or driven 
across the crater. Dozers may be used for com- 
pacting granular materials, but because they exert 
low-unit pressures, they are not satisfactory for 
general compaction. 

e. Base course and surface should be repaired. 

181. Backfill Materials 

Gravel, rock, masonry, debris, .sandy soil, or 
other suitable stable materials can be used in filling 
craters, as illustrated in 1, figure 66. Material blown 
from the crater can be used for much of this fill; 
in an emergency, material from the shoulders of 



roads or airfields may be borrowed and repla 
later. When the situation permits and when ene 
action may be anticipated, stockpiles or mate 
pits should be prepared at convenient sites. Ail 
nate layers of filled sandbags and tamped earth p 
vide satisfactory subgrade compaction where si 
able materials or equipment is not available, 
subgrade rebuilt with sandbags and rammed ea 
is shown in 2, figure 66. 

Caution: Hot mix thould not be used 
sandbags. 
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Figure 66. Expedient crater repair*. 



PART THREE 
PORTLAND CEMENT CONCRETE PAVEMENTS 



CHAPTER 10 
MATERIALS 



Section I. PORTLAND CEMENT 



Composition 

ised in this manual, the term cement means 
id cement. Portland cements are hydraulic 
ts manufactured from carefully selected ma- 
under closely controlled processes. Calcare- 
iterials, such as limestone or marl, and argil- 
s or clayey materials, such as shale or clay, 
nerally used in the manufacture of portland 
b. Blast furnace slag is sometimes used to 
a part of the ingredients. The raw materials 
ushed and pulverized, mixed in proper pro- 
is for correct chemical composition, and fed 
itary kilns where they are calcined at a tern- 
re of approximately 2,700 F. to form a 
. The clinker is cooled and then pulverized 
i small amount of gypsum to regulate tH 
time. The pulverized product is the finished 
id cement. It is ground so fine that nearly 
t will pass through a sieve having 200 meshes 
lineal inch or 40,000 openings to a square 
When portland cement is mixed with water, 
e is formed that first sets, or becomes firm, 
icn hardens for an indefinite period. 

Hydration 

:n cement and water are combined, a chemi- 
iction takes place in which heat is liberated. 
5 known as hydration. Strength of the con- 
jegins with hydration and continues to in- 
as long as hydration continues. At the end 
8-day period, the relative strength increase 
o level oft. 



standardized for different uses. Selection of tl 
type is based on the type- of construction, chernici 
composition of the soil, economy, and speed < 
construction. The five types of portland cement ai 
described below. Types I, II, and III are the mo 
widely used; the other types are used for specif 
application. Air-en trained cement, which is a spi 
cial type of cement, is discussed in paragraphs 21 
through 216. (Air-entrain'ed concrete may also 1 
made by using a standard cement and an air-ei 
training admixture.) 

185. Type I, Normal Portland Cement 

Normal portland cement is used for all gener 
construction. For pavement construction, ! is us< 
where concrete is not subject to special sulfa 
hazard or where heat generated through hydrati< 
will not cause an objectionable rise in temperatui 

186. Type II, Modified Portland Cement 

Modified portland cement generates lower he 
at a slower rate than Type 1. It also has improv 
resistance to sulfatc attack. Modified portland c 
ment is used in hot weather when moderate he 
generation will tend to minimize temperature rif 
In cold weather, Type I may be preferable. Type 
is also intended for use as an additional precautii 
in areas where sulfate concentrations are high 
than normal but not unusually severe. 

187. Type III, Higli<xjy Strength Portia* 
Cement! 



Construction to reduce the period of time required 
for protection against low temperatures. Curing of 
high-early strength concrete usually requires 2 days 
at 70 F. and 3 days at 50 F. High strength at an 
early age can be obtained more satisfactorily and 
more economically with high-early strength cement 
than with the richer mixes of Type J cement. 

188. Type IV, Low-Heat Portland Cement 

Low-heat Portland cement is a special cement 
for use where the amount and rate of heat generated 
must be kept to a minimum. This type of cement 



as concrete dams to combat the temperature i 
where heat generated during hardening may b< 
critical factor. This type of cement is seldom ui 
in road or airfield construction. 

189. Type V, Sulfote-Resistant Portland 
Cement 

Sulfate-resistant Portland cement is a special < 
ment intended for use only in structures exposed 
severe sulfate action, such as in areas having wati 
of high acid content. It has a slower rate of streng 
gain than normal portland cement. 



Section II. WATER 



190. Requirements 

Water is mixed with cement to form a paste and 
to produce hydration. Any foreign materials in the 
water that tend to retard or change the chemical 
reaction are detrimental to concrete. Organic ma- 
^erial and pil may inhibit the bond between the 
ated cement and the aggregate by coating the 
aggregate and preventing the paste from adhering 
to the aggregate. Many alkalies and acids react 
chemically with the cement and retard normal hy- 
dration. Organic material may also have the same 
effect. The result is a weakened paste, and the 
contaminating substance is likely to cpntribute to 
deterioration or structural failure of the finished 
concrete. Required properties are cleanliness and 
freedom from organic material, alkalies, acids, and 
oils. In genera], water that is acceptable for drink- 
ing may be used for concrete. 

191. Sea Water 

Sea water may be mixed with cement with satis- 
factory results except that strength of the concrete 
may be reduced approximately 10 to 20 percent. 
As a field expedient, the water-cement ratio may 
be decreased to offset the loss of strength. As a 
general basis for strength reduction (if the water- 
cement ratio cannot be changed for some reason), 
concrete pavement made from ordinary ocean water 
(average salt content) should have the design 
ihickness multiplied by 1.15 to obtain a thickness 



of equal strength. Pavement made from water o 
tained from a landlocked sea (ex: the Dead Set 
which has an extraordinarily high salt contei 
should have the design thickness multiplied by 1. 
or 1.30 to obtain a section of equal strengi 
Salt water acts as an accelerator much the same 
calcium chloride does except that salt decreases t 
strength. The use of sea water in reinforced co 
crete should be avoided if possible. Accelerate 
are discussed in paragraph 201. 

192. Well (Sulphur) Water 

Water with a high sulfate content, such as th 
found in some wells or in streams around unde 
ground mines, may be a source of water for co 
crete mixing. This type of water should not be us 
unless necessary. If this type of water is the b< 
available, sulfate-resistant cements should be add< 
Generally, "sulphur" water that is not unpleasa 
to drink will give excellent results with Type 
good results with Type II, and fair results with otl 
types. If the water contains enough sulfates 
make it unpleasant to drink, Type V will yi( 
good results, Type II fair results, and all ott 
types will give marginal or unsatisfactory resul 
Some water containing sulfates and found tie 
underground mines may also contain acids or all 
lies. The addition of an accelerator to mixes ma 
from this type of water may offset the harm: 
effects of these contaminants. 



Section III. AGGREGATE 



193. Introduction 

Aggregates are combined with cement paste pri- 
narily as a filler, but their physical characteristics 
affect the proportions and economy of the mix as 
veil as the qualities of the finished concrete. Crushed 
"ock and natural deposits of sand and gravel are 
nost commonly used, but artificial aggregates, such 
is blast furnace slag or specially burned clay, may 
je used if natural aggregates are unavailable. In 
some instances, production of satisfactory expedient 
aggregate may be combined with clearing operations 
ay crushing rubble from demolished structures. 

194. Types of Aggregate 

Both fine and coarse aggregate are used in the 
production of concrete. The two types should be 
combined in a well-graded mix (fig. 67) to produce 
an almost voidless building stone that is strong and 
durable. For portland cement concrete, fine aggre- 
gate is aggregate that will pass the No. 4 sieve and 
be retained on the No. 100 sieve, with 2 to 10 per- 
cent passing the No. 100 sieve. Fine aggregate is 
used to fill the voids between the coarse aggregate 
particles. Its use reduces the amount of paste re- 
quired. Coarse aggregate is aggregate that will pass 
the 3-inch sieve and be retained on a No. 4 sieve. 
It is used primarily as a filler. For pavements, 
maximum size of the coarse aggregate should not 
exceed 2 inches or one-third the thickness of the 
slab. The larger the maximum size particle, within 
recommended limits, the less paste is required 
for coating the aggregate. 

195. Characteristics 

a. Requirements. To produce finished concrete 
Df high quality, aggregate should be clea'n, hard, 
strong, durabje, and round or cubical in shape. 
Fhese characteristics are discussed below. Tests for 
bulk specific gravity, (saturated-surface-dry) and 
absorption of both fine and coarse aggregate, for 
surface moisture of fine aggregate, and for organic 
natter in sand are described in TM 5-530. 

b. Cleanliness. Harmful ingredients, such as or- 
ganic matter, dirt, silt and clay, chemicals, or other 
jontaminating materials, may contribute to deteri- 
)ration of the finished concrete bv inhibiting t. 



or by reacting chemically with the constituents 01 
the cement. Excessive fines may also inhibit bond- 
ing and produce a mix that is structurally weak and 
susceptible to breakdown by weathering. Light or- 
ganic material, dirt, silt, and clay should be washed 
out of the aggregate. 

c. Moisture Condition. For determination of mix 
proportions, the aggregate should be in a saturated- 
surface-dry condition or adjustment made in the 
water-cement ratio to compensate for the different 
amount of water contained in the aggregate. See 
TM 5-530. 

d. Strength and Durability. Aggregate should 
be strong and resistant to abrasion from weathering 
and wear. Weak, friable, or laminated particles of 
aggregate, or aggregate that is too absorptive, is 
likely to cause deterioration of the finished con- 
crete. Visual inspection will frequently disclose 
weakness in the coarse aggregate. 

196. Gradation 

Gradation, as well as maximum size, affects the 
relative proportions, workability, and economy 
the mix, and watertightness and shrinkage of t 
finished concrete. In general, aggregate used fo* 
concrete must be well graded to produce a dense 
mass with a minimum volume of voids. Aggregate 
that is not well graded may reduce the strength oi 
the finished concrete and will increase the cost oi 
the mix because of the additional paste required 
to fill voids. Gradation of aggregates is discussed ir 
TM 5-530. Recommended limits for fine and coarse 
aggregate are listed in table XIV. 

197. Fineness Modulus of Sand 

The fineness modulus (FM )of sand is an empiri- 
cal factor obtained by adding the cumulative per- 
centages of a sample of aggregate retained on eacl 
of a specified series of sieves and dividing the rcsull 
by 100. The sieves ordinarily used for determining 
the fineness modulus are the Nos. 100, 50, 30, 16 
8, and 4. The fineness modulus is an index of th< 
relative fineness or coarseness of sand in the con- 
crete mix. It is used to determine the relative pro- 
portions of sand to gravel. The fineness modulus 

is not. an inHir.at.irm nf t.Vip trrH.Hfl.tinn Tn 




POORLY GRADED SAND 




WELL GRADED SAND 

Figure 67. Samples of well and poorly graded sands. 
From "Design and Control of Concrete Mixtures," courtesy of Portland Cement Association. 
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198. Blending 

If the gradation of an aggregate does not meet 
recommended limits due to the lack of certain par- 



material to meet requirements. Deficiencies of tl 
nature may be corrected by adding the missi 
particle sizes, or s'mreening out the abundant par 
cle sizes. 



Section IV. ADMIXTURES 



199. Introduction 

Admixtures used with portland cement are air- 
entraining agents, accelerators, retarders, plasti- 
cizers, cement-dispersing agents, concrete densifiers, 
and waterproofing agents. They are used to change 
the characteristics of the mix or of the finished 
concrete. Use of admixtures is not recommended 
if the end result can be achieved more economi- 
cally by altering mix proportions. Discussion in 
this manual is limited to admixtures used in con- 
crete pavements. Cement-dispersing agents, con- 
crete densifiers, and waterproofing agents are 
generally used only for the construction of structural 
members. 

200. Air-Entraining Agents 

Many different air-entraining agents may be used 
iroduce air-entrained concrete. In general, air- 
Wraining agents are liquids derived from natural 
wood resins, animal or vegetable fats or oils, and 
various wetting agents, such as alkali salts or sul- 
fonated organic compounds and various water- 
soluble soaps. Air-entraining agents are added to 
the mix to increase resistance to the action of the 
frost and chemicals. They also increase workability 
of the mix. Air-entrained concrete is discussed in 
paragraphs 210 through 216. 

201. Accelerators 

An accelerator is used in a concrete mix to 
accelerate hydration, which increases the heat gen- 
erated and produces high-early strength of the 
finished concrete. Calcium chloride (CaCl a ) is the 
most widely used accelerator. It may be used when- 
ever it will prove economical and whenever the 
increased hydration will not cause a flash set or 
undue shrinkage. The usual quantity of calcium 
chloride used is about 1 to 2 percent by weight of 
the cement, which increases flexural strength by 
40 to 90 percent at 1 day and 5 to 35 percent at 
3 days when moist cured at 70 F. At a tempera- 
itere of 40 F, strength increases are lower. Accel- 



eration is usually greater within the first 3 da? 
With the same water-cement ratio, ultimate streng 
at 1 year is approximately the same or slight 
higher for cement mixed with calcium chloric 
Because calcium chloride increases workability 
the mix, lower water-cement ratios can be us 
with subsequent increases in strength. Calciu 
chloride should not be used for curing, either i 
the surface or as an admixture. Sodium chlori 
(NaCl) will also accelerate hydration, but it w 
reduce the strength of concrete. 

202. Retarders 

A retarder is used when it is necessary to sic 
down the rate of hydration so that concrete ci 
be placed and consolidated properly before it b 
comes initially set. Retarders are used when the 
is danger of flash set, when the heat of hydratii 
is expected to be excessively high, when the ceme 
may come in contact with high ground temperatu 
(as in grouting operations) , or when concrete 
to be laid during hot weather. Retarders also a 
used to increase strength and durability when co 
Crete is to be revibrated before its initial si 
Many commercial products are available that w 
retard the set of concrete. Basically, retarders a 
fatty acids, sugars, and starches. 

203. Plastkiiers 

Admixtures used principally for other purpos 
are often used as plasticizers to increase workabili 
of the mix. Air-entraining agents, discussed in par 
graph 200, are effective plasticizers; calcium chl 
ride and other pozzolans also may be used. Lji 
is one of the most widely used plasticizers. Fine 
pulverized inert fillers increase the workability 
a mix deficient in fines, but increase the mixin 
water demand. Plasticizers should not be used 
a substitute for proper aggregate gradation. 

204. Pozzolans 

A pozzolan is a siliceous material that becorr 
cementatious when combined with lime. Pozzola 



1 



are usually used as cement replacement agents. 
Examples of pozzolanic materials are fly ash, vol- 
canic ash, calcined diatomaceous earth, and calcined 
shale. Fly ash, the most widely used pozzolan, is 
a waste product from large, powdered-coal-burning 
furnaces. Used as a cement replacement agent, fly 
ash can replace up to 50 percent of the cement by 
weight. The use of fly ash changes practically all 
the properties of concrete in both its plastic and 
hardened state. In general, fly ash improves the 
workability of plastic concrete. If the same weight 
of aggregates is used in a mix, it has been found 
that identical slumps can be obtained from cement 
fly ash mixtures having lower water-cement ratios 
than comparable mixes using straight portland 
'cement. While the fly ash acts as a plasticizer mak- 
ing the mix more workable, it also produces a great 



reduction in both bleeding and segn 
heat of hydration is also greatly red 
been found that when fly ash cemen 
straight cement mixes are compared, 
cause a 40 to 50 percent reduction in h 
tion as compared to that of modified 
ment. The concrete will not gain stn 
as 100 percent portland cement concre 
first month of hydration,/ but after 
period of 1 year, fly ash concrete 
strengths equal to, or greater than, 100 
land cement concrete. Tests show that 
ment of durability parallels that of f 
though slow to develop in the early sta 
tion, fly ash cement, after 1 year of h; 
have durability far superior to that o 
portland cement concrete. 



Section V. MATERIALS HANDLING AND STORAGE 



205. Aggregate 

Concrete quantities which justify batch plants 
also justify stockpiles of aggregates at the batch 
plant and at the crushing and screening plants. 
Stockpiling is identical to the method described for 
bituminous pavements. Stockpiles prevent shortage 
at the batching plant or paver caused by temporary 
production or transportation difficulties. 

206. Cement 

a. Storage. Sacked cement that is to be stored 
for a long time should be placed in a warehouse 
or shed that is as airtight as possible. The floor 
of the shed should be above ground and all cracks 
in the wall closed. Sacks should be stacked close 
together to reduce air circulation but should not 
be stacked against the wall. The concrete mixer 
and storage shed should be as close together as 
possible. The cement sacks should be stacked on a 
raised wooden platform as shown in figure 68. Note 
that the tarpaulins extend over the edge of the plat- 
form to prevent rain from collecting on the plat- 
form and thereby reaching the bottom sacks. Tar- 
paulins may be used for protection against moisture 
if the amount of cement to be stored is small or if 
it is to be stored for a short time. Cement must be 
kept dry. If it does not come into contact with 
moisture, it will retain its aualitv indefinitelv. When 



This condition can usually be correct 
the sack on the floor. At the time of us 
should be free flowing and free from 1 
lumps are hard to break up, the cem< 
tested to determine its suitability. (Se< 
b. Handling. If portland cement i 
bulk, which is not too likely in a thea 
tions, it is blown through ducts from 
to a cement bin and weighing hopper, 
stands astride the trucks, beyond t 
batcher, and dumps the bulk cement ini 
If the cement is in sacks, which is u 
in a theater of operations, the sacki 




p on dunnage and covered with canvas tarpaulins 
or rooAng paper. When available, tightly fitted can- 
vas cavers for the truck bodies should be used to 
prevent wind loss and to avoid damage from light 
showwe. Length of haul and weather conditions 
may aake it advisable to dump unopened sacks 
of oefeent into each batch, to be opened upon 
arrivtil at the mixer. Platforms for loading the sacks 
of cement onto trucks may be located at any point 
along the route from batching plant to paver. 
Hand trucks and roller conveyors are useful at ce- 



and paper sacks are emptied by o*tiag the 
side lengthwise with a sharp, curved, linoleum fcni 
.and pulling the empty sack free. Men baadli 
cement should wear goggles, respirators, aaad file* 
and should avoid skin irritation by pfeceatiBg 
posed surfaces with vaseline or neatefeet oil. 

207. Water 

Water should be stored near the misser ia tea 
or water trailers. Water containers sheuM be el 
and rust-free. 







CHAPTER 11 



CHARACTERISTICS OF CONCRETE 



Section I. DESIRABLE PROPERTIES 



20S. Plastic Concrete 

a. Essential Qualities. The quality of the hard- 
ened concrete is largely dependent on the quality of 
,he plastic concrete. The curing process also contrib- 
ites to attainment of the specified design criteria. 
Because the consistency of the mix may vary, care- 
:ul adherence to design criteria is extremely impor- 
tant. When the ingredients are tested for suitability, 
;he only variable factor in the plastic mix may be 
,n the proportioning, which must be accurate. Plas- 
iic concrete should be workable, free from segrega- 
tion of the coarse aggregate, and of uniform quality. 

b. Workability. Workability of the plastic mix is 
bhe relative ease or difficulty of placing and consoli- 

ating concrete in the form. The consistency of 
ic mixture shall be maintained as necessary to 
btain the workability required for the specific con- 
ditions and method of placement. The slump test 
vhich is used to measure the consistency of the mix 
s a measure of workability as well. To perform 
.his test, the mixed concrete is placed in a standard 
sone in three respective layers, approximately equal 
/olume, and each layer is rodded 25 times. The 
last layer is placed, rodded, and struck off. Then 
the cone is lifted vertically away from the plastic 
concrete, which is allowed to slump, or settle. The 
measurement of settlement below the top of the 
cone is recorded as a measure of workability of the 
mix. The maximum or minimum slump will be in 
accordance with specifications for the particular job. 
If constant quantities of materials are used, the 
slump should remain constant. Any marked varia- 
tion in slumn or fronsisfpnAV will immpHiAiplv inHi- 



c. Nonsegregation. Plastic concrete should. b< 
handled and placed so that it is free from segrega- 
tion of the coarse aggregate and completely homo- 
geneous. To prevent segregation, the plastic con- 
crete should not be dropped, or allowed to fall free 
for a distance greater than 3 to 5 feet. 

d. Uniformity. For uniformity of the mix, ever} 
batch should be accurately proportioned in accord- 
ance with design criteria. Uniformity increases the 
economy of the mix and improves the quality oi 
the hardened concrete. 

209. Hardened Concrete (Jr 

a. Essential Qualities. Essential qualities of hard- 
ened concrete in pavement are uniform flexura 
strength and durability. 

6. Strength. Concrete pavements must have suf- 
ficient flexural strength to carry the required load 
To attain the desired strength, the most importani 
factor is the ratio of water to cement. In general 
not more than 7 gallons and not less than 4 gallon; 
of water are required for each sack of cement 
Although a high water-cement ratio increases th< 
yield of each sack of cement, a thin paste is inher- 
ently weak and evaporation of excess water during 
the curing process leaves voids that will reduce th< 
strength of the hardened concrete. 

c. Durability. Durability of finished concrete ii 
the ability of the artificial stone to resist the effectf 
of the weather, such as the action of the wind, frost 
snow, ice, and the combined effects of wetting-dry- 
ing and freezing-thawing cycles; the chemical reac< 
tion of soils or the effects of salts; and abrasion 

io affpp.fpH hv rlirrmfp fhip.knpfis nf 



10. Introduction 

Air-entrained concrete is a comparatively recent 
development used to reduce scaling, particularly 
in areas where concrete must be resistant to severe 
frost action and impervious to the harmful effects 
of chemicals used for melting snow and ice. Air- 
entrained concrete is more durable than normal 
Portland cement concrete, but strength is slightly 
reduced. The air-entrained mix has increased work- 
ability and less segregation. 

211. Composition 

Air-entrained concrete consists of cement, sand, 
water, and gravel. In addition, millions of tiny air 
bubbles ranging from a few microns up to 75 mi- 
crons in diameter are entrained, or diffused, in the 
cement paste. Calculations indicate that as many 
as 400 to 600 billion air bubbles are entrained in 
a cubic yard of concrete. Specified percentage by 
volume usually requires 4y 2 percent entrained air, 
with an acceptable range of 3 percent to 7 percent. 
Although normal 'portland cement concrete usually 
contains from y 2 to iy 2 percent of air, this air is 
usually entrapped in the form of voids and is not 

>persed uniformly throughout the mix. 

2. Production 

a. Method. Air-entrained concrete may be pro- 
duced by two methods. First, air-entraining agents 
may be added during the cement manufacturing 
process. These types of cement are denoted by a 
suffix "A" (ex: Type I-A) on the bag. This 
method is less desirable because the air content can- 
not be changed at the work site and the agents may 
lose their effectiveness after long storage. The best 
control is offered by the second method, the addi- 
tion of an air-entraining admixture at the site. This 
commercially prepared agent should be used in 
quantities specified by the manufacturer. The agent 
should not be diluted with water unless specified. 
Types I, II, and III portland cement are the types 
commonly utilized for air-entrainment. Air content 
of the mix must be rigidly controlled to obtain the 
desired uniformity. 

b. Temperature. The amount of air-entraining 
agent required to produce any given air content 
increases with an increase in concrete temperature. 
Therefore, frequent tests should be made of air 
contents particularly if there are changes in the 

mcrete temperatures. 



c. Mixing Time. To insure proper air conte 
normal concrete should be mixed for about 1 
2 minutes. Air content increases ab "ut 1 perce 
as the mixing time is increased from 1 to 5 minuti 
from 5 to 10 minutes, air content remains u 
changed. Beyond 10 minutes it gradually decreai 
until after 60 minutes the air content is identical 
the 1-minute mixing period. 

d. Vibration. Vibration of air-entrained cc 
crete for 1 minute or more in the same spot redu< 
air content 15 to 20 percent. Internal vibrati 
reduces air content more than external vibrati* 
Vibration is discussed in paragraph 282. 

213. Measuring Air Content 

The three methods of measuring air content 
freshly mixed concrete are the pressure meth< 
the gravimetric method, and the volumetric methi 
The method most widely used is the pressi 
method. The principle of the pressure method is tl 
the volume of gas at a given temperature is 
versely proportional to the pressure to which it 
subjected. An air meter is calibrated so that \ 
percentage of entrained air is read when a kno' 
volume of concrete is subjected to a known pr 
sure (TM 5-530) . 

214. Slump 

The addition of entrained air to a mix will all 
the slump to be decreased. A 3-inch slump : 
nonair-entrained pavement mixes is usually nea 
sary for good workability. The same workabil: 
may be obtained from an air-entrained mix w 
a 1- to 2-inch slump. This increase in workabi' 
is due to the fatty character of the mix. 
whipped cream-like effect of air-entrained con 
allows a slump reduction which maintains th* 
inal degree of workability. The reduction of 
allows the water-cement ratio to be decrease* 
increasing the strength. 

215. Correction for Strength 

a. The strength of air-entrained concre 
versely proportional to the percentage of 
air. With all other factors constant, stre 
duced about 5 percent for 1 percent oi 
air. Strength increases may be obtained 1 
ing the sand and water in the mix. 1 
pavements to be designed for a given thic 
mix, without major changes for air enti 



Jhapter 12 discusses the method of properly adjust- 
ng the mix for entrained air. 

6. Entrained air causes voids in concrete, thus 
educing the strength, but the workability and slump 
hanges will allow a water-cement ratio reduction, 
icreasing the strength. As a general guide, an air- 
ntrained concrete with the slump decreased and the 
trength properly adjusted will yield a mix having 
trength almost equal to an original nonair-en- 
rained mix. The capillary air voids caused by the 



evaporation of extra water added for workability is 
replaced by minute, evenly distributed air voi 
(greater uniformity) of entrained air. 

216. Durability 

Air-entrained concrete is much more resistant to 
weathering than nonair-entrained concrete. Air-en- 
trained concrete should be used whenever possible 
for this reason. The reasons for this increase of 
durability are beyond the scope of this manual. 



CHAPTER 12 
MIX DESIGN 



Section I. DESIGN CRITERIA 



217. Introduction 

This chapter discusses only the design of con- 
crete paving mixes. Structural concrete mix design 
is discussed in TM 5-742. Both the flexural (beam) 
strength and the compressive strength of the hard- 
ened mix are used in design. Flexural strength is a 
measure of the bridging strength of the concrete 
and is used in designing nonreinforced concrete 
pavements. Compressive strength measures the re- 
sistance to a direct load. The design strength tests 
for road pavements are usually made at the end of 
28 days. For permanent-type airfield pavements, 
Design is usually based on 90-day strength, an in- 
ase of approximately 10 percent over the 28-day 
length. 

278. Selection of Water-Cement Ratio 

The water-cement ratio is selected to conform to 
requirements for flexural strength and durability. 
Durability is required for long life and low upkeep. 
Of particular importance is high resistance to ex- 
posure and freezing. Age-flexural-strength relation- 
ships for Types I and III portland cement for vary- 
ing ages are shown in figure 69. Recommended 
water-cement ratios for durability for various ex- 
posures are shown in table XV. The lowest water- 
cement ratio that will satisfy requirements for both 



flexural strength and durability should be select 
The water-cement ratio for flexural strength is n 
directly from the data plotted in figure 69 and i 
justed for durability. For example, from figure 
the water-cement ratio for Type I portland cemi 
at 28 days at 600 psi, read from the bottom of ' 
curve, is 5V4 gallons per sack. If the requiremi 
for durability from table XV is a water-cerrv 
ratio of 5y 2 gallons per sack, 5 1 /; is selected as 1 
lowest ratio that will satisfy requirements for b< 
flexural strength and durability. Once the wat 
cement ratio is selected, it should not be chanj 
except for air-entrainment adjustments. 

219. Selecting Fine Aggregate 

Fine aggregate is used to fill the spaces remain! 
in the coarse aggregate and to increase workabili 
Very fine sands are uneconomical because they : 
quire more water-cement paste; coarse eands g: 
harsh unworkable mixes. In general, fine aggrega 
that have a smooth gradation curve produce \ 
most satisfactory mixes. For economy, not m< 
than 10 percent of the fine aggregate should pi 
the No. 100 sieve. For increased workability, it 
desirable that 3 to 4 percent pass the No. 1 
sieve. 



Table XV. Water-Cement Ratios Recommended for Durability for Various Exj>osures. 



Pavement 
slabs directly 
on ground 


Severe or moderate climate, wide range of 
temperature, rain and long freezing ipelli 
or frequent freezing and thawing (gala/ 
sk) 


Mild climate, rain or semi-arid ; rarely 
mow or front; no hard freezing (gala/nk) 


Thin 
lections 


Moderate 
sections 


Mass 
ectiona 


Thin 
wet ions 


Moderate 
trctiona 


Mass 
sections 


*Wearing slabs 
Base slabs 


O-8" 


8" to 24" 


Over 24" 


0-8" 


8" to 24" 


Over 24" 


54 

64 


54 

64 


54 
64 


6 

7 


6 

7 


6 
7 



* New construction of roada or airfield* will usually be under the wearing dab criteria. 
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Figure 69. Age-flexwal-gtretiQth relationships jor Types I and HI Portland cements. 
From "Design and Control of Concrete Mixtures," courtesy of Portland Cement Association 



vjoarse aggregate snouia oe graaea to tne maxi- 
loum size which, in general, should not exceed one- 
third the thickness of the slab. Assuming a smooth 
gradation of both coarse and fine aggregate, the 
larger the size of the coarse aggregate, the less 
paste will be required to produce satisfactory con- 
crete. For most TO paving operations, the maxi- 
mum aggregate size will be 2 inches or less. 

221. Selecting Workability 

a. The slump test, described in TM 5-530, has 
been used as a measure of workability in the past. 
A slump test of air-entrained concrete will not 
yield a reliable measurement of workability. Gen- 
erally, a 3-inch slump for nonair-entrained concrete 
will have approximately the same degree of work- 
ability as a 1- to 2-inch slump for an entrained 
air mix. This difference in slump should be kept 
in mind when using the slump test to check the 
workability of a mix. 

6. Workability of the mix is governed largely by 



of sand to gravel also affect workability. Becai 
more aggregate is required and less cement, a si 
mix is more economical than a fluid mix. If t 
much aggregate is used, however, the mix may 
dry and crumbly, it will be difficult to place in t 
forms, and voids may be left in the concrete. Ho' 
ever, a stiffer than normal mix may be used 
mechanically vibrated. A mix that is too fluid, wi 
too little aggregate, allows the heavy particles 
aggregates to settle at the bottom and the fines 
rise to the top. 

222. Methods of Mix Design 

The two methods of mix design used to propc 
tion the quantities of cement, water, and aggregf 
used in the concrete are the book method and t 
trial batch method. The book method is a theore 
cai method of design making use of laboratory da 
Because of variation in materials, the book meth 
should be used as a design basis with adjustmei 
made in the field by the trial batch method. 



Section II. BOOK METHOD 



Selecting Mix Proportions 

When the water-cement ratio, type and size of 
aggregate, and workability of the mix have been 
selected, the data in table XVI may be used to 
obtain quantities of ingredients for a trial mix of 
medium consistency and the yield in cubic feet per 
sack of cement. Data in this table are based on a 
3-inch slump with, aggregate in a saturated-surface- 
dry condition. Use of the table is illustrated in the 
following example, assuming that 

FM of sand = 2.30 

Slump = 3 inches 

Water-cement = 6 gal/sk 

Maximum size of coarse aggregate = 2 inches 
Material requirements per sack of cement and 
yield in cubic feet per one-sack batch obtained from 
table XVI are as follows: 

Quantities per tack of 'cement 

Sack of cement = 94 Ib 

= 200 Ib I Yield per one-sack batch = 4.91 
= 400 Ib f cu ft 
= 6 gal 



Sand 
Gravel 

Water 

Cement 
Sand 
Gravel 
ater 



Materia.li required per cubic yard 
= 5.5 
= 1,100 
= 2,200 
= 33 gal 



Yield = 1 cu yd 



224. Adjustment for Variation in Slump 

Pavement mixes often require a slump of otl 
than 3 inches; thus, a correction must be made 
the f\gures obtained from table XVI. For ee 
decrease of 1 inch in slump, sand should be ( 
creased by 3 percent, and water by 1 gallon j 
cubic yard of concrete. To increase the slump, 1 
sand and water content should be increased. 
Example: Adjust the mix given in the example 

paragraph 223 for a 2-inch slump. 
Solution: 

Materials required per cubic j/ard 

Cement = 5.5 sacks (no change) 

Sand = 1 ,100 (0.03 X 1 ,100) = 1067 pounds 

Gravel = 2,200 pounds (no change) 

Water = 33 1 = 32 gallons 

225. Adjustment for Moisture 

In the field, aggregates usually contain moist 
in excess of the saturated-surface-dry conditi 
Excess moisture added to the mix will alter 
water-cement ratio and reduce flexural strength t 
durability by increasing the capillary voids in 
finished concrete. Fine aggregate may contain 
much as 1 gallon of surface water per 100 poun 
the amount usually varies from 2 to 6 pera 
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iurface moisture, which is about 14 gallon for 100 
pounds. Excess moisture in both fine and coarse 
aggregate could change the water-cement ratio from 
6 gallons per sack of cement to 8% gallons per 
sack unless a correction is applied. Such an in- 
crease would reduce 28-day flexural strength al- 
most 20 percent. Surface moisture content, how- 
ever, is based on saturated-surface-dry weight in- 
stead of a dry weight as in soils. The formula for 
determining amount of moisture is 

(SMC) 
M= iQQ xAssd (12-1) 

A w = Assd + M (12-2) 

W A =W D -0.12M (12-3) 

M = Surface (excess) moisture in pounds 
SMC = Surf ace moisture content bf percent 
Assd = Weight of saturated-surface-dry 
aggregate, (design weight) in 
pounds 
A w = Weight of wet aggregate required in 

pounds 

WA = Ad justed volume of water in gal- 
lons 

W D = Design volume of water in gallons 
'xample: SMC of fine aggregate = 4 percent 

SMC of coarse aggregate = 1 percent 
Solution: 

(I) Fine aggregate 
,, 4 



where : 



7 7 : ? - 
11)0 



1,100 = 44 pounds of water 



A w =1,100 + 44 = 1,144 pounds of fine ag- 

gregate 
(2) Coarse aggregate 

M = Y^ X 2,200 = 22 pounds of water 
100 

A w =2, 200 + 22 = 2,222 pounds of coarse ag- 
gregate 



= 33 -8=25 gallons of water 
Thus, the corrected mix foe a cubic yard is 5.5 sac 
of cement, 1,144 pounds of sand, 2,222 pounds 
gravel, and 25 gallons of water. 

226. Adjustment for Entrained Air 

a. A method of adjusting for air entrainment 
by strength correction. An additional feature it 
resulting slump reduction which keeps the ease 
workability relatively constant. Water is decreaf 
1 A gallon and sand is decreased 10 pounds j 
sack of cement for each percent of air. Sand 
decreased due to oversanding caused by the 
bubbles. 
Example: Adjust the mix given in paragraph 1 

for 4 percent air content. 
Solution: Cement =5.5 sacks (no change) 
Sand =1,100- (5.5x10x4) = 

880 pounds 

Gravel =2,200 pounds (no change) 
'Water = 33- (5.5 X%X 4) =27.5 

gallons (adjustment to the 
nearest y z gallon is adequa 

6. The yield of the mix is changed by the 
trained air. The method of determining the ; 
justed yield consists of dividing the design yield 
1, minus the percent of entrained air in decii 
form. 

design yield 



Adjusted entrained air yield = 1 percent air ( 12 

100 
Example: Determine the yield of the mix desigi 

paragraph 223 if the entrained air i 

percent. 
Solution: Design yields = 1.0 cu yd 

Adjusted air-entrained yield =- 



1-4/1C 



1.0 
0.96 



= 1.04 cu yd 



Section III. TRIAL BATCH METHOD 



227. Introduction 

The trial batch method of mix design is a simple 
field method of design based on experience. The 
trial batch method is more reliable than the book 
method because the trial batch can be adjusted 
until the mix is satisfactory. Data on design of 
,he mix should be recorded as described in TM 5- 



530 for use in final mix design. Yield is i 
calculated for the book method or trial batch met 
from absolute volume of the materials (para. 2 

228. Selecting Water-Cement Ratio 

The procedure for selecting the water-cen 
ratio described in paragraph 218 is applicable 



aisu 

or by experience. 
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229. Selecting Workability 

Selection of the workability of the mix is dis- 
cussed in paragraph 221. In the absence of estab- 
lished slump criteria, which is usually specified in 
the project specifications, the mix should be as stiff 
as possible and, at the same time, maintain a homo- 
geneous voidlcss mass. For pavement, the mix is 
usually quite stiff. 

230. Mixing a Trial Batch 

Trial batches may be as large as the size of the 
mixer, but smaller quantities are more conven- 
ient (one-tenth sack batches may be used) . If the 
water-cement ratio is 5 gallons per sack, then 0.5 
gallons of water and -jV sack of cement (9.4 Ibs.) 
would be used. The cement and water are mixed 
to form a paste. Sand and gravel are then mixed 
with the paste until the desired consistency is ob- 
tained. Both the fine and coarse aggregate should 
be in a saturated-surface-dry condition. The weights 
of the sand and gravel used in the batch are ob- 
tained by weighing each container filled with aggre- 
gate before the trial batch is run and by weighing 
the container with the remainder of the aggregate 
after the run. The difference in weight is the weight 
of the aggregate used in the trial batch. Consistency 
of the trial batch is tested with the slump test de- 
scribed in TM 5-530. When the weights for the 
sand, gravel, and water required for one-tenth 
sack of cement have been determined, the weight 
of each ingredient required for 1 sack is obtained 
by multiplying by 10. 

231. Calculating Yield 

To calculate the amount of concrete obtained 
from a one-sack batch, the weights of the ingre- 
dients are converted to absolute volumes. The sum 
of the absolute volumes is the volume of concrete 
obtained from a one-sack batch, or yield. An ex- 
ample calculation of a theoretical yield is shown 
in paragraph 233e. In calculating the absolute 
volumes of the ingredients of the mix, the specific 
gravity of the materials is required. Portland cement 
normally has a specific gravity of 3.15. Specific 
gravities of the sand and gravel used are determined 
by standard tests described in TM 5-530. 

232. Cement Factor 

a. To determine the quantity of each ingredient 
necessary to batch a mixer or to estimate the total 



obtained by dividing the capacity of 
job (volume) in cubic feet by the yi 
feet. For example, to determine the 
each ingredient required to batch a 16 
cement factor will be equal to the caj 
mixer divided by the yield. Capacity 
mixer is 16 cubic feet with no overk 
assumed to be 4 cubic feet. 

Volume (mixer capac 



ThenCF = 



Yield (in cubic fee' 



6. With this method, total requiren 
ment, water, sand, and gravel for an> 
be obtained by multiplying the approp 
factor by one-sack batch quantities. 

233. Application of trial Batch 

The following example illustrates th 

method of mix design and calculation < 

Chapman flask test for specific gravity 

the pycnometer test for specific grav: 

are described in TM 5-530. The suspe: 

for determining specific gravity of c 

gate is also discussed in TM 5-530. 

Example: A concrete mix is to be de 

10-inch concrete pavement 

ural strength of 550 psi at 2 

Type I cement. The pave: 

located in an area with a se 

A standard 34E paver is tc 

mixing. (Capacity of the ', 

34 cubic feet). Specific gra' 

sumed to be 3.15 for cem< 

sand, and 2.66 for gravel. 

Procedure : 

a. Water-Cement Ratio. 

(1) From figure 69, the water-' 
for the specified flexural stn 
psi for Type I portland c< 
days is 6 1 /! gallons per sack. 

(2) For a 10-inch paving slab to 
a severe climate, the water-cei 
durability selected from tabl 
gallons per sack. 

(3) The lowest water-cement ra 
satisfy requirements for fc 
strength and durability is 5 1 / 
sack. 

b. Slump. Required slump is betw 
2 inches. 






llllwV VYlbll 



/2~ 

to 2-inch slump is obtained. (For the initial 
trial batch, one part of sand and two parts of aggre- 
gate may be used.) More than one trial mix may 
be necessary to obtain the required slump, but a 
slight variation from the slump is not detrimental 
as long as the mix is sufficiently plastic to be finished 
without excess mortar. Slump in excess of require- 
ments can be corrected by adding more aggregate. 

d. Computing Requirements. Assuming that the 
trial mix for ^ sack of cement is 9.4 pounds of 
cement, 0.55 gallons of water, 18.3 pounds of sand, 
and 36.2 pounds of gravel, quantities for a one-sack 
batch are obtained by multiplying by 10. Quanti- 
ties for a one-sack batch are 

94 pounds of cement 

5 l /2 gallons of water 

183 pounds of sand 

362 pounds of gravel 

e. Yield. To determine the yield of this mix, the 
absolute volume of each component is computed 
from the following formula: 

Absolute volume 

Saturated-surface-dry weight of material 
Specific gravity X unit weight of water 

(12-6) 

94 Ib 



Cement = 
Water = 
Sand = 

Gravel = 
Yield = 



3.15x62.4 

5.5 gal 

7.5 gal per cu ft 
183 Ib 
2.65x62.4 

362 Ib 

2.66x62.4 



= 0.478 cu ft 
= .73cuft 
= 1.107 cu ft 

= 2.181 cu ft 

= 4.500 cu ft, or 
4.5 cu ft 



viaea oy tne yieia : 

A 4 -7 56 
4.5 ~ 7 - 56 

g. Batching Requirements. When sacked cemc 
is used, whole sack increments are preferable. Wi 
a cement factor of 7.56, it is necessary to reduce t 
CF to 7, as 7x4.5=31.5 cu ft (8x4.5 = 36 cu f 
The rated capacity of a 34JE paver is 34 cu ft wi 
an overload capacity of 10 percent. However, t 
rated capacity will not be exceeded unless propei 
authorized. Final proportions for charging the 3< 
paver are 



For tarkeit cement 



for bulk cfment 



Cement 7 X 94 = 7 sacks or 658 Ibs 7.66 X 94 = 710.64 It 
Water 7 X 5.5 = 38.5 gal 7.56 X 5.5 = 4158 gal 

Sand 7 X 183 = 1,281 Ibs 7.56 X 183 = 1383.48 

Gravel 7 X 362 = 2,534 Ibs 7.56 X 362 = 2,736.72 

h. Trial Batch Criteria. 

(1) Sand and gravel used in trial bate] 
should be in a saturated-surface-dry a 
dition and correction for surface moist 
should be made at the mixer as outlii 
in paragraph 225. 

(2) If a mixer is used instead of the 3 
paver, the factor for the capacity of 
mixer can be found in the same mam 
starting with a one-sack batch and us 
a cement factor. 

(3) For estimating materials for large job* 
handling loss factor of 5 percent to 
percent should be added after the mate 
requirements have been calculated. Ac 
tional loss factors may be necessary 
extensive projects. 



^iff 



CHAPTER 13 
CONCRETE EQUIPMENT 



Section I. STANDARD EQUIPMENT 



234. Introduction 

Standard concrete construction equipment in- 
cludes concrete mixers, pavers, spreaders, finishers, 
steel forms, and auxiliary equipment, such as hop- 
pers, vibrators, and wheelbarrows. A discussion of 
the major items of standard concrete equipment 
follows in the succeeding paragraphs of this section. 
Handtools used for finishing concrete, such as 
trowels, edgers, floats, and brooms, arc listed in 
SM 5-4-5180-S19. Use of equipment and produc- 
tive capacities are discussed in TM 5-331. DA 
Pam 310-4 should be consulted for references on 
operation. Items are procured separately through 
the applicable supply manual. 



235. Form Riding Subgrader 

a. Description. The form riding sul 
70) is a self-propelled form riding m 
mechanically removes excess subgrade i 
tween the forms, prior to the placing 
It is a rugged, precision machine that 
curate control of slab thickness. 

b. Operation. Subgrade material sh< 
be slightly higher than necessary betwee 
The subgrader, therefore, is constantly 
removing material across its entire fac 
subgrade is not placed, low spots will re 
These fill areas are difficult to compact 
density with the surrounding area. Spo 












236. Aggregate Batching Plant 

a. Description. The 100-TPH aggregate batching 
plant (fig. 71) rapidly and accurately proportions 
three aggregates by weight. The plant consists of 
three compartments, with a total capacity of 66 
cube yards, a batching hopper, a scale unit, and 
four supporting legs. 

b. Operation. The material in each compartment 
of the bin unit is discharged separately through 
clamshell type doors into the batching hopper. 
The batcher and scale unit consists of a single 
compartment steel weigh box with a capacity of 62 
cubic feet (66 cubic yard batching plant) and a 
beam box with a springless indicator. The beam box 
is equipped with three scale beams, one for each 
of the three aggregates normally used for concrete. 
This permits independent weighing of each material 
according to the poise setting on the respective 
beams. The top beam is called the master beam 
and the two lower beams are called auxiliary beams. 
Each beam has two poises, a major and minor poise. 
On the master beam, the major poise is movable 
through a range of 3,000 to 6,000 pounds, depend- 
ing upon the make and model, in 100-pound incre- 
ments; the minor poise is movable through a range 
of 100 pounds in increments of 2 pounds, or a total 
weighing capability of 3,100 pounds. The two auxil- 
iary beams have the same weight divisions. The 
master beam is the only beam that is connected to 
the scale indicator, and thus must come to balance 
with each weighing operation. The auxiliary beams 
are locked in and out of play by the use of two trig 
locks, one for each beam. When the auxiliary beams 
are locked out, the master beam rides free; when 
they are in operation, they are tied to the master 
beam by a ladder. The scale indicator is of the oil 
damper type. The oil damper consists of a dashpot 
that is partially filled with a light machine oil. A 
plunger, inside the dashpot and connected to the 
indicator, moves in this oil to dampen or slow 
down the free swinging action of the indicator 
needle, thus bringing the indicator quickly 'to bal- 
ance. Once the material is weighed, the bottom gate 
of the hopper is opened, dropping contents in the 
bed of a truck waiting below. 

c. Capacity. This plant is rated at 100-TPH. 
This will vary somewhat with the experience of the 
operators, the method of reloading the hoppers, 
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16S mixers for most paving operations. 

237. Cement Batching Plant 

The standard cement batching plant (fig. 72' 
the 200-barrel model. This unit is usually squ 
and has a general appearance similar to that, of 
aggregate batching plant. The function of this pi 
is to proportion the amount of cement being u 
per hatch of concrete. It is mounted on four ( 
umns with the single bin unit suspended bctw 
them. Below the bin unit is a scaled batcher u 
The batcher is equipped with a flexible hose throi 
which the cement is dropped into the batch tru 
A single beam scale is provided to weigh 
material. An air compressor supplies a const 
flow of air to the cement in the bin unit to prev 
the cement from consolidating. The bin is loa 
by an inclosed gasoline engine driven elevator ca 
ble of handling 50-75 TPH. The cement is ta 
in through a hopper and picked up by a sc 
conveyor which transports the bulk cement to 
elevator. TM 5-3895-210-12 contains additio 
information on the cement batching plant. 

238. Concrete Mixer, 165 

a. The 16S concrete mixer (fig. 73) is a s 
contained unit capable of producing 16 cubic : 
of concrete plus a 10 percent overload per ba 
The hourly production capacity will vary betw 
10- and 15-cubic yards depending on the efficic 
of the personnel. Aggregate larger than 3 inc 
will damage the mixer. The mixer consists o 
frame which is equipped with wheels and tov> 
tongue for easy movement, an engine, a po 
loader skip, mixing drum, water tank, and auxili 
water pump. The mixer may be used as a cen 
mixing plant. The most economical central p 
arrangement is discussed in paragraphs 258 
259. Many makes and models are currently &\ 
able through supply channels. Additional infor 
tion is contained in TM 5-1131, TM 5-1 
TM 5-1555, TM 5-3895-205-10, TM 5-3S 
219-10, and TM 5-3895-221-15. 

6. Some 16-cubic foot capacity mixers are i 
ignated 16SM. This designation means that t 
are also capable of mixing mortar and has notl 
to do with their capability of producing a pa 1 
mix. 





Figure 72. Cement batching plant. 

239. Dual Drum Concrete Paver, 34E 

a. The 34E dual drum paver (fig. 74) has a 
rated capacity of 34 cubic feet per batch. The 



Figure 73. HIS concrete rnix.<:r. 

turns should be gradual as damage will occi 
sharp turns due to the absence of idler spr 
recoil springs to absorb the additional track 
sion. 

6. Cement and aggregates are dumped into 
first drum by the skip. Water and liquid admix 
are added from separate tanks. After the coi 
uents are partially mixed, they are transfers 
the second drum. The first drum is recharged 
the second drum is completing the mixing o 
first batch. The batch is discharged into a 1 
supported 55-cubic foot concrete bucket, 
bucket travels along the boom. The boom p 
in a semicircle allowing the bucket con 
to be placed anywhere within a 31.5-foot r* 
The bucket doors may be partially opened 
the bucket is moving, allowing the concrei 
spread over a desired area. Additional inform 
concerning the 34E paver may be found in T. 
7071 and TM 5-3895-202-10. 

240. Concrete Spreader 

a. The concrete spreader (fig. 75) is a self 
pelled form riding device that distributes the i 
mittent concrete batches from the paver. It is 




Figure 74. S4B dual drum concrete paver. 




Figure 7 6. Concrete spreader. 



e form width cannot vary more than 0.1 foot, 
greater variation will allow the Unit to drop off 
e side of the form. The wheels are designed so 
at the spreader can operate between forms, be- 
eera two completed parallel slabs, or between a 



form level. This permits the laying of welded wire 
fabric between two lifts of concrete. Behind the 
spreading blade is the strike off plate which may be 
adjusted for a crown, warp, or straight cross sec- 
tion, in addition to the same heicrht, ft.diimt.mpnf 



W 

r once. Caution must be taken when vibrating an 
air-entrained mix. Overvibration can cause a loss 
of entrained air, although some vibration is neces- 
sary. TM 5-3895-236-12 is an additional source 
of information on the concrete spreader. 

24 1 . Pneumatic Concrete Vibrator 

The pneumatic vibrator (fig. 76) is found as 
TOE equipment in some units and also as a Class 
IV item. The unit is available in two sizes, deter- 
mined from the length and diameter of the tube. 
The smallest is 173x4 inches long with a 2y 2 -inch 
diameter and the largest is 21% inches long with a 
3-inch diameter. The power unit for both units is 
a five-lane rotary air motor. A flexible, bonded, 
rubber coupling between the air motor and the un- 
balanced rotor serves to eliminate transmission of 
shock loads between these rotating parts. Radial 
ball bearings at each end of the unbalanced rotor 
carry the rotating load and are designed to facilitate 
proper assembly of the vibrator. A specially car- 
bonized and hardened steel casing tube resists the 
outside wear, The tip is covered with a long wear- 
ing stellite material. The unit operates on 80 psi 
and produces 8,500 to 9,000 vibrations per minute. 
'The smaller unit should be used on concrete with 
a slump over 3 inches and the larger on concrete 
with a slump under 3 inches. 

242. Transverse Concrete Finisher 

a. The transverse . concrete finisher (fig. 77) is 
a self-propelled form riding unit that follows the 
spreader, finishing the concrete to the desired cross 
section. The finisher screeds can be adjusted so 
that the bottom plate strikes the concrete at an 




Figure 76. Pneumatic concrete vibrator. 



the bottom plate is necessary for extra stiff mi 
6. The finisher has a front and rear screed 
may have a pan vibrator in the middle. The 
mainder of the machine exists entirely to ope] 
the screeds. The pan vibrator will effectively c 
solidate concrete to a depth of 12 inches. ' 
vibrator should not be used if the vibrator on 
spreader is being used. The screeds work at ri 
angles to the centerline, thus any form irregulari 
will be reflected in the finished concrete. TM 
3895-216-10 may be consulted for additional in 
matiou. 

243. Concrete Finishing Bridge 

Two types of bridges are available through s 
ply channels. Both are adjustable from 20 to 
feet. One type consists of two end truck assemt 
and two planks anchored to them (fig. 78) . Tak< 
bolts to apply tension are provided beneath 
planks. These bolts can apply enough tensioi 
permit four men to work on the bridge. Ano 
type is mounted on a hand-powered traction 
riage and consists of two bridges. This machine ; 
mits eight men to work on the bridge and not 1< 
the machine while it is being moved. One i 
merely turns a hand wheel which in turn supf 
power through a chain drive to the rear axle 
propels the unit along the forms. 

244. Curing Machines 

a. Automatic Curing Machines. Automatic cu 
machines (fig. 79) are form riding and self-; 
pelied. Although the machines vary with make 
model, they consist of a telescoping frame 
supports a deck. An engine is mounted on 
deck to provide power for the traction wheels 
a pump. The deck has room for approximate 
day's supply of curing material in 55-gallon dn 
The pump draws this material from the drums 
forces it out through a spray assembly onto 
pavement. 

b. Portable Curing Machines. The portable 
is for small volume jobs and has only a 55-gt 
capacity. The unit consists primarily of a p, 
matic tired, hand transportable barrel can 
equipped with a gasoline powered pump. The p 
supplies pressure to the material from the barr< 
the spray nozzle. The spray nozzle is moved 
the area to be cured in much the same manner 
person would water a lawn. 




Figure 77. Transverse concrete finisher. 





Figure 79. Automatic curing mai 

245. Concrete Saw 

The concrete saw (fig. 80) is usec 
tudinal and transverse joints in fin 
pavements. Several types of blades 
the most common of which have eith 
carborundum cutting surfaces. The ( 
is used for hard cutting and the carbc 
for cuts after aggregate has been displ 
tion. The unit is small and can be of 
man. Once the cut has been started 
will provide its own tractive power. 




Figure 80. Concrete saw. 

246. Miscellaneous Concrete Equipment 

a. Steel Concrete Forms. Steel concrete forms 
are discussed in paragraphs 262 through 264. 

b. Pin Pullers. Several types of pullers are avail- 
able commercially. One type used consists of a 
lever and fulcrum. On the end of the lever is a head 
to clamp on to the head of the pin. Pressure is 
applied to the end of the lever and the action over 
the fulcrum exerts sufficient force to remove the 
pins. Some pin pullers are just clamps for the pin 
heads connected to a peavy handle. Either type is 
efficient and many more are fabricated at local 
levels. 

c. Hot Water Heater (Concrete Mixer). A hot 
ater heater is available as Class IV equipment. 

The heater consists of a vaporizing burner with a 
kerosene tank and a water tank. The unit is capa- 
ble of producing 800 gallons per hour at a 100 F. 
temperature rise. It is used to heat water for con- 
crete in cold weather operation. Caution should be 
exercised when using a hot water heater to keep 
the water from reaching a temperature of 175 F. 



heater in cold weather operations is discussed 
paragraph 298. 

d. Concrete Buckets. Concrete buckets are ava 
able in sizes from % cubic yard through 2 cut 
yards as standard TOE and Class IV suppli< 
The buckets are normally used to place structur 
concrete. Most of these buckets are cylindrical 
shape with a clamshell door at the bottom th 
can be hand operated. The construction of t 
bucket normally lends itself to use with a cran 
however, other methods of utilization can be er 
ployed. Concrete buckets can be easily construct 
in 'the field. Well designed expedient buckets w 
work better than standard buckets in transferrii 
mix from the 5-ton dump truck to pavement forn 
The scoop loader (front end loader) with 
4-in-l bucket works very well as an expedie 
concrete bucket provided there is maneuvering roc 
alongside the forms and the slab width is not t 
great. 

247. Supporting Equipment 

Cranes, finishing tools, water pumps, shove 
etc. will be necessary in concrete construction. Ea 
job is unique and should be treated as such wh 
planning for equipment utilization. A comph 
analysis of the job and its equipment requiremei 
should be made before operations are begun. Su 
porting equipment should not be neglected in tl 
analysis. Although expedients may be substitut 
for most pieces of supporting equipment, having t 
correct tool for the job will greatly improve t 
overall project efficiency. 



Section II. NONSTANDARD EQUIPMENT 



248. Introduction 

Concrete equipment not currently available 
through normal supply channels is discussed in para- 
graphs 249 through 255. A brief discussion of the 
description and use of the equipment is included 
herein to familiarize personnel with some of the 
civilian equipment which may either become stand- 
ard Army equipment or be encountered on a proj- 
ect employing civilian contractors. 

249. 34E Triebatch Concrete Paver 

A piece of concrete paving equipment developed 
,by the Koering Company is the 34E Triebatch Con- 
crete Paver. This paver features a single mixing 



drum with three compartments rather than a sin 
drum with two compartments which is now stand* 
to the Army. The manufacturer claims that t 
design will increase productive capacity up to 
percent. The electric batchmeter, with its pui 
button controls, makes the work of the opera 
easier since it controls all of the mixing operatio 
including raising and lowering the skip. Also, 1 
final discharge chute will not open until the bucl 
is in position to receive the next batch. If 1 
bucket is not in position or if any operation shoi 
fail to function, all operations to the rear will ! 
come static which will prevent material from c 
lecting in one of the three drums. The capacity ] 



1 



batch is the same as the 34E Dual Drum; i.e. 34 
cubic feet plus 10 percent overload on up to a 
6 percent grade. 

250. Transit-Mixer and Agitator Trucks 

a. A transit-mixer or agitator truck is a truck on 
which a concrete mixer is mounted (fig. 81). If 
the aggregate, including the cement, is charged into 
the mixer at a central batching plant, with mixing 
to be done enroute to the job, the unit is called 
a transit-mixer. If the unit is used to haul ready- 
mixed concrete, which requires agitation enroute 
to the project only to prevent it from segregating, 
the unit is called an agitator. Transit-mixers are 
available in sizes varying from 1 to more than ?V^ 
cubic yards. If a unit is used as an agitator, the 
capacity will be considerably greater than when it 
is used as a transit-mixer, because the concrete is 
premixed, and thus, occupies a volume less than 
that of the aggregates measured separately. 

b. When concrete is delivered by transit-mixer or 
agitator trucks, the effect of mixing concrete for 
long periods may be questioned. Tests that have 
been conducted over periods of several hours indi- 
cate that when concrete is mixed for a long time, 



the slump will decrease and the comprei 
will increase for periods up to 2y 2 hoi 
Ready-mix concrete should be disc 
the transit-mixer or agitator truck n< 
1% hours after the introduction of the 
cement and aggregate, or the cement 1 
gate. 

251. "Dumpcrete" Trucks 

"Dumpcrete" trucks (fig. 82) are a 
of truck body used to transport mi 
from central mixing plants to the job si 
agitating box looks much like a batht 
tion to many other uses, these trucks 
with the Maxon spreader. "Dumpcret 
name given these truck bodies by 
Equipment Company. 

252. Placement Machines 

a. Slipjorm Paver. The slipform p 
in a relatively new method of concre 
placement. The unit is crawler moui 
quires no forms. A long attached foi 
hind the machine. Low slump concre 
in a hopper and forced out through 





Figure 82. "Dumpcrele" truck. 



isembly under a very high unit pressure. As the 
achine moves forward, the concrete between the 
ailing forms is completely finished except for 
inor handwork along the edges. Once the machine 
is moved the length of the trailing form, the 
m crete is no longer enclosed by the forms and 
jeds no further support. 

fc. Maxon Spreader. The Maxon Spreader is 
lofcher recent advancement in concrete paving. 
hi is unit is form riding and consists of a 4^-cubic 
trd hopper mounted on the frame and traveling 
I. rile and forth bet.wnfln t,he forms The honner 



attached to the rear of the machine. This unit nc 
mally is used on high production jobs where co 
crete is being produced in a central plant and bei 
hauled to the spreader in trucks. 

253. Longitudinal Finisher 

The longitudinal finisher (fig. 83) is a form ri 
ing piece of equipment which provides the fir 
machine finish to the concrete pavement. The fini 
is applied by the longitudinal reciprocating moti 
of the screed across the slab plus the forward ir 

fion of t.hp pnfir^ finisher P.rown rrn fours * 




screed. Templates are adjusted by a< 
set at 24-inch intervals. This adjust 
duce a maximum crown of 3 inches o 
Width of the screed plate is 12 ii 
models. Changes in width, within th 
ential between maximum and minimi 
finished by each model, can be made 
ing the wheels with a hand crank, 
operating units vary with make an 



Figure 83. Longitudinal finisher. 



Section III CONCRETE PLANTS 



254. Types of Concrete Plants 

Concrete plants cannot be classified rigidly as to 
use, size, or by any other arbitrary classification. 
There are single use units both large and small, 
multipurpose units also large and small, portable, 
semiportable, and fixed installations. Many plants 
overlap specific groupings. Therefore, the classifi- 
cation of a plant will depend, to a great extent, 
upon its use. For purposes of discussion in this 
manual, concrete plants will be broken down into 
four categories: Portable on-the-job plants, high- 
way and airfield construction plants, batch plants, 
and central mix plants. 

255. Portable On-the-Job Plants 

The standard portable on-the-job plant is the 16S 
concrete mixer discussed in paragraph 238 (fig. 73). 
The concrete mixer is a self-contained unit capable 
of producing 16 cubic feet of concrete plus a 10 
percent overload. The plant can be used for main- 
tenance and repair of concrete roads or airfields, 
but is not normally used in the initial construction 
phase, except as a component unit of an expedient 
central mixing plant (para 260) . 

256. Highway and Airfield Construction 
Plants 

The major piece of equipment used in the high- 
way and airfield construction plant is the 34E dual 
drum concrete paver (fig. 74) . The 34E paver is a 
self-propelled, crawler-mounted unit with a 36-foot 
boom which supports a bucket for distribution of 
the concrete mix. The boom swings right or left 
in a 160 arc and can be raised or lowered as 
desired to distribute the concrete between the pave- 
ment forms. It is the key to concrete operations for 



highway and airfield construction i 
the size of proportioning and the num 
handling equipment needed for th 
operation. The aggregates, cement, 
mixed in the paver, but the propoi 
cement and aggregates is accomplisl 
plant and hauled to the paver on tl 
site.- 

257. Batch Plants 

a. Types. There are two types of I 
These are the aggregate batching ph 
ment batching plant. The purpose o 
and cement batching plants is to ace 
tion the amount of aggregate and c 
per batch of concrete. The standard 
ing plant is the 200-barrel model 
plant has a general appearance sin: 
the aggregate batching plant. Th 
cubic yard aggregate batching plan 
feeding one 34E dual drum paver o 
gle drum pavers. 

6. Location Considerations. Bo 

normally located in proximity to < 

pending on local conditions or circu 

batch plant may be located at eithi 

struction site or at the source of ag 

side location will permit gravity hai 

rials with a minimum of new co 

may eliminate cranes or conveyors. 

for the overall selection of a site loi 

(1) To handle the large vohir 

the batching plant site shtf 

area, and be laid out to ini 

of vehicular traffic. 
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the event of inclement weather, the area 
does not become pitted or rutted and 
thereby slow down the movement of vehic- 
ular traffic or contaminate aggregate 
stockpiles. 

(3) Methods or equipment available to charge 
the plant will also have a bearing on site 
selection. If a crane is used, it must be 
located so that it is accessible to both the 
aggregate stockpiles and the bin unit of 
the aggregate batch plant. 

(4) Whenever possible, the plant should be 
located in such a manner as to prevent the 
execution of backup maneuvers by trucks. 
A straight through drive saves valuable 
time which is normally lost in backup 
maneuvers. 

(5) The truck traffic pattern should be orga- 
nized so that empty trucks at no time con- 
flict with partly or fully loaded trucks. 

(6) Distance from aggregates, construction site, 
and the traffic pattern afforded by the 
existing roads will also influence site loca- 
tion. 

(7) The initial location of aggregate, cement, 
and water facilities for washing the aggre- 
gate also influence site selection. 

c. Advantages of Batching Plant at the. Source 
of Aggregate. 

(1) The plant has to be set up only one time. 

(2) Aggregates require handling only one time. 

(3) Concentration of effort (maintenance, mess, 
etc.) is possible. 

(4) Less support equipment is needed (dozer 
at quarry site can help with stockpiles, 
crane unloading railcars can load batch 
plant) . 

d. Advantages of Locating Batch Plant at Job 
Site Location. 

(1) Stockpiles have uniform moisture content. 

(2) Since the haul distance is shorter, there is 
better control from plant to paver. 

(3) Trucks can haul to plant during inclem- 
ent weather and thereby save time other- 
wise lost by double handling of aggregates, 

(4) Modification of fewer trucks is required 
because the haul distance from plant to 
paver is greatly reduced. 

(5) Greater number of sites is available for 
site location. 



tne location 01 tne plant at tne source 01 aggreg 
are disadvantages to the location at the job site 
vice versa. 

/. Classification of Batch Plant as to the Nun 
of Stops. Batching plants can be classified as 
one-, two-, or three-stop type. Typical layout 
the one-, two-, and three-stop plants are show: 
figures 84, 85, and 86 respectively. Each of t 
layouts may be modified to meet available trans 
and equipment capabilities. 

(1) In the one-stop type (fig. 84), aggreg 
and cement are loaded at one stop of 
truck. A one-stop plant is the most 
cient, but likewise, the most expens 
Belt conveyors usually are used to 
the batcher bins and often to build 
stockpiles. 

(2) At the two-stop plant (fig. 85) , co 
aggregate and cement are loaded 
(coarse aggregate on the bottom) ar 
blanket of sand is placed over the cer 
at the second stop. If three sizes of ag 
gates are being batched, it is difficul 
not impossible, to stockpile and b 
enough material to keep two 34E 
drum pavers operating at an efficient i 
Also, the end pins may be contamin 
by material dropping from 0, clam t 
while filling the center bin. 

(3) In the three-stop type (fig. 86), co 
aggregates are loaded first, cement sec 
and the fine aggregate at the last E 
A three-stop plant is somewhat more 
pensive to construct and operate than 
two-stop plant, but can easily supply 
34E dual drum pavers. 

gf. Loading of Materials. The coarse aggreg 
should always be loaded first to scour out the 
of the truck when the materials are dumped 
the skip of the paver. Next, the cement shoul 
loaded; then a sand blanket is loaded last to pre 
the cement from blowing away during the tri 
the paver. Normally, at a one-stop batch p 
operation where a bulk cement plant is not i 
the cement bags are broken directly into the b 
compartments of the truck. A cite for the cei 
should be selected where the amount of ham 
can be cut down or is near the paver. 

h. Batch Trucks. The project supervisor has 
choices in modifying the 5-ton dump truck for } 
ing concrete materials. Maximum use per t 
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Figure 87. Expedient aggregate guide for 6-ton dump truck. 



may be realized by dividing the bed into three com- 
partments. The major disadvantage is the rela- 
tive difficulty in getting the materials into the proper 
compartment. If the batch plant is located at a cen- 
tral mixing site, it may be more efficient to construct 
expedient aggregate guides (fig. 87) and haul a 
single batch to the mixer. Multiple compartments 
are generally more efficient when the mixing is done 
at the paving site; single batching is better for cen- 
tral mixing operations where the batch plant is 
located at the mixer. The latter operation may also 
be accomplished with a conveyor system. 

i. Closing Operations. At the end of a day's 
operation, the aggregate batch plant should be 
emptied. In freezing weather this becomes a neces- 
sity or the aggregates will freeze and bridge the 
clamshell gates. It should also be done in a 
temperate climate or the moisture content of the 
first few batches will be higher than the batches 
that follow. The moisture will tend to consolidate 
in the bottom third of the bin during the evening 
and adjustments will become necessary at the paver 
to insure a constant water-cement ratio. The super- 
visor of the batch plant should lock up the scale 
beam box so that only he can change the weight 
settings on the scales. This will insure constant 
accurate proportioning of the aggregates. 

258. Centra! Mix Plants 

The central mix plant differs from the other type 
plants in that it has facilities to handle, store, 
batch, and mix the concrete materials. The batcher 
is so arranged that it discharges directly into a 
mixer which, in turn, discharges the mixed con- 
crete into the haulage unit. The haulage unit then 
hauls the mixed concrete to the construction site. 
Some advantages of a central mix plant are: better 
control of concrete through rigid and accurate con- 
trol of water and moisture content of aggregates; 
control of the consistency of concrete; and better 
control through centralization of responsibility. 
There are no central mix plants currently in the 
Army system. Paragraphs 260 and 261 discuss two 
expedient central plants that may be constructed 
from standard concrete mixing equipment. 



259. Central Mix Plant Criteria 

a. Location. A central mix plant should be lp 
cated so that the mix can be placed within k 
minutes. The site should be level with good drain 
age. A sidehill location is usable, provided there i 
adequate working area around the mixers. 

6. Site Improvement. A retaining wall must bi 
constructed to support the wall of the truck loadinj 
well. A sump must be located against the retainini 
wall to drain the loading well. The working am 
storage areas should be paved if the plant is to bi 
used over an extended period of time. 

c. Water. Water is a critical item at a centra 
mix plant. If water is not available at the site, i 
may be brought in by truck or pipeline. A pipelini 
is the best solution as it reduces the traffic aroum 
the site. A water point should be located so tha 
the truck beds can be thoroughly cleaned prior t< 
filling with concrete. Locating a source of water ii 
a primary factor in central plant site selection. 

d. Road Net. A good net is another priman 
factor in site selection. In most cases fair weathe 
roads will be acceptable. Concrete paving opera 
tions will usually be suspended before bad weathe 
makes unimproved roads impassable. 

260. 16S Mixer Central Mix Plant j 

Jl 

a. An efficient central mix plant may be cc 

structed with four 16S mixers as the basic units 
Figure 88 shows a sketch of this layout. The gen 
eral criteria for this central mix plant are discusser 
in paragraph 259. 

b. The chute (fig. 88) design must be on a tria 
and error basis. A width of 18 inches and a dept 
of 12 inches is usually sufficient if the slope is 1;] 
The stiffest mix that is to be produced is used t 
check the slope of the chute. Exceptionally stil 
mixes may require the use of shovels or expedien 
paddles to maintain flow. 

261. 34E Paver Central Mix Plant 

Two 34E pavers may also be used as a centrs 
mix plant. Figure 89 depicts a layout of this plan 
The general criteria for this central mix plant ai 
discussed in paragraph 259. 
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Figure 88. IBS mixer central mix plant. 
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Figure 8U. 34 paver central mix plant. 



CHAPTER 14 
FORMS AND JOINTS 



Section I. FORMS 



262. Introduction 

a. Function o] Forms. The riding quality of con- 
crete pavement depends to a large extent upon the 
quality of support which the forms give to the 
form riding equipment. Good form alinement does 
not, by itself, insure a good surface, as bent or 
inadequately supported forms will contribute to 
surface irregularities. Steel paving forms have two 
functions. The first is to contain the concrete in a 
specific area and the second is to provide a track 
for the form riding equipment (fig. 90) . 

6. Description. Steel forms are made in 10-foot 
lengths and are held in position by three wedged 
pins and end locks. The weight of the form varies 
204 pounds for 8-inch forms to 292 pounds 
12-inch forms. All standard forms have three 
pin holes in which pins are wedged to hold the 
forms firmly in position (fig. 91) . 

c. Pins. Pins of the proper length are inserted 



in each hole and driven well into the subgrade .1 
hold the form in position. Length of the pins d< 
pends upon the height of the forms and the type < 
subbase or subgrade. They should be at least ] 
inches long for 8- or 9-inch forms and should ii 
crease to 30 inches for 12-inch forms. They shou 
be longer for the more plastic and lower density sul 
grades. Well- compacted subbases of high densil 
permit the use of shorter pins by providing goc 
lateral support to the portion of the pin below tl 
forms. 

d. 'Lock Plates. Forms have sliding lock plat 
at one end to fit under the flanges of adjacei 
forms and to insure positive alinement at the joinl 
They should slide easily into locking position. Th 
will help prevent their being battered out of shaj 
during installation and removal. Failure to lock ea< 
joint may result in stops during operation of tl 
form riding equipment and irregular surface aim 
ment. 




Figure 90. Standard steel forms placed on subgrade. 



RECEIVING KEY 



LOCKING WEDGES 




ANCHORING PIN 



Figure 91. Standard steel concrete jorm section. 



e. Use on Curves. Standard forms are designed 
so that they can be used on curves with a radius as 
short as 150 feet. Shorter radii require some type 
of flexible form, sheet metal or 1-inch wood. Heavy 
construction of standard forms is not required be- 
cause form riding equipment cannot turn on sharp 
curves less than 150 feet in radius. Hand finishing 
methods will almost always be used under these 
conditions. Flexible metal or wooden forms are 
secured into position by stakes driven at frequent 
intervals to hold them at proper alinement. 

263. Use of Forms 

a. Height and Width of Forms, The height of 
the form should be equal to the specified edge 
thickness of the concrete and the base should be at 
least 0.8 the thickness of the height. When neces- 
sary, the height of the forms can be increased by 
placing them on wooden risers, provided the thick- 
ness of the wooden base does not exceed 25 percent 
of the original form height. The 'thickness of the 
wooden base should be sufficient to bring the di- 
mension of the form up to the required height. 

6. Form Base. The base for the forms is trimmed 



higher than the elevation of the base of the form 
so that the forms rest on compacted material. 

c. Placement and Alinement. After the fo; 
base has been trimmed to the desired elevatior 
forms are placed, a pin set in each hole, and th 
forms alined with a stringline. The stringline shoul 
be set at the proper height for grading the base fc 
the forms. If grading is done by hand, the stake 
are set so that the string is on line with the fac 
of the forms and at the elevation of .the top of th 
forms. It then serves also as a guide for settin 
forms. If form grading is done by machine, th 
stringline must be set twice; first on an offset an 
at a height to meet the requirements of the grade 
and the second for form setting as described fc 
hand grading. The stakes should be set at interval 
not to exceed 50 feet and as often as 25 feet o 
vertical horizontal curves. Form pins are the 
driven, either by hand or by mechanical pin driv( 
(compressed air) . 

d. Pin Driver. The pin driver (fig. 92) consis 1 
of a clay spade (digger or 35-lb pavement breakei 
with a modified moil point tool. The sharp end 
cut off the moil point and a collar welded on i 



Figure 92. Expedient pin driver. 



will keep the tool from vibrating off the head of the 
pin. Not only does the pneumatic pin driver save 
manhours (as opposed to the hand sledge method), 
but it will cut down on the mushrooming effect on 
the head of the pin that the sledge hammer will 
produce. With the forms at the proper elevation, 
wedges and end plates are driven in to hold them 
firmly in position. 

e. Rigidity of Forms. The rigidity of forms and 
firmness of support should be such that the forms 
do not deflect more than 14 mcn when tested as a 
simple beam carrying a load equal to that of the 
heaviest equipment that will ride on them. The 



forms should rest on a firm base their entire lengl 
and not on pillars or columns of material. To insu: 
this materials should be tamped under the forn 
either by the form tamper rolling on the form i 
by hand with tamping bars. However careful! 
the forms are placed and alined, there will be mini 
variations from the proper elevations, particular 
at joints. These can be recognized by sighting aloi 
the top of the forms. 

/. Correction of High and Low Spots. To corre 
a low spot, the form is raised by loosening t 1 
locking wedges and end plates and placing a b 
under the base (fig. 93). While the forms are th 




Figure 9S. Adjusting low spots in jorms. 



them to secure proper elevation, ttign spots can 
be corrected by removing one or more lengths of 
forms and trimming off the high spot or excess 
material. 

264. Storage and Handling of Forms 

a. Oiling oj Forms. Forms should be oiled im- 
mediately before each use by brushing or spraying 
with used crankoasc or form oil. This prevents con- 
crete from stricking to the forms (when using key- 
ways, oil must be used or the removal of the key- 
way will cause damage to the concrete) and facili- 
tates removal, cleaning, and reuse (fig. 94). 

6. Form Removal. Forms can be removed as 
soon as the concrete slab has hardened sufficiently 
so that the slab is not damaged by their removal. 
Pin pullers with adequate bearing on the forms are 
essential if chipping damage to the new concrete is 
to be avoided during this operation. The forms 
should be thoroughly loosened from any spilled 
concrete, soil, or other material before lifting in 
order to prevent bending. No form should be used 
if the top is out of line by an amount greater 
than the allowance tolerance of the finished con- 
crete surface. This is usually % inch in 10 feet. 
With proper handling, forms will retain the straight- 
ness that is essential to an even surface finish. 

c. Storage. When storing forms before and after 
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use, they should be cleaned and stacked about fh 
forms high to permit ease of handling when the 
are to be used again. 

d. Transportation. Unless special bridge trucl 
are available (with the 22-foot extendable boom 
25-ton low bed trailers are best to transport forn 
from one area to another. It is permissible to drc 
forms off the low bed as long as one form is n< 
dropped on another form and the ground is not .< 
rocky as to damage the form when it hits the grouitf 
If the area is level, fork lifts or roust-abouts (sina 
cranes) can be used to move forms short distance 



Section II. JOINTS 



265. Types of Joints 

Joints are constructed in concrete pavements to 
permit contraction and expansion of the concrete 
from temperature and moisture changes without ir- 
regular breaking of the pavement, to relieve warping 
and curling stresses, and as a construction expedient 
to separate sections of the pavement placed at differ- 
ent times. There are three general types of joints 
used in concrete pavements: construction joints, 
expansion joints, and contraction joints. Joints par- 
allel to the centerline of the pavement are called 
longitudinal joints, and those at right angles to the 
centerline are known as transverse joints. The types 
of joints are shown in figure 95. 

266. Construction Joints 

Longitudinal construction joints are formed along 
the interior edges of each paving lane in accordance 
with design criteria. These joints are either dow- 



eled or keyed. Transverse construction joints a 
installed at the end of each day's placing, and 
other points within a paving lane where the placii 
of concrete is discontinued a sufficient time for tl 
concrete to start setting. So far as practicable, t! 
transverse construction joint is installed to ta! 
the place of a planned transverse contraction 
expansion joint. When this is not feasible, the train 
verse construction joint should be installed not Ic 
than 10 feet from the closest regularly spaced trar 
verse joint. All transverse construction joints at 
planned joint location should be doweled, but wh 
the construction joint is formed along the center 
the slab, tie bars should be used instead. Figure 
shows expedient tie bars made from reinforci 
bars. 

267. Expansion Joints 

Expansion joints (fig. 97) are used in pavernei 
less than 10 inches thick, at intersections of 
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Figure 96. Expedient tie bars made jrom reinjorcing bars. 



pavements, and around all structures in contact with 
the pavements. The purpose of the expansion joint 
is to permit expansion movement of the concrete 
without disturbing the adjacent structure or inter- 
secting pavement, and to avoid creating excessive 
compressive stresses in the concrete which may 
result in blowup of sections of the pavement. There 
is less danger of blowup of thicker pavements, and 
expansion joints are not used when the pavement 
has a thickness of 10 inches or more, unless the 
concrete contains aggregate with a high coefficient 
of thermal expansion. In slabs less than 10 inches 
thick, expansion joints may be omitted if concrete 
is placed during hot summer conditions. The ex- 
pansion joint filler may be wood board or preformed 
bituminous treated fiber conforming to specifica- 
tion requirements and having specified dimensions. 
Dowels are required for all transverse expansion 
joints to maintain alinernent of the adjoining slabs 



and to provide load transfer between the slabs 
Thickened edge slabs are required at free, undow 
eled, longitudinal expansion joints. These free joint 
generally are installed in large paved areas, and a 
ridge lines where change of grade is required. 

268. Contraction Joints 

Contraction joints are installed to control crackinj 
of the pavement during contraction of the concrete 
and to limit curling or warping stresses created b; 
differences of temperature and moisture betweei 
the top and bottom of the slabs. Longitudinal am 
transverse contraction joints are planes of weak 
ness formed by cutting grooves in the top portio: 
of the pavement to a depth necessary to assure con 
traction cracking at the joint. These joints ma; 
be formed in the plastic concrete during construe 
tion of the pavement, or sawed in the pavemen 
after it has hardened. The weakened plane joint 




Figure 07. Eijmnsion joint assembly. 



(also known as dummy joints) should be con- 
structed with the spacing and details specified in 
the design criteria. For pavements having a thick- 
ness of 10 inches or more, the spacing of the trans- 
verse contraction joints should be equal to the width 
of the paving lanes, usually 20 to 25 feet, However, 
concrete made with certain types of aggregate, such 
as slag, may have higher than normal shrinkage 
characteristics and require closer joint spacing. 
For contraction joints, the depth usually should be 
equal to one-fourth of the pavement thickness. 
The cost of sawing joints is directly related to the 
depth of cut, and the least depth possible should 
be determined by trial in the field. When no con- 
crete saw is available, contraction or dummy joints 
can be constructed, through the use of a steel form 
V 4 " X4" X 1934". Hooks are welded to the top edge 
of the form to enable pulling out after the concrete 
has set. The form is coated with heavy grease and 
nd paper is applied. The steel form is then in- 



serted in the concrete by tapping with a hammer 
by use of a vibrator. The form can be readily pull 
after set occurs, leaving a clean vertical joii 
Figure 98 shows a contraction joint that has crack 
correctly after initial contraction. 

269. Dowels 

Dowels are mechanical load-transfer devices bi 
as an integral part of certain transverse join 
When used, they are installed across a joint in si 
a way as to permit the joint to open and close t 
to hold the slab ends on each side of the joint 
nearly as possible at the same elevation. The defli 
tion of one slab under load is resisted (through 1 
dowel) by the other slab which, in turn, is cauf 
to deflect and thus to carry a portion of the k 
imposed upon the first slab. Dowels are used 
all transverse expansion joints and all transve 
construction joints installed at a planned joi 
They also may be used in longitudinal construct 
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Figure 98. Contraction joint Lhat hax cracked correctly after 
initial contraction. 



joints and in special locations at the outside lanes 
or slabs of the pavement. The diameter, length, and 
spacing of the dowels vary with the pavement thick- 
ness. All dowels should be straight, smooth, and 
free from bur at the ends. Half of the length of 
the dowel is painted and greased to prevent bond- 
ing with the concrete. Dowels used in expansion 
joints are capped at the end, which is painted and 
greased to provide a space for movement of the 
dowel when the concrete expands and closes the 
joint. Dowels used in construction joints or 'in other 
locations where a filler is not installed, should be 
of the same size, type, and spacing as for trans- 
verse expansion joints, but should not be capped. 
A guide of approved sizes of dowels is shown in 
table XVII. 

270. Installation of Joints 

a. Basic Considerations. Although joints are nec- 
essary in concrete pavement, even the beet joints 
are points of weakness, both with regard to load 



Mini- 
muni 
dowel 
length 


Maxi- 
mum 
dowel 
spacing 


Diam- 
eter 
of 
dowel 




16" 


12" 


4" 


Steel 


16" 


12" 


l" 


Steel 


20" 


15" 


H" 


Steel 






1" 


Extra 


20" 


18" 


H" 


Steel 








Extru 


24" 


18" 


2" 


Extra 








or . 


30" 


18" 


3" 


Steel 






3" 


Extra 



Pavement 
thickness 

Less than 8" 
8" toll" 
12" to 15" 

16" to 20" 
21" to 25" 
Over 25" 



* When extra-strength pipe is lise<l, the pipe will b 
i stiff mixture of sand-asphalt or cement mortar or th 
will b<- plugged. If the ends of the pipe are pluggi'd, 
itiHide the pipe and lie cut off niinh with the end of the 
will IK' no protruding materiHl to bond with the cor 
iri'p moveinent of the dowel, 



stresses and to deterioration by weatl 
failures of concrete pavements start 
and every effort should o'e made to 
best possible joint. Continuous inspi 
quired before, during, and after the 
placed to assure that only the best j< 
tained. All joints should be constructe 
ular to the finished grade of the paven 
verse joints should be at right angles t 
line of the pavement, and should b< 
along a straight line through all lane; 
area. Longitudinal joints should be pi 
centerline of the pavement at the requ 
All expansion and construction joints 
prior to placement of the concrete, 
joints are formed after the concrete is 
require earlier inspection only when 
dowels are used in these joints. Rein 
steel other than the required dowels 
should not extend through any joint. 

b. Longitudinal Construction Joints 
nal construction joints are defined b; 
When dowels are used, they should b< 
see that they are of the required si; 
they are accurately installed in the 1 
required spacing and location. The d< 
be held securely and accurately in pos 
they will not be displaced during place 
crete. The forms usually have an out 
or other holding device for maintainin 
in position. The depth of embedmer 
checked during placement of the co 
practice is to embed the fixed portion 
during the first placing operation. The 
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the adjoining lane. When keyed longi- 
joints are required, the key form should 
be made of steel and should be fastened 
to the pavement form in the required loca- 
>ri - However, there are no steel keys in the current 
Pply system and wood is used in lieu of steel. 
c - Transverse Construction Joints. Transverse 
11 st, ruction joints are installed at the completion 
paving operation and are generally formed by 
of a temporary bulkhead installed between, 
the end of, the forms. Care should be taken 
that the bulkhead is securely fastened in 
Dowels are installed when the transverse 
^struction joint is at the location of a scheduled 
int. When concrete placement is stopped at the 
t-erior of a slab, tie bars are placed in the joint 
form a continuous slab unit when additional con- 
ste is placed in the slab. The next regular joint 
on Id then be constructed in the planned location. 
&- Expansion Joints. Expansion joints are the 
^st- difficult to set and maintain in their correct 
sition, and these joints should be carefully checked 
rouighout the paving operation. The expansion 
rat filler and dowels, or- other load-transfer de- 
3es, should be held securely in place by means 
suitable installing devices (fig. 97). The joint 
ler is held in a vertical position and should be well 
pported so that it will not be disturbed or damaged 
ring the concreting operations. The subgrade 
ould be carefully prepared and the joint material 
t accurately so that it will extend continuously 
3m the required position at the top of the slab 
d from edge to edge of the pavement. 

(1) Placement of concrete. While the con- 
crete is being placed, the top edge of the 
filler should be protected with a metal 
channel cap, which will form a space for 
the poured sealer when it is removed. 
Dowel bars should be held accurately in 
place, parallel to the surface and the cen- 
terline of the slab, with metal baskets or 
other installing devices. The method used 
in holding the bars in position should de- 
velop such accuracy that the error in aline- 
ment of any bar in the entire installation 
is reduced to a minimum. Bars should be 
checked with a template. The free end of 
each dowel should be painted with one 
coat of red lead or other approved paint. 
After the paint has dried, the free end of 
the dowel is thoroughly coated with heavy 



ting expansion caps. Any displacement 
dowels in excess of the allowable toleran 
should be immediately corrected. 

(2) Final position checks. The horizontal pos 
tion of the dowels may be checked with 
steel tape with the bar spacings mark* 
thereon. The vertical position is th< 
checked with a dowel bar checker, whi< 
is essentially a rectangular U-frame, ha' 
ing two legs of equal length with an ai 
justable level mounted on the cross ba 
The legs should have a length of abo' 
10 inches and should be spaced 12 inch 
apart for checking 16-inch dowels ai 
16 inches apart for checking 20-inch do^ 
els. The level is adjusted to compensate f 
the grade of the pavement, by placing tl 
checker on top of forms at each expansi< 
joint and centering the bubble. The le 
of the checker are then set on the dow 
bar, straddling the joint which should "1 
equidistant between the legs. The positii 
of the level bubble should be within 
limiting mark for the specified tolerant 
which is determined by trial prior to t! 
use of the checker. When a dowel b 
checker is not available, the vertical pos 
tion of the dowels may be checked wi 
a level and rod, with proper allowan 
being made for grade of the pavement. 

(3) Joint surface. The surface of the concre 
at the joint should be carefully finish* 
and checked with a straightedge to s 
that it will provide a .smooth riding su 
face. The top edges of the joint a 
rounded with a suitable edging tool, ai 
any concrete which has entered the spa 
above the joint filler is removed duri: 
the finishing of the joint. When the si 
forms are removed, any wedges of co 
crete across the ends of the joints shou 
be removed. If any concrete is left spa 
ning the joint, it will prevent free expa 
sion, and spalling will result. 

e. Contraction Joints. Contraction joints of t 
weakened plane (dummy) type are formed 
grooving the top portion of the freshly plac 
concrete with a suitable tool, or by sawing t 
grooves in the pavement after the concrete h 
hardened. In general, the weakened plane joir 
are constructed without any steel in the joint, a 



load transfer is dependent on interlock of aggregate 
and mortar in the fractured plane below the joint 
opening. When dowels or tie bars are required in 
the contraction joints, they should be installed be- 
fore the concrete is placed, using baskets or other 
suitable supports for holding the steel accurately 
in place during the paving operations. In the case 
of dowels, the alinement should be checked with an 
adjustable level as discussed in d above. 

(1) Hand formed joints. The weakened plane 
joints are formed in the plastic concrete by 
means of a metal bar or other tool which 
will produce a groove of the required di- 
mensions in the top of the slab. The joints 
must be formed when the concrete has 
hardened to the proper point. If the joints 
are formed too soon, the concrete will 
tend to sag under the pressure of the 
forming tool and leave a depressed area 
in the region of the joint. Also, the con- 
crete will tend to flow together again when 
the bar is removed and the surface is 
finished. If the concrete is too hard, the 



forming tool will disturb the < 
the pressure required to insei 
tool is applied, and when the 
drawn. Forming the joint t 
to produce a high joint. E 
regularities in the region of 
to produce a rough riding su 
joint forming should be caref 
to avoid faulty joints. 
(2) Sawed joints. There are mar 
in sawing joints (fig. 99). 
ishing is necessary at the 
reduces the number of finis 
The continuous machine fir 
pavement provides a smooth 
ing surface. Manipulation o 
after it is placed and has p 
avoided. This should reduc< 
ration which is common at j 
compounds can be applied 
because the joints are sawe 
there is no necessity for remo 
pound from, the joint prior tc 




Figure 99. Sawing contraction joints. 
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(b) 



(c) 



will not be torn or disturbed by the saw- 
ing and before cracking occurs. No def- 
inite time of sawing can be set, as this 
will vary with the many conditions that 
influence the hardening of the concrete, 
such as consistency of the concrete, air 
temperature, humidity, or wind. The 
time of sawing can be readily deter- 
mined in the field by examining the con- 
crete or by making a trial cut. It is im- 
portant to be prepared to saw when the 
concrete is ready for sawing, regardless 
of when this occurs. On some proj- 
ects, sawing may be done within about 
6 hours after the concrete is placed dur- 
ing hot, dry weather. During cold 
weather, the sawing may be delayed as 
long as 24 hours. For efficient opera- 
tion, the sawing machine must have 
ample power to maintain the required 
speed of rotation of the sawing blade 
under all operating conditions. Diamond 
blades generally are used for sawing the 
concrete, and the blade life will be pro- 
longed by the use of plenty of water 
during sawing. 

Procedures. Two general procedures 
may be used in sawing joints. In one, 
control joints are hand formed or sawed 
in the concrete at intervals of about 80 
to 100 feet and the intermediate joints 
are sawed later. With the other proce- 
dure, no control joints are used and the 
joints are sawed consecutively since the 
concrete is placed as soon as the con- 
crete is ready for sawing. It is believed 
that the consecutive sawing of joints is 
the better procedure and that the con- 
trol joints serve no useful purpose. The 
use of control joints does not eliminate 
the danger of cracking between these 
joints when the intermediate sawing is 
delayed. 

Guidelines. A suitable guide should be 
provided to assure that the joint will be 
sawed in a straight line. Mechanical 
guides may be used, but these can cause 
considerable delay in sawing because of 
the time consumed for their installation 



une marKea on me pavement nas CM 
found satisfactory as a guide, if the s 
ing is done carefully. The groove sho 
be thoroughly flushed out with water 
soon as the sawing is completed. ^ 
sawed joints are about i^-inch wide. r \ 
top should be enlarged to. a width of 
tween % and % inches for a depth 
between % and % inches to prov 
suitable space for sealing the joint. 

271. Sealing of Joints 

Openings in joints are sealed with poured jc 
sealers to prevent movement of moisture betw 
the pavement surface and the subgrade, and to p 
vent the entrance of any solid materials that n 
cause spalling of the concrete at the joint under 
action of traffic (fig, 100). The joints are see 
as soon as possible following the curing peri 
However, sealing should not be done when the 
temperature is below 50 F., nor during wet weat 
when the joints cannot be kept dry. Before seal 




Figure 100. Sealing a joint. 



the joints are thoroughly cleaned by a power driven 
saw blade, sand blasting, and compressed air or 
with a suitable joint cleaning machine. Sawed 
joints tend to retain some of the cuttings from the 
sawing operation and special care should be taken 
in cleaning these joints. Material in the sawed joints 
can readily be loosened by operating a wornout saw 
blade in the joint without the use of water. Hot- 
poured or cold applied sealers are used for airfield 
pavements. Material is heated in suitable con- 
tainers that will maintain a constant temperature 
throughout the material by keeping it thoroughly 
agitated. The temperature of the material should 
be carefully controlled within the temperature 
range recommended by the manufacturer, which 



produces a satisfactory pouring consist 
sealer should not be overheated, as 
generally affect its quality. Sealers sho 
reheated, and any material left in the \ 
when the sealing is completed should 
Also, holding the sealing material at t 
temperature for a long period may affect 
and the sealer should be melted and u 
quired without delay. The joints shoul 
flush with the pavement surface, and exce 
spilling over the pavement should be 
Equipment for installing cold-applied sea 
be in accordance with recommendations c 
ufacturer. A jet-fuel-resistant material 
used on airfields for jet aircraft. 



CHAPTER 15 
CONCRETE PAVING OPERATIONS 



Section I. MEASURING MATERIALS AND TRUCK REQUIREMENTS 



272. Measuring Cement 

a. Sacked Cement. Sacked cement is generally 
used in such a way that the size of the batch will 
require an even number of sacks. It is unnecessary 
to weigh the cement since each sack contains 94 
pounds of cement. 

6. Bulk Cement. If bulk cement is used, the ce- 
ment must be weighed for each batch. This is usu- 
ally done by using a bulk cement plant in which 
the cement is stored in a bin equipped with a 
weighing hopper. The weighing hopper should 
discharge through a canvas tremie directly into the 
charging hopper on the mixer if a central mix plant 
|is used. If a central mix plant is not used, the 
"batcher is equipped with a flexible hose through 
which the cement is dropped into the batch trucks. 
A cement batching plant is shown in figure 72. 

273. Measuring Water 

a. Automatic Water-Measuring Devices. Water 
for mixing must be accurately measured for every 
batch. The water tanks of machine mixers are 
equipped with measuring devices for this purpose. 
After the tank is filled, the water is siphoned off. 
The amount of water going to the mixer is controlled 
by a predetermined setting of the measuring device. 
Continual maintenance and periodic checks on the 
quantity of water delivered assure proper operation 
of the measuring device. 

b. Adjustment of Amount of Water Added at 
Mixer. Water should never be added without 'meas- 
urement. The amount of water required for mixing 
includes the surface water in the aggregates which 
is determined as described in TM 5-530. Adjust- 
ment for moisture content is described in para- 
graph 225. 



measure the water. Whole, half, and quarter 
Ion marks may be painted on the inside. This 
should be kept at the mixer and used for this 
pose only. 

274. Measuring Aggregate 

The aggregate to be used for each batch shoul 
accurately measured. Aggregate should be m 
ured by weight. Volume measurement shoul< 
used only if weighing equipment is not avail] 
Measurement by weight is more reliable since 
accuracy of volume measurement depends ent: 
upon the accuracy of an estimate of the amoui 
bulking. The amount of bulking varies accordir 
the moisture in the sand. 

a. Measurement by Weight. The measurer 
of aggregates for paving operations by weigl 
the most accurafe and efficient. The aggre 
batching plant (para 236) should be used if 
sible. Truck scales may be used as an expec 
measuring device. Cement may be added in 
manner also, although the accuracy may vary a 
one-half bag. This method will be accurate w: 
20 pounds if the sealers are in good condition. 
Example and Solution: The following is an e? 
pie and the solution 
typical batch measure) 
by weight situation 

(1) Total weight of truck 20,81 

(2) Desired weight of gravel 3,00 

(3) Gross weight of truck and gravel 
(!)+ (2) 23,81 

(4) Desired weight of cement 7y z 
bags x 94 Ib/bag 70 

(5) Gross weight of truck, gravel, 
and cement (3) + (4) 24,51 



a gross weight ol 26,&HJ pounds, cement is 
added until 24,515 pounds are indicated, 
and sand is added until the total is 26,015 
pounds. 

Each truck should be weighed before each load. The 
greatest source of error in this method is the weight 
changes caused by men getting on and off the 
scales during weighing. One man stepping on the 
scales during the addition of cement can cause a 
shortage of about two bags in the batch. The mate- 
rials can be loaded with a conveyor, clam shell, or 
bucket loader. 

6. Measurement by Volume. The measurement 
of aggregate by volume for paving operations is 
usually an expedient method because of the low 
efficiency and accuracy. Essentially, known weights 
of materials are placed in a wheelbarrow, bucket, 
or box. The surface is leveled and the weight marked 
on the inside. This is repeated until the desired 
weights are marked. The major error in this method 
is caused by the differences in the amount of voids 
in each batch. Different unit weights for each item 



container lor eacn mix component. 

275. Truck Requirements 

The condition of the haul road and any au 
increases in truck capacity will affect the 
of batches that can be hauled per truck. F 
trips of 4 to 10 miles over roads in fair c< 
trucks can average 10 miles per hour, i 
loading and dumping, if cement from 
handled at a dock; 12 miles per hour if bull 
is batched. To determine truck requirem 
round trip distances of 4 miles or more, th< 
ing formula may be used as a guide: 



N = 



BD 

bs 



where: N= number of batch trucks requii 
B = number batches mixed per hou 
D= round trip distance in mile: 
plant to paver (minimum of 
b= number of batches per truck 
s= speed in miles per hour (usin 
sacked cement, 12 for bulk, ir 
if D is more than 10 miles) 



Section II. PROCEDURE 



276. Sequence of Operation 

Recommended sequence for concrete paving 
operations is listed below. Actual operation is dis- 
cussed in paragraphs 277 through 294. See Ap- 
pendix II for inspection checklist suggested as a 
guide for paving operations. Paragraphs 295 
through 303 should be consulted prior to paving 
operations during hot or cold weather. 

a. Preparing subgrade. 

6. Preparing and transporting mix. 

c. Preparing expansion joints. 

d. Placing mix. 

e. Vibrating. 

1. Finishing surface.- 

g. Preparing contraction joints. 

h. Curing. 

i. Sealing joints. 

j. Removing forms. 

k. Testing surface. 

277. Subgrade Preparation 

a. Final Preparation. The subgrade is compacted 
and brought approximately 3 to 4 inches above 
grade. The surface is shaped and cut to 2 inches 
above grade with a motor grader. The forms (chap. 
12) are set to line and grade. After the forms are 



checked, the final grading is done with tl 
riding subgrader. The cutting blades should 
fully set so that they will cut to the corre< 
The subgrader should cut the grade within 
inch above the finished grade. The subgrac 
should cut the subgrade to the required sec 
elevation. The subgrade should be checke 
that it conforms to the required section with 
fied tolerances (usually % inch) . A scratch 
is used for checking the contour of the finis 
grade. The template is operated on the si 
and is provided with adjustable steel rods 
ing downward to the subgrade at not less thi 
intervals (fig. 101). The rods are adjuste 
required contour of the subgrade and ' 
grade checked. If necessary, material si 
removed or added (as required) to bring 
tions of the subgrade to the correct elevi 
should then be thoroughly recompacted 
tested with the template. The equipment s 
of such strength and rigidity that it will i 
a deflection of more than % inch at the c< 
no template is available, the subgrade 
checked by using a piano wire or other sti 
to mark the grade. The wire is held taut a 
of the form which has been set to grade, ai 
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Figure 101. Checking subgrade with scratch template be/ore placing concrete. 



uremcnts are made from the wire to the subgrade 
at intervals of about 1 foot. 

6. Wetting Subgrade. To minimize absorption 
of moisture from the concrete by the subgrade, the 
^ubgradc should be in a moist condition when the 
concrete is placed. The subgrade should be thor- 
oughly wetted sufficiently in advance of placing the 
concrete to assure that the surface will be damp, but 
not muddy. In dry, hot weather, the subgrade 
should be sprinkled just ahead of the placing and 
spreading operations (fig. 102). The degree of 
saturation will depend on the character of the mate- 
rial in the subgrade, and the sprinkling must be 
controlled accordingly. Soft or spongy places in the 
subgrade should be corrected by removing the poor 
material and replacing with good material, which 
should be thoroughly compacted. The subgrade is 
given the final rolling with a 5- to 8-ton or a 10-ton 
roller, depending upon the abrasiveness of the 
subgrade. Some type of soil, such as loess, will 
absorb water like a sponge. When wet, it is soft 
and when dry it will cause plastic shrinkage due to 
water loss from the concrete. A layer of tar paper 
placed on the subgrade is the best method of cir- 
cumventing this problem. Bituminous treatments 
work in some cases, but worsen . conditions in 
others. If a bituminous treatment is to be used to 
check this water loss, a test section should be 
L used. 



278. Mixing 

a. Preparation. Mixing is one of the most impc 
tant steps in producing high quality concrete th 
will meet design specifications. For efficient pi 
duction of concrete, the correct type of mi? 
should be selected, the location of the mixer a 
ingredients should be convenient to paving opei 
tions, and the mixer 'should be operated proper 
The mixing of concrete may be done in stations 
mixers in a central plant combining the batchi 
and mixing operations or in pavers at the site 
the work. Regardless of the type of mixer usi 
the materials should be blended into a uniform n 
throughout the batch with all aggregate partic 
well coated with the paste and the mixed concn 
should be discharged without segregation or loss 

6. Inspection. All concrete mixing units shoi 
be checked to see that they are clean and in gc 
operating condition. The mixing blades should i 
be worn excessively. Blades worn down about 
inch or more should be replaced with new blad 
The water batching mechanism should show 
leakage of water when the valve is closed. It 
especially important to check for water leaka 
All devices for controlling the mixing of the c< 
crete should be checked for proper operation. Au 
matic equipment for batching and dispensing adir 
tures should also be checked for satisfactory ope 
tion if applicable. 




Figure 102. Final sprinkling oj subgrade. 



c. Pavers. Pavers usually are used for large-scale 
>aving operations. The aggregate and bulk cement, 
vhen used, are weighed at the batching plant and 
muled to the -paver in batch trucks. Bagged cement 
isually is added just before the concrete is mixed 
'where and when it is added depends on the situa- 
ion). This cement may be added to aggregate in 
he trucks after they arrive on the job or after the 
Aggregate is unloaded into the mixer skip pan. 
rhe water is added to the batch during charging of 
he aggregate and cement into the mixer. 

(1) Pavers are equipped with a boom and 
bottom dump bucket to distribute the mixed 
concrete between the forms. This equip- 
ment should be checked to see that it is 
in good operating condition. The dis- 
charge gate on the bucket should close 
tightly so that there will be no leakage of 
mortar or concrete. 



(2) Dual drum pavers normally are used for 
pavement construction. With these pav- 
ers, the concrete is partially mixed in the 
first drum into which the materials are 
charged and mixing is completed in the 
second drum into which the partially mixed 
concrete is transferred during the operat- 
ing cycle. 

d. Central Plant Mixing. Central plant mixing 
permits closer coordination of the batching and 
mixing operations, and provides the best conditions 
for inspection and control of the mix. However, 
this type of mixing plant is less flexible -than the 
use of pavers, and requires additional equipment 
and labor for transporting and distributing the con- 
crete in the forms. When a central plant is used, 
all of the materials generally are batched by/weight. 
Central plants are discussed in greater detail in par- 
agraphs 257 through 260. 
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79. Transporting the Mix 



tributed as shown in figure 103. 
plished by a bucket which is suspended 

f must be nanaieu ---- boom on four rollers, and is pulie 

'tTthat segregation of the concrete does not boQm with two buc ket - 

,r Improper handling and transporting can ^ ^ opelied by a leve r 
1 the most carefully designed and properly ^^ pktform and are 
P . j .r>rptP Segregation occurs because con- h fe kct retu rns to 

nlxed ^^ a teriata of different particle ^_ rrnnffVl The bu c 






short distances, or on slopes 



work of settmg them up 



30inmoniy u _i._ i miv nlant) in , f .^^..mntlv for moving aggrcgai-t. 

L lortrp nro ects (central mix pi"w , more frequently 101 mu & 

* " j, S. Tk. !.. ~ """ ,. W,.r ,l. > """","' , 

b;:.r tr;sr-r= ^rx^'i^Vrrr; 

* OQ stiff a mix as possioie anu . suDDorted at intervdio UA 

"^c/ ^_.v/.,a4-<i rmv from at speeuo jj 



transporting its own concrete from 




"I/.-K mwer and spreader. 



t is used to handle a continuous flow of concrete, 
from a hopper, or to handle the intermittent 
tput of a batch mixer. The belt is cleansed or 
tted during its return trip to avoid an accumula- 
n of dried mortar. 

3. Nonstandard Equipment. Transit mixers, 
>umpcrete," and agitator trucks (paras 248-249) 
i designed to transport concrete mixes. These items 
j not standard Army equipment. 

!0. Placing Expansion Joints 

Before the mix is placed, expansion joints should 
constructed on the finished subgrade (para 270) . 

11. Concrete Placement 

As discussed in paragraph 2766, the subgrade 
Duld be sprinkled far enough in advance of paving 
that it will be in a moist condition, but not 
iddy (if possible, watering should also be accom- 
ished the night before paving). The concrete 
ould be deposited as nearly as possible to the 
icement site so that it will require a minimum of 
landling in the form. To avoid segregation, the 
ncrete should not haye a free fall of more than 
to 5 feet. The most satisfactory means of han- 
ing the concrete into the forms is by bottom dump 
ckets of sufficient capacity to handle the com- 
3te batch of concrete from the mixer. The con- 
ste is spread and struck off to a depth slightly 
ove the required finished grade so that when it is 
nsolidated and finished, the slab will be at the 
oper grade and have the required thickness. The 
ncrete may be spread by concrete spreaders or 
hand. Concrete spreaders are used on most 
*ge jobs as they are very efficient and save much 
tx>r. These spreaders are set so that they will 
ike off the concrete to the desired elevation for 
icing welded wire fabric (para 305) or for sur- 
ce finishing. 

12. Hand Spreading 

Hand spreading should be done with square edge 
ovels. Rakes should not be used for spreading, 
this will result in undesirable segregation of the 
x. The workmen should be careful not to dig 
<o the subgrade, and must not walk in the con- 
ite with mud or dirt on their footwear. Where 






283. Placement at Joints 

Concrete should not be dumped directly on on 
against the joints, but should be hand placed to 
avoid displacing the joint filler or load transfer 
assembly. The concrete should be deposited near 
the joint and then shoveled against both sides of 
the joint simultaneously to maintain equal pressure 
on both sides. The position of the joint and dowels 
should be continuously checked to see that there 
is no displacement. 

284. Successive Layers 

Concrete is spread in even layers from 6 to 24 
inches in depth, depending on the type of construc- 
tion. When placed in two or more layers, the se- 
quence of operations precludes exposing a portion of 
any layer for more than 30 minutes as this may 
cause the formation of a plane of weakness between 
layers. The placing operation shown in figure 103 
consists of two layers with welded wire fabric be- 
tween them. 

285. Honeycombing 

To prevent honeycombing or voids in the con- 
crete, the concrete is vibrated after placement as 
described in paragraph 286. Care should be taken 
not to overvibrate to avoid segregation and a weakj 
surface. 

286. Vibration 

a. Requirements. Concrete adjacent to all forms 
and joints, regardless of slab thickness, should be 
vibrated by internal vibrators (fig. 104). The vibra- 
tion is applied only long enough to consolidate the 
concrete and excessive vibration should be avoided. 
Vibrators should not be dragged through concrete, 
but should be withdrawn from the concrete during 
movement between points of vibration. Concrete 
adjacent to joints should be vibrated very carefully 
and the vibrator should not come in contact with 
the joint or load transfer material. Vibrators are 
operated only when necessary for consolidation of 
the concrete and should not be operated in the 
concrete during slack periods. Additional vibrators, 
motors, and repair parts for the vibratory equipment 
should be available on the job at all times in order 
to avoid delays or shutdowns of the paving opera- 
tions in case of a breakdown of the vibrating 
equipment. 




Figure 104. Internal vibration o/ a concrete mix. 

is less than 12 inches thick. Consolida- 
tion and compaction of this concrete is 
dependent on the action of the finishing 
operations. Surface vibration may be re- 
quired, in which case the finishing ma- 
chine is equipped with a vibrator to apply 
high-frequency vibration to the surface of 
the concrete. If a vibrator is mounted on 
the finisher, it is mounted between the two 
screeds. This vibrator will not normally 
be used if the vibrator on the concrete 
spreader is being used. Surface vibration 
should be very carefully checked and 
should not be used except for very dry 
mixes. 

(2) Vibration of more plastic mixes and over- 
finishing will accumulate an excessive layer 
of mortar of high water content at the 
surface, and will reduce the quality of the 
concrete at the surface where highest qual- 
ity is necessary to withstand weathering. 
Excessive scaling and deterioration of 



of the surface. 

c. Internal Vibration. Concrete slabs, 12 in< 
or more thick, are vibrated by internal vibrat 
Two types of vibrating machines are used for 
purpose; one equipped with multiple unit vibrat 
and the other having submersible vibratory tu 
Both the multiple vibrator machine and the vib 
ing tube machine tend to produce some segrega 
of the concrete in the region of operation. C 
should be taken to avoid overvibration, and 
vibrators should not be operated in one loactioi 
the concrete for more than 20 seconds. 

(1)' The multiple unit machine consists c 
group of internal vibrating units moui 
in a single line on a frame that is caps 
of perpendicular and radial movem 
The spacing of the vibrating units on 
frame should not be more than 30 inc 
The multiple unit is generally attache* 
the rear of the concrete spreader and 
concrete is vibrated directly after 
spreading operation. In the operation, 
vibrators are inserted in the concret< 
within about 2 inches of the subgrade 
dragged through the concrete as the spr< 
ing machine advances. A more satis 
tory arrangement is to have the vibra 
machine mounted on a separate carr 
with provisions for withdrawal of the 
brating units from the concrete while 
machine is advanced in steps of aboi 
feet. 

(2) The vibratory tube machine consists 
sentially of vibrating elements embod; 
two closely spaced parallel tubes, wii 
submersible vibratory motor mountec 
each element. The tube assemblies 
mounted on each element. The tube 
semblies are mounted on a frame w 
may be attached to the spreader or fir 
ing machine. The vibratory tubes sh 
be readily adjustable to operate at 
desired depth within the concrete. Usu 
the vibrating tubes will be operate 
approximately the midpoint of the 
thickness. 

287. Finishing 

Finishing operations are started immediately 
placement of the concrete. The sequence of Of 
tions is as follows: spreading, transverse (macl 



uy), hand finishing and floating, straightedge 
shing, burlap-drag finishing, and finally the edg- 
of joints. Machine finishing is used except in 
ces inaccessible to the machine where hand finish- 
is done. Finishing equipment and tools should 
clean and free from hardened concrete or grout, 
soon as concrete is placed, it should be accu- 
sly struck off and screeded to the crown and 
ss section and to such elevation that when prop- 
r consolidated and finished, the surface of the 
Cement will be free from porous places and will 
at the correct grade. 

i. Spreading. The concrete spreader (fig. 75) 
ows immediately behind the paver and works 
intermittent batches of concrete into a contin- 
LS, uniform slab of concrete between the forms. 
B trolley blade, "which is the first part of the 
eader to come in contact with the wet concrete, 
ves transversely between the forms while the 
eader advances forward on the forms. The trol- 
blade can be set at, below, or above the eleva- 
i of the top of the forms which facilitates the 
ing of two lifts of concrete for reinforcing mate- 
[. The strikeoff plate strikes off the concrete 
the desired elevation at, below, or above eleva- 
i of the forms and can be set to. give the pave- 
nt a crown, a warp, or a straight cross section. 
s spreader works just in advance of the finishing 
chine which finishes the surface of the slab to 
desired contour. 

(1) The spreader operator, aside from the 
purely mechanical handling of the ma- 
chine, must carefully watch the operation 
of the paver and learn by experience the 
best way to have the paver operator de- 
posit the successive batches of concrete in 
front of the spreader. 

(2) The spreader operator must also watch 
very carefully the action of the concrete in 
front of the screed of the finishing machine 
in order to make sure that he is not 
allowing too much concrete to go through 
for successful operation of the finisher and 
also that he is not striking the concrete off 
so low that the finishing machine screeds 
are starved. 

b. Transverse Finishing. Finishing of the slab to 
$ desired contour normally is accomplished by 
j transverse finisher (para 242). Before the 
ichine is started for operations, be sure all adjust- 
snts are made and all accessory equipment is in 



in accordance with the job specifications. In start-1 
ing the finishing operation, place concrete against 
the bulkhead slightly higher than the forms. Lower 
the front screed so that the front edge of the screed 
is about in line with the front edge of the bulkhead. 
Start the finisher forward with the screed oscillating. 
As soon as the rear screed reaches the bulkhead, 
lower it to the form and run it a short distance to 
test the operation. If the finisher is operating back 
of a concrete spreader, be sure the spreader leaves 
enough material so that a full load can be picked up 
by the finisher. Two passes are required in most 
cases, to complete a finishing operation. The second 
pass should be delayed as long as possible so the 
concrete may settle before the final finishing is done. 
At the end of each day's paving, the operation will 
usually be finished at a bulkhead similar to the 
one at which it started. Care should be taken when 
coming over this bulkhead so that it is not forced 
out. It is best to lift the screeds slightly just as 
they begin to pass over. 

c. Longitudinal Finishing. The small irregulari- 
ties in grade are removed with the longitudinal 
finisher (para 251). The transverse guide mecha- 
nism is set to the same contour as that of the trans- 
verse finisher. The 12-foot float on the longitudinal^ 
finisher removes minor irregularities and score* 
marks. This machine is used on high speed roads 
and airfields where small surface bumps would be 
noticeable. If enough skilled men are available to 
use straightedges, this finisher can be eliminated 
on most projects. 

d. Hand Finishing and Floating. After trans- 
verse finishing, areas that were inaccesible to the 
concrete finishing machine are floated by hand by 
wooden hand floats or trowels. Floating by hand 
is accomplished from bridges resting on the side 
forms and spanning, but not touching, the con- 
crete (fig. 105) . 

e. Straightedge Finishing. After hand floating 
is completed, but while the concrete is still plastic, 
minor irregularities and score marks in the pave- 
ment should be eliminated with long handled 
wooden floats and straightedges. The long handled 
floats may be used to smooth and fill in open- 
textured areas in the pavement surfaces, but the 
final finish should be made with the straightedge. 
Straightedges, 12 feet in length, may be operated 
from bridges and from the side of the pavement. 
A straightedge operated from the side of the pave- 
ment should be equipped with a handle, 3 feet 







^M^.T-' :J, 



Figure 105. Hand finishing. 



longer than one-half the width of the pavement, as 
shown in figure 106. The surface should then be 
tested for trueness with a 12-foot straightedge held 

successive positions parallel and at right angles 
o the centerline of the pavement. The entire sur- 

e should b checked as necessary to detect any 
variations from the desired cross section. Depres- 
sions should be immediately filled with freshly mixed 
concrete, struck off, consolidated, and refinished. 

/. Burlap-Drag Finishing. When most of the 
water glaze or sheen has disappeared and before 
the concrete becomes nonplastic, the surface of the 
pavement should be dragged longitudinally in the 
direction of the concrete placement, with a multiple- 
ply burlap drag at least 3 feet in width and equal 
in length to the width of the slab, as shown in figure 
107. The leading transverse edge of the drag 
should be securely fastened to a traveling bridge, 
leaving at least 1 foot of the burlap adjacent to the 
rear edge in contact with the pavement. The drag 
is operated with the burlap moist. The burlap 
should be cleaned and changed as required. The 
dragging produces a finished surface having a fine 
granular or sandy texture without 4eaving disfigur- 
ing marks. The surface of the pavement at joint 
edges is dragged as necessary with a small hand- 
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288. Placing Contraction Joints 

Contraction joints are constructed on the fini 
surface to provide a weakened plane to coi 
cracking from construction (para 270) . 

289. Final Edging 

After burlap dragging has been completed, 
edges of slabs along the forms and at the j( 
should be carefully finished with an edging toe 
form a smooth rounded surface of the reqi 
radius. Prior to final edging, any soupy me 
along the edges and any areas without suffu 
mortar for obtaining good solid ed^es shouU 
removed and filled solidly with concrete of coi 
proportions and consistency. Toolmarks shoul< 
eliminated, and the edges should be smooth 
true to line. After removal of the forms, ho 
combed or damaged areas should be patched. 

290. Curing 

Concrete should be cured by protection agf 
loss of moisture and rapid temperature change: 
a period of not less than 7 days from the begin 
of the curing operation. Unhardened com 
should be protected from rain and flowing w; 
All equipment needed for adequate curing and 
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Figure 106. Finishing concrete loith a straightedge. 




Figure 107. Burlap-drag finishing. 



^be provided as necessary to prevent cracking of the 
pavement caused by temperature changes during 
the curing period. The sides of concrete slabs ex- 
posed by the removal of forms should be protected 
within 1 hour after removal of forms to provide 
the exposed surfaces with continuous curing treat- 
ment equal to that provided by the method selected 
for curing the slab surface, and to prevent injury 
to the pavement edges and the underlying sub- 
grade. Covering material should not be used that 
contains or becomes contaminated with sugar in 
any form, tannic acid, or any other substance detri- 
mental to portland cement concrete. Any covering 
material such as mats, waterproof paper, or im- 
permeable sheets used in curing should be removed 
as necessary for testing the surface, correcting defi- 
ciencies, and sawing joints. The concrete surface 
should be maintained wet with a water spray until 
the covering materials are replaced. Where mem- 
brane curing is used, all damaged areas should be 
resprayed with curing compound immediately upon 
completion of testing and any required surface 
correction. 

a. Initial Curing. Immediately after the finishing 
^operations have been completed and the concrete 
has set sufficiently to prevent marring the surface, 
the forms and entire surface of the newly laid con- 
crete should be covered with wetted burlap or 
cotton mats as discussed in c below. The initial 
moist curing is continued for a period of not less 
than 24 hours. The surface of the newly laid con- 
crete must be kept moist until the burlap or cotton- 
mat coverings are in place. 

6. Final Curing. Curing of the concrete is con- 
tinued for the duration of the required curing period 
by any of the methods described below. 

c. Burlap or Cotton-Mat Curing, The coverings 
may be either burlap or cotton mats. Burlap covers 
consist of two or more layers "of burlap having a 
combined weight of 14 ounces or more per square 
yard in a dry condition. Burlap should either be 
new or have been used only for curing concrete. 
Cotton mats and burlap strips should have a length, 
after shrinkage, at least 1 foot greater than neces- 
sary to cover the entire width and edges of the 
pavement lane. The mats should overlap each other 
at least 6 inches. They should be thoroughly wetted 
before placing and kept continuously wet and in 
intimate contact with the pavement edges and sur- 
face for the duration of the required curing period. 



used for initial curing, the surface of the cone 
should be wetted with a fine spray of water 
then covered with waterproof-paper blankets 
108) . Polyethylene coated burlap blankets or p 
ethylenfi sheets are used if available. The burla 
the polyethylene coated burlap should be i 
oughly saturated with water before placing, 
waterproof-paper blankets, polyethylyene coi 
burlap blankets, or polyethylene sheeting shoul< 
in pieces large enough to cover the entire w 
and edges of the slab. (Polyethylene sheets c 
fully lapped will eliminate the necessity for 
curing treatments. This material is also ligl 
cheaper, and more easily handled than polyethy 
coated burlap.) The sheets should be placed ^ 
the light-colored side up. Adjacent sheets shi 
overlap not less than 12 inches with the laj 
edges securely weighted down and cemented 
taped to form a continuous cover and a comple 
closed joint. The coverings must be adequa 
weighted down to prevent displacement or billow 
from winds. Covering should be folded down 
the side of the pavement edges and secured t 
continuous bank of earth or other approved me 
as shown in figure 108. Tears and holes appea 
in coverings during the curing period must 
patched immediately. The coverings should rer 
in place during the entire specified curing peric 
e. Membrane Curing. Immediately after rer 
ing the wet covering used for initial curing, 
entire exposed surface of the concrete shouk 
uniformly coated with a pigmented memb 
curing compound. The curing compounds are ei 
wax or resin-base. The concrete should noi 
allowed to dry out before the application of rr 
brane. If any drying has occurred, the surfac 
the concrete should be moistened with a spra 
water. 

(1) The curing compound is applied to the 
ished surfaces by an approved auton 
spraying machine (if available) as 
as the free water' has disappeared, 
spraying machine should be self-propi 
and ride on the side forms or previc 
constructed pavement, straddling 
newly paved lane. The machine shoul 
equipped with spraying nozzle or no: 
that can be so controlled and operated i 
completely and uniformly cover the p 
ment surface with the required amoul 




Figure 108. Waterproof curing paper used after burlap curing. 



curing compound. The curing compound in 
the storage drum used for the spraying 
operation should be thoroughly and con- 
tinuously agitated mechanically through- 
out the full depth of the drum during the 
application. Air agitation may be used 
only to supplement mechanical agitation. 
Spraying pressure should be sufficient to 
produce a fine spray and cover the surface 
thoroughly and completely with a uniform 
film. Spray equipment must be maintained 
in first-class mechanical condition and the 
spray nozzle should be provided with an 
adequate wind guard. The curing com- 
pound should be applied with an overlap- 
ping coverage that will ,give a two-coat 
application at a coverage of not more than 
200 square feet per gallon for both coats. 
(2) The application of curing compound by 
hand-operated pressure sprayers is satis- 
factory only on odd widths or shapes of 
slabs and on concrete surfaces exposed 
by the removal of forms, as authorized. 
When application is made by hand-oper- 
ated sprayers, the second coat is applied 
in a direction approximately at right angles 
to the direction of the first coat. The com- 
pound should form a uniform, continu- 
ous, cohesive -film that will not check, 



crack, or peel, and be free from pinholes 
and other imperfections. If discontinui- 
ties, pinholes, or abrasions exist, an addi- 
tional coat should be applied to the, 
affected areas within 30 minutes. Concre 
surfaces that are subjected to heavy rain- 
fall within 3 hours after the curing com- 
pound has been applied should be re- 
sprayed. 

(3) Necessary precautions should be taken to 
assure that the concrete is properly cured 
at the joints, but that no curing compound 
enters the joints that are to be sealed with 
joint-sealing compound. The top of the 
joint opening and the joint groove at ex- 
posed edges should be tightly sealed as 
soon as the joint-sawing operations have 
been completed. After application of the 
seal, the concrete in the region of the joint 
should be sprayed with curing compound. 
The method used for sealing the joint 
groove is also effective in preventing loss 
of moisture from the joint during the entire 
specified curing period. 

(4) Approved standby facilities for curing con- 
crete pavement should be provided at a 
location readily accessible to the site of 
the work. These would be for use in the 
event of mechanical failure of the spray- 



^ membrane-curing compound at the proper 

time. 

(5) Concrete surfaces to which membrane cur- 
ing compounds have been applied should 
be adequately protected for the duration 
of the entire curing period from pedes- 
trian and vehicular traffic, except as re- 
quired for joint-sawing operations and 
surface tests, and from any other possible 
damage to the continuity of the mem- 
brane. Any area covered with curing com- 
pound that is damaged by subsequent con- 
struction operations within the curing 
period must be resprayed. 

291. Sealing Joints and Cracks 

Joint sealing is discussed in paragraph 271. All 
random cracks must be grooved and sealed. The top 
of the crack is grooved to a depth of 1 inch and 
to a width of not less than 14 inch, nor more than 
% inch with a mechanical grooving machine. The 
top of the crack is widened without spalling or 
otherwise damaging the concrete. All loose and 
fractured concrete should be removed and the 

|croove thoroughly cleaned and completely rilled 

Bvith suitable joint-sealing compound. 

292. Removal of Forms 

Forms should be removed for reuse as soon as 
the concrete can support itself, unless the forms 
are used to promote curing. The usual time of re- 
moval is from 1 to 3 days after placement. In cold 
weather, they are left on up to 7 days. 

293. Surface Test 

The finished surface of the pavement should be 
tested with a 10-foot straightedge for trueness after 
curing has been completed. The straightedge is 



should be corrected, or the pavement removed 
replaced. Minor irregularities can usually be < 
rected by grinding the surface. A nonstand 
rolling straightedge is shown in figure 109. 




Figure 109. Nonstandard rolling straightedge. 
From "Concrete Pavement Inspector's Manual," coui 
of Portland Cement Association. 

294. Strength Tests 

During construction of the pavement, tests she 
be made of the flexural strength of the paven 
to assure conformance with design criteria. T 
are usually made at 7 and 28 days and more 
quently if necessary. If the required strength is 
obtained, the mix should be adjusted or the th: 
ness of the pavement increased. See TM 5-53i 



Section III. COLD AND HOT WEATHER TECHNIQUES 



295. Cold Weather Construction 

Concrete construction at temperatures lower than 
30 F. normally requires additional equipment and 
protective material. At temperatures above 30 F., 
concrete can be placed using standard equipment 
and methods. The following techniques are recom- 
mended for constructing pavement during cold 
weather : 



a. Prepare, treat, and protect the subgrade. 

b. Produce and deliver concrete at temperati 
compensating for heat loss during placement 
that it will harden at a normal or accelerated r 

c. Place and finish the slab with a minimum 
of heat from the concrete. 

d. Protect the slab to maintain satisfactory hi 
ening temperatures. 



i. Preparation. If concrete is placed on subgrade 
ich is frozen, much heat will be withdrawn from 
; concrete so that its rate of hardening will be 
arded. If the frost extends in the subgrade for 
considerable depth, it may withdraw sufficient 
it to freeze at least the lower part of the slab, 
is important, therefore, that the subgrade be 
most or completely free from frost. Whenever 
Bsible, it is best to prevent the freezing of the 
jgrade. 

(1) Except in unusually protracted cold spells, 
freezing may be prevented by covering the 
grade with straw. Prior to freezing tem- 
peratures, a thickness of 12 to 24 inches 
is recommended, depending on the tem- 
perature expected. Since dry straw has 
better insulating properties than wet straw, 
it may be necessary to cover the straw 
with tarpaulins or waterproof paper. 

(2) At the time of setting forms and fine 
grading, the rough grade is uncovered, 
finished, and the finished grade re-covered 
with straw and protected until just before 
concreting. If the finished subgrade be- 
comes soft and muddy, all free water and 
mud should be removed and the subgrade 
brought to proper elevation by the addi- 
tion of sand, screenings, gravel, cinders, 
or unfrozen earth, hardtamped or rolled 
to produce a firm grade. Heating this 
material before placement will give further 
protection to the concrete if concreting 
follows immediately or if the heat is re- 
tained by covering with straw until just 
before the concrete is placed. 

6. Treatment oj Frozen Subgrade. 

(1) When the subgrade has become frozen, the 
surface layer may be thawed by burning 
straw on it, by using torches or steam, or 
where the grade permits, by covering the 
course with hot sand, screenings, or cin- 
ders. Burning straw covered with sand will 
remove frost to a depth of 8 inches or 
more. The straw is spread loosely upon 
the subgrade to a depth of 4 or 4% feet 
(50 to 70 -pounds per square yard) . Flax 
straw is preferred, but any dry straw may 
be used; loose straw is better than baled 
straw. After the straw has been placed, 
sand is spread on it at the rate of 3Vij or 



to 150 pounds per square yard) ol sun 
grade, using pit-run sand, blow sand, ol 
any other inexpensive sand available. This 
sand will ordinarily weight the straw down 
to about half the depth to which it was 
spread. The straw is then ignited at the 
edges. It will smolder for hours under the 
sand, which holds in the heat so that it is 
available for thawing the subgrade instead 
of being dissipated into the air. The 
thawed subgrade is then covered with 
fresh straw to hold the heat and prevent 
refreezing. This leaves a layer of granular 
material on the subgrade. This material 
may be left in place or, if necessary, may 
be removed during the fine grading or 
just ahead of the placement of concrete. 
When the depth of frost to be removed is 
only about 2 inches, the thickness of the 
straw may be reduced to 2V-> or 3 feet 
(30 to 50 pounds per square yard) and 
the sand cover applied at the rate of 2y 2 
or 3 cubic yards per 100 square yards 
(50 to 100 pounds per square yard) of 
subgrade. 

(2) The surface layers of frozen subgrade ma 
be thawed by surface heaters such as a 
used for patching and resurfacing asphalt 
pavements. A layer of hot. sand or 
screenings spread on subgrade which has 
frozen to . only small depths may be 
satisfactory for removing the frost. Where 
the grade permits, these blanket courses 
may be left in place to provide an in- 
sulating course between the concrete and 
any frost which may be left in the sub- 
grade. The thickness of heated materials 
required will depend on the depth to which 
the frost has penetrated. A 1-inch layer 
may be sufficient when the frost has pene- 
trated slightly, while for greater penetra- 
tions a 3- or 4-inch layer may be required. 
A large volume of materials will be needed 
for these greater thicknesses and the 
method probably will not be economically 
practicable except when a suitable mate- 
rial is locally available at low cost. These 
granular materials may be heated in a 
sand-dryer unit similar to that used by a 
portable or stationary asphalt plant. Such 
a unit can produce enough sand to covei 



450 F. 

(3) Concrete should not be placed immediately 
upon material of this temperature (400 
to 450 F.) ; rather, the heated material 
should be spread and covered with straw 
the day before concrete is to be placed. 
By the time of concreting, the subgrade 
will have been thawed by the heat of the 
granular material, the temperature of 
which will have been reduced to a safe 
point. At the time of concreting, the tem- 
perature of the sand should not exceed 
90 F. 

(4) It is unnecessary to remove frost to its full 
depth from subgrade soils which do not 
have appreciable volume change under 
frost action, provided there is a layer of 
frost-free material insulating the concrete 
from the frozen subgrade soil. This is 
particularly applicable where granular 
subbases are being used. The thickness of 
the unfrozen insulating layer depends upon 
the depth of the frost which underlies it. 
The required thickness should be deter- 
mined by methods given in TM 5-330. 

297. Effect of Temperature 

The rate at which concrete hardens and gains 
strength is retarded by low temperatures and accel- 
erated by high temperatures. Near the freezing 
point the rate is very slow and at temperatures 
below freezing there is almost no increase in 
strength. Concrete which has been kept at a low 
temperature for a period will later gain strength 
more rapidly when more favorable conditions are 
provided. To secure good results, the temperature 
of concrete when placed should be high enough 
for the concrete to harden ; the concrete should then 
be kept at a suitable temperature until it has gained 
ample strength. These requirements may make it 
necessary to heat the concrete ingredients and to 
protect the concrete against low temperatures. 

298. Heating Materials 

If the aggregate is at a temperature above 50 F., 
it will usually be necessary to heat only the mix- 
ing water. If the mixing water is heated much 
above 175 F., there is danger of flash setting. 



70 F. or more, the aggregates also must be heal 
a. Mixing Water. The heated mixing w 
should never be 'placed in direct contact with 
cement; it should be added to the aggregates 
provide an opportunity for distribution of the h 
before the cement is added. 

6. Aggregates. Aggregates are more difficult 
heat than water and special equipment will be 
quired to heat them in the quantity needed to o{ 
ate a paving mixer. Usually, it will be possible 
produce concrete of the required temperature 
heating only the sand, but if the coarse aggreg 
contains frozen lumps, it must be heated also. ' 
use of steam is a practicable method of heating 
gregate. Closed steam coils are preferable to o 
jets because of the problem of moisture contro 
the aggregate. However, they require larger stor 
piles or bins than those needed when live stean 
used, because transfer of heat is slower. I 
steam may be fed into the base of stockpiles wl 
have been covered with tarpaulins. Further 
creases in temperature can be attained by 
charging the steam through the aggregates in 
bins above the weighing hoppers. Best results 
obtained when the bins are kept well filled 
batches are loaded out at a uniform rate. In u 
live steam, it is better to use steam under con 
erable pressure. Use of live steam at low pres; 
is more likely to result in the accumulation of 
densed moisture. This may result in a vari 
moisture content of the aggregate which will req 
careful watching to avoid undesirable variation 
the consistency of the concrete. This difficulty i 
be overcome if careful attention is given to cor 
of the concrete's consistency. 

c. Concrete. Oil-burning heaters can be used 
heating concrete in the mixer. These inject a 
flame into the mixer drum. In relatively i 
weather and on small jobls, they are someti 
used as the sole means for heating the cone 
At lower temperatures and on large jobs, ho we 
they are effective only in producing an additi 
boost in temperature to that obtained by o 
methods. 

d. Determination oj the Amount of Hea 
It is necessary to check on the amount of hes 
necessary to bring the mix up to the specified 1 
perature. Assuming no ice is present in either 



x= 



water or aggregate, this may be done by using 
figure 110 and the following formula: 

(Wg X Tg+ (Ws x Ts) + ( We X Tc) 
Wg + Ws + We 

(15-2) 

where: X = Weighted average temperature of ag- 
gregates and cement 

T= Temperature of heated gravel (G), 
sand (S) , or cement (C) in degrees 
W= Weight of gravel (G), sand (S), or ce- 
ment (C) 

Temperatures must be increased until the concrete 
temperature is at the desired point. 
Example: Determine the amount of heating neces- 
sary to place concrete at a mix tempera- 
ture of 55 F. under the following condi- 
tions: 



Material 

Gravel 

Sand 

Cement 



Weight 

2000 

1200 

600 



Temperature 

27 
27 
40 



Solution: The aggregate must be heated to above 
32 F. to avoid contact freezing between 



the aggregate and water. As an additional 
safety factor, say it is planned to he: 
the aggregates to 35 F. Therefore, 

(2000x35) + (1200x35) + (600x40) 



X = 



2000 + 1200 + 600 
70,000 + 42,000 + 24,000 



136,000 
3800 



3800 
= 35.8F. Say36F. 



From figure 110 the water must be heated 
to 137F. 

299. Heating Equipment 

Heating equipment must be operated for some 
hours before paving starts. If a sand dryer is used 
to heat the aggregate, it should be started early so 
that an ample supply of heated sand is available 
when the mixer starts. Either provision should be 
made for heating, or an insulated bin should be 
provided for aggregates stored in the bins overnight 
or during shutdowns, to keep them from freezing. 
If steam heating is used, it will frequently be neces- 



1 OU 
1 TO 


\ S 


s \ 






IOV 




\ 


\ \ 










S \ 


\ ' 


\ 




IKO 


U. 


\ ' 


\ ^ 


\ 








i in 


\ 


\ \ 


P \0 




I^O k. 
0) 

'o 


o 

L. 


\ \ 


\, 


\ \ 




"o 

E 


c MO 


\ 


\. Ns 

\ J. \ 


\% N 




e 
lift 


K 
\f\f\ 


V 


Y \ 


V 
V vb 


\ 




IUU 

on 


\ 


k\ 


\ \ 


\ 


IOO 
on 


RO 




\ \ 


\ N 


X \ 


on 



32 40 50 60 

Weighted overage temperature (f) 
of aggregates and cement = X 



70 



Fig-lire 110. Mix temperatures versus component temperatures. 

From "Construction of Concrete Pavement in Cold Weather," courtesy of Portland 

Cement Association. 
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sary to discharge live steam constantly into the 
^>vered stockpile throughout the entire 24 hours 
|P assure an adequate supply of aggregate at the 

required temperature. 

300. Maintaining Heat 

In the construction of large areas of pavement at 
a comparatively short distance from the plant, such' 
as is found in airport construction, a central mixing 
plant will often be found advantageous. The mix 
may be transported to the subgrade in dump 
trucks covered with tarpaulin. In a short haul from 
mixer to subgrade, the loss of heat will not be 
great and, with a little experience, the temperature 
at the mixer can be adjusted to obtain the desired 
temperature of concrete on the subgrade. In cold, 
windy weather, a piece of sheet metal may be placed 
over the mixer drum opening opposite the burner 
to reduce heat losses. 

301. Placing and Finishing 

The concrete should be placed and finished quickly 
in a manner which will result in minimum heat loss 
from the concrete. To facilitate speed in finishing, 
a minimum amount of mixing water is desirable. 
Special attention should be given to the design of a 

ix which will reduce bleeding to a minimum, 
jquently this may be accomplished by increasing 
e amount of fine material in the sand or by mak- 
ing adjustments in the gradation or in the type of 
aggregates used. To accelerate the hardening of 
the concrete, calcium chloride may be added at the 
time of mixing in amounts not exceeding 2 pounds 
per sack of cement. This proportion applies when 
flake-type calcium chloride containing about 78 per- 
cent anhydrous calcium chloride is used; if the 
pellet type, which contains about 96 percent anhy- 
drous calcium chloride, is used, the amount added 
to the concrete should not exceed about 1.6 pounds. 
Use of calcium chloride will permit more rapid 
finishing and allow the insulating layer of straw 
to be placed on the pavement sooner. Concrete 
which is too hot tends to harden quickly, materially 
slowing down the finishing operations. Concrete con- 
taining calcium chloride placed at a temperature 
in excess of 90 F. hardens too quickly to per- 
mit good results in finishing. When the temperature 
does not fall below about 15 F., finishing work may 
be completed in the open. If provision is made for 
quick application of straw and paper or cloth cover, 
no other special protection is necessary. At tempera- 
tures below 10 F., especially with strong wind, it 



is necessary for the finishers to work under some 
form of shelter. The shelter may be a covered 
framework mounted on wheels and rolled forward 
as work progresses. Enough room should be pro- 
vided for men to work. If the shelter alone is not 
sufficient to reduce the heat loss as required, port- 
able space heaters may be used. At very low tem- 
peratures, it may be necessary to heat steel side 
forms before the concrete is placed. Wooden forms 
have been used to advantage in winter. 

302. Protection After Finishing 

Ordinary curing specifications, which are aimed 
at supplying or retaining sufficient water within 
the concrete to assure continuing hydration of the 
cement, may be disregarded during cold weather. 
Water evaporates very slowly at low temperatures 
and the covering applied to protect the pavement 
from cold will be sufficient also to reduce evapora- 
tion and retain plenty of moisture in the concrete 
for curing. 

a. Use of Straw and Steam Pipes. As soon as 
the concrete is sufficiently hard, a layer of dry straw 
should be applied promptly to the pavement. When 
necessary to apply straw before the pavement has 
hardened sufficiently to walk on without marring 
the surface, light, movable bridges may be used in 
applying the protective covering. From 12 to 24 
inches of straw may be applied, depending on pre- 
vailing air temperatures. Since dry straw has bet- 
ter insulating properties than wet straw, it should, 
when necessary, be covered with waterproof paper 
or canvas to keep it dry. This will also keep wind 
from blowing away the straw, exposing portions 
of the pavement. In extreme conditions, steam pipes 
may be used under the covering to provide addi- 
tional heat. 

b. Equipment. Equipment other than hand forks 
for handling straw may consist of available pieces 
adapted to meet the need. Both baled and loose 
straw can be handled by a clamshell equipped 
with long teeth to convert it into a grappling fork. 

c. Temperature. The heat of hydration increases 
the temperature after covering. While this increase 
in temperature cannot be relied upon as a substitute 
for heating materials, it will offset to some extent 
loss of heat during finishing. There is a substantial 
rise in the temperature of the subgrade after the 
warm concrete is spread. This quick rise in tem- 
perature indicates a possible danger of placing con- 
crete on a frozen subgrade which upon thawing 
would have appreciable volume change during early 
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hardening of the concrete. It is recommended that 
concrete be protected from freezing until it has 
attained a flexural strength of at least 400 pounds 
per square inch. The length of time for which pro- 
tection is required will depend on the temperatures 
maintained and on the corresponding rate of hard- 
ening. It may range from 72 hours, for high-early 
strength concrete mixtures, to 7 to 10 days for 
normal concrete. 

303. Hot Weather Construction 

High temperatures of either the concrete or the 
air require adjustments in construction procedures 
if satisfactory results are to be obtained. An increase 
in the temperature of freshly mixed concrete results 
in an increase in the amount of mixing water needed 
to maintain the same slump. An increase in tem- 
perature from 73 to 120 F., while maintaining the 
same slump in a 5.5 sack mix, would result in the 
increase of 3.3 gallons of mixing water per cubic 
yard. Such an increase would lower the 28-day 
strength by approximately 10 percent. 

a. Reduction of Mix Temperature. All rea- 
sonable efforts should be made to keep the mix 
temperature below 85 F. 

(1) Cooling mixing water. The water supply 
may be protected from the heat of the 
sun by painting storage tanks with white 
or aluminum paint. Natural cooling by 
evaporation of moisture from burlap 
wrapped containers may be used on small 
projects. Utilization of existing under- 
ground storage (such as wells) and bury- 
ing pipelines are examples of measures 
that may be taken under extreme con- 
ditions. 

(2) Sprinkling aggregate stockpiles. In some 
extreme cases, the temperature of aggre- 



gates can be lowered by sprinkling th 
stockpiles. This not only lowers their te 
peratures by evaporation but also satisfies 
the absorptive qualities of the aggregate. 
The moisture content increase should be 
considered in the design of the mix. 
(3) Addition oj ice. The addition of flaked ice 
to the mix as part of the mix water works 
well, but ice will not be generally available 
in the necessary quantities in theater of 
operations construction. 

b. Moist Curing. Maintenance of moisture near 
the surface in the concrete during the curing period 
is of primary importance. Rapid loss of moisture 
in the hardening concrete will result in crazing 
(temperature cracking). This type of cracking 
causes rapid deterioration of the concrete, especially 
if the pavement is subjected to freezing and thawing 
cycles. 

(1) Moist coverings. Under normal summer 
conditions, burlap or paper covering that 
is kept moist will be sufficient. 

(2) Fog spray. Under extreme drying condi- 
tions, provision may be made to counter- 
act the moisture loss by replacing some of 
the evaporated water with a fog spra; 
The sprays may be attached to the sere 
carriage of the concrete finisher, or they 
may be hand operated. In either case, the 
use of sprays should be the exception 
rather than the rule. 

c. Other Hot Weather Measures. Normal proce- 
dures such as wetting the subgrade and immediate 
use of curing compound after finishing become more 
important in hot weather. Experimental use of 
expedient hot weather measures should be first tried 
on small test areas and then expanded with close 
supervision over the entire project. 



Section IV. REINFORCED AND PRESTRESSED CONCRETE 



304. Reinforced Concrete 

The use of reinforcing steel to increase flexural 
strength is not generally recommended for use in 
pavement construction. Additional load-carrying ca- 
pacity may be obtained more economically by in- 
creasing the slab thickness than with reinforcing 
steel. Although welded wire fabric is sometimes 
called reinforcing mesh, it does not increase the 
strength of the slab. 
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305. Welded Wire Fabric 

a. function. The principal function of welded 
wire fabric (fig. Ill) is to hold together fractured 
faces of slabs after cracks have formed. Adequate 
load transfer across the crack is assured by the in- 
terlocking action of the rough faces of the crack. 
Although infiltration of foreign materials into the 
crack is prevented, these cracks should be sealed 
with a bituminous material to prevent ice damaMjfr 




Figure 111. Welded wire fabric. 



in cold weather. Unlike reinforced pavement, welded 
wire fabric does not increase the flexural strength of 
a slab when used in the quantities that are consid- 
ered economical. Welded wire fabric prevents the 
development of intermediate cracks that may be 
expected in the central portion of each slab when 
joint spacings are excessive. 

b. Placement. Welded wire fabric comes in both 
sheets and rolls. If rolls are used, they should be 

rolled in a counterclockwise direction (fig. 112). 
iis method of unrolling is more difficult than un- 



rolling in a clockwise manner, but the tendency of 
the placed end to kick up is counteracted. 

Note. After unrolling, the fabric should be inspected for 
irregularities and rust. All rust should be removed with 
wire brushes to insure a good bond with the concrete. 
DO NOT oil the fabric as this will also prevent bonding. 

The location of the fabric within the slab is not 
important as long as it is not within 2 inches of 
any edge or the top and is more than one-half the 
slab thickness above the bottom. The usual proce- 
dure is to use two spreader? in the paving train. 
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NOTE END CURLING 



\ 



INCORRECT 



NOTE UNEVEN PLACEMENT 




INCORRECT 



NOTE LACK OF CURL 8 
EVEN PLACEMENT 




CORRECT 



Figure 111. Method oj placing welded wire fabric. 

The first spreader is set to level the concrete about 
V-j-inch above the desired level for placing the mesh. 
The mesh is then placed on the surface and forced 
into the concrete to the desired depth. Additional 
concrete is added and the second spreader strikes 
the surface off at the desired grade. 

c. Expedients. Common steel garden fencing 
with the wires spaced 4 to 6 inches apart may be 
used as expedient welded wire fabric. This should 
be used as an emergency measure only, aa the re- 
sults are marginal. Aluminum fencing should not 
be used. Aluminum and chemicals found in some 
concrete mixes combine to form another compound, 
which has a much greater volume and causes the 
concrete to crack. 

306. Progressed Concrete 

The use of prestressed concrete for pavement 
construction is a recent development that increases 
the strength of a slab without increasing the thick- 
ness. This greatly increases the economy of high 
load-capacity slabs, The actual design and construc- 
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tion of prestressed slabs is beyond the scope of this 
manual. 

o. Theory. The principle of prestressing consistl 
in the production of preliminary internal stresses 
in a structure before the working or live loads are 
applied in such a way that the resulting state of 
stress is considerably improved for withstanding 
the stresses caused by working loads. Initial com- 
pression is usually gained through tension applied 
to steel wires and rods in concrete. Because pre- 
stressed concrete is elastic, it recovers its original 
shape after deformation when the load is removed. 

b. Types of Prestressing. The various types of 
prestressing are discussed in the following subpara- 
graphs. 

(1) Internal and external prestressing. A pre- 
stressed concrete structure may be stressed 
externally or internally. In most cases, the 
loading is internally applied because many 
problems affect external prestressing, such 
as shrinkage, and creep in concrete. 

(2) Linear prestressing. Linear prestressing is 
used on beams and slabs. The prestressing 
tendons in linearly prestressed structures 
are not necessarily straight; they may be 
either bent or curved. 

(3) Pretensioning and posttensioning. 
term pretensioning is used to describe ail 
method of prestressing in which the ten- 
dons are tensioned before the concrete is 
placed. Posttensioning is a method of pre- 
stressing in which the tendon is tensioned 
after the concrete has hardened. Postten- 
sioning is almost always performed against 
the hardened concrete and the tendons are 
anchored against it immediately after pre- 
stressing. 

(4) End-anchored or nonend-anchored ten- 
dons. For posttensioning, the tendons are 
anchored at their ends with mechanical 
devices to transmit the prestress to the 
concrete. Such a member is termed end- 
anchored or mechanical end-anchored. In 
pretensioning, the tendons generally have 
their prestress transmitted to the concrete 
simply by their bond action near the ends. 

(5) Bonded or unbonded tendons. Bonded ten- 
dons are bonded throughout their length 
to the surrounding concrete. Nonendan- 
chored tendons are necessarily bonded ten- 
dons. End-anchored tendons may be either 
bonded or unbonded to the concrete. ]iif- 



by galvanizing, greasing, or other method. 
(6) Full or partial prestressing . Concrete is 



ing load, the concrete is partially pre- 
stressed. 



Section V. MAINTENANCE AND REPAIR 



307. Introduction 

Prompt and adequate maintenance greatly extends 
the life of concrete pavements. Maintenance con- 
sists of care of joints, repair of cracks, replacement 
of broken areas, and correction of settlement and 
drainage faults. Essentially, this involves maintain- 
ing a smooth surface and keeping the subgrade as 
dry as possible. A smooth surface protects the pave- 
ment from the destructive effect of traffic impact 
and reduces wear and tear on vehicles. The proce- 
dures outlined herein should be used only as guides. 
Consult TM 5-624 for the step-by-step procedures. 

308. Recommended Types of Cement for 
Repair 

Standard Portland cement is generally used in 

fncrete construction, but high-early strength port- 
id cement is preferable for repair work because 
paired surfaces may be more rapidly opened to 
traffic. In the theater of operations, the supply of 
high-early strength portland cement will usually be 
limited ; however, some of its characteristics can be 
obtained by using standard portland cement mixes 
with low water-cement ratios. In addition, up to 
2 percent of calcium chloride can be used as an 
admixture with standard portland cement to ac- 
celerate the initial set. Such mixtures harden quickly 
and must be placed and finished promptly after 
mixing. 

309. Repair of Joints and Cracks 

Concrete pavements should be inspected periodi- 
cally for cracks and open joints that should be 
cleaned, filled, and sealed to prevent seepage of 
water into the subgrade. This seepage causes sub- 
grade failure and allows earth or debris to plug the 
joints and crack openings and prevent closing in hot 
weather. Repair of joints and cracks is particularly 
important in the fall when the pavement is slightly 
contracted and weather conditions are still favorable 
for such repair. The sealing compound used should 
ick to the concrete and remain plastic at all tern- 
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peratures. It should not become so brittle and hard 
that it cracks at low temperatures, or becomes so 
soft that it flows from the joint even under the most 
intense summer heat. 

a. Preparation. The joint should be cleaned 
thoroughly of dirt, dead sealing material, and con- 
crete chips. Removal is more satisfactory when tem- 
peratures are below 50 F. and joints are opened by 
the contraction of the pavement. The existing 
sealer should not be removed if it is in good condi- 
tion. Joint and crack faces should be dry. When a 
blow torch or other heating device is used to dry 
surfaces, care should be taken not to burn any live 
filler in the joint or crack. Expansion joints rilled 
with an extruding type of filler are trimmed to the 
level of the surrounding pavement. The filler should 
not be pulled out of joints during trimming opera- 
tions. Any wide cracks should be cleaned thor- 
oughly before they are sealed. Some trimming of 
edges is desirable to remove overhanging sections 
of concrete that might break off under traffic. 

b. Priming. Expansion joints should be primed 
before resealing with a thin mixture of 3 or 4 parts 
gasoline to 1 part of the asphalt selected for sealing. 
If tar is used, benzol should be used instead of 
gasoline. Flammable materials must be used with 
caution. Primer can be applied more successfully 
by brooming than by spraying, but brooming is not 
required if joints or cracks have been dried by 
application of heat. 

c. Equipment. When a joint or crack is being 
cleaned, straight or hooked hand-operated bars 
are used with chisel ends shaped to fit into the 
joint or cracks. A sharp-edged shovel, spade, or 
straightened hoe may be used to cut off extruded 
joint filler. 

(2) For complete removal of old sealing ma- 
terial in large quantities, a specially made 
hook or plow may be pulled along the 
joint by a tractor or with a line from a 
winch. The plow tooth is shaped to fit the 
joint and remove old material to the desired 
depth. 
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(2) Stiff fiber or wire brooms also are used to 
clean the joint or crack. A power sweeper 
will save time on extended operations. 

(3) An air compressor used to blow out cracks 
or joints should deliver at least 100 cubic 
feet of air per minute at 100 pounds of 
pressure. 

(4) For pouring small quantities of sealer, 
hand-pouring cones are satisfactory but 
larger jobs will require a distributor 
equipped to deliver sealing material 
through a joint-filling nozzle. 

(5) Conventional kettles for heating bitumi- 
nous materials also are suitable for asphalt 
or tar compounds. Kettles with provision 
for indirect heating are required for heat- 
ing sealing compounds containing rubber 
or latex. 

310. Repair of Spoiled, Scaled, or Map- 
Cracked Surfaces 

Areas which show extensive spalling, sealing, or 
map-cracking may be repaired with a bituminous 
patch or with cement mortar. Bituminous patches 
are preferred when closing the repair areas for more 
than 24 hours, as this would cause great inconven- 
ience to traffic. Map-cracking is distinguished by ir- 
regular cracking over me pavement surface. Spalling 
is a chipping or splintering of sound pavement, and 
usually occurs along the joints or cracks in the 
pavement. Scaling usually is caused by the de- 
terioration or disintegration of the concrete and 
may take place anywhere on the pavement surface. 

a. Use of ttituminous Materials. When bitumi- 
nous materials are used, loose and foreign material 
should be cleaned from the spalled, scaled, or map- 
cracked area. The area is then scaled with one or 
more applications of RC cutback asphalt, fast-set- 
ting asphalt emulsion, or light road tar, and imme- 
diately covered with coarse sand, fine gravel, or fine 
stonechips. When excessive spalling or scaling has 
occurred to a depth of !/> to 3 inches, it may be 
necessary to place a base course of penetration 
macadam or bituminous premix. A surface treat- 
ment may then be placed over the repaired area. 

6. Cement Mortar. Spalling at joints and deep 
surface scaling or other deep depressions can be 
satisfactorily patched with a cement mortar. The 
area to be patched is chipped to a vertical edge. 
All loose particles are removed and the area is 
cleaned thoroughly with a stiff brooin or com- 
pressed air. A 25-percent solution of muriatic (hy- 
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drochloric) acid is effective in removing cemen^ 
coating from surface of exposed aggregate. Th| 
solution must be washed away with water and ttft 
surface allowed to dry. The cement mortar is com- 
posed of 1 part cement and 2 parts sand and is 
thoroughly mixed. Only enough water should be 
added for the mortar to stick lightly together when 
squeezed in the hand. The surface is brushed with 
a thin coat of freshly mixed portland cement 
paste, and the depression filled and. thoroughly com- 
pacted with the cement mortar mix. The surface is 
then stuck off and finished to match the surround- 
ing slab. 

311. Repair of Breaks 

Breaks are caused by excessive expansion, un- 
usual loads, inadequate subgrade support, washouts, 
and war damage. Replacement of portions of con- 
crete pavements is necessary when broken areas 
have become displaced or the broken pieces are too 
small to distribute the load to the subgrade without 
settling or rocking. 

a. Defective Subgrades. Defective subgrades 
must be improved by drainage, by removal and 
replacement of subgrade material, by reconstruction 
of subbases, or by other means as indicated by the 
cause. The new material is thoroughly tamped i 
place and the damaged portion of the subgra 
brought up to the standard of the surrounding 
material. Poor drainage is corrected by installing 
subdrains or lowering the groundwater level as 
required. 

b. Preparation of Old Concrete. Where small areas 
of patching are involved, rectangular patches should 
be used wherever possible. The upper 2 inches of 
the edge of the old concrete is trimmed to a vertical 
face to prevent thin edges in the pavement or in the 
patch. The remaining edge depth should be rough 
and free from loose fragments, dust, and dirt, to 
assure a good bond with the patch. 

c. Concrete Patches. Concrete patches preserve 
uniformity. Patches can be made that are not read- 
ily distinguishable from the rest of the pavement. 
Patches at pavement joints and edges should be 
about 2 inches thicker than the original pavement, 
but interior patches should be the same thickness as 
the existing slab. The concrete mix used for patch- 
ing will depend on the length of time the pave- 
ment can be closed to traffic. Normally, the pave- 
ment will be required as soon as the patch can be 
used. For this reason, high-early strength portland 
cement is desirable for patching, since it 



tnent can be used. 

(1) Before the concrete is placed, the old con- 
crete must be thoroughly saturated with 
water. This increases the bond between 
the new patch and the old concrete. If ah 
expansion or contraction joint intersects 
the patch, a joint of the same sort is con- 
structed through the new concrete. If this 
is not done, a small area of the concrete 
will be subjected to high compressive 
stresses and may fail as the temperature 
rises. 

(2) The mix is shoveled into the hole and 
thoroughly compacted. A surface vibrator 
gives best results, but satisfactory small 
patches can be obtained by hand-tamping. 
The tamp used along the edges has a small 
area, (a piece of 2-by 4-inch lumber is 
suitable), and the concrete is forced 
close against the slab. This is repeated 
again as late as possible, but before the 
concrete hardens so much that finishing 

|^ cannot be accomplished. The patch must 

IB be cured, using methods described in para- 

graph 290 for new concrete pavements. 
The patch must be kept closed to traffic 
until it has developed sufficient strength to 
support the traffic without injury to the 
concrete. This period will vary from one 
to several days, depending upon the type 
of cement and concrete mixture used and 
the temperature of the pavement. 
d. Cement-Bound Macadam Patches. Satisfac- 
tory repairs can be quickly accomplished by the use 
of cement-bound macadam. The hole is prepared 
as for a concrete patch. Crushed rock or gravel 
or broken concrete from the old pavement ly 2 to 
2*4 inches in size is used 'to fill the hole. This mate- 
rial is thoroughly compacted with a vibrator or 
roller if available. A thick cement-sand grout, 1 
part cement to 2 or 2% parts sand, is spread over 
the compacted aggregate and thoroughly forced 
down until the voids are choked. Finishing and 
curing are the same as for a concrete patch. When 



from dust and dirt. In an emergency, cement-bound 
macadam patches can be temporarily opened to 
traffic before the application of the grout. 

e. Bituminous Patches. Broken areas or craters 
in concrete can be successfully patched with bitu- 
. minous materials. Penetration macadam or dense 
fine-graded bituminous concrete is recommended 
for this purpose. A thoroughly consolidated base 
course which gives a patch thickness comparable 
in load carrying capacity to the surrounding pave- 
ment is necessary. Such patches can be opened to 
traffic in a few hours if proper materials are used 
and the layers underneath the finished surface are 
constructed properly. 

/. Emergency Patches. Emergency patches may 
be made by using natural soil, compacted at 
proper moisture content. Care must be exercised 
to pack the material into place from bottom to top 
of the patch. Such patches are suitable in winter 
weather or when immediate permanent repairs can- 
not be made. If the surface becomes sloppy under 
use, it can be covered lightly with fine aggregate. 

312. Correction of Minor Settlements 

Depressions in pavement caused by settlement of 
subgrade and slab can be leveled with bituminous 
materials, provided settling has ceased and the slab 
is fully supported by the subgrade. Rocking of 
small broken pieces of pavement under load or 
other movement or displacement of base course will 
be reflected in the bituminous patch and cause 
failure. Water and dirt should be brushed or cleaned 
from the surface with compressed air, and a thin 
coat of primer applied. After the primer has cured, 
bituminous patching material should be applied 
carefully to assure that the surface will be flush 
with the surrounding pavement after compaction. 

313. Correction of Minor Settlements 

The correction of major settlements in concrete 
pavements may require the use of special methods 
and equipment for filling voids beneath the pave- 
ment by bituminous subsealing or mudjacking, 
These methods are contained in TM 5-624. 



I 



193 




PART FOUR 



EXPEDIENT PAVING AND SURFACING OPERATIONS 



CHAPTER 16 



INTRODUCTION 



314. Need for Expedient- Pavements and Sur- 
face 

Although routes of communication are of vital 
importance in the theater of operations, the overall 
need for men and equipment may greatly reduce 
the capability to construct these routes during com- 
bat operations. Expedient materials and methods 
have been developed to alleviate this problem. The 
engineer must choose the material and method after 
considering such factors as desired permanency, 
time available for construction, type of terrain, 
anticipated traffic volume and type, and future use. 
As long as the engineer uses sound engineering 
judgment,, he is limited only by his ingenuity in 
the selection of expedient materials and methods. 

315. Expedient Materials 

The word expedient is often misleading when 
used in the military sense. An expedient operation 
is any paving or surfacing operation that must be 
completely quickly and whose end result is tem- 
porary in nature. Expedient materials are often 
divided into two groups: manufactured and natural 
and nonstandard. 

a. Manufactured Materials. Manufactured mate- 
rials are those expedient materials that are produced 
in a commercial factory. These include landing mats 
and membranes. Landing mats arc rigid or semi- 
rigid portable surfaces that interlock to form the 
surface of an expedient pavement. These structures 
contribute to the bearing capacity of the soil, but 
do not necessarily protect it from infiltration (water 
that works its way into the soil through the surface 
such as the direct result of rainfall) . Membranes do 
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not contribute to the bearing capacity of the under- 
lying soil, but they do protect the soil from loosing 
strength from infiltrating water. These surfaces are 
extremely flexible and have an additional feature of 
controlling dust. Under certain conditions, some of 
the lower forms of bituminous surfaces are also 
considered to be expedient surfaces. 

b. Natural and Nonstandard Materials. Natural 
expedient materials are materials found in nature 
the site, such as rock, sand, timber, brush, and S 
Nonstandard expedient materials are those that are 
produced for some purpose other than road con- 
struction. These include precut lumber, tarpaper, 
sandbags, and bricks. Natural and nonstandard 
materials may be used to construct both pavements 
and surfaces. 

316. Special Considerations 

a. Drainage. Drainage in expedient operations is 
as important as for standard paving operations. 
Since most expedient structures are of a short de- 
sign life, seasonal considerations must be made in 
the examination of the need for drainage. Other 
considerations may outweigh the risk taken in un- 
derdcsign of drainage structures. The main factors 
that should be considered are: 

(1) Probability of precipitation and its inten- 
sity. 

(2) Storm duration and use of alternate routes 
should the planned road be blocked. 

(3) Ratio of time, men, and materials used in 
the original construction of adequate drain- 
age facilities to those needed to repair 



maintain the inadequately designed road 
or airfield and the loss of that structure 
during the storms and subsequent repairs. 
(4) Delays during construction. 
b. Soil Stabilization. Soil stabilization is dis- 
cussed in TM 5-335 and TM 5-530. Soil stabilized 
mixtures may be used as a wearing surface if the 
surface is to withstand very light traffic. Soil stabili- 
zation usually is used to improve the existing sub- 
grade soil. It increases the bearing capacity of 
the soil sufficiently so that the thickness of the 



base course may be reduced or the need for a base 
course may be eliminated entirely. Stabilization can 
also assist in dust palliation' and soils waterproofing. 
c. Future Use. The future use of the structure 
should also be taken into considd Jon. Present 
conditions may dictate the use of expedient mate- 
rials to construct a road for which future improve- 
ments are planned. The expedient materials should 
be compatible with those contemplated for use in 
the future to avoid unnecessary delays in removal 
of the old material. 
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CHAPTER 17 
MATS 



Section I. INTRODUCTION 



317. Types 

The pierced plank types of mats are the only 
types currently available through the Army supply 
system. (These pierced planks should not be con- 
fused with the World War II PSP and PAP, which 
are obsolete.) The M6, M8, and M9 mats are 
limited standard as they do not meet present mat 
criteria. Several new types of mats are now in the 
advanced testing stages. Three of the new mats are 
discussed in paragraphs 340 through 342, as present 
engineering tests indicate that construction proce- 
dures will probably not be affected by any future 
modifications. 

318. Designation 

New criteria have been set forth to aid in the 
designation of various types of mats. Two general 
categories, light mats and heavy mats, have been 
established. 

a. Heavy Mats. Heavy mats must be able to 
withstand 200 simulated coverages of a 25,000- 
pound single wheel load with a tire pressure of 
250 psi on a subgrade with a CBR value of 4. 
These criteria must be met without the occurrence 
of excessive deflection under load and no more than 
10 percent replacement of failed panels. Other re- 



quirements are that these mats must weigh less 
than 5.0 pounds per square foot of usable area and 
be in sections small enough to be readily erected 
by hand. 

6. Light Mats. Light mats must meet the same 
criteria as heavy mats except that the CBR value 
of the subgrade is raised to 10 and the maximum 
weight is restricted to 3.0 pounds per square foot 
of usable area. 

Note. The major difference between light, and heavy mats 
is the CBR requirement for the base and the weight per 
square foot. This allowa units in the field to construct an 
airfield (or road) from the lightest possible mat upon 
evaluating soil conditions, thus saving valuable transport 
capacity for other items. 

319. Design and Evaluation 

Design criteria for the use of landing mats are 
usually expressed in the form of pavement (or 
base course) thickness reductions as related to 
wheel load, tire pressure, subgrade strength, and 
usage level. Standard design curves for evaluating 
the capacities of M6, M8, and M9 mats are in 
TM 5-330. Similar curves will be made available 
for the evaluation of the prototype mats, MX18B, 
MX18C, and MX19, as these items become stand- 
ardized. 



Section II. M8 AND M9 MAT 



320. Description 

a. M8 Mat. The MS mat (fig. 113) is an im- 
proved version of World War II pierced mats. This 
widely used item is the best available mat currently 
in the Army supply, system. It is manufactured 
from roHed steel plate with four rows of punched 
holes that reduce the weight to 140 pounds per 
standard panel. The nominal size of a standard 
panel is 11 feet 9% inches (11.8 feet) by 19.5 
inches, resulting in a unit weight of 7.3 pounds 
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per square foot of usable area. Between the four 
rows of holes are three longitudinal ridges which 
increase the longitudinal rigidity. The panel has 
T-shaped, inverted bayonet connectors on one side 
and slots on the other. Interior locking lugs behind 
the bayonet connectors fit into recesses in the slots, 
preventing longitudinal slippage. The M8 will sup- 
port a 50,000-pound single wheel load and an 
80,000-pound dual wheel load on a CBR 15 sub- 
grade for 700 coverages. The M8 is packaged in 
bundles containing 13 standard and 2 half 
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6. M9 Mat. The M9 mat is identical to the M8 
in appearance except that it is made from aluminum 
and the panel width is increased to 22% (22.2) 
inches. The panel weight is decreased to 67 pounds 
and the unit weight is 3.1 pounds per square foot 
of usable area. The packaging method and load 
bearing capacity of the M8 and M9 are identical 
except that the design life of the M9 is only half 
that of the M8 mat. These two mats are inter- 
changeable as long as only one type is used per 
row. The difference in widths precludes their use 
in the same row. 

321. Advantages and Disadvantages of M8 
and M9 Mats 

a. Advantages. 

(I) Both have a low cubage to surface area 
ratio. 



(2) M9 has a relatively low weight to surface 
area ratio. 

(3) Both are reusable although this becomes 
proportionately more difficult with use. 

(4) Both are excellently suited for road sur- 
facing. 

(5) Special skills are not required. 

(6) Maintenance is simple due to relative ease 
in replacing panels and ability to roll up 
mat to repair subgrade. 

b. Disadvantages. 

(1) M8 has a high weight to surface area 
ratio. 

(2) M9 end connectors are easily broken off. 

(3) Definite placing patterns are necessary. 

(4) Holes cause problems due to pumping, 
dust, and softening of subgrade during rain. 

(5) Both are slippery when wet. 
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322. Foundations 

A detailed discussion of subgrade and base course 
preparation is given in TM 5-330. 

a. Subgrade Evaluation. The subgrade must be 
evaluated to determine its CBR value. Even if 
the subgrade meets the minimum CBR requirement, 
it may be more economical to add a well-compacted 
(high CBR) base course. This reduces the strength 
requirement of the mat, allowing the utilization of 
a" lighter mat. 

b. Grade and Alinement Considerations. Al- 
though no actual values are available, the grade 
should be maintained as closely as possible. If 
small depressions are not filled and compacted, the 
maximum capacity of the panel will be reduced. 
In any case the subgrade should be leveled to 
practical limits and rolled with sheepsfoot, pneu- 
matic-tire, or steel-wheel rollers. Alinement is criti- 
cal with mats as correcting for errors will some- 
times result in difficulty in connecting the next run 
(or row) of mats. Alinement corrections can be 
made to some extent by actually dragging the mat 
into alinement with trucks or bulldozers. No ap- 
preciable alinement changes can be realized by at- 
tempting to stretch or bend each run back into line. 

323. Sequence of Placement Operations 

The general sequence of operations for placing 
all types of mats is as follows: 

a. Determining the material and manpower re- 
quirements. 

6. Organizing the job and specific tasks. 

c. Establishing original alinement. 

d. Spotting bundles. 

e. Spotting, carrying, and placing panels. 
/. Locking joints, if necessary. 

g. Checking alinement. 

h. Stretching plank, if necessary. 

i. Finishing sides and ends, if necessary. 

;'. Forming junctures, if necessary. 

k. Anchoring, if necessary. 

I. Laying hardstands and fillets (airfields). 
The placement procedures outlined in paragraphs 
324 through 336 are specifically written for M8 
and M9 mats. Deviation from these procedures will 
be necessary when using other types of mats or 
when unusual conditions dictate changes. 

324. Material Requirements 

Material requirements are most easily determined 
in four steps: width determination, length determi- 
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nation, total panels, and additional material deter^, 
minations. 

a. Width Determination. The widlh of the pave 1 - 
ment in panels may be determined by the following 
formula: 



r 



= 



(17-1) 



where, N w = Width of structure in panels 
(rounded up to next higher 0.5 
panels) 

W B = Width of structure in feet 
L p = Length of mat panel in feet 
Example: An airfield is 72.0 feet wide. M8 

mat (Lp = 11.8 feet) will be used. 
What is the number of panels 
(width of field in panels) required 
per run? 
_W g _ 72.0 
"~L n ~ 11.8 



Solution: 



panels 



Rounding -up, 6 standard panels and 1 
half panel woulc be used per run. 
6. Length Determination. The number of runs, 

or the length in panels, may be calculated with the 

following formula: 



N L = 



12xL H 



where, 



N L = Length of structure in 
(rounded up to the next 
whole number) 

L s = Length of structure in feet 
W n = Width of panel in inches 



(17-2) 
highest 



Example: 



The airfield in paragraph 324a, above, is 
3,000 feet long. The width of the M8 mat 
panel is 19.5 inches. How many runs of 
mat are required? 



Solution: 



M 12 XL. 12x3000 10/)CO ro/ , 
N L = ^y = jgg = 1846.2 or 1 847 runs 

c. Total Panels. The total number of panels is 
determined by estimate. The governing factor is the 
number of panels in the runway, taxi strips, and 
hardstands. This figure is obtained by successive 
use of the following formula: 

N T =N w xN L (17-3) 

where, NT = Total number of panels for struc- 
ture 

N w = Width of structure in panels (pan- 
els per run) 

N L = Length of structure in panels (num^ 
ber of runs) 



After calculating the total number of panels for 
ch structure, the totals are added together. Addi- 
ional panels are necessary for such items as fillets 
in turns. These additional requirements may be 
obtained by either estimation or plotting on graph 
paper. Also, another factor should be added that 
considers waste, anchorage, and bent or otherwise 
unusable panels. Factors of 5 percent for new 
planks and 10 percent for recovered planks appear- 
ing to be in good condition will usually yield fairly 
accurate results. Figure 114 shows a sample calcu- 
lation sheet for determining airfield requirements. 
d. Additional Materials. Steel pins, cables, and 
extra panels may be necessary for anchorage. Dust 
palliative, erection equipment, and manpower re- 
quirements should also be considered. 

325. Job Organization 

a. Two typical organizations for laying M8 and 
M9 landing mat are shown in table XVIII and 
figure 115. For table XVIII, a platoon is the basic 
unit an.d the tactical integrity is maintained by squad 
assignments to carrying and placing, with the other 
squad taking all other details. If the supervisor 
takes this or some such proportional breakdown of 
his unit, and he fully knows and understands the 

erations involved in the laying of the mat, he 
in adjust his organization as bottlenecks and addi- 
ional requirements arise. 

b. Depending upon the size of the job and the 
number of men available, there are several ways 
the job can be organized. With only one laying 
crew, normally laying would start at one end of the 
runway and proceed to the other end. 

c. If personnel are available, two crews may start 
at the transverse centerline and lay mat toward 
both ends of the runway simultaneously. As M8 
and M9 panels have connector slots on one side 
only and connector hooks on the other, it is neces- 
sary to weld a joint at the transverse centerline so 
that planks can be laid in each direction. The 
welded transition panels will have connector slots 
on both sides to receive the connector hooks of 
panels being placed in either direction. This per- 
mits panels to overlap previously placed panels in 
the normal placing pattern (fig. 116). A third crew 
about as large as a platoon may be used in anchor- 
ing the mat along the edges of the runway and in 
stretching and alining the mat. After alining the 
mat at the center, the time required to lay the 
runway can be cut almost in half by using two 

rews. Also the runway can be laid from both 



ends and welded at the center after cutting. This 
usually requires more time than the first-mentioned 
method, and it does not provide for partial occu- 
pancy before the field is completed as the one-mat 
method does. See paragraph 335 for special con- 
siderations that should be made when planning junc- 
tures. 

d. With four laying crews working simultaneously, 
the time required for laying an MS or M9 runway 
can be approximately quartered. In this case, two 
crews begin at the transverse centerline of the run- 
way, and one crew each begins at the two ends and 
works toward the quarter points. A juncture prob- 
lem will occur at the quarter points of the runway, 
since the panels cannot be interlocked. Panels at the 
juncture point must be cut and welded together to 
make the transition joint as smooth as possible 
(fig. 116). 

e. Another variation of the four-crew method 
mentioned in c above, is to start two crews each at 
the two quarter points with their initial runs welded 
together. The whole runway should then be welded 
together when the two center crews meet at, or near, 
the center (fig. 116). 

/. If only the touchdown areas are to be sur- 
faced with landing mat, one crew can surface one 
and then the other, or two crews can work simul- 
taneously, one in each touchdown area. The touch- 
down area can be placed either from the runway 
ends toward the inside edge of the touchdown 
area, or from the inside edge of the touchdown 
area toward the end of the runway. 

326. Spotting Bundles 

a. Method. Where feasible, the haul of landing 
mat to the site should not begin until grading opera- 
tions on the runway have reached a point that will 
permit unloading of bundles without rehandling. 
To speed the handling of the M8 or M9 bundles, 
special slings or tongs may be improvised. A truck- 
mounted A-frame or some type of mobile crane 
or lifting device is most satisfactory for unloading 
bundles. Although, in an emergency, bundles may 
be dumped from dump trucks, the bending, twisting, 
and warping of the individual panels in the process 
will lead to later difficulty. Direction is established 
by the fact that the mat placers face the completed 
runway as they work. Therefore, the completed 
runway is the front of the job, and the bare sub- 
grade, or base, behind them is the rear. The haul- 
ing vehicle, with its unloading device and spotters, 
spots the bundles to the rear of the job, minimizing 
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the carrying distance as much as possible, yet 
leaving sufficient working room. These vehicles 
travel on the subgrade, or base, rather than on the 
nished mat to prevent seating of the mat prior 
checking the alinement. The bundles may be 
spotted on the shoulders along both sides of the 
runway, or they may be spotted out across the 
subgrade, or base, sufficiently behind the laying 
crew to produce working room. In either 1 case, 
their spacing may be computed for best organiza- 
tion and maximum results with minimum effort. 

b. Example. For an M8 mat runway, 53.2 feet 
wide (fig. 115), two bundles cover six runs or 
9.8 feet, with one panel cut into half and one panel 
left over. One bundle every 9.8 feet along the 
centerline spaced in the center of each half of the 
runway will make a good working arrangement. 
The first two bundles should be placed 10 to 15 feet 
from the forward edge of the mat to provide work- 
ing room and minimum carrying distance. Like- 
wise, the bundles may be spotted on the same 
spacing on both shoulders of the area, starting 
approximately 5 feet from the forward edge of the 
mat using the above spacing for bundle spotting. 
A further possibility is to space three bundles across 
the subgrade, their longitudinal spacing to be 14.6 
feet with initial piles 15 to 20 feet behind the 
forward edge of the mat. An M9 mat, 130 feet 
wide, as shown in figure 115, may be planned in 



the same manner but with more possibilities. 
Twenty-one whole panels are needed every two 
runs, or at 3.7-foot intervals, with surplus half 
panels. A bundle of 13 whole panels will be needed 
approximately every 2 feet with an initial setback 
from end of runway of approximately 3 feet for 
working room. Also, the bundles can be spotted in 
the middle of each half of the runway at the same 
4.5-foot spacing with the initial work area 5 to 7 
feet deep. Two, three, or four bundles each can be 
spotted on each shoulder or in the center of each 
half of the runway every 9 feet, 13.5 feet, and 
18 feet, respectively. One bundle can be spotted 
behind each of the six teams every 13.5 feet, 
with initial working area of 14 to 16 feet. These 
are only a few of the many possibilities. 

327. Spotting and Carrying Plank 

When bundles have been spotted, the bundle 
openers clip all wires and steel bands to ready the 
planks for the plank carriers. Plank carriers work 
in pairs, and their primary duty is to maintain a 
sufficient quantity of the right panels in the hands 
of the placers to keep the job progressing. The 
carriers may be broken down in pairs so that there 
may be equal distribution of personnel to each pile 
of bundles; so that each pair will support always 
the same pair of placers; or so that under the 
supervision of the squad leader, a continuous flow 
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of the correct panels may be available to the placers. 
When three or more bundles are distributed across 
the subgrade, or base course, the half panels from 
any interior bundles must be carried to the outside 
edge of the field, and equal distribution should be 
made to both sides unless a large surplus exists. 
Whole panels should be cut in half at a central 
location and then the half panels distributed alpng 
the shoulders to supplement the manufactured half 
panels. If the organization is set up to include too 
many plank carriers, all personnel assigned may 
not be used; if too few carriers are assigned, place- 
ment may stop because of lack of material in hands 
of plank placers. The spotters, bundle apeners, 
and carriers must be constantly alert to spot and 
reject panels so badly damaged that they cannot be 
readily placed. Two panels can be carried at a 
time by one pair of carriers as long as the carriers 
do not lose time in carrying the panels to the placers. 

328. Placing Plank 

a. Locking and Plank Orientation. The panel 
has both an overlap end and an underlap end. 
Because the longitudinal overlap of panels is ap- 
proximately 2 inches, the underlap end, which has 
the recessed end with L-shaped end connector 
hooks, must be on the bottom. (The underlap 
end is the left end of the top panel in figure 113.) 
The overlap end, which continues the cross section 
of a major portion of the panel without a hole over 
the last 5 inches and has slots in the sides of the 
rib for the end connector hooks to engage, is then 
placed on top. (The overlap end is the right end 
of the top panel in figure 113.) A reversal of the 
underlap and overlap positions is not possible be- 
cause the underlap end ribs will not seat fully to 
the Ixittom of the overlap ribs and, if forced into 
place, the recessed underlap end will prohibit an 
even surface. When the general method of laying 
the M8 and M9 panels has been established, it is 
readily seen that the first panel placed should be 
the one in the forward left-hand corner of the field 
(as the laying crew faces its work) with the bayonet 
lugs facing away from the laying crew and the slot 
side adjacent to them. This places the underlap end 
on the right and the overlap end on the left. Next, 
this run is completed across the strip, with the fol- 
lowing runs starting from the left as soon as one and 
a half or more panels are placed in the previous 
run, building the mat opposite the direction faced 
by the laying crew as the work progresses. 

204 



6. Procedure for Laying With One Laying Crew. 

(1) Placers start by laying one run of plank 
across the runway from the left side to the 
right side, being sure the centerline will fall 
at the proper place. 

(2) A transit can be used on this and the next 
few runs to insure planks are laid perpen- 
dicular to the centerline. 

(3) As shown in figure 115, pairs of placers 
are numbered from left to right. Plank 
placing team number 1 places one or two 
planks as required and directed; number 
2 places one or more planks, etc. If the 
situation warrants, each team may place 
only one plank each. Each pair of placers 
thus places one, two, or more planks in 
each run. 

(4) The first run is made by laying plank one; 
overlapping the overlap end of plank two 
over the underlap end of plank one by 2 
inches; overlapping the overlap end of 
plank three over the underlap end of plank 
two by 2 inches, etc. Overlapping is ac- 
complished by lining up the slots in the 
sides of the ribs so that the L-shaped end 
connector hook will secure both planks 
together. 

(5) For the second and succeeding runs, 
order of placement from left to right con- 
tinues; however, half panels are used to 
start alternate runs to assure staggering of 
joints. Also, team number 1 will start 
placing the third run as soon as team num- 
ber 2 places its first panel in the second 
run. 

(6) Then, in turn, as in the first run, construc- 
tion proceeds from left to right consecu- 
tively. This means the runway will always 
look like a set of stairs with placement on 
the left far exceeding that on the right, 
and team number 1 will finish work before 
the last team. 

(7) Each team of two men holds the loose 
plank at approximately a 45 angle to the 
laid plank just as though they were going 
to fold it over to make a sandwich with the 
two top sides in the middle. 

(8) The bayonet lugs of the loose plank are 
down and are engaged in the side slots 
of the laid .planks. The tilted plank is 
thus slid until the bayonet lugs are securely 
locked in the slots and the locking lug 



I 



I 



I 



behind the bayonet lugs is positioned in 
the slots. The locking lugs behind the 
bayonet lugs will fit into one of the two 
locking lug slots of the laid plank to pre- 
vent future sliding when the loose plank 
is lowered back to the ground in its final 
position. 

(9) To make the connections lock, all panels 
in a run must be slid in the same direction, 
either left or right. Panels in alternate runs 
are slid in the opposite direction to main- 
tain edge alinement and to ease removal 
for maintenance. 

(10) The method of fastening end connectors 
is illustrated in figure 117. All connectors 
should be properly engaged with a pinch- 
bar. If any of the connectors are bent out 
of place, they may be straightened with a 
sledge or claw hammer so that they can 
be engaged in their proper slots. 

329. Locking Ends 

The plank placers automatically lock the sides 
of the planks together when they insert the connec- 
tor hooks, slide the panel to aline the locking lugs 
and slots, and drop the new panel into position. 
The end-connector man then moves the end con- 
nectors into the connector slots using a pinch bar 
as illustrated in figure 117. 

Caution: The end of the panels mutt be con- 
nected a they are laid became the end con- 
nectort will not fit into the connector tloti if 
the planks are allowed to creep apart. 

330. Adjustment for Temperature Change 

To offset temperature changes as much as possi- 
ble, a landing mat laid in any weather should be 
occasionally stretched from both sides and the ends 
by attaching vehicles and/or tra'ctors and pulling. 
In general, the fit is with so little tolerance that 
there is insufficient protection against radical tem- 
perature changes. 

33T. Maintaining Alinement 

a. The survey party should be available to keep 
a constant check on alinement. This may be ac- 
complished with a transit or by using the 3-4-5 
triangle method. Drift or misalinement must be 
corrected at the time the mat is being stretched. 
The use of temporary anchor stakes at the runway 
edge as the planking is laid assists in maintaining 
alinement. 



b. When a runway has an even number of planks 
per run, alinement may be controlled by placing a 
line along the ccnterline (fig. 115). This line is 
then used to control the alinement by assuring that 
the joint falls along it. The control line is one-half 
panel off centerline for runs of odd panels, and one- 
quarter off centerline for runs with single half pan- 
els. 

332. Stretching 

After every 60 to 70 feet of runway has been 
placed, laying operations are suspended, and the 
section is stretched tightly by using truck winches 
or any other equipment available. Rebound can be 
prevented by driving temporary pickets or stakes 
through holes in the planks after each stretching 
operation. This stretching is necessary to maintain 
alinement and prevent buckling of panels. 

333. Finishing Sides of Runway 

To prevent curling and shifting, the planks must 
be anchored along the sides of the taxiway or run- 
way. This may be done in several ways. 

a. In the most common method, the extending 
portions of panels are bent downward into a trench 
and the trench is backfilled (fig. 118). Where half 
planks are being used to finish the sides of the run- 
way to an even line, using a full plank at the end 
of every fourth or sixth run and burying the exten- 
sion is most satisfactory and involves less waste 
of plank and effort. The extended section is bent 
by a roller or truck. A cutting torch may be used 
to cut out a small notch in the ribs, thus greatly 
reducing the load required to bend the plank and 
controlling the point of bending. 

b. Where the whole edge, for 1- to 2-foot width, 
is to be bent down into a ditch, a heavy roller or 
wheeled vehicle may be used if care is taken, as 
shown in figure 119 where hardpan limited the depth 
of the ditch only. 

c. If the ditch is not too deep, often a large pipe 
or cylinder can be rolled under the edge of the 
lifted landing mat, and the mat can be bent or 
beaten with a sledge hammer into' a bend. 

d. If finished to an even edge, the mat is anchored 
with cables or racked wire to deadmen buried at 
the side. Also, anchors can be driven into some of 
the outside holes of pierced plank, if the soil will 
firmly hold them. 

334. Finishing Ends of Runway 

A trench is excavated at each end of the runway 
across the entire surfaced width. The plank is con- 
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tinued down the slope of the trench about the width 
of six panels as shown in figure 118. After the plank 
is in place and anchored, the trench is backfilled 
and the fill compacted. This method of end finish- 
ing tends to reduce shifting and curling at run- 
way ends. 

335. Junctures 

a. Use of M8 or M9. M9 may be welded if 
aluminum welding equipment is available; but it is 
advisable to use M8, if available, for the run on 
each side of the juncture so that the juncture can 
be formed by welding the steel planks together. 
When crews laying plank from opposite directions 
meet, the juncture must be welded. The welded 
juncture may be formed by cutting the planks with 
a torch and making a butt weld. It is more satis- 
factory to cut both planks to be welded in a rib 
valley, if possible. The joint can be strengthened 
by welding short pieces of strap iron at intervals 
over the joint. The method used with M6 of flat- 
tening the bayonet hooks, overlapping the planks, 
and welding the lap is not satisfactory for an M8 
or M9 runway joint. The deep ribs of the M8 or 
M9 give an appreciable bump to such a joint. 

b. Formation of Angles. The M8 method of 
forming angles is the recommended method where 
using M9 welding presents a problem. The skew 
panels are cut so that they butt up snugly against 
the straight panels, and then they are butt welded 



or spot welded. The cutting edge may be most 
easily determined by lifting up the last run of ! 
straight panels, and upon overlapping it on top of 
the skewed panels, its edge will act as a straightedge 
for marking. In the special case where plank taxi- 
way, hardstand, or other similar surfaced areas join 
a concrete or asphalt surface, the last two planks are 
buried in the manner explained in paragraph 334 
for runway ends, except that concrete or asphalt 
mixture is used to bury the joint. 

336. Laying Hardstands and Fillets 

Hardstands may be constructed by extending the 
landing mat in the taxiway; or a juncture may be 
formed by welding, and the planks placed per- 
pendicular to the line of travel of the aircraft. In 
both methods, each run of plank is stopped after 
crossing the design edge of the fillet or hardstand 
so that a fillet is formed, but the edge is left stepped. 
The first method places the plank parallel to the line 
of travel, but it is satisfactory because of the small 
volume of travel, but it is satisfactory because of 
the small volume of travel on a hardstand. It has 
the advantages of ease of construction and of saving 
time and material. Staking down the edges of 
either type of hardstand generally is satisfactory. 
Where time permits, edges of hardstands can be 
buried. The forward edge of the hardstand should 
be buried in the same manner as the runway ends 
to prevent curling. 



Section III. M6 MAT 
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337. Description 

The M6 mat (fig. 120) is an improved version 
of the World War II PSP. Although this mat is 
no longer manufactured, a large quantity has been 
stockpiled and may be available. It is manufactured 
from rolled steel plate with three rows of punched 
holes that reduce the panel weight to 68 pounds 
for the standard panel. The nominal size of the 
standard panel is 10 feet by 15 inches, thus the 
unit weight is 5.4 pounds per square foot of usable 
area. Between the three rows' of holes are two longi- 
tudinal valley ridges which increase the bridging 
capacity by increasing the longitudinal rigidly 
(This actually increases the transverse rigidity of 
the connected structure.) The panel has bayonet- 
type connecting devices (L-shaped and pointed in 
only one direction) and slots along both longitudi- 
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nal edges enabling the unit to be placed and joined 
from either side. There are 29 side connector slots 
along each edge of the standard panel and 14 on 
each side of the half panel. The M6 will support 
a single wheel Joad of 37,000 pounds on a sub- 
grade GBR of 15 for 700 coverages. The M6 mat 
is packaged in bundles containing six subbundles, 
Each aubbundle contains four standard and two 
half panels. 



and Disadvantages of 



338. Advantages 
M6 Mat 

a. Advantages. The advantages of the M6 mat 
are 

(1) Low cubage to surface area ratio. 

(2) Relatively low skill level of personnel used 
to place mat. 
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(3) No special equipment necessary. 

(4) Easily recoverable for future use. (Each 
usage progressively increases the defor- 
mations due to damage, thus decreasing 
its effectiveness for reuse.) 

(5) Width suited for road construction (25 
feet wide using 2 whole and 1 half panel). 

b. Disadvantages. The disadvantages of M6 mat 
are: 

(1) High weight to surface area ratio. 

(2) End connectors easily bent or lost. 

(3) Not interchangeable with any other mat. 

(4) Slippery when wet. 

(5) Holes allow infiltration of water, causing 
subgrade to weaken. The holes also cause 
pumping in wet weather and dust in dry 
weather. 

339. Laying M6 Mat 

a. The method of laying M6 mat (fig. 121) is 
similar to the procedure described for M8 and M9 



except that planks having bayonet lugs and connec- 
tor slots along both edges can be placed in either 
direction across the runway. The underlap end has 
a longer depressed end (left end of bottom panel 
in fig. 120) than the overlap end (right end of 
bottom panel in fig. 120) . In the field, it is simple 
to discover that the three pronged end connectors 
can be driven into place only when the end with the 
short depression overlaps the end with the long one. 
This means that when a crew places from left to 
right across a runway, the underlap end must be 
to the right or to the left if placing from right to 
left, or in the direction of placing. The end con- 
nectors are fastened on after locking the three 
prongs through both sets of end connector slots. 
A ball peen hammer is the best tool for this fasten- 
ing. 

6. In view of the fact that whole panels of M6 
are 10 feet long and half panels 5 feet long, the 
computation of requirements for these mats is much 
simpler than, though similar to, M8 and M9. 
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c. Because the L-shaped bayonet lugs point 
ioward the underlap end of the M6 panel, and the 
"ocking lug is in the end of the side connecting 
slots toward the underlap end of the panel, it will 
quickly be discovered in the field that the M6 will 
go together smoothly and rapidly only one way. 
One run is placed all the way across the runway 
with the underlap end pointing toward the direction 
of placing the run. The next run is then placed in 
the opposite direction of placing the first run with 
the underlap end also pointing in the opposite direc- 
tion. Both direction of placing and orientation in 



planks or panels in a run are reversed in alternate 
runs. This greatly slows down production, because 
each run must be completed before the next one can 
be started. 

d. General principles of lapping and direction 
of placement apply to M6 as well as to MS and 
M9; however J welding is not required where two 
laying teams can start on opposite sides of a given 
run and begin laying in the same direction, or start 
at opposite ends of two connected runs and start 
laying toward each other. Welding is necessary only 
where two separately constructed mats meet; 



Section IV. PROTOTYPE MATS 



340. MX 19 Mat 

a. Description. The honeycomb mat (fig. 122) 
is a promising prototype mat currently being tested. 
It consists of a foil aluminum honeycomb core 
bonded to top and bottom sheets of aluminum 
with a fiber film adhesive. Edge connectors are 
welded to the top and bottom sheets and bonded 
to the core. An antiskid surfacing is applied to the 
top surface. Each panel is approximately 4 feet 



by 4 feet and weighs 68 pounds or 4.1 pounds per 
square foot of usable area. A flat connector bar, 
4 feet long, is an accessory used to connect the 
edge members. 

b. Material Requirements. The material require- 
ments arc computed in the same manner as those 
for the M8 mat (para 324) with three exceptions. 

(1) The panel size is 4.0 feet by 4.0 feet. 

(2) N w is rounded up to the next higher whole 
panel. 
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Figure 1%Z. Position oj first MX19 mat jtanel. 
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(3) Use 10 percent as a waste factor for new 

panels and 15 percent for old panels. 
c. Placement. The MX19 mat is placed in a 
manner quite different from other mats. 

(1) When standing at one end of the runway 
and facing the far end, the placement 
starts in the left corner as shown in figure 
122. Note that the male hinge faces and 
runs parallel to the centerlinc. The first 
panel and all subsequent edge panels are 
alined along the stringline. 

(2) The first strip is laid along the stringline 
at the edge of the runway. The overlap 
lock connector of each new panel drops 
into the underlap lock connector of the 
succeeding panel. The connector bar is 
slid into the slot in the lock connector joint 
to lock iU Figure 123 shows the bar as it 
is partially inserted. Care should be taken 
to insure that the bar is completely in- 
serted in the slot. 

(3) The second strip is critical as it controls 
the alinement of the entire field. The 



second strip is staggered so that the lock 
connector joint in the first strip is at the 
center of the panel in the second ' strip 
(fig. 123). The panels are tilted at about 
45 (fig. 124) and the hook on the top of 
the female hinge is hooked on the male 
hinge. The panel is then lowered (hinged) 
to the ground, making certain that the 
lock connector joints fit/ The connector 
bar is inserted. 

(4) Once the first two strips are at least 4 or 
5 panels downfield, a third strip may be 
started and the process is repeated across 
the width of the field. Another stringline 
down the far side of the field can be used 
for an additional alinement check and to 
mark the edge. 

(5) Figure 125 depicts a completed runway 
section. 

341. MX18B and MX18C Mats 

a. Description. The MX18B and MX18C mats 
(fig. 126) are an improved version of the AM2 




Figure 123. Partially inserted connector bar. 
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Figure 184' Laying last strip oj MXlO mat. 



mat developed by the Navy. Both mats are identical 
except for a difference in aluminum alloys. They 
consist of extruded aluminum planks with lapped 
and welded end connectors. The panels are 2 feet 
by 12 feet and weigh approximately 113 pounds or 
4.7 pounds per square foot of usable area. A half 
panel is also available that is 6 feet long. A short 
(2-foot long) connector bar is an accessory used 
to complete the end connection. 

b. Material Requirements. The material require- 
ments for the MX18 mats are computed in the same 
manner as the M8 (para 324) with two exceptions. 

(1) The panel size is 2.0 feet by 12.0 feet. 

(2) Use 10 percent as a waste factor for new 
panels and 15 percent for old panels. 

c. Placement. The method of placement is identi- 
cal to the M8 method except that connections are 
made differently. 



(1) Standing at one end of the field and facing 
the far end, the first panel is placed in the 
right corner with the male hinge facing 
downfield. The second panel is placed in 
that same run. The overlap lock connector 
of the new panel should fit in the underlap 
lock connector of the old panel. Once the 
lock connector joint is fitted together, the 
connector bar is slid into the slot to lock 
the joint. 

(2) The second run is placed in a staggered 
position, the same as the M8 mat (para 
328a). The hinge connections are made 
in the same manner as the MX19 mat 
(para 3406 (3)). 

(3) A completed MX18B runway section is 
shown in figure 127. 
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Figure 16. Completed runway section constructed o/ MX19 mat. 
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Figure 186. MX18B mat panels. 




Figure 127. Completed runway section constructed oj MX18B 
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Figure 12FI. Clans SO Assault Trackway on B-tnn bridye truck. 



342. Class 30 Assault Trackway 

a. Description. The Class 30 Assault Trackway 
(developed by the British) consists of a connected 
series of extruded, corrugated aluminum planks. 
The planks, 11 feet long by 9 inches wide, are con- 
nected by an interlocking ball and socket longitudi- 
nal joint. Every 30 feet is a three-section replace- 
ment panel, which allows quick removal for repairs 
or recovery. In regular form, the trackway oomes 



in a kit which will fit on a standard 5-ton bridge 
truck. The kit consists of 255 feet of trackway 
and a dispenser kit. Figure 128 shows the trackway ' 
mounted on a 5-ton bridge truck. 

b. Placement. The trackway is placed directly 
from the standard 5-ton bridge truck. The exact 
procedures for placement operations will be covered 
in a separate manual when this item is standardized. 

Note. Although the items are similar in appearance, the 
American and British versions are not interchangeable. 
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CHAPTER 18 
MEMBRANES 



Section I. INTRODUCTION 



343. Types 

Membranes consist mainly of coated fabrics in- 
tended for use as airfield surfacing to dustproof and 
waterproof soil subgrades (fig. 129). Currently, 
there are four membranes that meet acceptable 
standards. Two of these are considered to be 
heavy duty and the other two as light duty mem- 
branes. 

a. Heavy Duty Membranes. The WX17 is the 
heaviest duty membrane, which is capable of with- 
standing repeated usage by all current Army air- 
craft and the Air Force C-130 transport. It is 
manufactured from 2 ply, 5.1 ounce, neoprene- 
Kpated, nylon material and weighs 3.0 pounds per 
Iquare yard. Both surfaces are pebble-grained for 



skid resistance. The WX12 is slightly less durable 
being constructed from a single ply, 8-ounce, neo- 
prcne-coated, nylon material. The WX12 weighs 
2.5 pounds per square yard. 

6. Light Duty Membranes. Light duty mem- 
branes are capable of withstanding repeated 
loads from light Army aircraft such as the 0-1 Bird 
Dog, U-1A Otter, and U-6 Beaver. Skid-mounted 
helicopters (worn skids tend to snag and tear the 
surface), the OV-1 Mohawk, and the CV-2 Cari- 
bou will cause failure of light duty membranes. 
The WX15 is a vinyl-coated, 3.2-ounce nylon fabric. 
The WX16 is a single ply, 5.1 ounce, neoprene- 
coated nylon. Both membranes weigh approxi- 
mately 1.0 pound per square yard. 




Figure 119. WX16 turjace after heavy rainjaU. (Note relative condition oj membrane and uncovered ur/oce,) 
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344. Packaging 

Table XIX shows the various sizes of panels and 
rolls in which membranes have been procured. 
The rolls arc similar in appearance to tar paper 
rolls. The crated membrane comes in cumbersome 

Table. XIX. Membrance Panel Sizes 



Membrane 



WX12 



WX15 



WX16 



WX17 



Type of 
package 


Size 


Principal use J 


Roll 


3 ft x 100 ft 


Repair 1 ' 


Crate 


30 fix 56ft 


Panel 


Crate 


156 ft x 1.56 ft 


Pad 


Crate 


56 ft x 606 ft 


Panel 


Crate 


156 ft x 156 ft 


Pad 


Crate 


56 ft x 606 ft 


Panel 


Crate 


56 ft x 100 ft 


Panel/Pad s 


Crato 


156 ft x 100 ft 


Panel/Pad ' 


Crate 


78 ft x 100 ff. 


Panel 



'Panel denotes section of airfield runway or taxi strip. I'ml denotes 
helicopter pud. 

- Can also be field fabricated into panels or pads. 
8 Padfi cnn bo rusil.v fabricated in Held. 



crates and weighs several hundred pounds. If avail- 
able, a mechanical lifting device should be used 
move this item. 

345. Fabrication 

a. Plant Fabrication. Membranes are manufac- 
tured in rolls about, 5 feet wide. These rolls are 
either chemically or electronically bonded together 
to form panels. The panels are then folded for 
insertion into crates. Often the membrane develops 
wrinkles when folded for long periods of time in 
the crates due to the difference in the residual 
tension in the nylon. This is similar to the flat spots 
that develop in nylon automobile tires after the 
automobile sets in one place for a period of time. 
These wrinkles do not affect the usefulness of the 
membrane to any groat degree. Although cutting 
and patching will remove the wrinkles, stretching 
will remove or reduce- enough wrinkles to make this 
measure unnecessary. 

h. Field Fabrication. Field fabrication is covered 
in paragraph 349. 



Section II. PLACEMENT 



346. Job Organization 

The number of men and equipment available 
will govern the time required for placement. 

a. Manpower. The minimum size unit required 
is a platoon. Table XX lists the minimum number 
of men necessary for each task. Should more than 
30 men be available within the platoon, they should 
be assigned to the placement crew. If more thf 
one platoon is available, each can start at a different 
point along the runway. 

Table XX . Minimum Crew Requirements 



Crew 


Nil in her 


Task 


Equipment operators 


6 


2-motorized graders 
3-truck drivers 
1-jeep driver 


Placement 


18 


Unfold, stretch and 
place membrane. 


Joint construction 


6 


2-pour adhesive 
4-roll adhesive on joint. 



6. Equipment. Table XXI lists the minimum 
equipment required for efficient membrane place- 
ment. 
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Ttiltli XXf. Minimum K(fiiifnncnt Itt'tinirrim'tttn 

NutnliiT 



Motorized urader 

Truck * 

Jenp 



Any (i x ('. cnrito ur dump truck of li'/j-lun cnimclly or 
KmiliT. 

347. Site Development 

After the average bearing strength of the site 
has been determined to be adequate for wheel 
loads and anticipated aircraft traffic (TM 5-330), 
the area should be graded to remove all vegeta- 
tion, obtain a smooth working surface for placement 
of the membrane surfacing, and to prevent ponding 
of rainfall on the surfacing. When the site has been 
graded and sloped for drainage, V-shaped anchor 
ditches (para 351a) should be constructed at one 
end on the. two sides of the area. Side ditches 
should parallel the established centerline of the 
runway and should be located so that the inside 
edges of the ditches arc a minimum of 36 feet 
from the runway centerline for 78-foot wide mem- 
branes and 25 feet from the centerline for 56-foot 
wide membranes. Only one ditch that transverses 
the width of the runway should be constructed at 
this time. The remaining ditch at the other end of 



the membrane surfacing should not be constructed 
l all membrane sections have been placed and 
ined. This will permit access to the area by vehi- 
cles and will permit determination of the exact 
location of this end-anchor ditch. All soil re- 
moved during construction of the anchor ditches 
should be windrowed outside the runway area. 
Grading, sloping, and constructing anchor ditches 
should be accomplished with motor graders. 

348. Preliminary Procedure 

Vehicles will be required to transport the wooden 
irates of membrane to the test site. They should be 
large enough to provide working space on the sides 
and rear of the crates. The 5-ton dump truck or 
any other 6x8 cargo truck of at least 2%-ton 
sapacity may be used for this purpose. The tops of 
the wooden crates should be removed at the site. 
Steel straps that secure the surfacing to the wooden 
platform should be cut to permit unfolding of the 
nembrane. Once the surfacing is ready for place- 
ment, the vehicles should be positioned on the run- 
way area so that they straddle the centerline. 

349. Placement of the First Panel 

Placement of the first section of membrane should 
e initiated by removing approximately 3 feet of the 
cd surfacing from the crate and placing it in the 
inchor ditch that was constructed transversely 
icross the runway (fig. 130). The vehicle should 
ihen be driven slowly along the cei.lerline of the 
'unway, with the membrane surfacing being played 
Dff the back of the vehicle onto the ground. Care 
should be taken by the driver of the vehicle to 
insure that vehicle alinement is maintained with the 
3enterline of the runway. Care should also be exer- 
cised by the placing crew to insure that the sur- 
facing is placed in a straight line and flat on the 
ground, with all slack removed from the surfacing. 
When the membrane is first placed on the ground, 
it will consist of an accordian-folded surfacing ap- 
proximately 50 to 60 inches wide and 100 feet long. 
After the surfacing has been unloaded from the 
vehicle, troops should be stationed at equal inter- 
vals along the length of the surfacing. Half of the 
surfacing should be unfolded (fig. 131) to. one side 
of the area and its edge placed in the side anchor 
ditch. The remaining half of the surfacing should 
then be unfolded to the other side of the area and 
its edge placed in the side anchor ditch. After the 
membrane is alined and positioned, the initial slack 
is removed from the surfacing. The remaining slack 



is removed by placing backfill on the membrane 
in the end anchor ditch (fig. 132). The free end 
of the membrane is then pulled over the area to 
be surfaced. As slack is removed from the surfac- 
ing, the side ditches should be backfilled along the 
runway to within 6 feet of the free end of the sur- 
facing. The side ditches should not be backfilled 
to the free end of the first section of surfacing, 
because room will be needed to join the end of the 
next section of surfacing to the first section. 

350. Placement of Succeeding Panels 

While the side ditches are being backfilled, the 
second section of surfacing should be unloaded on 
the area in the same manner as for the first section. 
However, the vehicle should be positioned and a 
sufficient amount of surfacing played off the vehicle 
so that the end of the second section overlaps the 
first approximately 24 inches. See paragraph 351, 
if anchors are used. The surfacing should then be 
unfolded and the ends placed in the anchor ditches, 
as was done in the first section. After the section 
has been positioned on the area, the ends of the 
first and second sections should be joined with ad- 
hesive. Adhesive for this purpose will be sup- 
plied in 5-gallon pails. 

Note. Use adhesive 0-680 (or ncoprene-coated membranes 
(WX12, WXI6, imd WXI7). Use adhesive SBP-1146-A for 
vinyl-coated membrane (WX15). DO NOT use G-580 
adhesive for vinyl-coated membranes or vice-versa. 

The width of the adhesive joint should be marked 
on the surfacing with a chalk line or crayon for 
alinement purposes. The adhesive should be poured 
from the spout of the pail onto the surfacing and 
spread uniformly with long-handled rollers (fig. 
133) . Ample time should be allowed for the adhesive 
to become tacky to the touch. Usually 2 to 5 
minutes are required; however, more or less time 
may be required, depending on weather conditions. 

Note. Construction of the adhesive joints during inclem- 
ent weather should not be attempted, as the adhesive 
will ball up and not adhere to the membrane surfacing. 

When the adhesive becomes tacky, the overlapping 
ends of the sections should be placed in contact and 
the joint allowed to set for 10 to 15 minutes. Then 
the joint should be rolled with a rubber-tire vehicle 
(jeep) to remove air pockets and excessive adhesive. 
After the adhesive lap joint has been constructed, 
slack should be removed from the surfacing and 
the side ditches backfilled to within 6 feet of the 
free end of the section. Placement of additional 
sections of surfacing and construction of the ad- 
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Figure ISO. /'lacing membrane in anchor ditch. 
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tSl. Unfolding membrane from cenierliru: toward anchor ditch. 




Figure 1S2. Backfilling anchor ditch with motorized grader. 
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Figure 133. Spreading adhesive with long-handled roller. 



hesive joints should be accomplished in the same 
manner as that described previously. After the 
adhesive joint has been constructed and slack has 
been removed from the last section of surfacing, the 
location of the end anchor ditch should be deter- 
mined. The end of the last section of surfacing 
should then be folded back upon itself so that the 
anchor ditch can be constructed with the motor 
grader. After the anchor ditch has been constructed, 
the surfacing should be pulled as tightl} as possible, 
placed in the ditch, and backfilled. All of the ditches 
should then be compacted with the motor grader 
or with the transport vehicles. This not only com- 
pacts the ditch, but also increases the tension on 
the membrane. If the motor grader is used, care 
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should be taken to prevent the grader blade from 
snagging or cutting the surfacing. When the sur- 
facing has been placed, a broken white or yellow 
line should be painted along the centerline, in addi- 
tion to solid lines along the sides. After installa- 
tion -of safety devices and a final inspection, the 
airstrip is ready for use. 

351. Anchorage 

Anchorage methods are broken down into two 
groups: perimeter and interior. 

o. Perimeter Anchorage. Anchorage around the 
edge (perimeter) of the landing strip is best ob- 
'tained by V-ditches (fig. 135). The depth of the 
V-type ditches should be at least 2 feet and prefjjjp' 1 
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OV-7 Mohawk landing on WX17 membrane surfaced runway. 

BACKFILL IN 8ln.COMPACTED 
LIFTS TO GRADE 



1/2 PANEL WIDTH 2ft 



2.5ft MINIMUM 

PREFERABLY 3 TO 4ft 




NOTE: 
MEMBRANE STOPS AT BOTTOM OF DITCH 

Figure 1S6. Correct method o] anchor ditch construction. 
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ably 3 or more feet. The ditches are constructed in 
the same manner as drainage ditches except that 
the inside, not the outside, slope is the steepest. All 
spoil must be moved to the outside' edge of the 
ditch. The membrane is placed in the ditch with 
the edge in the bottom of the ditch. It is not 
extended up the outside bank of the ditch. 

Note. Extending the membrane up the far side of the 
ditch causes surface runoff to be retained in backfill result- 
ing around the perimeter of the field. 

The membrane is pulled tightly and the ditch is 
back-filled in approximately 8-inch lifts. After each 
lift is placed, the grader should be allowed to com- 
pact the fill. This not only increases the compac- 
tion, but also tightens the membrane. 

Caution: The grader operator should exer- ^ ^ 
rife gre'at "cafe" to' inSbre^thdt' '/TuTlftaaeeloea rtol 
tear the membrane. The completed fill should 
be tmoothed off go that proper drainage can be 
maintained. 

b. Interior Anchorage. Interior anchorage should 
be used only in large areas. The anchors present 
a serious maintenance problem after extended usage. 
Anchors are usually placed at interior joints between 
panels. When anchors are used, the overlap should 
be 2.0 to 3.0 feet. The anchors are constructed as 
shown in figure 136. They should be thoroughly 
inspected for burrs and warped heads before using. 
The anchors are then driven through the bottom 
layer of membrane about 2.0 feet back from the 
edge (fig. 137) taking care not to warp the head 
while driving. When the anchors are completely 
driven into the ground, the adhesive is applied and 
the top layer folded across the joint as in a stand- 
ard joint. 




HEAD 



2.0' TO 2.5' 



#6 (3/4"jZf) REINF. BAR 



ROUGH POINT WITH CUTTING TORCH 

Figure 1SG. Method oj making interior anchor. 
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Figure 1ST. Placing interior anchor at joint. 



Section III. REPAIR AND RECOVERY 



352. Inspection 

Daily inspections of the surface should .be made. 
Preventive maintenance is necessary for the mem- 
brane to do its job for any appreciable period of 
time. The inspector should look for ruts, holes, 
and blocked drainage. 

353. Rutting 

Since the membrane is placed directly on the soil, 
ruts should be located, noted, and removed as soon 
possible. 



a. Low CBR Soils. Ruts are easily removed on 
most low CBR soils by running a 5-to 8-ton tandem 
roller or a 13-whccl, pneumatic-tired roller over the 
high spots, forcing the material, laterally, into the 
low spots. If this does not work, the procedure 
for high CBR soils must be followed. 

b. High CBR Soils. Removal of ruts from high 
CBR soils is difficult and time consuming. The 
membrane is cut about 18 inches back from the. edge 
along the anchor ditches around both ends and one 
side. The membrane is then dragged across the 
field to the attached side. The ruts are then repaired 
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as if the strip was an unsurfaccd road. The mem- 
brane is dragged back across the field and patched 
together with patching rolls or surplus panels cut 
into strips. The patching procedure is the same as 
that used for joints (para 350). 

354. Holes 

Holes are a serious problem with membranes as 
they not only allow water to enter the subgrade, 
but they also cause ballooning (fig. 138). Balloon- 
ing can damage both the membrane and the air- 
craft if the membrane becomes entangled in the 
propeller. The area around the hole should be 
thoroughly cleaned and the patch applied in the 
same manner as joint construction (para 350). 

355. Recovery 

Membranes may be recovered for future use by 
two methods: deliberate and hasty. 



a. Deliberate Recovery. Deliberate recovery 
a membrane is accomplished in the reverse mann 
in which it was placed. That is, the ditches are 
dug out, taking care not to cut the membrane, the 
field joints are cut, and the membrane is refolded 
and crated. This method docs not damage the mem- 
brane, but it is slow and requires careful supervi- 
sion and a great deal of work. 

6. Hasty Recovery, The hasty recovery is identi- 
cal to the deliberate recovery, except that the mem- 
brane is cut at the edges and the portions in the 
anchor ditches are left in place. The hasty method 
is faster and requires less supervision, but the width 
and length of the membrane are shortened by the 
amount left in the anchor ditches. The shortened 
membrane can be reused on another field with nar- 
rower runway requirements or as a taxiway or 
warm-up apron surfacing. 




Figure 138. Membrane ballooning. 
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CHAPTER 19 
EXPEDIENT ROADS AND REPAIR 



Section I. HASTY ROADS 



356. Expedient Road Construction 

a. Methods. Expedient roads are usually con- 
structed as an emergency measure for crossing 
difficult terrain. Any available material or method 
may be used that will provide a temporary surface. 
Sandbags, wet sand, treadway decking from float- 
ing bridges, rocks, rubble, brick, and canvas may 
be used as expedients. Dust palliatives may be 
used either as a temporary wearing surface or as 
a base. The importance of subgrade preparation for 
expedient roads is discussed in paragraph 322. 

b. Types. The two types of expedient roads are 
hasty and heavy. Hasty expedient roads are built 
in a short time to last only a few days. They are 
used mostly to cross a terrain obstacle such as a 
beach or marsh. For breaching operations, beach 

ndings, and roadblock detours, hasty expedient 
oads must tic laid rapidly and easily. Often they 
must be laid during darkness. To meet these con- 
ditions, they must be light, simple to lay, and not 
bulky. Heavy expedient roads are used because of 
special ground conditions or lack of standard road 
construction material. They are built to last until a 
durable standard road can be constructed; therefore, 
they require longer time for construction. 

357. Cross-Country Tracks 

Cross-country tracks may be constructed by re- 
moving main obstructions with handtools or me- 
chanical equipment, followed by passage of" some 
tracked or multiwheeled vehicles. This type of road 
can carry heavy traffic in dry weather, although 
motor convoys may set up considerable dust clouds 
that will aid enemy observation of military move- 
ments. If such is the case, enemy aircraft and artil- 
lery may deny the use of the route except for night 
operations. Dust palliatives may be used to reduce 
the chance of observation. 

358. Army Track 

To help vehicles in passing over loose sand and 
et ground, a portable timber mat known as army 



track (or tread) may be used. It is prepared with 
4- by 4-inch or 6- by 6-inch timbers, about 9 feet 
long, which are laced together with cable or 
threaded onto a cable which passes through holes 
near each end of the timber (fig. 139). To keep 
the timbers spaced 12 to 14 inches, such holes are 
bored at an angle of 45 to the long axis of each 
timber. The cables are then securely anchored at 
each end. The track can be filled in between the 
timbers with the best material available to provide 
traction and a smoother riding surface. 

359. Chespaling Mat 

Chespaling-mat roads are composed of a series of 
mats 6y 2 by 12 feet, or larger. The mats are made 
by placing small saplings 6^ feet long and about 
114 inches in diameter, 3 inches apart, and wiring 
them together with chicken wire mesh or strands 
of heavy smooth wire (fig. 140).. A chespaling road 
is constructed by laying mats lengthwise with a 
1-foot side overlap at the junction of the mats (fig. 
141). The resulting surface is 12 feet wide. Un- 
less laid on wet ground, this type of road requires 
periodic wetting dawn to retain its springiness and 
to prevent splitting. It also requires extensive main- 
tenance. 

360. Bamboo Mats 

In some localities, baiuooo mats may be fabri- 
cated and used for roads. The mats are made by 
splitting 2-inch bamboo rods and weaving them as 
shown in figure 142. The bamboo should be soaked 
before weaving and kept moist while in use. On 
firm ground or sand, the mats remain serviceable 
for 3 or 4 months; on muddy ground or unstable 
soil, the mats pass as many as 1,500 vehicles 
before becoming unserviceable. They are excellent 
for beach roadways and for roads out of fords. The 
bamboo mats are laid on the ground with the long 
dimension perpendicular to the direction of traffic. 
They are staked securely to the ground and adj acent 
mats are wired together. 
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4" X 4" OR 6" X 6" TIMBERS 




APRX 9 1 



W WIRE ROPE 



Figure ISO. Army track. 
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Figure HO. Constructing a : cheapaling mat. 
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Figure 141. Laying a chespaling-mat road. 
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or: 



PD or 

SPLIT BAMBOO 



4'-0" 




1T-0" 



Figure 14%. Construction details lor a bamboo mat. 



Section II. SOMMERFELD TRACK 



361. Introduction 

Although Sommerfeld track is not a standard sup- 
ply item, it was a British item in World War II and 
it may appear again in theaters of operation. It is 
a light, easily laid track, highly suitable for beach 
roadways in landing operations. It is made of pre- 
fabricated wiremesh netting and steel bearing rods 
(fig. 143). The rods are bent at the ends to form 
loop 5 inches long through which .steel flats are 
threaded. The rods stretch the netting without af- 
fecting its flexibility for rolling. A' better roadway 
results if four out of every five transverse bearing 
rods are removed. Otherwise, under normal traffic, 
they bend up at their ends and catch in the under- 
carriage of vehicles. The removed bars can be bent 
into U-shapes and used as extra pickets. Half-inch 
wire rope may be substituted for the transverse 
bars. Special buckles, six for each joint, are used to 
connect the end rods of successive rolls of mesh 
at the transverse joint. Pickets are used to anchor 



the track. Two types of pickets, heavy and light, 
are supplied with the track in the proportion of 
25 percent heavy pickets and 75 percent light pick- 
ets. The heavy pickets are better for use in loose 
sand and gravel where traffic is heavy. The weight 
of 100 yards of assembled track is about 2% tons. 
Flexible duckboards, 9 by 3 feet, are used with 
Sommerfeld track to give added depth to the struc- 
ture. They are laid end-to-end and secured with 
ordinary pickets. In addition to these duckboards, 
anything from burlap to corduroy can be placed 
under the track to increase depth and flotation in 
varying degrees. 

362. Laying Sommerfeld Track 

To construct a road with Sommerfeld track, 
the mat is rolled out on the ground. Flats and rods 
are placed and the mat staked by placing one picket 
at each overlap of steel flats and at the center of 
each transverse rod. When the track is laid, it 
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LINKING BAR OVERLAP 4" 
I'/j" x %" x 15' 



24-GAUGE METAL 

(6 PER JOINT) 

WRAPPED AROUND 

END-TRANSVERSE 

BARS 



TURNED-OVER 

HEAD TYPE 

PICKET 




CENTER UNKING BAR 



SOMMERFELD TRACK 
107" WIDE IN 12'/j YD 
ROLL (350 LB PER ROLL) 



PLACE ROPE SLING, 





9" MIN OVER- 
LAP OF SECTIONS 
AT JOINTS 



SOMMERFELD PICKET 

(ANGLE IRON WITH CAP) 

2'-3' LONG 



%" TRANSVERSE BAR 

WITH ENDS TURNED BACK 

AND WELDED TO FORM 5" EYE 



DRAW PICKET TO VERTICAL 



1%" x 1%" x 
ANGLE IRON-2'-3' 
LONG, ACCORDING 
TO GROUND 



Figure US. Component parts oj Sommerleld track. 
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must be stretched taut. To do this, pickets should 
be started with their heads slanting toward the 
center, with the flat over the picket and slightly off 
the ground. As the picket is driven into the ground, 
a rope sling is placed over the picket and the picket 
pulled to a vertical position. This draws the mesh 
taut. Since the mesh netting is not strong, the 
picket must bear against the steel flats or transverse 
rods. 

363. Sommerfeld Sandwich 

For use on soft beaches or under water, a Som- 
merfeld sandwich is made by inclosing flexible 
duckboards between two layers of Sommerfeld track. 
The upper layer of the sandwich enables the tires 
of the vehicles to grip; the lower layer gives depth 
and flotation so the structure keeps its surface 
above the sand or mud. 

364. Monkton Pack 

Monkton pack is Sommerfeld track folded in 7'/ a - 
foot lengths with the steel flats already threaded 
(fig. 144). Its chief advantage is speed of laying. 

365. Wire Mesh 

a. Introduction. Chicken wire, chain-link wire 
mesh, cyclone fence, and expanded metal lath may 
kbe used as road expedients in sand. They are un- 
Psatisfactory on muddy roads. The effectiveness of 
any one of the mesh-type expedients is greatly in- 
creased by the addition of a layer of burlap or 
similar material underneath to help confine the 
sand. Wiih the lighter forms, such as chicken wire 
or cyclone fence, this is mandatory. A sandwich 
type of construction is often used; one layer of wire 
mesh, one of burlap, and a second layer of wire 
mesh, etc. The effectiveness of any type of wire 
mesh expedient depends on its being kept taut. 
To this end, the edges of the wire mesh road must 
be picketed at 3- to 4-foot intervals. Diagonal 
wire, crossing the centerline and attached securely 



to buried pickets, fortifies the lighter meshes. As 
with all other road surfaces, the more layers used, 
the more durable the road. Likewise, just as sub- 
grade preparation has much to do with the life of 
any standard road, it also affects the life of a wire 
mesh road. Most wire mesh surfaces are expedients 
,in the strictest sense of the word. Applied directly to 
the subgrade, they provide passage for a limited 
number of vehicles for a short time. Longer life 
can be obtained by the methods noted above: proper 
subgrade preparation, multilayer or sandwich con- 
struction, and frequent staking. 

b. Chain-Link Wire Mesh. Chain-link wire mesh 
(fig. 145) is composed of a 6- to 10-gage wire with 
1- to 1 '/2-inch mesh. One of its common types is 
cyclone fence. It is usually laid over a layer of 
burlap and a 3- to 10-gage strand of wire is 
threaded through the edges of the mesh and picketed 
down at 3- to 4-foot intervals along its length. 
A hairpin type of picket 0/4- to '/.-inch round 
steel bar, about 30 inches long bent to shape) is 
desirable. Since the width of chain-link wire mesh 
normally will be around 6 to 8 feet, it will be neces- 
sary to lay at least two sections to obtain a width 
suitable for traffic, and a minimum 1-foot overlap 
is required. A disadvantage of chain-link fence is 
that a single break will cause ravelling to take 
place. 

c. Chicken Wire and Expanded Metal Lath. 
Chicken wire and expanded metal lath are put down 
in essentially the same manner as chain-link wire 
mesh. If chicken wire, 3 feet wide, is used, the road- 
way should be laid in five widths with 1-foot over- 
laps and fastened together with plain wire. One 
layer of chicken wire has been found sufficient for 
only the lightest of traffic, and at least three layers 
are required to sustain trucks for even a short time 
as compared with one layer of heavy chain-link 
wire mesh. Chicken wire as an expedient road sur- 
facing requires constant maintenance. 
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3' TO 4' 



3' TO 4' 




12' TO 14' 

"TWO SECTIONS 

OF CHAIN LINK 

WIRE MESH 



figure l/ t 5. Construction details jar a chain-link wire math road. 



Section III. HEAVY EXPEDIENT ROADS AND PIONEER TRAILS 



366. Criteria 

The construction of heavy expedient roads follows 
the same general pattern as that of ordinary roads. 
Since heavy expedient roads are often used over 

tuddy and swampy ground, it may not bo possible 
follow usual construction methods completely. 
However, the usual operations, which should be 
followed whenever possible, are us follows: 

a. Clear road location. 

b. Install drainage facilities. 

c. Grade the foundation, crowning it from the 
center or side depending on the type of road to be 
laid, or giving it a transverse slope, if required. 

d. Lay the expedient material, assuring that it 
has good bearing and is well fastened in place. 

e. Construct one-way roads with turnouts every 
14 mile. If two-way traffic is desired, lay single 
tracks side by side. 

/. Maintain the road. Expedient roads need 
more maintenance than ordinary roads. 

g. Replace expedient roads with more durable 
roads as soon as possible. 



367. Mat Roads 

a. Use. In general, M6, MS, and M9 mats are 
used in the same manner for roads as for airfields 
and the planks laid transversely as shown in figure 
146. An exception to this is that the planks are laid 
longitudinally to form a tread-type road. 
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b. Initial Layer. Landing mats can be placed 
directly on the Band to the length and width de- 
sired, but burlap or straw underneath the planking 
greatly improves the notation. The smoother and 
firmer the subgrade, the better the resulting road. 
The mat is placed so that its long axis is perpen- 
dicular to the flow of traffic and the panels are 
locked together, (para 328). If a width greater 
than the effective length of one plank is constructed, 
manufactured, or fabricated in the field, half sec- 
tions are used to facilitate staggering of joints. 
When landing mat is used over a muddy base, the 
mud oozes through the perforations and the mat 
sinks, so that it becomes ineffective. Use of mem- 
brane surfacing, brush, or burlap over the base pre- 
vents the pumpinig of the mud, resulting in a more 
effective expedient surface. 

c. Second Layet. A second layer of steel mat, laid 
as a treadway over the initial layer, will further 
increase its effectiveness. In either case, the foun- 
dations should be as smooth as possible, One layer 
of mat constitutes a hasty road. 

d. Addition layers. A heavy expedient road can 
be constructed by using several layers of the mat 
with the panels in each successive layer being laid 
perpendicular to each other. The tendency of the 
mat to curl up at the ends can be overcome by 
making an excavation at the edges of the road 
about 1 foot deep with a 3 to 1 slope on the side of 
the excavation nearest the road. The mats are bent 
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figure 146. Mat road. 



to fit the trench and placed in position, and the ex- 
cavation is backfilled over them. Another method of 
securing the edges is to- use a curb of logs or finished 
timber on the outside edge of the road. Also, the 
edges can be either wired tightly to buried logs 
laid parallel to the road or staked down. 

e. Maintenance. The landing mat requires con- 
stant maintenance and may be damaged by tracked 
vehicles to the point where salvage and reuse are 
impossible. When the mat is wet, it is very slippery 
and dangerous to moving vehicles. 

368. Plank Roads 

Plank roads are used for crossing short sections 
of loose sand or wet soft ground. When well-built 
with an adequate base, they last for many months. 
Planks, 3 to 4 inches thick, 8 to 12 inches wide, and 
at least 13 feet long, are desirable for flooring, 
stringers, and sleepers. When desired, 3- by 10-inch 
planks (rough, not finished) can replace the 4- by 
10-inch timbers shown in figure 147; rough, 3- by 
8-inch and 3- by 10-inch planks can be cut to order. 
Stringers are laid in regular rows, parallel to the 
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centerline, on 3-foot centers, and with the joints 
staggered. Floor planks are laid across the stringers 
with about 1-inch gaps when seasoned lumber is 
used, to allow for swell when the lumber absorbs 
moisture. They are spiked to every stringer. Six- 
inch-deep guardrails are placed on each side, with 
a 12-inch gap left between successive lengths of the 
guardrail for drainage of surface water. Pickets are 
placed along each side at 15-foot intervals to hold 
the roadway in line. Where necessary, corduroy, 
fascine, or other expedient cross sleepers, spaced on 
3- to 5-foot centers, are used to hold the stringers 
in correct position and/or to gain depth for the 
structure. For drainage, the base for a plank road 
is constructed with transverse slope instead of a cen- 
ter crown. To produce a smoother riding surface, 
treads parallel to the line of traffic are often placed 
over the floor planks. 

369. Corduroy Roads 

a. Types. Where timber is conveniently avail- 
able, a corduroy road can be built over soft 
ground, such as muddy terrain. Corduroy roadsjff 
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FLOORING 4" X 10" X 13'-0" 
GUARD RAIL 6" X 6" 



CROSS 
SLOPE ft" PER Ft. 




AT LEAST 1' 
BELOW SUBGRADE 



V 



PICKETS 6" X 6" 
STRINGERS 4" X 10" X 13'-0" 
CROSS SLEEPERS 4" X 10" X 13'-0" (when necejsary) 

Figure 11,1. Construction details jar plank nxul. 
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are made of logs, split or round, laid across the 
centerline of the road. Corduroy roads are plank 
roads with native timber substituted for finished 
or rough lumber. The three general types of cor- 
duroy roads arc 

(1) Standard corduroy (cross logs laid di- 
rectly on the ground) . 

(2) Corduroy with log stringers. 

(3) Heavy corduroy (cross logs and stringers 
laid on sleepers) . 

b. Construction. 

(1) Standard corduroy. The most frequently 
constructed corduroy is the standard type. 
This involves the placing of 6-inch to 8- 
inch-diameter logs 'about 12 feet long ad- 
jacent to each other (butt to tip). Along 
the edges of the roadway thus formed, 6- 
inch-diameter logs are placed as curbs and 
wired or drift-pinned in place. Pickets 
about 4 feet long are driven into the 
ground at regular intervals along the out- 
side edge of the road to hold the road in 
place. To give this surface greater smooth- 
ness, the chinks between logs should be 
filled with brush, rubble, or twigs, and the 
whole surface covered with a layer of 
gravel or dirt. Side ditches and culverts 
are constructed as for normal roads. Stand- 
ard corduroy is illustrated in figures 148 
and 149. Corduroy covered with earth is 
shown in figure 150. 



(2) Corduroy with stringers. A more substan- 
tial corduroy road can be made by plac- 
ing log stringers parallel to the centerline 
on about 3-foot centers and then laying 
the corduroy, as described above, over 
them. The corduroy decking is securely 
pinned to the stringers and then the sur- 
face is prepared as shown in figure 151. 

(3) Heavy corduroy. Heavy corduroy involves 
the use of sleepers, that is, heavy logs, 10- 
to 12-inches in diameter and long enough to 
carry the entire road, placed at right angles 
to the centerline on 4-foot centers. On top 
of these, corduroy with stringers is con- 
structed (fig. 152). Thus heavy corduroy 
has three layers, corduroy with stringers 
has two layers, and plain or standard cor- 
duroy consists of only one layer. 

c. Selection of Type. The general rule for de- 
termining which type of corduroy to use in a given 
situation is, the softer the ground, the heavier 
the type of corduroy required. The stringers and 
sleepers do not increase the bearing capacity of the 
decking. They serve as a crib, keeping the road 
surface above the level of the surrounding mud, 
while sinking into the ground themselves until they 
reach a stratum capable of supporting the load. In 
other words, they provide depth for a stable struc- 
ture. On fairly firm ground the standard corduroy 
might very well be adequate, on softer ground 
stringers arc needed, and on extremely soft ground 
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Figure H8. Constructing a corduroy road. 
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Figure 140. Wiring the guard log on a cordurny road. 
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Figure ISO. Covering a corduroy road with <m earth wearing surface. 



PICKET 




figure 161. e ->>, ny road with stringers. 
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6" TO 8" CROSS LOGS & STRINGERS 




10" TO 12" SLEEPERS ON 4' CENTERS 



LENGTH DEPENDS ON GROUND CONDITION- 

Figure I6t. Heavy corduroy road. 



sleepers also may be required. Portable corduroy 
mats made by wiring together 4-inch-diameter logs 
Can be prefabricated and put down quickly when 
needed. (This is very similar to chespaling mat, 
although heavier.) 

d. Diagonal Corduroying. Diagonal corduroying 
is a modified construction that can be used in any 
of the types listed in a above. The only difference 
between diagonal and standard corduroying is that 
the corduroy is placed at an angle of about 45 to 

, the centerline. Diagonal corduroying decreases im- 
' pact loading on corduroy decking because only one 
wheel comes in contact with a log at a time. It 
provides for both longitudinal and lateral road dis- 
tribution and is preferred for heavy traffic. How- 
ever, it has a higher maintenance factor and re- 
quires logs 50 percent longer than standard types of 
corduroy construction. 

e. Disadvantages. The greatest objection to cor- 
duroy roads is the roughness of the surface. Gravel, 
earth, straw, tall weeds, or fine brush covered with 
earth can be used for a smoother surface. If suitable 
materials can be found with which to put a thin 
covering over the corduroy and if the foundation is 
stable, a good temporary road can be made. Side 
ditches and culverts are constructed as for a normal 
road. If tracked vehicles are to use the road, a 
blanket of earth or gravel must be provided to pro- 
tect the road surface. 

370. Fascine Corduroy 

Fascine corduroy roads are suitable expedients 
in swampy or boggy ground where neither logs nor 
standing timber are readily available, but where 
secondary growth, small trees, brush or saplings are 
available in quantity for binding into bundles. Fas- 



cines are built from straight pieces on the outside. 
The bundle is bound tightly every 18 inches with 
wire or tarred rope. The fascines are used in much 
the same manner as logs for corduroy. They are 
laid crosswise on sleepers of saplings, which are laid 
parallel to the centerline of the road and on 2- to 
4-foot centers. Wire ties are attached to these 
sleepers at about 2-foot intervals. The fascines are 
laid as compactly as possible on the sleepers, and 
the wire ties are pulled up above the surface of the 
fascines. Longitudinal binders of saplings are then 
made fast to the faseines and sleepers and squeezed 
and tied together as Lightly as possible. This con- 
struction results in a continuous mat of fascines 
(fig. 153). Brush, sod, reeds, grass or hay, .and earth 
are placed on the fascine mat to form the finished 
roadway. A fascine corduroy road will carry loads 
comparable to those carried by a corduroy log road, 
but it is harder to construct and requires constant 
attention and maintenance. Wetting down a fascine 
road from time to time will help the individual 
pieces of brush to retain their springiness and will 
keep them from becoming brittle. 

371. Plank-Tread Roads 

Plank-tread roads can be constructed easily and 
rapidly and require less material than the ordinary 
plank roads discussed in paragraph 368. Construc- 
tion details for a plank-tread road are shown in 
figure 154. Sleepers of 2- by 10-inch material, 12 to 
16 feet long, are laid across the centerline of the 
road and embedded in the ground on approximately 
10- to 16-foot centers. Spacing depends on the 
length of plank available for tread; however, if the 
sleepers are thicker than 2 feet and/or hold the 
flooring too high off the ground, the spacing of the 
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GROUND SURFACE 



FILL IN WITH 
BRUSH AND EARTH 




JIGHTLY BOUND FASCINES 
6" TO 8" IN DIAMETER 



6" ROUND PICKETS 
SPACED AT 15' CENTERS 



TRANSVERSE SECTION 



GROUND SURFACE 




POLE SLEEPERS 



6" TO 8" FASCINES 



BIND FASCINES, 
SLEEPERS, AND BINDERS 
TOGETHER WITH TIGHT 

WIRE TIES 



LONGITUDINAL SECTION 

Figure 159. Construction details jor a jasdne corduroy road. 
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PLAN 



FLOORING 

2" OR 3" x 10" OR 12" 



4" X 4" OR 4" X 6" DECKING 




SLEEPERS 2" x 10" x 12' TO 16' 



CROSS SECTION 

Figure 151,. Construction details for plank-lrend vand. 
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sleepers must be greatly reduced as the flooring will 
carry the load without excessive bending. Flooring 
planks, 2 to 3 inches thick by 10 to 12 inches wide, 
are laid on top of the crossties. A 2-inch plank will 
suffice as road surfacing in most cases. For ex- 
tremely severe conditions, 3-inch plank should be 
used. Tread sections may be fabricated and laid 
directly from a truckbed to facilitate placement. 
Curbs normally are placed on the inside of each 
tread, sufficiently far apart to allow clearance for 
the narrowest vehicle to use the road. 

372. Log-Plank and Log-Tread Roads 

Log-tread roads may be quickly and easily con- 
structed wsth a minimum of material. The logs 
must be securely spiked to crossties to prevent the 
logs from rolling sjdeways under traffic. Spacing of 
crossties depends on subgrade conditions, but is gen- 
erally about 3 feet. Here again, curbs should be 
used either as in corduroy roads or as in tread roads. 
A log-tread road with the center filled is a log-plank 
road. 

373. Mats Over Corduroy 

If the construction procedure outlined in para- 
graph 367 is followed, mats can be used as heavy 
expedients. Double layers or more of plank are 
placed when they are used as heavy expedients; the 
lower layer is placed longitudinally and the upper 
layer transversely to the direction of traffic. Some- 
times mats can be successfully used with other 
methods. 



374. Pioneer Roads and Trails 

a. The expedient roads which have been discusse 
are used under circumstances which prevent the us 
of standard methods of road construction. Pionee 
roads use standard methods of construction, but ar 
the simplest and most inexpensive types of ordinar 
roads. 

6. Pioneer roads differ from the higher types o 
ordinary roads mainly in the matter of location 
they arc justifiable by primitive conditions and lo\ 
service requirements. They are characterized b; 
many changes in grades, and high maximum grade 
are acceptable for short stretches. Vehicles ma; 
even have to be winched up short stretches of grad 
while the grade is improved. The building of road 
which will not meet the known needs of service i 
not contemplated, however. The pioneer standard o 
construction has limitations on grade and curvature 
and consequently on standards of service, just a 
any other type of road. It does not allow indis 
criminate choice of excessive grades or curves. The 
excessive or unnecessary use of long-sustained lov 
grades will be avoided, as will the unwarranted usi 
of broken and steep grades. The clistinguishinf 
characteristic is that of flexibility in location. Prob 
ably the pioneer location will be abandoned if anc 
when a more permanent road is constructed, bui 
there is no implication of lack of permanency as fai 
as the roadbed itself is concerned, or that the roac 
will not render adequate service during its life 
whether short or long. If possible, even the pioneei 
road or trail should be selected so that it may b( 
improved by stages rather than abandoned for an- 
other route. 
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Section IV. REPAIR 



375. Repair of Mat 

o. If a membrane dust palliative is not used under 
a landing mat or if it is ineffective, enough of the 
subgrade or base may be blown or blasted away to 
require repair of the subgrade. M6, M8, and M9 
mats are flexible enough that they may be rolled up 
to one side of the runway to permit work to be done 
on the subgrade as shown in figures 155 and 156. 
Methods are under development for repair of MX18 
and \iX19 mats. 

b. For a crater caused by bombing, the result is 
a large hole with twisted, warped, broken planks, 



separated and disconnected. The best approach is 
to try to create a square or rectangular hole in the 
mat by plank removal and/or cutting with a torch. 
After the crater is properly filled and compacted in 
shallow lifts, replacement planks may be placed in 
the hole of the mat. A careful study will determine 
when planks can be placed in the normal manner or 
when welding may be required. 

c. Figure 157 shows the condition into which a 
field can degenerate through constant usage. Al- 
though this field is now ready for repair, it does 
portray the long use that .can be expected from 
portable mats when necessary. 
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376. Surface Repairs With Brick 

It is not always possible to repair damaged sur- 
faces to match the original construction, because of 
lack of materials or a short deadline for opening 
the surface to traffic. Brick is a very good expedient, 
because repairs made with brick last a long time 
and permit immediate use of the surface. Brick is 
generally available since it is a widely used building 
material. Roads and airfields with extensive crater 
damage can be successfully repaired with brick. 
Surface repairs of craters or other large damaged 
areas are made with brick as illustrated in figure 
158. The subgrade is built up in the same manner 
as for the original concrete or bituminous surface. 



A 2- or 3-inch sand cushion is placed on the subba 
and graded to a slight crown, to allow for compa 
tion of the sand cushion and settling of the su 
grade when the brick patch is finished and rolle 
When available, an admixture of cement is used 
stabilize the sand cushion. After the sand cushi< 
is prepared, a line is stretched across the center 
the hole and set to grade. The first row of brie! 
is laid to this line. Best results are obtained 1 
setting the brick with stretcher side up 1 and in, 
herringbone pattern. After completion of the pate 
dry cement grout is brushed into the cracks for 
seal, and the entire patch is rolled with a 5- to 8-t< 
roller. 
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ADDITIONAL CHALK OR GRADE 
LINES MAY BE ADDED TO FACILITATE 
REPAIRS 



INITIAL STAGE 
OF REPAIRS 




2-3 IN. SAND CUSHION 
WITH SMALL QUANTITY OF DRY 
CEMENT RAKED IN TO PROVIDE 
STIFFENING OF BED ON INITIAL 
ROILING OF BRICK PATCH 



EDGE OF CRATER TRIMMED 
AND CUT BACK VERTICALLY 
TO FIRM SURFACE 



GRADE LINE SET SLIGHTLY HIGH WITH CROWN 
TO ALLOW FOR COMPACTION OF SAND CUSHION 







/ 

WELL COMPACTED SUBGRADE 



BITUMINOUS FILLER 



Figure 168. Vie of brick to turjace a crater. 
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1. DA Pamphlets 

DA Pam 108-1 Index of Motion Pictures, Film Strips, Slides and Phono-Recordings 

DA Pam 310-5 Military Publications Index of Graphic Training Aids and Devices. 

DA Pam 310-4 Index of Technical Manuals, Technical Bulletins, Supply Manuals, Supply Bx 

letins, Lubrication Orders, and Modification Work Orders. 

2. Army Regulations 

AR 220-70 Companies General Provisions 

AR 320-5 Dictionary of United States Army Terms 

AR 320-50 Authorized Abbreviations 

3. Supply Manuals 

SM 5-4-3895-801 Asphalt^Mixing and Paving Set: 120 TPH 

SM 5-4-5180-S19 Tool Kit, Mason, and Concrete Finisher's 

4. Technical Manuals 

TM 5r 302 Construction in the Theater of Operations 

TM 5-330 Planning, Site Selection, and Design of Roads, Airfields, and Heliports in tl 

Theater of Operations. 

TM 5-331 Management; Utilization of Engineer Construction Equipment. 

TM 5-332 Pits and Quarries 

TM 5-335 Drainage Structures, Subgrades and Base Courses. 

TM 5-349 Arctic Construction 

TM 5-530 Materials Testing 

TM 5-541 Control of Soils in Military Construction 

TM 5-545 Geology and Its Military Applications 

TM 5-624 Roads, Runways, and Miscellaneous Pavements ; Repairs and Utilities. 

TM 5-704 Construction Print Reading in the Field 

TM 5-742 Concrete and Masonry 

TM 5-1008 Asphalt Finisher, Barber-Greene Model 879-B 

TM 5-1010 Belt Conveyor, Styl" N, Barber-Greene Co. 

TM 5-1011 Dryer, Aggregate, Barber-Greene Model 837, 3895-531-4056. 

TM 5-1013 Grader, Road, Motorized, Warco, Model 4D-100. 

TM 5-1016 Asphalt Plant (Piping Equip.) Barber-Greene Model, 3895-392-2724. 

TM 5-1018 Grader, Road, Caterpillar Model 12 

TM 5-1018A Grader, Road, Caterpillar Model 12 

TM 5-1027 Grader, Road, Austin-Western Model 99-H 

TM 5-1033 Grader, Road, Galion Model 104 (Less Engine) 

TM 5-1039-1 Grader, Road, Caterpillar Model 212 

TM 5-1041 Grader, Road, Galion Model 118 (Less Engine) 

TM 5-1043 Grader, Road, Rome Model 402 
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TM 5-1046 
5-1047 
5-1049 
TM 6-1051 
TM 6-1057 
TM 5-1058 
TM 5-1065 
TM 5-1071 
TM 5-1078 
tM 5-1079 
fM 5-1081 
f M 5-1083 
TM 5-1092 
TM 5-1097 
TM 5-1118 

TM 5-1127 
TM 5-1130 

fM 5-1131 
TM 5-1134 
TM 5-1143 
TM 5-1147 
TM 5-1149 
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JTM 



TM 5-1157 

5-1158 

5-1161 
TM 5-1167 
TM 5-1177 
TM 5-1183 

TM 5-1185 
TM 5-1281-1 
TM 5-1281-2 
f M 5-1376 
|TM 5-1555 
fM 5-3805-208-10 
TM 5-3825-203-10 
TM 5-3895-200-15 
TM 5-3895-201-10 
TM 5-3895-203-15 
TM 5-3895-204-10 

I'M 5-3895-205-10 
TM 5-3895-207-10 
TM 5-3895-208-10 
TM 6-3895-210-12 
TM 5-3896-215-15 
TM 5-3895-216-10 
TM 5-3895-217-10 
k TM 5-3895-218-15 



Heater, Asphalt, Cleaver-Brooks Model DS-3, 3895-221-1763. 

Spreader, Sand, Flink Model SS, 3895-250 L -2419 

Roller, Road, Galion Model 3-TT-9--G, 3895-641-6414. 

Roller, Road, Grace Model WLTR, 3895-243-2678 

Roller, Road, Towed Type, Tampo Model R-13, 3895-243-5441 

Spreader, Concrete, Blaw-Knox Model SA 

Spreader, Concrete, Blaw-Knox Model SD 3895-243-2734 

Paver, Concrete, Foote Model 34-E, 3895-221-2764. 

Heater, Asphalt, Cleaver-Brooks Model DS-31 

Heater, Asphalt, William Bros. Model SG-45T, 3895-634,9215 

Tank, Asphalt, Vic Model 72, 2330-294-6302 

Spreader, Aggregate, Grace Models R and S, 3895-251-7552 (Model 8) . 

Grader, Road, Adams Model 124-S 

Roller, Tandem, Galion Model T5RW, 3895-244-4520. 

Loader, Aggregate, Barber-Greene Model 82-AM (for Mixer), Model 82-AD 

(for Dryer) , with Buda Engine Model HP-326. 
Distributor, Water, Butler Model 6743 (Less Engine) . 
Distributor, Bituminous Material, Trailer-Mounted, 1250-Gal. Etnyre Model 

MX-D4, Style RE, with Le Roi Engine, Model P2877-D2. 
Mixer, Concrete, Chain Belt Model 16-S, 3895-238-5096. 
Distributor, Bituminous, Etnyre Model MX-D6 Style RE, 3895-194, 5947. 
Mixer, Concrete, Gilson Model 16S-SCE, 3895-264-4789. 
Kettle, Asphalt, Roscoe Model KO, 3895-252-1183. 
Distributor, Water, Municipal Supply Co. Model WD-1000 (Less Engine) (Less 

Truck) . 

Kettle, Asphalt, Aerial Model 7-ZPSA, 3895-247-7591. 
Kettle, Asphalt, Littleford Model 84-HD-3, 3895-247-7593. 
Distributor, Water, Roscoe Model MOE (Less Engine) (Less Truck). 
Kettle, Asphalt, Littleford Model US-84-HD-2, 3895-641-3403. 
Roller, Road, Buffalo-Springfield Model KX-16C2, 3895-223-8398. 
Roller, Road, Buffalo-Springfield Models VM-31C and VM-32C, 3895-223- 

8394. 

Roller, Road, Galion T5G, 3895-221-1632 
Asphalt Plant, Barber-Greene 10-30 TPH 
Asphalt Plant, Barber-Greene 10-30 TPH 
Feeder, Aggregate, Barber-Greene Model 815, 3895-615-4651. 
Mixer, Concrete, Smith Model 499, 3895-238-5101. 
Grader, Road, Caterpillar Model 12 
Distributor, Water, Pryor Models WD-10 and WD-10-2. 
Batching Plant, Aggregate, 3-bin, 100 ton, Stanley Model 1000. 
Distributor, Bituminous Material, 800-gallon, Entyre Model C8M1. 
Spreader, Aggregate, Towed, Entyre Model C8M1. 
Distributor, Bituminous Material, Tankless Type, Littleford Model US3C-2- 

TOD. 

Mixer, Concrete, Construction Machinery Model 16-S. 
Roller, Motorized 3- Wheel Type, Galion Iron Works Model CRG. 
Mixer, Bituminous Material, Barber-Greene Model 848, 80-110 TPH. 
Batching Plant, Cement, 75 ton, Boardman Model .581. 
Kettle, Heating, Bituminous, 165 Gal. 

Finishing Machine, Concrete, Concrete Machinery Model 10-200-250. 
Distributor, Bituminous, Tankless, Seaman-Gunnison Model MTD. 
Paving Machine, Bituminous, Barber-Greene Model 879-B 

ft* 



TM 5-3895-219-10 

TM 5-3895-220-15 

TM 5-4061 

TM 5-4062 

TM 5-4151 

TM 5-4152 

TM 5-4153 

TM 5-9009 

TM 5-9036 

TM 5-9585 

TM 5-9586 

TM 5-9594 

TM 5-9596 

TM 5-9597 

TM 5-9625 



Mixer, Concrete, 16 cu. ft., Construction Machinery Model 16SM. 
Distribution, Bituminous, 800 gal, Standard Steel Works Model 424-56-C 

and Seaman-Gunnison Model 424-56-CE61. 
Tamper, Backfill, Pneumatic, Worthington Model W-8. 
Tamper, Backfill, Pneumatic, Ingersoll-Rand Model 34. 
Tamper, Backfill, Pneumatic, Gardner-Denver Model T-23. 
Vibrator, Concrete, Pneumatic Ingersoll-Rand 
Tamper, Backfill, Pneumatic, Hardsoeg Model BT-32. 
Conveyor Belt, Barber-Greene Model 374 
Semitrailer, Water Tank, Columbian Steel Tank Co. 
Conveyor, Drag- Type, Barber-Greene Model 689 
Conveyor, Drag-Type, Barber-Greene Model 681 
Conveyor, Belt, Haiss Model 487 
Conveyor, -Belt, Ferguson Model 
Conveyor, Drag- Type, Haiss Model 484 PM 
Conveyor, Belt, Universal Engineering Model LFAF 
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APPENDIX II 
CONCRETE PAVING CHECKLIST 



1. Preparation 

A checklist covering the various construction op- 
erations should be prepared. Frequent reference will 
assure the inspector that no important items are 
overlooked. The following list is for a typical pav- 
ing project. It undoubtedly varies in some details 
from the specification requirements and construction 
procedures on any particular project. Nevertheless, 
it will serve as an excellent guide in the preparation 
of a list for any specific project. 

2. Subgrade 

a. Soft spots should be identified by proof-rolling 
or by other means. 

b. Soft material should be removed, replaced, 
and the subgrade rccompactcd to provide firm, uni- 
jorm support. 

3. Subbase 

a. Compaction should be an orderly process. 

(1) Spresid subgrade materials. 

(2) Add water as required. 

(3) Process to mix water into the subbase until 
moisture content and gradation are uni- 
form. 

b. Width of the subbase should be as shown on 
plans. 

c. The grade should be slightly higher than pave- 
ment fine-grade elevation. 

d. If soft spots develop in the subbase, material 
should be removed, replaced, and recompacted to 
provide uniform pavement support. 



4. Forms 

a. Form subgrade is made by slight cutting. 

b. Forms should be uniformly supported. 

c. Forms should be in good condition. 

(1) They should be clean and in good repair. 

(2) The form base should be perpendicular to 
the face. 

(3) Forms should be true in all directions 
(check with straightedge). 



d. Locks should be securely fastened. 

e. Pins should be securely locked in stake pockets. 
/. Forms should be true to a smooth line at cor- 
rect distance from centcrline. 

5. Fine Grade 

a. Fine-grade machine should be cutting rather 
than filling. 

b. Subgrade planer should be cutting rather than 
filling. 

c. During final compaction, moisture should be 
added as required and the loosened layer recom- 
pacted to specified density. 

d. Elevation is checked with a scratch templet. 

e. Fine-grade material is cleaned out at form to 
full depth of form. (Observe forms under fine- 
grade machine for deflection or side movement.) 

6. Steel 

a. Keyway forms (along longitiudinal joints) 
should be fastened to roadway forms at correct 
elevation. 

b. Tie bars, or hook bolts, should be correctly 
and securely placed (single-lane paving). 

(1) Adequate baskets should be firmly and uni- 
formly supported. Small stones used as 
supports are unsatisfactory. 

(2) Baskets should be securely staked to pre- 
vent movement. 

(3) Expansion joint filler should be perpen- 
dicular to subgrade and at proper eleva- 
tion, 

(4) Expansion joint filler should be perpen- 
dicular to form line and in true line across 
pavement. 

(5) Dowels of proper dimensions and spacing 
arc placed parallel to the centerline and top 
of the form line. 

(6) Dowels are greased on one side of joint. 
Usually dowels are coated by the fabri- 
cator and alternate dowels are coated on 
the opposite side of the joint. Generally, 
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the shop coating indicates the unwelded 
end of the dowel. A uniform thin coating 
of grease or graphite mixture must be ap- 
plied to the free half of each dowel. 

(7) Grease on dowels should cover the bottom 
of the dowel. If brushes are used to paint 
the dowels, the bottom is frequently 
missed. 

(8) Expansion caps must be placed on the 
greased ends of dowels in expansion joints. 

c. Mesh or bar mat reinforcement is distributed, 
ready for use, adjacent to the paving area and far 
enough to the side that workmen do not walk on it. 

d. Tie bars must be of proper dimensions and 
placed at proper spacing. 

7. Final Preparation for Concrete 

a. Forms are thoroughly oiled. 

b. Subbase material should be thoroughly satu- 
rated. Intermitten sprinkling may be required 
throughout the day for several hundred feet ahead 
of the paver. 

c. Final check is made of surface compaction and 
elevation of fine grade. A light aubgrade tester may 
be kept immediately ahead of 'concrete operations 
to check elevation. 

d. Final check of forms for line and surface 
should be made. 

e. Batches arc dumped into skip. No materials 
should be lost on the subgrade and none should 
stick in the truck. 

8. Placing Concrete 

a. Minimum drop from bucket should be main- 
tained. The bucket should just clear the form 
when moving out on the boom. 

b. Concrete is dumped evenly over the subgradc. 

c. Concrete should have a satisfactory appear- 
ance. 

(1) It should be stiff enough to stand without 
flowing but easily workable without seg- 
regation. 

(2) All aggregate particles should be covered 
with paste and sufficient mortar to fill voids 
in the coarse aggregate. 

(3) There should be no free 'water at edges of 
the pile. 

d. Spreading should be even one pass for each 
course. 

e. Strike-off should be uniform at proper eleva- 
tion for mesh (when used) and high enough to leave 
a proper amount for finishing. 

/. The concrete is vibrated or spaded along forms 
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and at joints. Excessive vibration is indicated * 

excessive mortar shows or splashes. 
g. Mesh is placed correctly without tamping 
h. Tie bars should be properly placed if thej 

impressed in the concrete or laid on the surface 

is struck-off for welded wire fabric. 

9. Finishing 

a. Concrete in front of screeds should be rol 
not sliding. If it is not rolling, check air entr 
ment and slump. 

b. First screed on first pass should carry a 
form roll of concrete 6 to 8 inches in diameter 
leave the concrete surface slightly high. 

c. The second screed on the first pass should c 
a uniform roll of concrete 2 to 3 inches in diarr 
and cut the concrete to slightly above the to] 
the form with a small allowance for initial se 
ment. 

d. Screeds should be lifted at joints when do 
are used. 

e. The surface after the transverse finishing 
chine passes should be smooth and tight ' 
ripple marks. Two passes may be required at tii 
Tearing can usually be eliminated by increa 
the speed of transverse motion in relation to 
forward speed. 

/. The forward screed should be tilted slig 
to provide compaction and surge. Stiff mixes 
quire somewhat greater tilt than mixer with n 
slump. The rear screed should never be tilted 
the finishing machine is to back up for an a< 
tional pass, the forward motion should be contin 
while the screed is raised. Thus, concrete in fi 
of the screeds is spread rather than Jeft standin 
a pile. 

g. Removable strips for forming a dummy grc 
should be placed ahead of the longitudinal finis! 
machine in a true line and perpendicular to 
forms. 

h. The longitudinal finishing machine should 
held back as far as possible and still permit fin 
ing operations to be completed while the cone: 
is still plastic. 

i. The bull float should carry a small roll of c 
crcte (y.. to 1 inch in diameter) at its forward ( 
The roll should taper to nothing about 18 int 
from the rear end. 

;. The bull float must not cut the concrete. I 
does, check on the transverse finishing machine , 
form surfacing and stability. (This assumes t 
the longitudinal finishing machine is properly 
justed.) 
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fc. The surface after bull floating should be tight, 
Rnooth, at final elevation, and have only a faint 
diagonal marking. If a formed centerline 'joint is 
used in full-width paving, it is cut and strips are 
placed from a centerline machine immediately after 
the bull float. 

/. Hand-operated 12-foot straightedges remove 
faint diagonal markings; accumulated fine material 
and water should be removed by pulling the 
straightedges from center to forms. 

m. Straightedges should correct minor discrep- 
ancies in elevation. If much of this work is con- 
tinuously required, the equipment ahead or the 
forms, or both, are out of adjustment. 

n. Surface men close up small holes in the sur- 
face. Use of short smoothing lutes or floats should 
not be permitted as a constant part of finishing 
operations. 

o. The pavement surface should have not more 
than about y H inch of mortar over the coarse ag- 
gregate nearest the surface. No water should be 
sprinkled cm the surface during finishing opera- 
tions. 

p. Longitudinal joints along the forms should be 
edged to the proper radius. 

q. Burlap drag, or other texture, is applied when 

e surface is barely stiff enough to hold the texture, 
'he burlap should be wet, clean, and not frayed. 
It should be dragged evenly so that texture marks 
are uniform 'and parallel to the centerline. 

r. When the burlap drag is not in use, it should be 
raised from the concrete. 

10. Joints 

a. Sawed Joints. 

(1) The location of joints should be marked in 
such a manner that the marking will not be 
lost; for example, with a pin or stake be- 
side the form and a stringline snapped 
across the fresh concrete. 

(2) If impressed material to be sawed out is 
used (paper, plastic, asphalt, or cork 
board) , it is placed following the longitudi- 
nal float and positioned to be square and 
straight across the pavement and perpen- 
dicular to the surface. 

(3) If a vibrating bar (to move large aggregate 
from the line of the saw cut) is used 
following the longitudinal float, it is in- 
serted in the concrete to the depth of the 
saw cut and withdrawn before overvibra- 
tion occurs in the concrete. 



(4) Sawing should be done before the concrete 
cracks but late enough that raveling is 
within allowable tolerances. 

(5) Saw cut should be straight and perpen- 
dicular to the edge of the pavement. 

(6) Depth of the saw cut must be checked. 

(7) The saw cut rriust go through the pavement 
edge at full depth. 

(8) The saw cut must remove impressed ma- 
terial, if used. 

(9) A curing cover is placed immediately. 

(10) With membrane cutting, the cut should 
be filled with rope or other removable 
material, not with sand or similar loose ma- 
terial. 

b. Formed Joints. Following straightedging or 
earlier, depending on conditions, joints are cut open 
along the forming strip (or small cap) , the strip 
raised to the pavement surface and trued with a 
stringline, and the plastic concrete floated against 
the strip. 

(1) Joint strips are raised after the burlap 
drag. Care must be taken not to disturb 
the concrete. (Caps over plates are re- 
moved.) 

(2) Joint strips (or joint plates) may be used 
as edging guides. 

(3) Joints are edged and finished when the 
concrete is stiff enough to hold a vertical 
face but before it is so stiff that mortar 
must be added to fill irregularities during 
edging. No concrete can be permitted over 
a joint plate. 

(4) The joint slot must be cut clean and 
through to the forms. 

(5) The surface across joints is checked with 
a straightedge at least 4 feet long. 

(6) The surface texture is brought to the edge 
of joints. 

(7) Loose mortar is cleaned from the joints. 

(8) When formed centerline joints are used, 
joint men remove the plates and do their 
edging as they finish the transverse joints. 
If impressed premolded or ribbon joint 
fillers are used, it is necessary to see that 
no mortar remains over the joint material. 

11. Final Surface Check and Finish 

a. After joints are completed, a second burlap 
drag may be used over the entire pavement. 

b. The entire surface is checked with a light 10- 
foot straightedge. 
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12. Curing 

a. The curing process should be started as soon 
as possible without marring the surface of the con- 
crete. 

6. Burlap should be clean and wet when placed 
and wet again after placement. 

c. Paper rolls should be supported above the soft 
pavement while they are being unrolled. 

d. When paper or polyethylene sheets are used 
for curing, it may be necessary to apply a mist 
spray of water immediately ahead of the material 
if it is placed on hot, dry, windy days. 

e. When wet burlap is used for curing, it must 
not be allowed to dry out but must be kept wet for 
the specified period. 

/. On hot days, it may be necessary to place the 
curing before joint finishing is complete. It should 
be placed over the joint. Short sections may be 
uncovered to finish the joints. 

g. The pavement should have a wet surface when 
final curing is placed after initial burlap curing. 

h. Membrane curing compounds should be agi- 
tated in the container during application. The 
amount and uniformity of coverage should be 
checked for compliance with specifications. 

i. All types of curing material should uniformly 
cover the top and sides of the slab and have at least 
the specified thickness. 

13. Form Removal and Care of 
Pavement 

a. Forms must be removed in such a manner that 
they will not be twisted or bent. The pavement 
edges should be protected from damage. 

b. Any honeycombing on the side of the slab 
should be filled immediately with mortar. If much 
honeycombing is evident, it indicates incorrect vi- 
bration or spading during placement of the concrete 
or it can indicate an incorrect mix. 

c. Curing should be brought down over the side 
of the pavement. 

d. Curing should be carefully maintained during 
the full required period. 

e. Curing material should be removed carefully, 
inspected, and prepared for reuse. Damaged paper 
or polyethylene curing material should be removed 
from the job. 

/. Sawing of centerline joints should be done 
after removal of the curing material. 

g. All joints are thoroughly cleaned and sealed 
as soon as possible after the curing period and be- 
fore construction traffic or other traffic uses the 
pavement. 



h. Joints must be clean and dry when set 
material is placed. 

i. Sealing material should fill the joint compk 
but not overflow or extend onto the pavement. 

j. Temporary or permanent shoulder mati 
should be placed adjacent to the slab before 
traffic uses the pavement. 

14. Dividing the Work 

a. One man can inspect all work ahead of 
mixer, including placement of the tie bars and j 
assemblies. 

6. A second man can inspect the condition 
alinement of the forms, the correctness of tie 
and joint assemblies immediately ahead of i 
creting, plus all work from there back to and 
eluding the joint crew. This man would gener 
be responsible for the entire paving operation. 

c. A third man can inspect all work begini 
with the curing crew and including the rest of 
operation. 

15. Equipment Inspection 

a. All equipment should be maintained in g 
working order. Frequent breakdowns are ret 
for shutdowns until the equipment is repaired 
ready for use. 

6. The subgrader and fine-grade planer sh< 
be checked and adjusted as often as required 
produce a true fine grade with a minimum of h 
work. 

c. The subgrade template or scratch board she 
be adjusted accurately to true fine-grade cross i 
tion and should be checked every morning. 

d. The mixer should be timed and a locking 
vice in working order should be arranged to con 
the mixing time. This should be checked sevi 
times daily. The number of drum revolutions 
minute should be checked at least daily. Water < 
charge and air-entraining admixture discharge rr 
be calibrated daily for leakage. Air-entraining 
mixture dispenser and discharge line must 
checked frequently for clogging. 

e. All spreading, strike-off, and finishing eqt 
ment should be examined for excessive wear i 
accurately set and adjusted before work beg 
The manufacturer's recommendations should be I 
lowed. Screeds on the finishing machine should 
checked daily for proper crown. It must be 
membered that final surface quality results fr 
the cumulative effects of all the finishing equipmt 
All pieces must therefore be adjusted to one i 
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other. If considerable care is exercised originally 

E' adjusting the longitudinal float accurately to line 
d grade, the performance of this machine can be 
ed as a reference for final adjustment of the 
strike-off and finishing screeds. 

16. Control Tests 

a. Slump tests should be made at least three 
times daily and additional tests made as often as 
needed to maintain uniform consistency. 

b. Air-entrainment tests should be made at least 
three times daily with a minimum of three readings 
per test. Additional tests should be made when 
visual inspection indicates a change in the amount 
of air entrainment. 



c. Unit-weight and yield tests should be made in 
connection with air-entrainment tests at least once 
per day with additional tests as often as the amount 
of air entrainment changes. 

d. Test beams and cylinders should be cast as 
required by the specifications. Beams and cylinders 
should be made by inspectors using approved pro- 
cedures and not be laborers. Curing of specimens 
should start promptly and be carefully continued as 
required. Specimens should be molded at a location 
where they will not be disturbed until after final set 
and should be handled carefully at all times. Par- 
ticular care is required to insure that no beam faces 
dry out and that the beams are fully supported dur- 
ing the early period of aging. 



I 
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APPENDIX III 
CONVERSION TABLES 







MtrlctoKilUh 




Knfliih to Metric 




Multiply 


By 


_ To obtain 


Multiply 


B> 


To obtain 






LENGTH 






centimeters 


0.0394 


inches 


inches 


2.54 


centimeters 


meten 


328 


feet 


feet 


0306 


meters 


meters 


1.094 


yards 


yards 


0.914 


meters 


kilometer 


0.621 


miles (slat.) 


miles (stat.) 


1.609 


kilometers 


kilometer 


0.640 


miles (naut.) 


miles (naut.) 


1353 


kilometers 






AREA 






sq. centimetera 


0.1660 


sq. inches II sq. inches 


6.45 


sq. centimet 


q. meters 


10.76 


sq. feet sq. feet 


0.0929 


sq. meters 


sq. meters 


1.196 


sq. yards || sq. yards 


0.836 


sq. meters 






VOLUME 






cu. centimeter* 


0.0610 


cu. inches 


cu. inches 


16.39 


cu. centimet 


cu. meten 


353 


cu. feet 


cu. feet 


0.0283 


cu. meters 


cu. meten 


1308 


cu. yards 


cu. yards 


0.765 


cu. meters 


milliliters 


0.0338 


VS. liq. ounces 


US. liq. ounces 


29.6 


milliliters 


liters 


1.067 


VS. liq. quarto 


VS. liq, quarto 


0.946 


liters 


liters 


0464 


U.S. liq. gallons 


US. liq. gallons 


3.79 


liters 






WEIGHT 






grams 


0.0353 


ounces 


ounces 


28.4 


grams 


kilograms 


2.20 


pounds 


pounds 


0.454 


kilograms 


metric tons 


1.102 


short tons 


short tons 


0.907 


metric tons 


metric tons 


0.984 


long tons 


long tons 


1.016 


metric tons 



APPENDIX IV 

GRADATION SPECIFICATION CURVES FOR 
BITUMINOUS MIXTURE AGGREGATES 
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Figure 180. Gradation 1A. 
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Figure 181. Gradation IB, 
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Figure 16t. Gradation 1C. 



2*1 



s 






a> 











j 








r 









1 


t 








K" 

















r 


1 






<N 








x 






c 


V 




< 

M 

3 





X 

> 

2 


a 

5 

j 

< 


0. 
ir 

L. 

C 

<_ 


\ 


I/) 

<L 

^* 


l 


V 

g 
o 

i 




















































/ 


f 

f 


/ 


1 


1 
1 




<v 



1 

t 





c 

a; 


+. 

m* 


j 


41 






I/) 




< 


















































1 






1 










1 

< 

4 
I 
( 


0. 

i 

j 


I 
1 


n 
j: 
c 

u 

< 


3 
? 


TO 
M- 
U 
3 
V} 


( 
< 




a 

D 


*- 

















































/ 


/ 






/ 
/ 










o 
































































/ 


f 






1 












I/) 
































































/ 


/ 




1 


/ 














* 
o 
























































/ 


/ 


/ 






i 


















m 
o 




















































/ 


/ 










/ 


y 


















<\j 
<o~ 














































t 


/ 

1 


/ 










1 


/ 


1 




















i 
J NUMBCF 














































f 

i. 












1 


























u 

10^ 




































/ 


/ 


/ 


/ 


/ 




/ 

f 


/ 


/ 


/ 


1 




























uc 

O 

w 






























/ 


/ 

( 


y' 










/ 


/ 

t 






































<r 






















/ 


/ 


/ 


X 








/ 


/ 


/ 


/ 










































a> 












/ 


/ 


/ 


x 












X 


/ 




















































m 

N 






/ 

/ 


/ 


^ 








X 


X 1 


x* 


/ 


X 





























































/ 

^1 


,, 


> 


- 


^* 


** 


** 






































































m 




















































































..f 








































































































































































OJ 

X 1 




















































































N 


y 






8 








C 


' 








i 








ll 











s 






$ 


f 








U 






! 


* 






i 








O 





ONISSVd 
Figure 18S. Gradation tA 



267 



> 



8 

c 


h. 


GRADATION 2B 
Pavement 
Asphalt Mixture 
Surface Course 
100 psi Tires 

1" Maximum crJ-70 


) 

1 

> 












































f 






/ 




o 

o 
o 

o 

<0 

5? 

o 

% 

o 

<M 
<0(T 

u 
ffl 

D 
Z 
O-, 








































/ 




1 












































/ 






J 

1 


1 










q 








































( 


/ 






/ 














q 
(\ 






































f 


i 

i 




y 


1 
















q 


































f 




r 




f 


j 


















3 

< 






























i 


/ 


/ 






~ y 

















































< 


/ 


1 






t 


f 


/ 












































/ 








































u 
o 

m 
m 

N 

-f 


p 

r- 
















^ 


/ 


r 








/ 


' 


' 






























*n 












f 










/ 


' 






































10 






/ 


/ 










/ 

f 












































***. 
o , 




/ 


7 






/ 


/ 
















































in _ 


> 




/ 


/ 






















































J 

o fc- 


"7 


^ ""' 
























































































































o 




























































































































(M 

A" 1 


o 


































































8 


O ! 
' 


* S 8 I 8 8 


2 


o" 



ONISSVd l 

. Gradation gB. 



263 



<_ 

fs 

2 






. 


a> 

L. 

3 
J 
>< 

Z 


4 
u 
t 

<_ 


> 
^ 

i 

) 
j 


i/l 
0) 
1_ 






<u 

N 

yi 

e 
























































/ 


/ 


/ 


/ 
t 


/ 

i 


/ 
/ 


i 

/ 


> 




u 
<\J 


H 




c 


4 


U 


a 


> 






E 

V 






















































/ 






/ 
















o 

a 
a 
c: 


i 


<U 

1 




CO 

c 

Q. 

S 




<+ 

i. 

</ 


3 

} 
1 




a 
a 


u 

f 


s 














































^ 


/ 


/ 


/ 




/ 


1 
















Q 




























































/ 


/ 


/ 








/ 


/ 




















*s 


























































/ 


/ 










/ 


/ 













































































/ 


/ 


/ 








/ 


/ 


/ 




























n 
o 












































/ 


/ 


/ 










/ 


/ 


































N 
<Oi* 






































/ 


/ 

/ 


/ 








/ 


/ 


1 


/ 






































1 
4 NUMBCi 




































/ 












/ 


/ 












































u 
tf> UJ 
























/ 


/ 


/ 


/ 


/ 


/ 






/ 

/ 


/ 


/ 


/ 
















































a 

X 




















/ 


/ 












t 


/ 


/ 







































































/ 


/ 


/ 










/ 


/ 


/ 






























































tD 








/ 


/ 












/ 


/ 


/ 




































































m 

N 


/ 


/ 


V 




/ 


/ 


/ 


/ 


/ 












































































* 


^ 


X 


X 
























































































n 






























































































-f 




























































































































































































-< 






























































































N 


8 






5 


I 








C 




\ 
3 








F 










O 









5 


i 








c 


? 








S 


? 








8 








I 








c 





ONISSVd 

Figvtf. 166. Gradation 1C. 



264 




8 

ONISSVd 

166. Gradation SA. 




2*8 




8 3 

ONISSVd 

Figure 167. Gradation SB. 



5o-)r'O1 < Vrn(\j O$ 




ID 
N 


I- <U GO 
D i/l ui 

4J l_ <U 
f^ X 3 L. D 

2 S P .1 


<M 
/ / 

' / 


O 4-1 X "" 

C 4J <u .-. m 


HI /f 


< E ro <o a 

Q d) JC <*- ~ 

< > a >- o ^r 

C <V t/> 3 O *** 


I/ \\ 

/ / 






K / III 

(/ > O 






r ^ 




/ 


1 X 




/_. L 


;/_ ______ * fl 




" 


k 

a 

: 




/ / 


L 

J! 






**o 
*. 

V 




/ / 






j * 


00 






m 

CM 


/ 


/ 








n 






_.___..-* 






..t : 






T 

k 








I i i i i i i i M i i i i i i i ,| j i i ifn 



ONISSVd 

Figure IBS. Gradation SC. 



Q> 
N 

t) 

1- I/) 

3 in 

$ *i 

z aE H 

4J X 

C *J jg 
h- S3 W> 31 
< E (0 O-_ 

Q c> JG r 

<! > 0.0 CNi 

01 ra w o *^. 
o ex, < r- 



2 8 



S 



8 ? 8 

ONISSVd II 
/ff9. Gradation J, A. 



a 



u 
ffl 

2 

z 

22 

u 

> 

u 



? 


J 




0. 






I 


o 






>= 




U 


9 








u 

>o 








5 






9 




o 


o 




o o 


8 

9 

r 


a 

J 

2 


3 

5 4J 


Mixture 


t. 


i> 
in 

L. 
J 


w 
<u 

L. 


4 
r\ 

(S 

E 

X 1 








































/ 1 
1 


f 




o 


r- 
O 


1- 
el 


" 1 




< 
< 


u 

J 


\n 


z 






































/ 


1 




o 


q 



G: 

c: 


i Ci 

! rt) 
Cu 


a 


4. 

i 

</ 


_ c 

3 < 

"> r- 


3 
D 




N 
v. 




































/ 


/ 


t 




o 



















































' 


/ 


/ 








q 














































/ 


' 


/ 












o 




































x 


/ 


/ 






/ 


/ 










n 


3 

s 
































^ 


/ 








/ 


/ 














(V 


r-- 
























/ 


' 


X 


X 






/ 


' 


/ 


















> i 
NUMBCR 






















K. JL. 


' 




































LJ 


O 
















/ 


/ 


S 




/ 


' 


" 






























Wl 












/' 


/ 








yt _ 








































r 




X . 


/ 








^ 


/ 


/ 








































OD 




/ ^ 


-' 






















































01 

N 


tn 




























































o 


























































m 






















































































































































































W 

A" 





























































PJ 




I 




i 






C 


> 






p 




<t 


) 
> 








R 








5 


> 




8 




R 





c 


" 



ONISSVd ! 

770. Gradation jB. 



269 



o 

N 



? 



-3- X 3 

O 

z a: o 

o *J 

C +-> O 

1 4) O 

< ra o 



- 

> a. i- 

(0 </) 3 
Q. < I/) 



Q 

3! 



*- x 



o 04 

O *- 



8 






S 



8 






u 

CD 

D 
Z 

2z 

U 

et 
u 
1/1 



X 1 
<v 



ONISSVd !N30d3d 
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Figure 176. Gradation 6A. 
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Figure 181. Gradation 9B. 



280 



W" 



1 




8 

ONISSVd 

Figure 181. Gradation 9C . 



1 



181 



2J .oiss oin .907 .0059 ^002 

GRADATION 10A 
Pavement 
Asphalt Mixture 

Rinrinr- r~.. 


1_ 

( 

0> 
u 


J 

_ _ _ L /. J- - 


5 _-_-_- r 

tn 


...[..; 


O _ _-- i 

> 
Q. N 
O 
si 2 c/i 

L. 5 
3 -J 


/ 
!_ _ P 


J-OE ----- 
c 

) 
1 -= =: L L_ 


1 <O 


oi_ - - - - *- ' 
_ _ - 


-- - s 


o 


L __ L _- - i 


/ 


3 




7 y 

'__ _ -Off 


to 


/ 
/ 


/ 5 


9 




/ u 


3 

q 


/ 


' U 
, </ 




y > 


^ 


fM 




/ x / 


at 




^/ / 


N 




/ / 


^ 




--"'"' 


<n 






-f 


o 






f\ 




-K" 


I 






*>! *1 


s n o o O 


CO O 



o 
* 



8 

ONISSVd 

Figure 183. Grndittion 10A 



r 



282 



) 



S g | 


? 2 




>O x Ai fJ 9 <" 




o 
o 

g 

8 

o 
o 

<M 

~l 

c 

4 
. 

o 
1 

1 
o 

X. 

m 
N 



--C 
(V 


I GRADATION I OB 


Pavement 
Asphalt Mixture 
Binder Course 


(A 
O 

H- 
0) 

3 

Q. N 

g.1 
(3 X 

03 

j= s: 
























































I 

/ 




T 

J 


I 


1 
























































/ 






/- 






















































































































/ 


/ 








1 




















































I 


/ 










1 










































































/ 


/ 










/ 












































































/ 


/ 












1 








































































/ 


/ 


^ 












/ 


; 






































































V 


/ 














/ 




































































/ 


r 


^ 












/ 


\ 


/ 






























































, 


- 


' 














/ 


/ 
































































/ 


/ 


' 














/ 


/ 






























































/ 


- 


' 














/ 


/ 


^ 






























































/ ' 


' 


' 














> 


" 


' 


































































/ f 


J* 


-' 


- 


' 


~- 


- 




- 










































































- 
















































































































































































































































































































































































\ Q C 


? S 


I g S 2 2 ^ 


o" 



ONISSVd l 

Figure 184. Gradation 10B. 
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Figure 186. Gradation 11 A. 
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Limits 211 131 
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Temperature 2126 131 
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Book method, mix design: 

Air-entrainment adjustment 226 137 
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Moisture adjustment .. 225 135 

Slump adjustment - . 224 135 
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Composition .__ _ 182 122 

Handling - 206 128 
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Low heat 188 123 

Measurement - 272 171 
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Repair, use in 308 191 

Storage _. 206 128 

Sulphate resistant 189 123 
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Air-entrained - 210-216 131 
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Finishing 301 187 
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Materials _. 298 185 
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Placement 301 187 
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Curing 290,3036 
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Alinement 263c 
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Description 2626 
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Function __ 262a 
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Pin driver 263(f 
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Rigidity 263c 
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Honeycombing 285 
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Mix temperature 303n 

Temperature effects 207 

Water-cement ratio 303 

Joints : 

Construction 266, 2706-c 

Contraction 268,270e 
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Expansion 267,270cf 

Expedient tie bars _-_ 266 

Hand formed 270e(l) 

Installation 270 
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Sealing - 271,291 

Spacing 265 

Transverse 270c 

Types _ 265 

Limitations 96 

Maintenance. (See Concrete, repair.) 

Materials; 

Admixtures 199-204 
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Handling _ 205-207 
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Application 233 138 
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Choice of method 222 136 

Criteria -.217-222 133 

Slump 221 138 

Trial batch method. (See Concrete, 
trial batch method.) 

Water-cement ratio 218 133 

Workability _ 221 136 

Mixing : 

Inspection - 9a,278b 6,173 

Method - 278<xi 174 

Preparation 278a 173 

Time, air-entrained 212c 131 

Uniformity - 208rf 130 

Moisture adjustment 226 138 
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Method - 281 176 
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Truck requirements 276 172 
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Testing _ 294 
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method.) 
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Dust palliative, bituminous 80 
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Spreader 49 61 
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Bituminous 43 
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Triebatch paver, 34E - 247 1 
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Agitator -.- 248 1 

Dump, 5-ton 42 

Vibrator, concrete 241 1 

Windrow box 51 

Expedient roads: 
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Chnspaling mat 359 2. 

Corduroy 369 21 

Corduroy and mat -. 373 2- 
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Hasty roads 357-360 2! 
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Log-tread 372 24 

Mat -.- 367 X 
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Materials 356a 2i 
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Mat 375 24 
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Description 361 23 

Introduction 361 23 

Laydown - _ 362 23 
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Types - 3566 22 
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Concept _ 10 ! 

Considerations 316 Id- 

Drainage - - 316a 19- 

Landing mat. (See Mat.) 
Mat. (See Mat.) 
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Temperature : 

Flashpoint (table X) -- 143n 
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Transverse 242 
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Bituminous. (Sec Bituminous struc- 
tures.) 

Definition 7 
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Description 2626 

Function 262rt 

Handling 264 
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Handtools, bituminous 48 
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Heater : 

Bituminous, three-car capacity 41a 61 

Concrete, hot water 244c 145 

Hot water heater, concrete 244e 145 

Joints: 

Bituminous. (See Bituminous structures, 

joints.) 

Concrete. (See Concrete, joints.) 
Landing mat. (See Mat.) 
Maintenance: 

Bituminous. (See Bituminous repair.) 
Concrete. (See Concrete, repair.) 
Expedient surfaces. (See Expedient 

roads, repair.) 
Marshall method of bituminous mix design. 

(See Bitumen, Marsha!! method.) 
Mat: 

Alinement considerations 322b 198 

Class 30 assault trackway 342 216 

Design 319 196 

Designation 318 166 

Evaluation 319 196 

Foundation - 322 168 

Grade considerations 322b 198 

Heavy 318a 196 

Laydown, M6 - 339 209 

Lay down, M8: 

Alinement - 331 205 

Carrying plant 327 201 

End anchorage 334 205 

Fillets - 336 208 

Finishing ends 334 205 

Finishing sides 333 205 

Hardstands 336 208 

Job organization (table XVIII) 326 199 

Junctures 335 208 

Locking ends 329 205 

Placing plank 328 205 

Side anchorage 333 205 

Spotting bundles 326 169 

Spotting planks 327 201 

Stretching 332 205 

Temperature adjustment 330 205 

Laydown, M9. (See Mat, laydown, M8.) 

Light - - 3186 196 

M6: 

Advantages 338n 208 

Description - 337 208 

Disadvantages 3386 209 

Laydown 339 209 
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Advantages 321o 197 

Description 320a 196 

Disadvantages 3216 17 

Laydown. (Sev Mat, laydown, M8.) 
M9: 

Advantages - 321 17 

Description - 3206 197 

Disadvantages - 32H> 107 

Laydown. (See Mat, laydown, M8.) 
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Material requirements 324 198 
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Quantity determination 324 198 

Repair ___ 375 244 

Sequence of operations 323 198 

Subgrade requirements 322<r 198 

Types 317,318 196 
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Aggregate. (See Bituminous struc- 
tures, aggregate.) 
Bitumen. (See Bitumen.) 
Concrete. (Sec Concrete, materi- 
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Hot mix 151 110 

Materials conversation 145 108 

Mileage requirements 152 111 

Penetration macadam 149 109 

Plant mix 151 110 

Prime coat 146 108 

Road mix - 150 110 

Surface treatment 148 109 

Tack coat 147 108 

Melter, asphalt 41n 51 

Membrane: 

Anchorage 351 222 

Fabrication 345 218 

Heavy duty 343n 217 

Holes 354 

Lnydown. (See Membrane, placement.) 

Light duty - 3436 217 

Maintenance: 

High CBR soil 353b 225 

Holos 354 226 

Inflection 352 225 

Low CBR soil 353n 225 

Patching 354 226 

Rutting 353 225 

Packaging 344 218 

Patching - _ 354 22C 
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Anchorage 351 222 

Equipment requirements (table 

XXI) ._ 346I> 218 

First panel 349 219 

Interior anchorage 351b 224 

Job organization 346 218 

Manpower requirements (table 

XX) 346n 218 



Paragraphs 

Perimeter anchorage 351a 

Preliminary procedure 348 

Site development 347 

Suceeding panels 350 

Recovery 355 

Repair. (See Membrane, maintenance.) 

Reuse 355 

Rutting 353 

Types 343 

Mimhrune curing compound, concrete 290c 

Military construction 3 

Mineral filler. (See Bituminous structures, 

aggregate.) 
Mix design : 

Bituminous. (Sec Bitumen, Marshall 

method.) 
Concrete: 

Criteria 217-223 

Flexurnl strength 217 

Water-cement ratio 218 

Mix plants. (See Central mix plants.) 
Mixer: 

Asphalt. (Sec Central mix plants, as- 
phalt.) 
Concrete: 

16S --- 238 

34E (paver) 230 

Transit 248 

Mixing, asphalt, cutbacks 143c-/i 

Motor (patrol) grader 47 

Optimum bitumen content determinnlion. 
(See. Bitumen, Marshall method.) 

Patrol (motor) grader 47 

Pavements: 

Bituminous. (Sue Bituminous struc- 
tures.) 
Concrete. (See Concrete.) 

Definition 6 

Expedient. (See Expedient wirfacos.) 

Flexible 7 

Portland cement conc.rclc. (Kee Con- 
crete, Portland cement.) 

Rigid - 7 

Typos - 6-10 
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Bituminous - 45 

Concrete: 

34K, Dul drum 230 

34K, Tricbdtch - 247 

Slipform 250(i 

Pin driver, concrete, form 263'/ 

Pin puller, concrete, form 2441) 

Pins, form, concrete 262r 

Plunls: 

Concrete: 

Airfield - 25C 

Batch -.- 257 

Highway 256 

Portable 255 

Types 254 
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T|asticizers. 203 

Portable concrete plants 255 

Portable curing machine, concrete 2526 

Portland cement. (See Concrete, portland 
cement.) 

Powolans 204 

Prestressed concrete 306 

PSP. (See Mat, 6.) 

Reinforced concrete 304 

Repair: 

Bituminous. (See Bituminous repair.) 
Concrete. (See Concrete repair.) 
Expedient surfaces. (Sec Expedient 
roads, repair.) 

Retardcr, concrete 202 

Rigid pavement 7 

Roller. (See Equipment, roller.) 

Rotary tiller 396 

Safety: 

Bitumen heating 142, 143o 

General 6,1326 

Handtool cleaning, asphalt 4&d 

Heating, bitumen (table X) 142, 143a 

Traffic maintenance 56 

Sand, fineness modulus 197 

Saw, concrete 253 

Shims, asphalt finisher screed 486 

Spreader: 

Aggregate 49 

t Bituminous 45 
Chip 49 
Concrete : 

Maxon 2506 

Standard 240 
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Depth ........... . .................. 4a 

Expedient considerations ------------- 10 

Width ..... . ........................ 46 

Straightedge testing ---------------------- 48e 

Subgrade, frozen ......... __ .............. 24b 

Supporting equipment, concrete ___________ 245 

Surfaces : 

Bituminous. (See Bituminous struc- 

tures.) 
Definition --------------------------- 6 

Expedient. (See Expedient surfaces.) 

Types ----- ............ . ..... _______ 6-10 

Surface treatment combine ---------------- 50 

Tar. (Sec Bitumens, tar.) 

Temperature, flash point, bitumen (table 
X) ........... .... ................ _____ I43a 

Transit mixer, concrete ___________________ 248 

Travel plant, bituminous __________________ 39 

Trial batch method. (See Concrete, mix de- 
sign.) 

Triebatch paver, concrete, 34E ......... 347 

Truck : 

Agitator, concrete ------------------- 348 

Batch, concrete ........... , ........ 267A 

Dump, 5-ton ................. . ....... 42 

"Dumpcretc" ......... - ............. 249 

Water. (See Concrete, water.) 

Water-cement ratio ---------------------- 309b 

Water gas tar. (See Bitumen, tar.) 

Wearing surfaces. (See Surfaces.) 

Welded wire fabric .............. . ........ 305 

Windrow box ............................ 61 

Vibration, concrete ...... ________________ 321b 

Vibrator, concrete, pneumatic ------------- 247 

Viscosity comparison, bitumen ------------- 341 
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